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SERVICE ENTRANCE CAPS 
CLAMP-ON - VINYL
Caps overhead services that utilize SEU cable

Material: Vinyl
Certifi cations: UL Listed
Features: Clamp-on slip-fi t style. 3 Cable holes. 
EMT adapter sleeve included.
Color: Gray

SERVICE ENTRANCE CAPS
ALUMINUM
Caps overhead service entrance

Material: Cast Aluminum 
Certifi cations: UL Listed 
Notes: For use with Rigid/IMC conduit

ITEM# TRADE
SIZE

INNER
QTY

MSTR.
QTY ITEM# TRADE

SIZE
INNER

QTY
MSTR.

QTY

L-800-CL 1/2" 10 50 370 1/2" 5 50

L-801-CL 3/4" 10 50 371 3/4" 5 25

L-802-CL 1" 5 25 372 1" N/A 10

L-803-CL 1-1/4" 5 25 373 1-1/4" N/A 10

L-804-CL 1-1/2" 3 15 374 1-1/2" N/A 10

L-805-CL 2" N/A 5 375 2" N/A 5

L-806-CL 2-1/2" N/A 1 376 2-1/2" N/A 2

L-807-CL 3" N/A 1 377 3" N/A 1

L-808-CL 3-1/2" N/A 1 378 3-1/2" N/A 1

L-809-CL 4" N/A 1 379 4" N/A 1

CLAMP-ON THREADED

ITEM#
TRADE

SIZE
INNER

QTY
MSTR.

QTY
ITEM#

TRADE
SIZE

INNER
QTY

MSTR.
QTY

L-800-V 1/2" 5 25 L-803-V 1-1/4" N/A 10

L-801-V 3/4" 5 25 L-804-V 1-1/2" N/A 10

L-802-V 1" N/A 20 L-805-V 2" N/A 5
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SERVICE ENTRANCE 
CABLE CAPS - ALUMINUM
Caps overhead services that utilize SEU cable

Material: Cast Aluminum 
Certifi cations: UL Listed 
Features: 2 cable holes

SERVICE ENTRANCE CAPS 
SLIPFITTER  
Caps overhead service entrance

Material: Cast Aluminum 
Certifi cations: UL Listed
Notes: For use with Rigid/IMC conduit

ITEM# PIPE
SIZE

CAP
SIZE

INNER
QTY

MASTER
QTY

L-805-M 2" 1-1/4" N/A 10

L-806-M 2" 1-1/4" N/A 10

L-809-M 2-1/2" 2" N/A 5

ITEM# SE CABLE 
RANGE

INNER
QTY

MASTER
QTY

90 3 #8 SLD. - 3 #1 STR. N/A 20

92 3 #1/0 STR. - 3 #4/0 STR. N/A 5

SERVICE ENTRANCE CAPS
THREADED  
Caps overhead service entrance

Material: Cast Aluminum
Certifi cations: UL Listed
Notes: For use with Rigid/IMC conduit

ITEM#
TRADE

SIZE
INNER

QTY
MSTR.

QTY
ITEM#

TRADE
SIZE

INNER
QTY

MSTR.
QTY

370 1/2" 5 50 375 2" N/A 5

371 3/4" 5 25 376 2-1/2" N/A 2

372 1" N/A 10 377 3" N/A 1

373 1-1/4" N/A 10 378 3-1/2" N/A 1

374 1-1/2" N/A 10 379 4" N/A 1
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SERVICE ENTRANCE
MOGUL BODIES
Allows larger access for inspection, 
pulling and maintenance

Material: Cast Aluminum 
Certifi cations: UL Listed 

ITEM# TRADE
SIZE

INNER
QTY

MASTER
QTY

LBMO-125 1-1/4" N/A 5

LBMO-150 1-1/2" N/A 2

LBMO-200 2" N/A 2

SERVICE ENTRANCE 
CABLE CAPS - PVC/STEEL
Caps oval service entrance cable

Material: PVC Cap, Galvanized Steel 
Back Support Bracket 
Certifi cations: UL Listed 
Features: 2 cable holes

ITEM# SE CABLE 
RANGE

INNER
QTY

MASTER
QTY

190 SEC. #8 TO #2 N/A 50

191 SEC. #0 TO #2/0 N/A 10

192 SEC. #3/0 & #4/0 N/A 10

SERVICE ENTRANCE 
CABLE CAPS - PLASTIC
Protects service entrance cables

Material: Plastic 
Certifi cations: UL Listed 
Features: 2 cable holes

ITEM# SE CABLE 
RANGE

INNER
QTY

MASTER
QTY

ME24 3 #3 STR. - 3 #2 STR. N/A 10

ME256 3 #2/0 STR. - 3 #4/0 STR. N/A 10



SERVICE ENTRANCE HARDWARE

163

SERVICE ENTRANCE BODIES
Allows access for inspection, pulling and 
maintenance

Material: Cast Aluminum 
Certifi cations: UL Listed
Features: Flush mount to structure
Notes: XL prefi x for extra long

ITEM#
TRADE

SIZE
INNER

QTY
MSTR.

QTY
ITEM#

TRADE
SIZE

INNER
QTY

MSTR.
QTY

L-900 1/2" 10 50 L-904 1-1/2" 1 5

L-901 3/4" 10 50 L-905 2" 1 5

L-902 1" 5 25 L-903-XL 1-1/4" 2 10

L-903 1-1/4" 2 10 L-905-XL 2" 1 5

SERVICE INSULATOR 
WIRE HOLDERS
Secures incoming wires for overhead 
service entrance cable

Material: Porcelain

ITEM# TRADE
SIZE

INNER
QTY

MSTR.
QTY ITEM# TRADE

SIZE
INNER

QTY
MSTR.

QTY

P-12 1/4" x 1-11/16" 10 100 P-16 3/8" x 2-1/4" 10 50

P-13 5/16" x 2" N/A 50 P-19 3/8" x 3" N/A 50

P-15 3/8" x 2" 10 50 P-20 3/8" x 4" N/A 25

LAG TYPE REINFORCED STRAP

MAST CLAMP WIRE HOLDERS   
Holds incoming service entrance cables 

Material: Porcelain Wire Holder, Adjustable 
Galvanized Steel Clamp

ITEM# TRADE
SIZE

INNER
QTY

MASTER
QTY

P-18 1-1/4" - 3" N/A 20
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MAST KITS
Overhead service drops utilizing conduit 

Material: Zinc Diecast, Steel, Rubber 
and Porcelain

P-100 Contents:   (1) 2200, (1) L-805-M, (1) P-18, (2) P-25, (1) P40
P-125 Contents:   (2) 129, (1) L-805-CL, (1) P-18, (1) P-40
P-125-M Contents: (4) 003, (2) 129, (1) L-805-CL, (1) P-40
P-150 Contents:  (1) 3600, (1) L-809-M, (1) P-18, (2) P-25, (1) P-41
P-150-M Contents: (4) 003, (2) 130, (1) L-809-M, (1) P-41
P-150-X Contents: (1) L-809-M, (1) P-18, (2) P-25, (1) P-41

ITEM# TRADE
SIZE

INNER
QTY

MASTER
QTY

P-100 2" N/A 1

P-125 2" N/A 1

P-125-M 2" N/A 1

P-150 2-1/2" N/A 1

P-150-M 2-1/2" N/A 1

P-150-X 2-1/2" N/A 1

MAST SUPPORT 
CLAMP - ALUMINUM  
Secures service entrance conduit 
to surface of structure

Material: Galvanized Steel
Certifi cations: UL Listed
Notes: Screw mounting  

ITEM# TRADE
SIZE

LAG
SIZE

INNER
QTY

MASTER
QTY

P-26 2" 2-1/2" N/A 20

MAST SUPPORT
ADJUSTABLE CLAMP - STEEL   
Secures service entrance conduit 
to surface of structure 

Material: Galvanized Steel
Certifi cations: UL Listed
Notes: Threaded rod mounting  

ITEM# TRADE
SIZE

INNER
QTY

MASTER
QTY

P-25 1-1/4" - 3" N/A 20



SERVICE ENTRANCE HARDWARE

165

WATERTIGHT HUBS
ZINC  
Secures threaded Rigid/IMC service 
entrance conduit to box or enclosure

Material: Zinc Die Cast
Certifi cations: UL Listed, NEMA FB-1, 
NEC Article 345 & 346
Features: Insulated throat has 105˚ C temperature rating

WATERTIGHT HUBS 
MALLEABLE  
Secures threaded Rigid/IMC service 
entrance conduit to box or enclosure

Material: Malleable Iron
Certifi cations: UL Listed, Federal Spec. W-F-40BE, 
NEMA: FB-1

ITEM#
TRADE

SIZE
INNER

QTY
MSTR.

QTY
ITEM#

TRADE
SIZE

INNER
QTY

MSTR.
QTY

LWH-50 1/2" 20 100 LWH-200 2" 5 25

LWH-75 3/4" 20 100 LWH-250 2-1/2" N/A 10

LWH-100 1" 20 100 LWH-300 3" N/A 5

LWH-125 1-1/4" 10 50 LWH-350 3-1/2" N/A 5

LWH-150 1-1/2" 10 50 LWH-400 4" N/A 5

ITEM#
TRADE

SIZE
INNER

QTY
MSTR.

QTY
ITEM#

TRADE
SIZE

INNER
QTY

MSTR.
QTY

MLWH-50 1/2" 20 100 MLWH-250 2-1/2" N/A 10

MLWH-75 3/4" 20 100 MLWH-300 3" N/A 10

MLWH-100 1" 10 50 MLWH-350 3-1/2" N/A 5

MLWH-125 1-1/4" 10 50 MLWH-400 4" N/A 5

MLWH-150 1-1/2" 10 50 MLWH-500 5" N/A 1

MLWH-200 2" 5 25 MLWH-600 6" N/A 1
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WATERTIGHT CONNECTORS
ZINC  
Provides a watertight seal around 
underground feeder cable

Material: Zinc Die-Cast
Certifi cations: UL Listed
Note:  Underground feeder cable may vary 
between manufacturers and type of jacket

ITEM# TRADE
SIZE

UF CABLE
RANGE

INNER
QTY

MASTER
QTY

LWC-05014 1/2" 12/2 25 250

LWC-07514 3/4" 12/3 25 250

WATERTIGHT CONNECTORS 
ZINC  
Provides watertight seal around service 
entrance cable

Material: Zinc Die Cast
Certifi cations: UL Listed (except LWC-1501 and LWC-2001)
Notes:  N suffi x for neoprene jacket oval cable

ITEM# TRADE
SIZE

CABLE
SIZE

INNER
QTY

MASTER
QTY

LWC-1004 1" #4 10 100

LWC-1006 1" #6 10 100

LWC-1008 1" #8 10 100

LWC-1252 1-1/4" #2 10 50

LWC-1253 1-1/4" #2 10 50

LWC-1501 1-1/2" #1/0 5 25

LWC-1502 1-1/2" #2/0 5 25

LWC-2001 2" #1/0 5 25

LWC-2002 2" #2/0 5 25

LWC-2003 2" #3/0 5 25

LWC-2004 2" #4/0 5 25

LWC-1252-N 1-1/4" #3 10 50

LWC-2004-N 2" #4/0 5 25
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WEDGE CLAMPS
Connects service entrance cable to a 
mounting device or structure

Material: Aluminum Wedge & Shell, 
6-1/2" Stainless Steel Bail 
Features: Full complement of bail confi gurations. 
Shell can be removed from wedge.
Notes: 1/0 conductor use is 500 lbs. Max.

ITEM# CONDUCTOR
DIAMETER (in.)

INNER
QTY

MASTER
QTY

WC1/0-4 .250 - .414 5 25

WC2-6 .160 - .330 10 50

WATERTIGHT CONNECTORS
STEEL  
Provides a watertight seal around 
underground feeder cable

Material: Screw Machined Steel
Certifi cations: UL Listed
Note:  Underground feeder cable may vary between 
manufacturers and type of jacket

ITEM# TRADE
SIZE

UF CABLE
RANGE

INNER
QTY

MASTER
QTY

MUF-50 1/2" 14/2 - 12/2 25 100

MUF-75 3/4" 14/3 - 8/2 10 50

TAKE ALL BOX CONNECTORS 
ZINC
Connects round SE cable to box or enclosure

Material: Zinc Die-Cast

ITEM#
TRADE

SIZE
INNER

QTY
MSTR.

QTY
ITEM#

TRADE
SIZE

INNER
QTY

MSTR.
QTY

TA-50 1/2" 25 250 TA-125 1-1/4" 10 100

TA-75 3/4" 20 200 TA-150 1-1/2" 5 50

TA-100 1" 10 100 TA-200 2" 5 50
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NO-CAULK FLASHING
Prevents water leaks where conduit 
penetrates the roof surface

Material: 24 Gauge Galvanized Steel Base,  
Elastomeric Compound Collar 
Features: Flashing base and collar are separate. 
Fits fl at up to 45˚ .
Notes: For plastic, cast iron, or galvanized pipe.

GALVANIZED FLASHING
NEOPRENE SEAL
Prevents water leaks where conduit 
penetrates the roof surface

Material: 24 Gauge Galvanized Steel Base,  
Elastomeric Compound Collar 
Features: Flashing base and collar are separate. 
Fits fl at up to 40˚ 
Notes: For plastic, cast iron, or galvanized pipe.

ITEM# TRADE
SIZE

INNER
QTY

MASTER
QTY

P-38 1-1/4" N/A 25

P-39 1-1/2" N/A 25

P-40 2" N/A 25

P-41 2-1/2" N/A 25

ITEM# TRADE
SIZE

INNER
QTY

MASTER
QTY

P-339 1-1/4" - 1-1/2" N/A 12

P-340 2" N/A 12

P-342 3" N/A 12

P-344 4" N/A 12

SILL PLATES
Prevents water from entering structure when 
used with sealing compound

Material: PVC (1900) and Aluminum (ME14) 

ITEM# CABLE
RANGE

INNER
QTY

MASTER
QTY

1900 #4 - 0 10 100

ME14 #3/0 - 4/0 N/A 5
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SEAL FLEX COMPOUND
Seals around boxes, fl ashings and service 
entries

Material: Butyl Rubber Composite 
Features: Non-toxic
Notes: Thumb grade sealer. Approved for 
use in food processing facilities. For indoor and 
outdoor use.

ITEM# SIZE INNER
QTY

MASTER
QTY

1901 1 LB. 1 50

1905 5 LBS. 1 10

UNIVERSAL FLASHING  
Prevents water leaks where conduit 
penetrates the roof surface

Material: Heavy-Duty Aluminum Alloy Base, 
Elastomeric Compound Collar  
Features: Conforms to uneven surfaces for a tight seal

ITEM# TRADE
SIZE

INNER
QTY

MASTER
QTY

P-400 1/4" - 4" N/A 6

NEOPRENE FLASHING
Prevents water leaks where conduit 
penetrates the roof surface

Material: Elastomeric Base and Collar  
Features: One-piece construction of base 
and collar. Fits fl at up to 45˚ .
Notes: For use with copper, galvanized, 
plastic or cast iron pipe. Not recommended for 
hot-mopped or built-up roofs.

ITEM# TRADE
SIZE

INNER
QTY

MASTER
QTY

P-239 1-1/4" N/A 12

P-240 1-1/2" N/A 12

P-241 2-1/2" N/A 12
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Innovation is the 
rule at Madison, and 
our box and fi xture 
accessories are no 
exception. From 
basic accessories, 
to the UL listed 
Smart Box - the 
newest innovation 
in electrical boxes - 
Madison’s box and 
fi xture accessories 
line has just what 
you need.
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           SMART BOX™ 
           ORIGINAL BOXES
Mounts to wood or metal stud for 
new or old work

Material: PVC
Certifi cations: UL Listed, ROHS Compliant
Features: Unmatched in adjustability. 
Molded entirely of 1 piece with no moving parts to break or 
lose. Step down feature allows for wire entrance in both top 
and bottom of box. Mounts to wood or metal stud 25g. Extra 
thick PVC wall material creates stability and rigidity. Built-in 
wire clamps. All 6/32 device holes are threaded.
Notes: Heavy duty 42 lb. mounting screws supplied. 

           SMART BOX™ 
           FAN & FIXTURE BOXES
Mounts light fi xtures, fans (MSBFAN only), 
smoke and carbon monoxide detectors

Material: Polycarbonate
Certifi cations: UL Listed, ROHS Compliant
Features: Quicker to install than a nail on box. Easily removed 
without creating damage to wall. Extra thick wall material 
creates stability and rigidity. Best solution for old work and 
retrofit applications. Heavy duty design for support of moving 
loads. Extra deep for smoke and carbon monoxide 
detectors or paddle fan components. Easily upgraded 
from MSBRND to MSBFAN. 

ITEM# TRADE
SIZE

INNER
QTY

MASTER
QTY

MSB1G 1 GANG N/A 100

MSBHZ 1 GANG HORIZONTAL N/A 50

MSB22+ 1 GANG PLUS - 22.5/cu. N/A 50

MSB2G 2 GANG N/A 60

MSB3G 3 GANG 20 40

MSB4G 4 GANG 20 40

ITEM# SUPPORTS INNER
QTY

MASTER
QTY

MSBRND 50 LB. LIGHT FIXTURE N/A 30

MSBFAN
50 LB. PADDLE FAN

OR 75 LB. LIGHT FIXTURE
N/A 30

EXCLUSIVE

EXCLUSIVE
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           SMART BOX™ 
           MULTI-MOUNT BOXES
Mounts horizontally or vertically for flat 
screen TV and home theater applications

Material: Polycarbonate
Certifi cations: UL Listed, ROHS Compliant. 
UL approved for single screw mounting (extra support bar not 
required).
Features: Removable nail tabs used for metal stud mounting. 
Removable interior mounting blocks allow for more cubic inch 
in the box. Built in mounting blocks on the top end of the box 
for vertical mounting. ½ inch knock outs for blue tube or PVC 
conduit connections. Low voltage wall dividers allow for mixed 
voltages in the same box. Largest volume offered in device 
boxes. Vertical and horizontal mounting. 
Notes: Heavy duty mounting screws supplied. 

           SMART BOX™ 
           LOW VOLTAGE BOXES
Mounts to wood or metal stud for new 
or old work with adjustable depth capacity

Material: PVC
Certifi cations: UL Listed, ROHS Compliant
Features: Leveling tab feature allows for easy alignment to 
adjacent box. Heavy duty 42 lb. mounting screws supplied. 
Mounts to wood or metal stud 25g. Same box mounts in a
horizontal or vertical position. All 6/32 device holes are threaded. 
Use where TV and computer locations are suited.
Notes: Heavy duty 42 lb. mounting screws supplied. 

ITEM# TRADE
SIZE

INNER
QTY

MASTER
QTY

MSBMMT1G 1 GANG N/A 50

MSBMMT2G 2 GANG N/A 30

MSBMMT3G 3 GANG N/A 20

MSBMMT4G 4 GANG N/A 20

MSBMMT5G 5 GANG 5 20

MSBMMT6G 6 GANG 5 20

MSBMMW WALL DIVIDER-LOW VOLTAGE 10 100

MSBMMSP1 SINGLE SCREWPLATE 10 100

MSBMMSP2 DOUBLE SCREWPLATE 10 100

MSBMMSP3 TRIPLE SCREWPLATE 10 100

ITEM# TRADE
SIZE

INNER
QTY

MASTER
QTY

MSBLV1G 1 GANG N/A 50

MSBLV2G 2 GANG N/A 50

EXCLUSIVE

EXCLUSIVE
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ITEM# TRADE
SIZE

INNER
QTY

MSTR.
QTY ITEM# TRADE

SIZE
INNER

QTY
MSTR.

QTY

MR-2 3/4" x 1/2" 100 1000 MR-20 2-1/2" x 1-1/4" 50 500

MR-3 1" x 1/2" 100 1000 MR-21 2-1/2" x 1-1/2" 50 500

MR-4 1" x 3/4" 100 1000 MR-22 2-1/2" x 2" 50 500

MR-5 1-1/4" x 1/2" 100 1000 MR-23 3" x 1/2" 25 250

MR-6 1-1/4" x 3/4" 100 1000 MR-24 3" x 3/4" 25 250

MR-7 1-1/4" x 1" 100 1000 MR-25 3" x 1" 25 250

MR-8 1-1/2" x 1/2" 100 1000 MR-26 3" x 1-1/4" 25 250

MR-9 1-1/2" x 3/4" 100 1000 MR-27 3" x 1-1/2" 25 250

MR-10 1-1/2" x 1" 100 1000 MR-28 3" x 2" 25 250

MR-11 1-1/2" x 1-1/4" 100 1000 MR-29 3" x 2-1/2" 25 250

MR-12 2" x 1/2" 50 500 MR-35 3-1/2" x 2" 10 100

MR-13 2" x 3/4" 50 500 MR-36 3-1/2" x 2-1/2" 10 100

MR-14 2" x 1" 50 500 MR-37 3-1/2" x 3" 10 100

MR-15 2" x 1-1/4" 50 500 MR-43 4" x 2" 10 50

MR-16 2" x 1-1/2" 50 500 MR-44 4" x 2-1/2" 10 50

MR-17 2-1/2" x 1/2" 50 500 MR-45 4" x 3" 10 50

MR-18 2-1/2" x 3/4" 50 500 MR-46 4" x 3-1/2" 10 50

MR-19 2-1/2" x 1" 50 500

ITEM# TRADE
SIZE

INNER
QTY

MSTR.
QTY ITEM# TRADE

SIZE
INNER

QTY
MSTR.

QTY

150 1/2" 100 1000 140 1/2" 100 1000

151 3/4" 50 500 141 3/4" 50 500

152 1" 50 500 142 1" 50 500

153 1-1/4" 25 250 143 1-1/4" 25 250

154 1-1/2" 25 250 144 1-1/2" 25 250

155 2" 20 200 145 2" 20 200

REDUCING WASHERS
Reduces the size of knockout holes

Material: Galvanized Steel
Notes: Used in pairs 

SNAP-IN BLANKS
Caps unused knockout holes in box 
or enclosure

Material: Steel or 6/6 Nylon as noted
Features: Nylon snaps in with fi ngertip pressure. 
No tools required.
Notes: Nylon recognized under the UL component program.

STEEL NYLON


