RIGID SPEED NIPPLES

ZINC

Serves as a short raceway between

enclosures when used with a locknut

Material:  Zinc Die-Cast

Certifications: UL Listed

STANDARD INSULATED THROAT

mems TIOE Mo ome | TEve TERE I o
L-701 172" 100 1000 | IL-701 172" 100 1000
L-702 3/4 50 500 | IL-702 3/4 50 500
L-703 1 25 250 IL-703 1" 25 250
L-704 1-1/4" 25 250 IL-704 1-1/4" 25 250
L-705 1-1/2" 25 100 | IL-705 1-1/2" 25 100
L-706 2' 10 40 IL-706 2' 10 40
L-707 2-1/2" 10 40 IL-707 2-1/2" 10 40
L-708 3 10 40 IL-708 3 10 40
L-709 3-1/2" 10 40 IL-709 3-1/2" 10 40
L-710 4 5 20 IL-710 4 5 20

RIGID SPEED NIPPLES

MALLEABLE

Serves as a short raceway between
enclosures when used with a locknut

Material:

Malleable Iron, Zinc Plated
UL Listed, NEMA FB-1

Certifications:

STANDARD INSULATED THROAT
e e il
ML-701 172" 100 500 | IML-701 1/2" 100 500
ML-702 3/4 50 250 | IML-702 3/4" 50 250
ML-703 1" 25 125 | IML-703 1" 25 125
ML-704  1-1/4" 25 125 | IML-704 1-1/8 25 125
ML-705  1-1/2 25 125 | IML-705 1-1/2" 25 125
ML-706 2' 10 50 IML-706 2' 10 50
ML-707 ~ 2-1/2" N/A 10 IML-707 2-1/2"  N/A 10
ML-708 3 N/A 10 IML-708 3 N/A 10
ML-709  3-1/2" N/A 10 IML-709 3-1/2"  N/A 10
ML-710 & N/A 5 IML-710 4 N/A 5
ML-711 5 N/A 1 IML-711 5" N/A 1
ML-712 6" N/A 1 IML-712 6" N/A 1
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RIGID & IMC CONDUIT FITTINGS

RIGID OFFSET NIPPLES
ZINC

Used to offset 3/4" between enclosure runs

Material:  Zinc Die-Cast
Certifications: UL Listed

®

TRADE INNER MSTR. ITEM# TRADE INNER MSTR.
SIZE aTy ary SIZE aTy aTy

L-40-1 172" 10 100 | L-40-4 1-1/4" 5 50
L-40-2 34 10 100 | L-40-5 1-172" 5 50
L-40-3 1" 10 100 | L-40-6 2' 2 20

ITEM#

RIGID OFFSET NIPPLES
MALLEABLE

Used to offset 3/4" between enclosure runs

Material: Malleable Iron, Zinc Plated

Certifications: UL Listed, NEMA FB-1 @
Features: Threaded NPSM for Rigid/IMC conduit
R
ML-40-1 1/2" 10 100
ML-40-2 3/4 10 100
ML-40-3 1" 10 100
ML-40-4 1-1/4" 5 50

CONDUIT BUSHINGS
ZINC

Used with locknut to protect conductors in
threaded Rigid/IMC conduit entering a box

Material:  Zinc Die-Cast
Certifications: UL Listed

A
CB-50 1/2" 100 1000 | CB-200 2" 25 100
CB-75 3/4" 100 1000 | CB-250 2-1/2" 10 100
CB-100 1" 50 500 CB-300 3 10 100
CB-125 1-1/4" 25 250 CB-350 3-1/2" 5 25
CB-150 1-1/2" 25 250 CB-400 4 5 50
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CONDUIT BUSHINGS
ZINC INSULATED

Used with locknut to protect conductors in
threaded Rigid/IMC conduit entering a box

Material:  Zinc Die-cast
Certifications: UL Listed
Features: Insulated throat

TRADE INNER MSTR. ITEM# TRADE INNER MSTR.
SIZE Q1Y Q1Y SIZE QTy Q1Y

CBI-50 172" 100 500 | CBI-200 2' 10 50
CBI-75 3/4" 50 250 | CBI-250 2-1/2"  N/A 10
CBI-100 1 50 250 | CBI-300 3 N/A 10
CBI-125 1-1/8" 25 125 | CBI-350 3-1/2"  N/A 10
CBI-150 1-1/2" 25 125 | CBI-400 & N/A 10

ITEM#

MALLEABLE

CONDUIT BUSHINGS -}
Used with locknut to protect conductors in = -; I

threaded Rigid/IMC conduit entering a box 1 ,'r."

Material: Malleable Iron, Zinc Plated

Certifications: UL Listed, NEMA FB-1 @

TRADE INNER MSTR. ITEM# TRADE INNER MSTR.
SIZE Q1Y Q1Y SIZE QTy Q1Y

MCB-50 12" 100 500 | MCB-200 2' 10 50
MCB-75 3/4" 50 250 | MCB-250 2-1/2" N/A 10
MCB-100 1 50 250 | MCB-300 3 N/A 10
MCB-125  1-1/4" 25 125 | MCB-350  3-1/2" N/A 10
MCB-150  1-1/2" 25 125 | MCB-400 & N/A 10

ITEM#
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RIGID & IMC CONDUIT FITTINGS

CONDUIT BUSHINGS

MALLEABLE INSULATED ' |
Used with locknut to protect conductors in _—
threaded Rigid/IMC conduit entering a box L 4

Material: Malleable Iron, Zinc Plated,
Liner Ultm 1000
Certifications: UL Listed, Federal Spec. WF- 408E,

NEMA FB-1
Features: Liner rated at 150" C @

TRADE INNER MSTR. TRADE INNER MSTR.
SIZE QTY  QTY SIZE QTY Q1Y

MCBI-50 172" 100 500 | MCBI-250 2-1/2" N/A 10
MCBI-75 34 50 250 | MCBI-300 3 N/A 10
MCBI-100 1" 50 250 | MCBI-350 3-1/2" N/A 10
MCBI-125 1-1/4" 25 125 | MCBI-400 4" N/A 10
MCBI-150 1-1/2" 25 125 | MCBI-500 5" N/A 5
mMcBI-200 2" 10 50 | MCBI-600 6" N/A 5

ITEM# ITEM#

GROUNDING BUSHINGS e
ZINC INSULATED |
Used with a locknut to terminate service s T;¥|

conduit to cabinet 5

Material:  Zinc Die-Cast, Plastic Liner

Certifications: UL Listed

Features: AL CU dual rated lay-in lug for bonding
jumper to neutral busbar. Plastic liner prevents damage

to wire insulation.
Notes: Liner rated at 150°C
TRADE INNER MSTR. TRADE INNER MSTR.
TEM# “sze arvy  ary | sz arv  amy

CBGI-50 172" 100 500 | CBGI-200 2' 10 50
CBGI-75 3/4" 50 250 | CBGI-250 2-1/2" N/A 10
CBGI-100 1" 50 250 | CBGI-300 3 5 25
CBGI-125 1-1/4" 25 125 | CBGI-350  3-1/2" N/A 10
CBGI-150 1-1/2" 25 125 | CBGI-400 & N/A 10
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GROUNDING BUSHINGS _ e
MALLEABLE INSULATED e 5\"’--'

Used with a locknut to terminate service
conduit to cabinet

Material: Malleable Iron, Plastic Liner

Certifications: UL Listed, NEMA FB-1

Features: AL CU dual rated lay-in lug for bonding jumper
to neutral busbar. Plastic liner prevents damage to wire

insulation. @
Notes: Liner rated at 150°C

TRADE INNER MSTR. ITEM# TRADE INNER MSTR.
SIZE QTy QY SIZE QTY Q1Y
MCBGI-50  1/2" 100 500 | MCBGI-250 2-1/2" N/A 10
MCBGI-75  3/4" 50 250 | MCBGI-300 3" N/A 10
MCBGI-100 1" 50 250 | MCBGI-350 3-1/2"  N/A 10
MCBGI-125 1-1/4" 25 125 | MCBGI-400 4 N/A 10
MCBGI-150 1-1/2" 25 125 | MCBGI-500 5" N/A 5
MCBGI-200 2" 10 50 | MCBGI-600 6" N/A 5

ITEM#

CONDUIT BUSHINGS
PLASTIC

Used with a locknut to protect conductors
inside Rigid/IMC conduit entering a box

Material:  Polypropylene
Certifications: UL Listed
Features: 105° C temperature rating. Rounded surface

prevents damage to wire insulation.
Color: Gray
ITEM TRADE INNER MSTR. ITEM# TRADE INNER MSTR.

SIZE Q1Y Q1Y SIZE QTy Q1Y
CPB-50 172" 100 1000 | CPB-250  2-1/2 10 50
CPB-75 3/4" 100 1000 | CPB-300 3 10 50
CPB-100 1" 50 250 | CPB-350  3-1/2" 10 40
CPB-125  1-1/4" 25 250 | CPB-400 4 10 40
CPB-150  1-1/2" 25 250 | CPB-500 5 N/A 10
CPB-200 2" 25 125 | CPB-600 6" N/A 10
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RIGID & IMC CONDUIT FITTINGS

REDUCING BUSHINGS
STEEL

Reduces the size of internal female threads

Material:  Steel
Certifications: UL Listed

TRADE INNER MSTR. ITEM# TRADE INNER MSTR.
SIZE aTy  aTy SIZE aTy  aty

LRB-2  3/4"x1/2" 100 1000 | LRB-9 1-1/2"x3/4" 10 100
LRB-3 1"x1/2" 50 500 | LRB-10 1-1/2"x1" 10 100
LRB-4 1"x 3/4" 50 500 | LRB-11 1-1/2"'x1-1/4" 10 100
LRB-5 1-1/4"x1/2" 25 250 | LRB-14  2'x1" 10 50
LRB-6  1-1/4"x3/4" 25 125 [ LRB-15 2'x1-1/4" 10 50
LRB-7  1-1/4'x1" 25 125 [ LRB-16 2'x1-1/2" 10 50
LRB-8  1-1/2"x1/2" 25 125

ITEM#

REDUCING BUSHINGS
MALLEABLE

Reduces the size of internal female thread

Material:  Malleable Iron -
Certifications: UL Listed @
Features: Threaded NPSM for Rigid and IMC conduit

TRADE INNER MSTR. ITEM# TRADE INNER MSTR.
SIZE aTy  aTy SIZE aTy  aty

LRB-21 2-1/2'x1-1/2" 5 50 LRB-33 3-1/2'x3" N/A 5
LRB-22 2-1/2'x2" 5 25 LRB-36  4'x 3" N/A 5
LRB-28  3"'x2" N/A 5 LRB-37 4"'x3-1/2" N/A 5
LRB-29 3"'x2-1/2" N/A 10

ITEM#

FLOOR FLANGES P
MALLEABLE . b

Used with threaded conduit for mounting -
to flat surfaces

Material: Malleable Iron, Hot Dipped Galvanized

row O TGS VTR, T8 O VT
550 1/2" N/A 25 553 1-1/4"  N/A 15
551 3/4" N/A 20 554 1-1/2"  N/A 12
552 1 N/A 20 555 2" N/A 8

MEﬂ‘MWf.net -



LOCKNUTS Y

Connects threaded conduit to box

or enclosure -
==ty

Material:  Zinc Die-Cast or Steel as noted .
Certifications: UL Listed (Zinc only) @

ZINC STEEL

TEm#  TRADE INNER MSTR. TRADE INNER MSTR.
SIZEQTY Q1Y SIZE QT Q1Y

LN-50 172" 100 1000 | LNS-38 3/8" 100 1000
LN-75 3/4 100 1000 | LNS-50 172" 100 1000

ITEM#

LN-100 1 100 1000 | LNS-75 3/4 100 1000
LN-125 1-1/4 50 500 | LNS-100 1" 100 1000
LN-150  1-1-/2" 20 200 | LNS-125 1-1/4" 50 500
LN-200 2' 25 250 [ LNS-150 1-1-/2" 20 200
LN-250  2-1/2" 10 100 | LNS-200 2' 25 250
LN-300 3 10 100 | LNS-250 2-1/2" 10 100
LN-350  3-1/2" 10 50 LNS-300 3 10 100
LN-400 & 10 50 LNS-350  3-1/2" 10 50
LNS-400 & 10 50

LNS-500 5 N/A 10
LNS-600 6" N/A 10

EXTRA HEAVY DUTY :
UL LOCKNUTS
STEEL

Connect threaded conduit to box
or enclosure

Material:  Zinc Plated Steel @
Certifications: UL Listed

TRADE INNER MSTR. TRADE INNER MSTR.
SIZE  QTy  QTY SIZE Q1Y Q1Y

LNS-50UL  1/2" 100 1000 | LNS-250UL 2-1/2" N/A 25
LNS-75UL  3/4" 100 1000 | LNS-300UL 3" N/A 25
LNS-100UL 1" 100 500 | LNS-350UL 3-1/2" N/A 25
LNS-125UL 1-1/4"  N/A 100 | LNS-400UL 4" N/A 25
LNS-150UL 1-1/2"  N/A 50 [ LNS-500UL 5" N/A 5
LNS-200UL 2" N/A 25 | LNS-600UL 6" N/A 5

ITEM# ITEM#
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