"V'E] CLIP-IT™
EOME STUD STRAPS

Secures MC/AC cable to studs

Material:  Sturdy Polycarbonate

Certifications: UL Listed

Features: Holds MC/AC cable 12/2 through 10/3, eliminating
the unsightly sagging you get with other supports. Can be used
universally. Clip-it meets NEC 2008 code for plenum ratings,
and tested tough enough to be used in environments -30°F thru
250° F. Fits MC/AC cable 12/2 thru 10/3. Environmentally friendly.
Notes: Plenum rated.Take a look at the new

Low Voltage strap shown on page xxx. @

TRADE INNER MASTER

ITEM# DESCRIPTION SIZE Ty a1y
MS-AK250 3 CIRCUIT STRAP 2-1/2 100 600
MS-AKO01 1 CIRCUIT STRAP 4 100 600

MS-AK02LV 2 CIRCUIT LOW VOLTAGE STRAP 4 100 600
MH-AK02 2 CIRCUIT HORIZONTAL STRAP & 100 600
MAK6-4 4 CIRCUIT STRAP 6" 10 250
MBD214-1 1 CIRCUIT PIGGY-BACK CLIP 172" 100 600

CLIP-IT™
CHANNEL CLIPS

Secures MC/AC cable and conduit pipe
to channel strips

Material:  Sturdy Polycarbonate
Certifications: UL Listed
Features: Snap the MC Clip into the Channel Strip or Center
Stud Strap, and snap your cables in place. Clip-it keeps your
cables tidy. Withstands harsh environments -30°F to 250°F

Fits MC/AC cable 12/2 thru 10/3. Fits 1/2” thru 1” PVC,

Rigid and EMT conduit. Environmentally friendly.

Notes: Plenum rated
TRADE INNER MASTER
ITEM# DESCRIPTION SIZE aTyY oTY
MAG840 1/2" MC/AC CABLE CLIP 1/2" 100 600
MKM28 1/2" CONDUIT CLIP 1/2" 100 600
MKM30 3/4” CONDUIT CLIP 3/4 100 600
MKM32 1" CONDUIT CLIP 1" 100 600
140



HANGERS & SUPPORTS

&) CLIP-IT™ ==
2T CHANNEL STRIPS

Secures channel clips to wall or
in between studs

Material:  Sturdy Polycarbonate

Certifications: UL Listed

Features: Snap the MC Clip into the Channel Strip or Center
Stud Strap and snap your cables in place. Channel Strip comes
in standard 20 in. lengths and can be cut to your required size.
With only three screws, you have the flexibility to support up

to 20 cables at a time. Center stud strap adjusts to fit between 2
studs. Withstands harsh environments -30°F to 250°F. Fits MC/AC
cable 12/2 thru 10/3. Fits 1/2” thru 1” PVC, Rigid and

EMT conduit. Environmentally friendly. @
Notes: Plenum rated
TRADE INNER MASTER
ITEM# DESCRIPTION SIZE aTy aTy
MRN236 20" CHANNEL STRIP 20" 10 250
MRN237 14" CENTER STUD STRAP 14" 10 40

Y =] CLIP-IT™
EAMNTE BAR JOIST CLIP

Secures MC/AC cable

Material:  Sturdy Polycarbonate
Certifications: UL Listed

Features: The Bar Joist Clip is the easiest
way to run your MC/AC cable. No need for a beam clamp.

No tools necessary. Snap it on to a beam or bar joist on and

you are ready to install. 360° swivel head and patented rifling.
Withstands harsh environments -30°F to 250°F. Fits MC/AC

cable 12/2 thru 10/3. Environmentally friendly. @
Notes: Plenum rated

TRADE INNER MASTER
SIZE aty aTy

MJV-840 1/2" BAR JOIST CLIP 172" 100 600

ITEM# DESCRIPTION
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CONDUIT HANGERS
Secures EMT or Rigid conduit to threaded A o J[
rod, insulator supports, or mounting surface - v - 1

Material:  Bright Zinc Electroplated Steel -
Certifications: UL Listed (sizes 3/8" - 2" only)
Features: 3/8" - 2" are self threading, nut not required

ITEM# RIGID EMT INNER MASTER

ary ary
0-CH 38" 12 N/A 100
1-CH 3/ 3/ N/A 100
2-CH I T N/A 100
2-1/2-CH - 114" N/A 100
3-CH 114 1172 N/A 100
4-CH 1172 - N/A 100
5-CH z 2 N/A 50
6-CH 2112 2-1/2' N/A 50
7-CH 3 3 N/A 5
8-CH 3-1/2' 3-1/2' N/A %5
9-CH g 4 N/A 25

CONDUIT HANGERS W/BOLT

Secures EMT or Rigid conduit to threaded
rod, insulator supports, or mounting surface ¢

Material:  Bright Zinc Electroplated Steel 0
Certifications: cULus Listed
Features: 3/8"- 2" are self threading, nut not required © us

INNER MASTER

ITEM# RIGID EMT aTy aTy
0-WBA 3/8" 172" N/A 100
1-WBA 3/4" 3/4" N/A 100
2-WBA 1" 1" N/A 100
2-1/2-WBA - 1-1/4" N/A 100
3-WBA 1-1/4" 1-1/2" N/A 100
4-WBA 1-1/2" - N/A 100
5-WBA 2' 2' N/A 50
6-WBA 2-1/2" 2-1/2" N/A 50
7-WBA 3 3 N/A 25
8-WBA 3-1/2" 3-1/2" N/A 25
9-WBA 4 4 N/A 25
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CONDUIT HANGERS ’
STAINLESS W/NUT & BOLT ﬁ‘* P

Secures EMT or Rigid conduit to threaded N
rod, insulator supports, or mounting surface f

Material:  Stainless Steel - Type 301 -
Certifications: cULus Listed,
Federal Spec. W-F-40BE, NEMA: FB-1 c@us

INNER MASTER

ITEM# RIGID EMT aTy aTy
0-WBAS 3/8 172" N/A 100
1-WBAS 38 34 N/A 100
2-WBAS 1" 1" N/A 100
2-1/2-WBAS - 1-1/4° N/A 100
3-WBAS 1-1/4 1-1/2" N/A 100
4-WBAS 1-1/2" - N/A 100
5-WBAS 2' 2' N/A 50
6-WBAS 2-1/2 2-1/2" N/A 50
7-WBAS 3 3 N/A 25
8-WBAS 3-1/2" 3-1/2" N/A 25
9-WBAS 4 & N/A 25
RIGID 1-HOLE STRAPS P
STEEL QRS

Supports Rigid/IMC conduit to -
mounting surface -

Material:  Bright Zinc Electroplated Steel
Features: Reinforced rib & holes for extra strength.
Snap-on feature.

Notes: 2-1/2" - 4" suitable for EMT conduit

ITEM# TgiAZ[éE INl_\InE(R MQS_I:I;(R. ITEM# TEQIE:E Il\él%R MQS_I:I;(R.
700 3/8™ 100 1000 | 706 2" 10 50
701 172" 100 500 | 1707 2-1/2" 10 50
702 3/4 50 250 | 1708 3 5 25
703 1" 20 200 | 1709 3-1/2" 5 25
704 1-1/4" 20 100 | 1710 4 5 25
705 1-1/2" 10 100
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RIGID 1-HOLE STRAPS B
MALLEABLE :

Supports Rigid/IMC conduit to ! -
mounting surface

Material: Malleable Iron, Zinc Plated
Certifications: UL Listed @
Features: Heavy duty casting

memy  Topot NNER MSTR- | remy  TRADE IRNER MSTR
801 1/2" 25 250 807 2-1/2" 5 25
802 3/4" 25 250 808 3" N/A 5
803 1" 25 125 809 3-1/2" N/A 5
804 1-1/4" 20 100 810 4" N/A 5
805 1-1/2" 10 100 811 5 N/A 2
806 2" 10 50 812 6" N/A 2
RIGID 2-HOLE STRAPS A

STEEL 7 Y

Supports Rigid/IMC conduit to
mounting surface

Material:  Bright Zinc Electroplated Steel c@us
(1/2"-1") Or Galvanized Steel (1-1/4"-4")

Certifications: cULus Listed (except 123)

Features: Reinforced rib or extra strength. Snap-on feature.

row TUEE TG VG [ T W T
123 3/8™ 100 500 | 129 2' N/A 50
124 172" 100 500 [ 130 2-1/2"  N/A 50
125 34 50 250 [ 131 3 N/A 25
126 1" 25 125 | 132 3-1/2"  N/A 25
127 1-1/4"  N/A 50 133 & N/A 20
128 1-1/2"  N/A 50
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HANGERS & SUPPORTS

EMT 1-HOLE STRAPS '
STEEL S\
Supports EMT conduit to mounting surface

Material:  Bright Zinc Electroplated Steel

Certifications: UL Listed (1/2" - 1" only)

Features: Reinforced rib & holes for extra strength. @
Snap-on feature.

e TR PR S [ R T
1701 1/2" 100 1000 | 1706 2" 20 100
1702 3/4" 100 500 | 1707 2-1/2" 10 50
1703 1" 100 500 | 1708 3 5 25
1704 1-1/4" 20 200 | 1709 3-1/2" 5 25
1705 1-1/2 20 100 | 1710 4 5 25
EMT 2-HOLE STRAPS fah
STEEL NA S
Supports EMT conduit to mounting surface & ».I:.l. '
Material:  Bright Zinc Electroplated Steel o
(1/2"-1") Or Galvanized Steel (1-1/4"-4") c@us

Certifications: cULus Listed
Features: Reinforced rib for extra strength. Snap-on feature.

e L
1124 /2" 100 500 [ 1129 2' N/A 50
1125 3/4" 100 500 | 130 2-1/2"  N/A 50
1126 1" 50 250 | 131 3 N/A 25
121 1-1/4"  N/A 50 132 3-1/2"  N/A 25
1128 1-1/2"  N/A 50 | 133 4 N/A 20
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EMT 1-HOLE STRAPS S

BEND SAVER - STEEL R
Supports EMT conduit to mounting surface e~ . .F-‘
Material:  Steel | _.
Certifications: UL Listed, =

Federal Spec. W-F-408E, NEMA FB-1
Features: Standoff design eliminates conduit bending @
and provides alignment with electrical box knockouts.

TRADE INNER MASTER
ITEM# SIZE aTy aTyY
1701-BS 12 50 500
1702-8S 34" 50 500

SERVICE ENTRANCE 1-HOLE
STRAPS - STEEL vl i

Supports service entrance cable,
types SE & SEU, to mounting surface

Material: Cold Rolled Steel, Zinc Plated

A

260 #8,#2 OR 1/2" ROUND

261 3#8,#6 OR #4 OVAL 100 1000

262 3#30R#2 100 1000

263 3#1,#1/0, #2 OR #2/0 25 250

264 3 #4/0 20 100
SERVICE ENTRANCE 1-HOLE e WP
STRAPS - ALUMINUM L

Supports service entrance cable, &/
types SE & SEU, to mounting surface v

Material: Stamped Aluminum

.
361 3#8,#6, OR #4 OVAL CABLE 100 1000
362 3#30R#2 100 1000
363 3#1/0 OR #2/0 25 250
364 3#3/0 OR #4/0 20 100
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SERVICE ENTRANCE 2-HOLE '
STRAPS - STEEL i

Supports oval service entrance cable, N V’
types SE & SEU, to mounting surface !

Material:  Galvanized Steel

e e wy e
220 3#8 OR#6 100 1000
221 3#4 OR #3 100 1000
222 #1/0 OR #2/0 25 250
223 #4/0 20 100

NON-METALLIC 1-HOLE
CABLE STRAPS \

Secures ROMEX® or non-metallic
sheathed cable to wood or masonry

Material:  Cold Rolled Steel, Zinc Plated
Notes: Fits wire sizes 14, 12, and 10, in 2 or 3 conductor,
with or without ground. Also 14 in UF

ITEM# INNER MASTER

134-1 100 1000

1345 500 2500
NON-METALLIC 2-HOLE g
CABLE STRAPS N

Secures ROMEX® or non-metallic
sheathed cable to wood or masonry

Material:  Galvanized Steel

Notes: Fits wire sizes 14, 12, and 10, in 2 or 3 conductor,
with or without ground. 14-2, 14-3, 12-2, and 10-2, with or
without ground. Also UF, 14-2, 14-3, and 12-2 with or without

ground.
INNER MASTER
ITEM# aTy aTy
135-1 100 1000

ROMEX® is a registered trademark
of Southwire Company. ME/"MW; net 147



MIDGET 1-HOLE STRAPS i o
Secures bare solid wire to a working surface A \_\

Material: Cold Rolled Steel, Zinc Plated

A
162 1/8"0.D., 16/3 CABLE 100 800
164 1/4" 0.D. 100 800
166 3/8" 0.D. 100 800

AC/MC 1-HOLE STRAPS

Supports armored or metal-clad cable Q
Material:  Steel
Features: An inverted rib provides more
strength to keep your cable secure
TRADE INNER MASTER
ITEM# SIZE ary ary
698 3/8" 100 1000
699 1/4" 100 100
MC/AC CABLE STRAPS ]
Secures cable to stud ol
Material:  Galvanized Steel | :4
Certifications: UL Listed, conforms to NEC 300-4D | -
Notes: Maximum 4 - 12/3 with ground B
MC/AC cables SE
TRADE INNER MASTER
ITEM# SIZE ary ary
680 12/3 100 1000
INSULATED CABLE STAPLE
Secures and protects non-metallic BX, MC,
AC & UF cable

Material:  Steel Nail, Plastic Insulator
Features: Plastic insulator protects cable

Notes: Accepts non-metallic sheathed cable
ITEM# TRADE CABLE INNER MASTER
SIZE RANGE aty ary
30V-2 172'x 1" #14/2 OR #12/2 500 5000
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INSULATED CABLE STAPLE 1 T
|
2 NAIL - :
Secures ROMEX® or non-metallic
sheathed cable to wood surface
Material:  Steel Nail, Plastic Insulator
Features: Plastic insulator protects cable.
Nails drive together to keep wood from splitting.
CABLE INNER MASTER
ITEM# RANGE ary aTy
#14/2 OR #12/2 W/GROUND
20W-1 OR 1/2' CABLE 100 2500
#14/2 OR #12/2 W/GROUND
20W-5 OR 1/2' CABLE 500 2500
#14/3 OR #12/3 - #10/3
30W-5 W/GROUND OR 3/4" CABLE N/A 500
#14/3 OR #12/3 - #10/3
30W-50 W/GROUND OR 3/4" CABLE 50 1000

STAPLES
Secures ROMEX® or non-metallic
sheathed cable to wood surface

Material:  Steel Wire
Features: Flat, indented head, for #14/2 or #12/2
with ground non-metallic sheathed cable.

Notes: M suffix denotes pail pack.
TRADE INNER MASTER
ITEM# SIZE ary ary
30-1 1/2"x 1" 100 5000
30-5 1/2"x 1" 500 5000
30-5M 172" x 1" N/A 5000
.
ROMEX®/BX STAPLES ,af”; \
Secures ROMEX® or non-metallic sheathed -
cable, BX and flexible conduit to wood or
masonry
Material:  Steel Wire
Features: Flat indented head, for #14/3 - #12/3
and 10/3 non-metallic sheathed cable BX, or 3/8" flex
Notes: M suffix denotes pail pack
TRADE INNER MASTER
ITEM# SIZE ary ary
31-1 9/16"x 1-1/4" 100 5000
31-5 9/16" x 1-1/4" 500 5000
31-5M 9/16"x 1-1/4" N/A 5000
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SERVICE ENTRANCE STAPLES /B
Secures ROMEX® or non-metallic sheathed e R

cable, BX and flexible conduit to wood or

masonry ,.«“"j

Material:  Steel Wire

Features: Pointed offset to drive in straight
ITEM# TRADE CABLE INNER MASTER

SIZE RANGE aTy aTy

32-1 3/4"x 1-5/16" #6/3 SEU 100 1000
34-1 1"x 1" #2/3 SEU 100 1000
36-1 1-5/8"x 2-1/8" #4/0 SE 100 500

NAIL STRAPS
Secures EMT and Rigid/IMC conduit
Material:  Steel Wire P
Notes: For wood “
INNER MASTER
ITEM# RIGID EMT aTy oty
600 3/8" 172" 100 1000
605 172" 3/4 100 1000
615 3/4" 1" 100 1000
NAIL STRAPS - HEAVY DUTY N
Secures EMT and Rigid/IMC conduit _ ")
Material: Stamped Steel, Zinc Electroplated ) f;/'_’,/’
Notes: For wood or masonry Ve
INNER MASTER
ITEM# RIGID EMT aTy aTy
1600 3/8" 172" 100 1000
1605 172" 3/4 100 1000
1615 3/4" 1" 100 1000
150 ROMEX® is a registered trademark of Southwire Company.



