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Shaping the future
of press technology

Engineered for you

Viega has been innovating and changing the landscape
of pipe-joining technology since 1899. Viega systems
are not only highly engineered and manufactured with
the best material on the market, they actually enhance
the lives of the people who use them. Whether you’re
working on potable water for a home or a gas line

in a high-rise hotel, Viega press technology offers a
solution that can reduce project costs and give you the
assurance you need.

Integrated system solutions

Viega offers products including copper, stainless steel,
and carbon steel press fittings along with a complete
PEX plumbing system including water distribution
manifolds, tubing and press fittings. Our primary

press solutions for metals are Viega ProPress and
Viega MegaPress. Manufactured with different sealing
elements, we offer fittings for both gas and hydronic
applications. Viega PEX Solutions are complete
plumbing system that works seamlessly for potable
water installations. Viega fittings are equipped with the
Viega Smart Connect feature, providing an installer with
confidence in the integrity of each connection. System-
matched tools and jaws make it simple and easy to
install the full line of Viega press technology for several
applications on the same project.

Energy-efficient heating and cooling

Radiant heating and cooling systems have been
around since 10,000 B.C., but Viega has made them
more efficient, reliable and easier to install than ever.
With options suitable for any application, Viega radiant
panels and Climate Mats are perfect for new or
remodel construction.

The term Viega, as used in this publication, does not
apply to a specific company within the various separate
and distinct companies comprising the Viega group of
companies. The term Viega as used in this publication
refers to the Viega brand itself or generally to the Viega
group of companies. References to activities in North
America specifically refer to activities of Viega LLC.



Registered Trademark:

Superior performance with Viega system solutions

Viega introduced press technology to North America in 1999 with Viega ProPress. Now, more than 15 years later,
Viega press technology has made consistent, secure connections possible on coppet, stainless, black iron and
PEX. No other manufacturer can offer the same press technology across multiple pipe joining materials. Viega press
systems also offer proven security through innovations like the patented Viega Smart Connect feature, which is only
available on genuine Viega press fittings. Installers can trust a Viega connection and finish a job without worrying
because the Viega Smart Connect feature helps ensure that they identify unpressed connections during pressure

testing.

Company Information: Viega LLC
100 N. Broadway, Ste. 600
Wichita, KS 67202

Phone: 800-976-9819

Other Locations: Viega Manufacturing and
Distribution Center — McPherson, KS
Northeast Distribution Center — Harrisburg, PA
Southeast Distribution Center — Atlanta, GA
West Distribution Center — Reno, NV
Viega Educational Facility — Nashua, NH

Websites: www.viega.us

www.viega.mx
www.viega.ca

Standard terms and conditions in this catalog are those in effect on the date of publication of the catalog. Complete
installation information and technical specifications are available on www.viega.us. Viega reserves the right to adjust
prices, change its product offering and change standard Terms and Conditions. To obtain current information, go to
www.viega.us.
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New products from Viega

Copper press fitting system for a wide variety
of applications, including potable water

Copper press fitting system for gas applications

304 stainless steel press fitting system for a wide
variety of applications, including corrosive chemicals

316 stainless steel press fitting system for a wide
variety of applications, including potable water

Carbon steel press fitting system for a wide
variety of applications, including water

Carbon steel press fitting system for
gas applications

Complete plumbing systems for residential and
light commercial applications

Complete plumbing systems for
residential applications

Complete heating and cooling systems for
residential, commercial and industrial applications
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Viega ProGeo

Index - Model

Index - Part

Geothermal heating and cooling systems for
residential, commercial and
industrial applications

Search for products by model number

Search for products by part number
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Legend

Abbreviation

BA

BP
BSP
BW (IPS)
C
Closet
Comp
Crimp
CTS

D

d

di

d2

d3

DG

F BSP
FNT
FPT
FTG
Flare
G (IPS)

gpm

HDPE
Hose

IPS

Lav
Lbs
MNT
MPT
NPT

oC

Definition

Insulated Hydronic Mixing Equipment

Outlet Connection

Bolt Pattern

British Standard Pipe
Butt Weld (Iron Pipe Size)
Female Copper Tube Size
Closet Connection
Compression

PEX Crimp Connection
Copper Tube Size
Depth

Diameter

Diameter 1

Diameter 2

Diameter 3

Discount Group

Female Union BSP
Female Nominal Thread
Female Pipe Thread
Street

Flare Connection
Groove (Iron Pipe Size)
Gallons Per Minute
Height

High Density Polyethylene
Hose Connection

Iron Pipe Size

Length

Lav Connection
Pounds

Male Nominal Thread
Male Pipe Thread
National Pipe Thread

On Center

Abbreviation

oD

p

P1

P2

P3

PB

pc

PE
PEX
PEX/AL/PE
PFC
PLS
PTFE
Part No
SMA
SVC
Stub
Supply
Swivel
Vv

W

Wi

XL

Definition

Outside Diameter

Press Connection

Press Connection 1
Press Connection 2
Press Connection 3
Polybutylene Connection
Piece

Polyethylene Connection

Cross-linked Polyethylene

Cross-linked Polyethylene / Aluminium /
Polyethylene

ProGeo Female Connection
Polysulfone
Polytetrafluoroethylene

Part Number

Stainless Manifold Connection

Standard Viega Connection

Connection end that is the same size as pipe
OD, similar to a street fitting

Viega ManaBloc Supply Connection

Fitting connection that attaches with a nut
that has an integral flat gasket to make a seal

Volt
Width
Weight

Extra Large



How to Read Dimensions
of a Fitting or a Product
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Adapter Port(s) d

P1 P2 P3
P1 P2 FPT
FPT1  FPT2 P

Outlet(s) P1 P2 P3

P FTG L1[in] L2[in]

d=Diameter

—// ’ of tubing

Hot Cold
Water Water
Ports Ports

hot cold

W [in] H [in] D [in]
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New products from Viega

At Viega, we are an industry leader that is connected to our
customers. Every day, we open our doors and create products that
change the way engineers and mechanical contractors do business.
It's our job to engineer forward-thinking products. That’s our
commitment to the trades: understanding what is needed for

the future.

Industry connection and product innovation is as important today
as it was for our founders 115 years ago. That’s why Viega is the
global leader in residential, commercial and industrial press
fitting technology.

Viega ProPress double drop elbows (Zero Lead)

Viega ProPress double drop elbows are engineered for use in series
or ring installations in order to reduce stagnation in a commercial
plumbing system.

Viega ProPress 3-piece valve repair kit
The Viega ProPress 3-piece valve repair kit allows repairs to be
made on Viega ProPress 304 stainless 3-piece ball valves.

Viega MegaPress reducer and tees

In a continued effort to enhance the Viega MegaPress system,
additional sizes and configurations have been added to the
Viega MegaPress product line for hydronic and gas applications.

Viega MegaPress union
The Viega MegaPress union fitting for hydronic and gas applications
is now available with female pipe thread (FPT).

Viega MegaPress extended no-stop coupling

The original Viega MegaPress no-stop coupling is now available
in a longer length, which aids the installer in repair of hydronic or
gas applications.

ViegaPEX Ultra tubing corrugated sleeving

The same ViegaPEX Ultra you know and trust is now offered
inserted in corrugated sleeving. For use in in-slab installations or
other projects where additional protection is needed.

Viega PEX Press tee arrestor (Zero Lead)

For use where water hammer elimination is required, our

Viega PEX Press Zero Lead tee arrestor combines the convenience
of Viega PEX Press technology while minimizing water hammer.

Tubing support dual ceiling and insulators
These support brackets and insulators are used to run tubing along
a ceiling.

Tubing clamp
The tubing clamp is used for securing copper pipe when stubbing
out with the use of our steel bracket.

Telescoping bracket (2 versions)

Suitable for use with our Viega PEX Press drop ear elbows, these
brackets allow for secure placement of the fitting in between the
stud wall.

Pipe support

Steel pipe supports allow installers to use fewer pipe hangers
by adding rigidity to ViegaPEX Ultra tubing on 1" and

greater installations.

Powerhead

Viega’s new 24V Powerheads are designed for easy integration into
a radiant heating system. The Viega powerheads are two position
actuators which mount on the return valve of the 1%" stainless shut
off/balancing and stainless shut off/ balancing/flow meter manifolds.
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1.1 ProPress

Viega ProPress double drop elbow
Smart Connect feature, Zero Lead
- For use with ASTM B88 tubing
- Bronze
- Press connection, female pipe thread
Components
EPDM sealing elements
Model 2928.7ZL

Viega ProPress ball valve
Smart Connect feature, Zero Lead
- For potable water applications
- Bronze
- Press connection, hose connection
- Full port
Components
Lockable metal handle, stainless steel ball,
EPDM sealing element
Note
NH threads (garden hose)
Model 2971.6ZL

Viega ProPress ball valve
Smart Connect feature
- For non-potable application
- Bronze/brass
- Press connection, hose connection
- Full port
Components

EPDM sealing element
Note

NH threads (garden hose)
Model 2973.3

1.3 ProPress (304 FKM)

Viega ProPress valve repair kit

- Use with Viega ProPress 3 piece ball valve
Model 4370.8

- PTFE

Components
PTFE stem seals, PTFE ball seats

Model 4370.91

2.1 MegaPress

Viega MegaPress tee

Smart Connect feature

- For use with carbon steel piping system
sch.5 to sch.40

- Carbon steel

- Press connection

Components
EPDM sealing elements

Model 4818

P1

New %
New 1

P

Yo
34

" Available soon!

P

Yo
34

" Available soon!

d
V2
%
1
1Va
1%
2

" Available soon!

P1

New 1%
New 1Y

FPT

Y2
V2

Hose

%

Hose

P2
1%
1%

%
%

P3

Yo
34

Wt [Ib]

Wt [Ib]

Wt [Ib]

Wt [Ib]

Wt [Ib]
1.348
1.393

Quantity Part No

1
1

78802
78803

Quantity Part No

1
1

79875'
79876

Quantity Part No

1
1

24090'
24095’

Quantity Part No

e e e e |

Quantity

1
1

85146’
85147"
85148’
85149’
85150’
85151"

Part No

25510
25515

DG

DG

DG

© © OO

DG

12
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New products from Viega

Viega MegaPress tee Pt P2 FPT Wt[b] Quantity PartNo DG
Smart Connect feature

1“7‘ - For use with carbon steel piping system u:x :::2 1:2 31A ]igg jl ggggg 12
sch.5 to sch.40 ’
- Carbon steel
- Press connection, female pipe thread
Components
EPDM sealing elements
Model 4817.2
e Viega MegaPress union P FPT Wt[b] Quantity PartNo DG
Smart Connect feature ” "’ 5 25650" 12
- For use with carbon steel piping system % % 5 256551 12
sch.5 to sch.40 1 1 5 25660' 12
- Carbon steel . . 1Y 1% 1 25665' 12
- Press connection, female pipe thread 1% 115 1 25670 12
Components_ 2 2 1 25675’ 12
Mizz:vl“ggaz“ng element " Available soon!
\':ieg? MegaPress extended coupling P1 P2 Wt[lb] Quantity Part No DG
o stop
Smart Connect feature 13/2 132 18 ggg;g ] 2
- For use with carbon steel piping system 1 1 5 25080 12
sch.5 to sch.40 1 1% 5 25085 12
- Carbon steel 11 1% 1 25090 12
- Press connection 2 2 1 25095 12
Components
EPDM sealing elements
Model 4815.3
Viega MegaPress reducer P1 P2 Wt[b] Quantity PartNo DG
. Smart Connect feature % ’ 5 25930" 12
- For use with carbon steel piping system 1 " 5 250351 12
sch.5 to sch.40 1 34 5 25940 12
- Carbon steel . 1Y 34 1 25945' 12
- Press connection 1% 1 1 25950' 12
Components 12 1Ya 1 25955' 12
EPDM sealing elements 2 1% 1 25960’ 12
Model 4815.2 2 12 1 25965’ 12

" Available soon!

2.2 MegaPressG

Viega MegaPl’essG tee P1 P2 P3 Wi [Ib]

Smart Connect feature

- For use with carbon steel piping system
sch.5 to sch.40

- Carbon steel

- Press connection

Components
HNBR sealing elements

Model 6618

Quantity Part No DG

New 1% 1% Yo 1.355 1 25491 12
New 1% 1% % 1.406 1 25496 12

Viega MegaPressG tee P1 p2 FPT Wt [b]
Smart Connect feature
- For use with carbon steel piping system
sch.5 to sch.40
- Carbon steel
- Press connection, female pipe thread
Components
HNBR sealing elements
Model 6617.2

Quantity Part No DG

New 1% 1% Y4 1.349 1 25506 12
New 1% 1% 1 1.444 1 25501 12

b
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T, Viega MegaPressG union
hm Smart Connect feature
- For use with carbon steel piping system
sch.5 to sch.40
- Carbon steel

- Press connection, female pipe thread

Components
HNBR sealing element
Model 6662

Viega MegaPressG extended coupling

No stop

Smart Connect feature

- For use with carbon steel piping system
sch.5 to sch.40

- Carbon steel

- Press connection
Components
HNBR sealing elements
Model 6615.3
Viega MegaPressG reducer
Smart Connect feature
- For use with carbon steel piping system
sch.5 to sch.40
- Carbon steel
- Press connection

Components
HNBR sealing elements

Model 6615.2

3.1 PEX Press

= ViegaPEX tubing
- For reclaimed water
- Not for potable water applications
- PEX
Technical Data
PEX designation code 5006
ASTM F876, ASTM F877
Model V5009.7

ViegaPEX tubing
Corrugated sleeving
- PEX
- Coll
Note

Polypropylene sleeve
ASTM F876, ASTM F877
Model V5009.8

PEX Press tee arrestor
Zero Lead
- Brass
Components

Water hammer arrestor
Model 2894ZL

B g
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P
Y2
34
1

1%
1%

2

" Available soon!

P1

Yo
%

1%

1%

P1

%

1

1
1%
1%
1%

2

2

" Available soon!

Yo
3

Yo
Yo
%
%

P

L [ft]
300

300
300

L [ft]
300
300
300
300

FPT
Vo
34

1%
1%

2

Y2
3%

1Ya
1%

Yo

Version

purple
purple
purple

Version

blue
red
blue
red

P2
Y2

Wt [Ib]

Wt [Ib]

Wt [Ib]

Wt [Ib]

17.100
32.100
51.000

Wt [Ib]

Wt [Ib]
0.300

Quantity Part No

N [EEN N (Gl (Gl !

Quantity

10
10

—_ a1,

Quantity

SN (SN JEN S S, [N [N S

Quantity

1
1
1

Quantity

R N [N Y

Quantity
10

25651
25656
25661’
25666
25671'
25676’

Part No

25071
25076
25081
25086
25091
25096

Part No

25931
25936
25941'
25946’
25951'
25956
25961’
25966

Part No

32911
32912
32913

Part No

32813
32812
32811
32810

Part No
97114

DG

12
12
12
12
12
12

DG

12
12
12
12
12
12

DG

12
12
12
12
12
12
12
12

et [ =

DG

—_

DG
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Tubing support

Dual ceiling

- Use with tubing insulator Model V5041.1
- Steel

Model V5041.0

Tubing insulator

- Use with tubing support dual ceiling
Model V5041.0

- Plastic

Model V5041.1

Tubing clamp

Stub-out

- Use with bracket Model 2850.4US
- Plastic

Model V5041.2

Bracket
Telescoping

- Steel

Model V5041.3

Bracket

Telescoping

- Suitable for Viega PEX Press 90° drop ear
elbow Model 2825.5ZL

- Steel

Model V5041.4

Pipe support

- Not for Viega FostaPEX
- Steel

Model V5083

4.1 ProRadiant Heating and Cooling

——

=

Powerhead

- Suitable for digital thermostat
Model 2874.5US, manifold Model 2804,
2879, thermostat heat/cool non
programmable Model 2878.6, thermostat
heat/cool programmable Model 2878.7,
thermostat multistage heat/cool
programmable Model 2878.8, zone control
Model 2874.7US

Model 2877.7

max d

for d

for d

L [in]
13-25

L [in]
14.5-24

194
1%

Wire
New 2
New 4

L [ft]
10
10
10
10

24 VAC
24 VAC

New products from Viega

Wit [Ib]

Wit [Ib]

Wt [Ib]

Wt [Ib]

Wit [Ib]

Wt [Ib]

1.869
2.369
2.449
3.109

Wit [Ib]
0.301
0.350

Quantity
25

Quantity
100

Quantity
50

Quantity
50

Quantity
50

Quantity

aooo

Quantity

1
1

Part No
45750

Part No
45760

Part No
45770

Part No
45780

Part No
45790

Part No
68430
68431
68432
68433

Part No

15070
15069

DG

DG

DG

DG

DG

NN NN

DG
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ProPress

Viega ProPress is the original copper press joining solution. Since its
introduction in 1999, it has reduced overall job costs, saved time
and increased reliability on job sites across the globe. Viega is the
only company with Smart Connect, an engineered feature that
provides installers added confidence in their ability to ensure the
integrity of connections. With system-matched tools and jaws,
connections are made in less than seven seconds, making

Viega ProPress suitable for virtually any type of project.

FEATURES AND BENEFITS

* The original copper press joining solution

e Available in sizes 12" to 4"

e Customizable with three sealing elements, EPDM, HNBR and FKM
e More than 600 engineered fitting configurations for copper

e Approved for more than 150 different applications

CODES AND STANDARDS

e ABS: American Bureau of Shipping

e CRN: Canadian Registration Number

e CSA International: Canadian Standards Association

e FM: FM Gilobal

¢ |APMO: Uniform Plumbing Code

e |CC: International Plumbing Code

e NFPA 13, 13D and 13R: Fire Sprinkler Applications

e NSF/ANSI 61: Drinking Water System Components — Health Effects
e NSF/ANSI 372: Drinking Water System Components - Lead Content
e PHCC: National Standard Plumbing Code

e UL: Underwriters Laboratories

LISTINGS AND CERTIFICATIONS
* CRN 0A14541.5

e CSA MSE-13

* FM Class 1920

e |IAPMO PS117

¢ |CC-ES PMG-1037

* NSF 61

e NSF 372

e UL213

ZERO LEAD

References to Zero Lead throughout this publication mean product
meeting the requirements of NSF 61-G through testing under NSF/
ANSI Standard 372 (0.25% or less percent maximum weighted
average lead content).

NOTE
A Green Dot on a Viega ProPress fitting indicates the Smart Connect
feature with an EPDM sealing element.
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Viega ProPress 90° elbow
Smart Connect feature
- For use with ASTM B88 tubing
- Copper
- Press connection
Components

EPDM sealing elements
Model 2916

Viega ProPress XL 90° elbow
Smart Connect feature
- For use with ASTM B88 tubing
- Copper
- Press connection
Components

EPDM sealing elements
Note

Must be installed with Viega ProPress XL-C

rings and V2 actuator.
Model 0916XL

Viega ProPress 90° street elbow
Smart Connect feature
- For use with ASTM B88 tubing
- Copper
- Press connection, street
Components
EPDM sealing element
Model 2916.1

Viega ProPress XL 90° street elbow

Smart Connect feature
- For use with ASTM B88 tubing
- Copper
- Press connection, street
Components

EPDM sealing element
Note

Must be installed with Viega ProPress XL-C

rings and V2 actuator.
Model 0916.1XL

Viega ProPress 90° reducing elbow

Smart Connect feature
- For use with ASTM B88 tubing
- Copper
- Press connection
Components

EPDM sealing elements
Model 2916.3

P1

A
%
Y%
1
1
1%
1%
1%
1%
2
2

' new versions

* = Available while supplies last

P1
2V

1Va
1Va
1%
1%
2
2

" new versions

* = Available while supplies last

22

AW

P1
34

22

Y2
34
3%

1%
1%
1%
1%

P2
22

V2

1Va
1%
1%
1%

FTG
2V

P2

Y2
34

Wt [Ib]
0.112
0.195
0.173
0.279
0.278
0.425
0.365
0.798
0.674
1.148
1.055

Wt [Ib]
2.101

3.031
5.724

Wt [Ib]
0.104
0.183
0.164
0.269
0.265
0.408
0.365
0.771
0.644
1,132
1.025

Wt [Ib]
2.059

2.861
5:5i10

Wt [Ib]

0.153
0.251

Quantity Part No

10 77317

10 77322"
10 77022'
5 77327
5 77027"
1 77332"
1 77032
1 77337"
1 77037"
1 77342"
1 77042

Quantity Part No

1 20623
1 20628
1 20633

Quantity Part No

10 77347

10 77352*
10 77052
5 77357
5 77057"
1 77362*
1 77062
1 77367
1 77067"
1 77372*
1 77072

Quantity Part No

1 20638
1 20643
1 20648

Quantity Part No

15 77325
10 77330

DG

00 00 00 00 00 OO 00 00 OO 0O OO

DG

8
8
8

DG

00 00 00 00 0O OO 0O 0O 0O 0O O

DG

8
8
8

DG

8
8



ProPress

£] ‘S"r‘:gait 'zfg:::i ?:;tﬁ:‘;e“ded street elbow P FTG  L[in] Wt[b] Quantty PartNo DG

- For use with ASTM B88 tubing % % 6 0.386 5 77353 8

- Copper

- Press connection, street

Components

EPDM sealing element
Model 2947

Viega ProPress 90° elbow P EPT Wt [Ib]
Smart Connect feature, Zero Lead

- For use with ASTM B88 tubing :Z fj: —

- Bronze 1 3 0.265
- Press connection, female pipe thread 3/2 12 0:245

Components % 34 0.299
EPDM sealing element 1 Y2 0.313
Model 2914.2ZL 1 1 0.463
1% 1% 0.668

1%2 1%2 0.961

2 2 1.609

)
[0)

Quantity Part No

79520
79525
79530
79535
79540
79545
79550
79560
79565
79570

|| | | @ | @ | @n| @l @
00 00 00 00 0O 0o 0O 0O O O

- For use with ASTM B8 tubing — — R E
- Bronze
- Press connection, female pipe thread
Components

EPDM sealing elements

Model 2917.3ZL

" e ug e entclboy P1 P2 FPT  Wt[b] Quantity PartNo DG
| Smart Connect feature, Zero Lead

i Viega ProPress 90° hi ear elbow p FPT Wt[lb] Quantity PartNo DG
Smart Connect feature, Zero Lead y . 0.221 5 79205 8
- For use with ASTM B88 tubing 2 2 :
- Bronze
- Press connection, female pipe thread

Components
EPDM sealing element
Model 2925.2ZL

Viega ProPress 90° drop ear elbow = EPT Wt [b] Quantity PartNo DG
Smart Connect feature, Zero Lead

- For use with ASTM B88 tubing — = = S -
- Bronze % % 0.430 5 79195 8

- Press connection, female pipe thread
Components

EPDM sealing element
Model 2925.5ZL

LR LI DC L PI P2 FPT Wt[b] Quantity PartNo DG
Smart Connect feature, Zero Lead

: : ) Y2 Y2 Y2 0.365 1 78800 8
- gor use with ASTM B88 tubing New % % 1/2 1 78802 8
- oronze . . % % % 0573 1 78801 8
- Press connection, female pipe thread New 1 1 % 1 78803 8

Components
EPDM sealing elements
Model 2928.7ZL

21



‘ ‘S’:Igf_t Pcrg:;?; ::;teLZOW P1 P2 Wt[lb] Quantity PartNo DG
u

 For use with ASTM B88 tubing — — I R -
- Copper _ % % 0.152 10 77023 8
- Press connection 1 1 0.219 5 77617 8
Components 1 1 0.210 5 77028' 8
EPDM sealing elements 114 1% 0.320 1 77622* 8
Model 2926 1 1Y% 0.305 1 77033 8
17 11 0.617 1 77627* 8
17 17 0.584 1 77038 8
2 2 0.853 1 77632 8
2 2 0.786 1 77043 8

" new versions
* = Available while supplies last

Viega ProPress XL 45° elbow

e S e P1 P2 Wt [Ib] Quantity Part No DG
u
- For use with ASTM B88 tubing 2;)/2 2;,/2 - . -
- Copper ) 4 4 4.214 1 20663 8
- Press connection
Components
EPDM sealing elements
Note
Must be installed with Viega ProPress XL-C
rings and V2 actuator.
Model 0926 XL
Viega ProPress 45° street elbow P FTG Wt[lb] Quantity Part No DG
Smart Connect feature
. . Y2 Y2 0.085 10 77637 8
- ZOr use with ASTM B88 tubing % % 0.145 10 77642 8
= (Iejfiar , % % 0.140 10 77053 8
- Press connection, street 1 1 0.200 5 77647* 8
Components 1 1 0.199 5 77058 8
EPDM sealing element 14 1% 0.311 1 77652 8
Model 2926.1 1% 1 0.304 1 77063’ 8
1%2 172 0.591 1 77657* 8
1%2 172 0.538 1 77068 8
2 2 0.814 1 77662" 8
2 2 0.766 1 77073 8
" new versions
* = Available while supplies last
Viega ProPress XL 45° street elbow p FTG Wt[lb] Quantity PartNo DG
Smart Connect feature
- For use with ASTM B88 tubing - — — b -
- Cageey 4 4 3.964 1 20678 8

- Press connection, street

Components
EPDM sealing element

Note
Must be installed with Viega ProPress XL-C
rings and V2 actuator.

Model 0926.1XL




ProPress
Tees
\sh:mga?t 'Z’::;Zii :::ture P1 P2 P3  Wit[lb] Quantity PartNo DG
- For use with ASTM B88 tubing J J LA NI Vi c
C Y s % 0.287 10 77382 8
gl , Y s 1 0.320 5 15493 8
- Press connection % s Y 0.278 10 77392 8
Components % % % 0.326 5 77397 8
EPDM sealing elements 34 34 1 0.288 10 77402 8
Model 2918 3% % % 0.328 10 77387 8
% % 1 0.400 5 77407 8
1 s % 0.400 5 22263 8
1 s 1 0.463 5 94767 8
1 % Y 0.367 5 77417 8
1 % % 0.402 5 77422 8
1 % 1 0.453 5 77427 8
1 1 Y 0.374 5 77432 8
1 1 % 0.413 5 77437 8
1 1 1 0.451 5 77412 8
1 1 1 0.580 1 15488 8
14 s 1 0.600 1 22253 8
14 % Y 0.467 1 22243 8
14 % % 0.531 1 22258 8
1% % 1 0.560 1 22268 8
14 % 1 0.610 1 22248 8
14 1 Y 0.457 1 22238 8
14 1 % 0.531 1 94762 8
14 1 1 0.559 1 14568 8
14 14 Y 0.470 1 94757 8
14 1% % 0.512 1 77452 8
14 1% 1 0.553 1 77447 8
14 1% 1 0.604 1 77442 8
114 1 % 0.760 1 79660 8
114 1 1 0.804 1 15458 8
114 1 1% 1.104 1 15463 8
114 14 % 0.744 1 22233 8
114 1% 1 0.808 1 15453 8
114 1% 1 0.855 1 15483 8
114 11 Y 0.724 1 15448 8
114 114 % 0.795 1 77462 8
114 114 1 0.849 1 77467 8
114 114 1 0.893 1 77472 8
114 114 1% 1.134 1 77457 8
2 14 1 1.119 1 15518 8
2 11 % 1.021 1 15513 8
2 114 1 1.101 1 15498 8
2 114 1 1.233 1 15508 8
2 114 1% 1.370 1 15503 8
2 114 2 1.581 1 22228 8
2 2 Y 1.021 1 15538 8
2 2 % 1.049 1 94777 8
2 2 1 1.101 1 94772 8
2 2 1 1.212 1 77487 8
2 2 1% 1.352 1 77482 8
2 2 2 1.505 1 77477 8
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Viega ProPress XL tee P1 P2 P3  Wt[b] Quantity PartNo DG
Smart Connect feature

r

- For use with ASTM B88 tubing — %  —— . -
- Copper 2% 1% 2%  2.081 1 20694 8
- Press connection 21 1% 21, 2204 1 20699 8
Components 215 2 % 1.397 1 20704 8
EPDM sealing elements 21, 2 1 1.424 1 20709 8
Note 2V 2 1% 1.670 1 22283 8
Must be installed with Viega ProPress XL-C 2V 2 2 1.840 1 22278 8
rings and V2 actuator. 2% 2 2% 2.169 1 20714 8
Model 0918XL 2V 2V Yo 1.483 1 22303 8
2o 2o % 1.463 1 22298 8
2o 2o 1 1.521 1 22293 8
2o 2o 1Y 1.631 1 22288 8
2o 2o 1% 1.809 1 20803 8
2o 2o 2 1.940 1 20688 8
2o 2o 2V 2.292 1 20683 8
8 % & 2.953 1 20719 8
8 1 3 2.885 1 20724 8
3 1% 8 2.927 1 20729 8
3 1% 8 3.044 1 20727 8
8 2 2 2.330 1 20732 8
8 2 2V 2.605 1 20734 8
3 2 3 2.953 1 20739 8
8 2o 2 2.466 1 20744 8
8 2o 2V 2.865 1 20749 8
3 2 3 3.183 1 20754 8
3 3 Yo 1.945 1 20759 8
8 8 % 1.984 1 22323 8
3 3 1 2.063 1 22308 8
3 8 1Y 2.129 1 22313 8
8 8 1% 2.327 1 20798 8
8 8 2 2.499 1 20698 8
8 8 21 2.903 1 20703 8
8 8 & 3.251 1 20693 8
4 8 2 4.038 1 20774 8
4 8 8 4.915 1 20784 8
4 4 Yo 3.372 1 20788 8
4 4 % 3.399 1 20793 8
4 4 1 3.652 1 20794 8
4 4 1Y 3.665 1 20795 8
4 4 1% 3.791 1 20808 8
4 4 2 4.020 1 20713 8
4 4 2V 4.534 1 20718 8
4 4 8 4.853 1 20723 8
4 4 4 5.841 1 20708 8

Viega ProPress tee P1 P2 FPT  Wt[lb] Quantity PartNo DG
Smart Connect feature, Zero Lead " " " 0.233 5 79580 8
- Ecr)cr):zs: with ASTM B88 tubing % % Ya 0.953 5 79585 8
. . % % Yo 0.304 5 79590 8
- Press connection, female pipe thread 34 34 3% 0.348 5 79595 8
Components 1 1 Y2 0.414 5 79760 8
EPDM sealing elements 1 1 34 0.492 5 79765 8
Model 2917.2ZL 1Y 14 Y2 0.529 1 79770 8
1% 14 % 0.625 1 79775 8
1% 1% Y2 0.809 1 79780 8
1% 1% % 0.900 1 79785 8
2 2 Y2 1.150 1 79790 8
2 2 % 1.300 1 79795 8

% ‘S":Igit"cfg:;Zif f’;';;‘jfe P1 P2 FPT  Wt[lb] Quantity PartNo DG
- ; ] 2V 2V % 1.541 1 20883 8
i ASTM B88 tubing % % > 2149 1 20878 8

3,

- Press connection, female pipe thread g g é 29‘71:73 1 ggggg 2
Components 4 4 % 3.474 1 20873 8
EPDM sealing elements 4 4 2 4.293 1 20868 8

Note
Must be installed with Viega ProPress XL-C
rings and V2 actuator.

Model 0917.2XL



ProPress
Adapters
L Viega ProPress adapter P MPT Wt[b] Quantity PartNo DG
ol Smart Connect feature, Zero Lead
Q - For use with ASTM B88 tubing — — T -
- Bronze , , s % 0.149 10 79220 8
- Press connection, male pipe thread 34 A 0.146 10 79225 8
Components % % 0.158 10 79230 8
EPDM sealing element % 1 0.233 10 79235 8
Model 2911ZL 1 % 0.226 10 79240 8
1 1 0.255 10 79245 8
1 14 0.459 10 79250 8
1Y 1 0.323 1 79255 8
1Y 14 0.438 1 79260 8
1Y 112 0.521 1 79265 8
1% 1 0.604 1 79270 8
1% 112 0.539 1 79275 8
1% 2 0.934 1 79280 8
2 112 0.845 1 79285 8
2 2 0.889 1 79290 8
"—E ;:%GLZ;%PVGSS adapter FTG MPT Wt[lb] Quantity PartNo DG
- - For use with ASTM BS88 tubing — ~ T -
- Bronze _ Yo % 0.157 5 79385 8
- Street, male pipe thread 34 A 0.102 5 79390 8
Model 2911.1ZL % % 0.165 5 79395 8
1 % 0.177 5 79400 8
1 1 0.246 5 79405 8
1% 1% 0.499 1 79410 8
1% 1% 0.594 1 79415 8
2 2 0.910 1 79420 8
‘S"rigaaﬂ 'g::;zzi fxe'; ::ﬁzpter P MPT Wt[lb] Quantity PartNo DG
- For use with ASTM B88 tubing — i L - -
- Copper , , 4 4 3.643 1 20838 8
- Press connection, male pipe thread
Components
EPDM sealing element
Note
Must be installed with Viega ProPress XL-C
rings and V2 actuator.
Model 0911XL
Viega ProPress adapter .
""""? Smart Connect feature, Zero Lead P FPT WEeT fatai i) RartiNG o
— - For use with ASTM B88 tubing 2 % T S M [ S 8
- Bronze Yo Yo 0.121 10 79300 8
. ) Yo % 0.151 10 79305 8
- Press connection, female pipe thread 34 A 0.145 10 79310 8
Components % % 0.176 10 79315 8
EPDM sealing element 1 Yo 0.186 10 79320 8
Model 2912ZL 1 % 0.213 10 79325 8
1 1 0.278 10 79330 8
1 1% 0.366 10 79335 8
1Ya Yo 0.221 1 79340 8
1% 1 0.308 1 79345 8
1Ya 1% 0.388 1 79350 8
1Ya 11 0.463 1 79355 8
12 1% 0.331 1 79360 8
12 11 0.556 1 79365 8
2 2 0.780 1 79370 8
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—q ‘Z’iegaLPr%Press skl FTG FPT Wt[lb] Quantity PartNo DG
- ero Lead. : % % 0.071 5 79425 8
— - g?cr):zs: with ASTM B88 tubing " n 0.108 5 79430 8
) ) Yz % 0.141 5 79435 8
- Street, female pipe thread 32 1/: 0.113 5 79440 8
Model 2912.1ZL % % 0.145 5 79445 8
1 Yo 0.179 1 79455 8
1 1 0.274 1 79450 8
1% Yo 0.278 1 79460 8
1% 1% 0.402 1 79465 8
1% 1% 0.517 1 79470 8
2 2 0.844 1 79475 8
‘sl::g?t Pcrg:rr‘:i f’;‘; aﬁzptef P FPT Wt[lb] Quantity PartNo DG
. . 2 2V 1.821 1 20819 8
- zcc))rpl;se? with ASTM B88 tubing 3 3 2931 1 20829 8
- 4 4 4.404 1 20839 8
- Press connection, female pipe thread
Components
EPDM sealing element
Note
Must be installed with Viega ProPress XL-C
rings and V2 actuator.
Model 0912XL
Bl S e Lea Pl PRI Quiniy ParNo 0O
At ¢ ] Y2 Vo 0.075 10 99620 6
L t"_" ' - Fo;t\r/gnsﬂl;nlrl\:g between Viega PEX Press " % 0.114 10 99626 6
— e Whieed el A % Y 0.077 10 99630 6
- Bronze . % % 0.113 10 99640 6
- Press connection 1 % 0.136 10 99645 6
Components 1 1 0.185 10 99660 6
EPDM sealing elements 1% 1 0.231 5 99665 6
Note 1% 1 0.283 5 99670 6
ProPress tool and jaw required 1% 1 0.276 5 99675 6
Model 2813PZL 1Y 1% 0.443 5 99680 6
2 1 0.459 5 99685 6
2 2 0.719 5 99690 6
Flanges
\2!iega ProPress adapter flange p BP Wt[lb] Quantity Part No DG
- pc
Smart Connect feature, Zero Lead 11 v, 2 (23:82 1 ;gggg g
Bt B 1% 4 3857 1 79690 8
- 2 4 5.466 1 79695 8
- Press connection
o BP = bolt pattern
EPDM sealing element
Model 2959.5ZL
\zliega ProPress XL adapter flange p BP Wt[lb] Quantity Part No DG
- pc
Smart Connect feature 2:1,)/2 3 gggg 1 ggggg g
- Press connection BRI boltipattern

Components
EPDM sealing element

Note
Must be installed with Viega ProPress XL-C
rings and V2 actuator.

Model 0959.5XL




ProPress
Caps
- 3 Viega ProPress cap P Wt[lb] Quantity PartNo DG
— Smart Connect feature v 0.056 10 77712 8
: - For use with ASTM B88 tubing Q/j 0.088 10 77717 8
t_.___..:j - Copper , 1 0.117 5 77722 8
- Press connection 1% 0.175 1 77727 8
Components 1% 0.330 1 77732 8
EPDM sealing element 2 0.436 1 77737 8
Model 2956
y s ‘S";git 'Zg:rﬁii :;'; S P Wt[b] Quantity PartNo DG
. d u
-'-5 - For use with ASTM B88 tubing — B e A
- - Copper _ 4 1.851 1 20848 8
i E b - Press connection
w B Components
- ﬂ EPDM sealing element
Note
Must be installed with Viega ProPress XL-C
rings and V2 actuator.
Model 0956XL
Unions
Viega ProPress union P1 P2 Wt[lb] Quantity PartNo DG
Smart Connect feature, Zero Lead . v 0.331 1 79125 8
- For use with ASTM B88 tubing % % 0.488 1 79130 8
- Bronze _ 1 1 0.862 1 79135 8
- Press connection 1 1% 1.091 1 79140 8
- Ground joint 17 115 1.745 1 79145 8
Components 2 2 2.884 1 79150 8
EPDM sealing elements
Model 2960ZL
87 5 ;ﬁgi%g:;Zi: rer:: r:'e Zero Lead e FeT MEHIE]g(etantiny [RartiNo oG
r x u ’
'Lu-'-' - For use with ASTM B88 tubing ZZ lﬁ 8'2?? ] ;g;gg g
- Bronze _ _ 1 1 0.811 1 79710 8
- Press connection, female pipe thread 1% 14 0.970 1 79715 8
- Ground joint 1Y 1% 1.669 1 79720 8
Components 2 2 2.849 1 79725 8
EPDM sealing element
Model 2962ZL
Viega ProPress union :
I P MPT Wt [lb] Quantity Part No DG
il E ' Smart Connect feature, Zero Lead 1 3 (o] i
L 1 l - For use with ASTM B88 tubing - = e s -
- Bronze , , 1 1 0.887 1 79740 8
- Press connection, male pipe thread 1% 1% 1.130 1 79745 8
- Ground joint 1% 11 1.645 1 79750 8
Components 2 2 2.831 1 79755 8
EPDM sealing element
Model 2965ZL
Fret ] Viega ProPress di-electric union P EPT Wt [Ib] Quantity Part No DG
;"" f Smart Connect feature, Zero Lead ” v 0 8[1 5] 1 Y 79155 8
% - ’ - For use with ASTM B88 tubing 32 32 1.146 1 79160 8
- Bronze ) ) 1 1 1.040 1 79165 8
- - Press connection, female pipe thread 1% 1% 1.536 1 79170 8
Components 12 12 1.821 1 79175 8
EPDM flat gasket, EPDM sealing element 2 2 2.826 1 79180 8

Model 2967ZL
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o 2 Viega ProPress tailpiece P F BSP Wt[b] Quantity PartNo DG
| Smart Connect feature, Zero Lead v 1 0.237 1 79800 8
| . . 2 .
-h-.. - E?Cl;:zs: with ASTM B88 tubing % 1 0.958 1 79805 8
- 1 1 : 1 7981
- E;Press contnection, female union BSP 1 1% ggg? 1 73212 2
omponents
EPDM sealing element, EPDM flat gasket
Model 2957ZL
Couplings
wi?‘asfggpress coupling P1 P2 Wt[b] Quantity PartNo DG
i
a Smart Connect feature 132 13/2 8?2? ::8 ;gggg g
- For use with ASTM B88 tublng 1 1 0.163 5 78057 8
- Copper . 1% 14 0.238 1 78062 8
E:PfeSS connection 1% 172 0.474 1 78067 8
omponents 2 2 0.604 1 78072 8
EPDM sealing elements
Model 2915
K ‘xietsll]as't’;;"ress XL coupling P1 P2 Wt[lo] Quantity PartNo DG
ﬁ Smart Connect feature 2:13/2 2;,/2 1 gég 1 ggggg g
: gzrp:?; with ASTM B88 tubing 4 4 2.881 1 20738 8
- Press connection
Components
EPDM sealing elements
Note
Must be installed with Viega ProPress XL-C
rings and V2 actuator.
Model 0915XL
P Viega ProPress coupling P1 P2 Wt[lo] Quantity PartNo DG
| — ': No stop Y
- 1 1
Smart Connect feature 3/2 3/2 8?2? 18 ;g} -7,3 g
- For use with ASTM B88 tubing 1 1 0.163 5 78182 8
- Copper _ 1% 1% 0.241 1 78187 8
E;Press connection 1%2 172 0.472 1 78192 8
omponents 2 2 0.604 1 78197 8
EPDM sealing elements
Model 2915.3
'?M-"_::-..r_'"'-" ":i:iio';mpress IETEEE R P1 P2 Wt[b] Quantity PartNo DG
w Smart Connect feature 132 13/2 8;?2 g ;gggg g
- For use with ASTM B88 tubing 1 1 0.284 5 79015 8
- Copper i 1Ya 1Ya 0.394 1 79020 8
E:Press connection 1%2 1% 0.679 1 79025 8
omponents 2 2 0.900 1 79030 8
EPDM sealing elements
Model 2915.5
: ""ligii'o'l’om"’ess XL coupling P1 P2 Wt[lb] Quantity PartNo DG
Smart Connect feature 2:;/2 2;,/2 1 égl 1 gg:l[:g g
- For use with ASTM B88 tubing 4 4 2.865 1 20753 8

- Copper

- Press connection

Components
EPDM sealing elements

Note
Must be installed with Viega ProPress XL-C
rings and V2 actuator.

Model 0915.5XL



ProPress
Reducers
‘s’iegart '?Pfes-:' f’edtucer P1 P2 Wt[b] Quantity PartNo DG
— ma onnect reature
LA - For use with ASTM B88 tubing - —~ T -
e e - Copper , 1 % 0.177 10 78152 8
- Press connection 1% 3% 0.249 1 15593 8
Components 1 1 0.261 1 78157 8
EPDM sealing elements 1% % 0.427 1 18473 8
Model 2915.2 175 1 0.416 1 15588 8
11 1 0.418 1 78162 8
2 % 0.598 1 18468 8
2 1 0.583 1 15608 8
2 1 0.552 1 22328 8
2 1% 0.646 1 78167 8
‘éiegft ‘2;0"'95-‘; :('-tfeducer P1 P2 Wt[lb] Quantity PartNo DG
ma onnect reature
. . 2Vs 1 0.827 1 20685 8
Mﬁ " : Ecc))r u?; with ASTM B88 tubing 21 114 0.851 1 20690 8
“any pp ) 2Vs 1% 0.985 1 20695 8
h—-f - Press connection 2V 2 1.047 1 20700 8
Components 3 175 1.245 1 20705 8
EPDM sealing elements 3 2 1.289 1 20710 8
Note 3 2% 1.510 1 20715 8
Must be installed with Viega ProPress XL-C 4 2 2.089 1 20720 8
rings and V2 actuator. 4 2%2 2.332 1 20725 8
Model 0915.2XL 4 3 2.482 1 20730 8
— \s'iegit l::roPresi fredtucer FTG P Wt[lb] Quantity PartNo DG
— L 3 - ma onnect reature
w - For use with ASTM B88 tubing — —~ T -
- GERper _ 1 % 0.144 10 78087 8
- Street, press connection 1% A 0.170 5 22333 8
Components 14 % 0.195 5 78092 8
EPDM sealing element 1Va 1 0.190 o) 78097 8
Model 2915.1 17 % 0.290 1 14543 8
175 1 0.299 1 78102 8
175 14 0.302 1 78107 8
2 1 0.406 1 78112 8
2 14 0.418 1 78117 8
2 175 0.609 1 78122 8
~ ‘éiegft ‘:;°P'es-°; f’edtucerz Lead FTG P Wt[lb] Quantity PartNo DG
j ma onnect reature, Zero Lea
_.__:_ﬂ _'l - For use with ASTM B88 tubing bs 1//2 — N -
- Bronze 2 % 0.517 1 79860 8

- Street, press connection

Components
EPDM sealing element
Model 2915.1ZL

S A FTG P Wt[lb] Quantity PartNo DG
“. o ST B 2% 1 0.754 20814

- For use with ASTM B88 tubing 21 1% 0.791 ;I 20815 g
- Loy , 215 172 0.940 1 20813 8
- Street, press connection 21 2 0.815 1 20758 8
Components 3 1 1.008 1 20817 8
EPDM sealing element 3 1% 1.157 1 20818 8
Model 0915.1XL 3 2 0.886 1 20763 8
3 2Y2 1.190 1 20768 8

4 2 1.884 1 20773 8

4 2Y2 2.116 1 20778 8

4 3 2.295 1 20783 8
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Venturi

Valves

Viega ProPress venturi insert
Zero Lead

- For use with Viega ProPress tees
- Bronze

- Street

Model 2911.5ZL

Viega ProPress ball valve

Smart Connect feature, Zero Lead

- For potable water applications

- Bronze

- Press connection

- Full port

Components
Lockable metal handle, stainless steel ball,
EPDM sealing elements

Model 2971.1ZL

Viega ProPress ball valve

Smart Connect feature, Zero Lead

- For potable water applications

- Bronze

- Press connection

- Full port

Components
Lockable metal handle, stainless steel ball,
EPDM sealing elements

Model 2970.1ZL

Viega ProPress ball valve

Smart Connect feature, Zero Lead

- For potable water applications

- Bronze

- Press connection

- Full port

Components
Lockable metal handle, stainless steel ball
and stem, EPDM sealing elements

Model 2971.3ZL

Viega ProPress ball valve

Smart Connect feature, Zero Lead

- For potable water applications

- Bronze

- Press connection

- Full port

Components
Lockable metal handle, stainless steel ball
and stem, EPDM sealing elements

Model 2970.3ZL

Viega ProPress ball valve

Smart Connect feature, Zero Lead

- For potable water applications

- Bronze

- Press connection, female pipe thread

- Full port

Components
Lockable metal handle, stainless steel ball,
EPDM sealing element

Model 2971.4ZL

FTG1
1Y
1%

P1

Yo
%4

1Ya

P1
1%

P1

Yo
34

1%

P1
1%

Yo
%

FTG2
14
1%

P2
Y2
34

1Ya

P2
1%

P2
Y2
34

1%

P2
1%

FPT

Y2
34

Wt [Ib]
0.296

0.468
0.671

Wt [Ib]
0.463
0.659
0.992
1.512

Wt [Ib]
3.042
5.184

Wt [Ib]

0.458
0.648
1.014
1.508

Wt [Ib]

3.037
5.153

Wt [Ib]

0.463
0.630
1.031

Quantity

1
1
1

Quantity

Y (RN N S

Quantity

1
1

Quantity

SN LY LN (LS

Quantity

1
1

Quantity
1

1
1

Part No

78810
78811
78812

Part No

79920
79925
79930
79935

Part No

79115
79120

Part No

79923
79928
79933
79938

Part No

79840
79845

Part No

79970
79975
79980

o 00 0

0 00 00

DG

0o 0 00

DG

0 0 0o



Viega ProPress ball valve

Smart Connect feature, Zero Lead
- For potable water applications

- Bronze

- Press connection, hose connection
- Full port

Components

Lockable metal handle, stainless steel ball,

EPDM sealing element
Note

NH threads (garden hose)
Model 2971.6ZL

Viega ProPress ball valve
Smart Connect feature
- For non-potable application
- Bronze/brass
- Press connection
- Full port
Components

EPDM sealing elements
Model 2973

Viega ProPress ball valve
Smart Connect feature
- For non-potable application
- Bronze/brass
- Press connection, female pipe thread
- Full port
Components
EPDM sealing element
Model 2973.1

Viega ProPress ball valve
Smart Connect feature
- For non-potable application
- Bronze/brass
- Press connection, hose connection
- Full port
Components

EPDM sealing element
Note

NH threads (garden hose)
Model 2973.3

Viega ProPress check valve
Smart Connect feature, Zero Lead
- For potable water applications
- Bronze
- Press connection
- Inline
Components
EPDM sealing elements
Model 2974ZL

Viega ProPress butterfly valve

- For non-potable application

- Suitable for Viega ProPress bolt set
Model 2873.89

- Ductile iron

- Lug style

Components

Stainless steel disc and stem, EPDM liner

Model 2873.81

P

Y2
34

" Available soon!

P1
Y2
34

1%
1%

Y2
34

P

Y2
34

" Available soon!

P1
Y2
34

194
1%

d
2>

S

4

BP = bolt pattern

Hose

%
34

P2
Y2
3

194
1%

FPT

Y2
%

Hose

3
A

P2

Y2
34

194
1%

BP

[o IR SN SN

Wit [Ib]

Wit [Ib]
0.317
0.945
0.827
2.199
3.049
5.234

Wt [Ib]
0.430

0.675
1.182

Wt [Ib]

Wit [Ib]
0.180
0.280
0.454
0.639
0.961
1.873

Wt [Ib]
7.783

8.982
16.215

ProPress

Quantity Part No

1 79875’
1 79876’

Quantity Part No

24000
24005
24010
24015
24020
24025

N (SN SN [N I I

Quantity Part No

1 24030
1 24035
1 24040

Quantity Part No

1 24090'
1 24095

Quantity Part No

79035
79040
79045
79050
79055
79060

SN (SN SN [N N I

Quantity Part No

1 22074
1 22075
1 22076

DG

Q0 00 00 0O 0o 0O

@ 0o 0

DG

Q0 00 00 0O 0o 0O

@ 0o 0
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Cross-overs

Hﬁ‘f—u

Stub-Outs

r-'m

Sealing Elements and Gaskets

="

| -—

Accessories

Viega ProPress cross-over P1
Smart Connect feature v
- For use with ASTM B88 tubing %
- Copper

- Press connection
Components

EPDM sealing elements
Model 2928

Viega ProPress 90° stub-out
- For use with Viega ProPress fittings
- Copper
Components
Wall plate
Model 2975.2

Viega ProPress sealing element d
EPDM V.
- For Viega ProPress CTS size fitting 32
Model 2989 1
1%
1%
2
Viega ProPress sealing element d
FKM V.
- For Viega ProPress CTS size fitting 32
Model 2986 1
1Va
1%
2

Viega ProPress flat gasket

- For Viega ProPress di-electric unions
- EPDM

Model 2963.9

Viega ProPress test plug

- For Viega ProPress fittings
- Bronze

Model 2969

Viega ProPress SmartLoop set P1

Smart Connect feature, Zero Lead

- For hot water main with internal circulation

- Bronze

Components
(1) 1" FTG x %2" P adapter, (1) 1" FTG x %"
PEX Press adapter, (1) 72" FTG x %" PEX
Press adapter, (2) 316 stainless steel press
sleeves, EPDM sealing element

Note
Does not include ViegaPEX tubing

Model 2976.1ZL

22

Y2
34

Y2
34

Version

shiny black
shiny black
shiny black
shiny black
shiny black
shiny black

Version

dull black
dull black
dull black
dull black
dull black
dull black

Vo
%, 1
1%
1%

Y2
34

P2

Wt [Ib]
0.237
0.413

Wt [Ib]
0.267

0.485
0.710

Wt [Ib]
0.001
0.002
0.002
0.003
0.007
0.001

Wt [Ib]
0.002
0.004
0.005
0.007
0.012
0.012

Wt [Ib]
0.004
0.003
0.005
0.005
0.009

Wt [Ib]

0.536
0.730

Wt [Ib]
0.443

Quantity

10
10

Quantity

10
10
10

Quantity

10
10
10
10
10
10

Quantity

o101 0101 On

Quantity
10
10
10
10
10

Quantity

1
1

Quantity
1

Part No DG
77742 8
77747 8
Part No DG
19786 8
19791 8
19961 8
Part No DG
78242 8
78247 8
78252 8
78257 8
78262 8
78267 8
Part No DG
17768 8
17778 8
17788 8
17803 8
17818 8
17823 8
Part No DG
15559 8
15569 8
15549 8
15544 8
15564 8
Part No DG
78202 8
78207 8
Part No DG
79000 8
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Viega ProPress bolt set
- For butterfly valve

- Suitable for Viega ProPress butterfly valve Model 2873.81

- Galvanized steel

Components
Bolt, washer

Model 2873.89

ProPress

L [in] W [in] Bolts Valve Size Wt [Ib] Quantity Part No DG
1% % 2> 0.376 1 19768’ 8
1% % 3 0.885 1 19773 8
1% % 4 0.186 1 19778° 8
" Suitable for Viega ProPress butterfly valve Part No 22074
2 Suitable for Viega ProPress butterfly valve Part No 22075
3 Suitable for Viega ProPress butterfly valve Part No 22076
Viega ProPress bolt set
- For adapter flange
- Galvanized carbon steel
Components
Bolt, nut, washer
Model 2959.7
L [in] W [in] Bolts Flange Wt [Ib] Quantity Part No DG
2% % 4 Yo, %, 1, 1V, 172 0.871 1 19748’ 8
2% % 4 2,2%,3 1.572 1 19758 8
2% % 8 4 3.141 1 19763° 8

" Suitable for Viega ProPress adapter flange Part No 81035, 81040, 81045, 81050, 81055, 86082, 86087, 86092, 86097, 86102,

Viega ProPress adapter flange 2 - pc Part No 79680, 79685, 79690

2 Suitable for Viega ProPress adapter flange Part No 81060, 86107, Viega ProPress adapter flange 2 - pc Part No 79695, Viega ProPress
XL adapter flange Part No 81065, 81070, 86067, 86072, Viega ProPress XL adapter flange 2 - pc Part No 20853, 20858

3 Suitable for Viega ProPress XL adapter flange Part No 81075, 86077, Viega ProPress XL adapter flange 2 - pc Part No 20863

Viega ProPress replacement handle
- For Viega ProPress ball valves

- Galvanized carbon steel

Model 2971.8

Viega ProPress non-potable replacement
handle

- For Viega ProPress ball valves

- Carbon steel

Model 2973.8

Viega ProPress replacement handle
- For Viega ProPress ball valves

- Galvanized carbon steel

Model 2970.80

Viega ProPress stem extension

- For Viega ProPress Zero Lead ball valves
- Bronze

Model 2971.96

Valve Size Wt [Ib] Quantity Part No DG
Yo, % 0.119 1 22170’ 8
1, 1% 0.185 1 221722 8

" Suitable for Viega ProPress ball valve Part No 79920, 79923, 79925, 79928,
79970, 79975, 79990, 79995

2 Suitable for Viega ProPress ball valve Part No 79930, 79933, 79935, 79938,
79980

Valve Size Wt [Ib] Quantity Part No DG
Yo 1 22176’ 8

Y%, 1 0.200 1 22178° 8
1Va, 172, 2 1 22180° 8

" Suitable for Viega ProPress ball valve Part No 24000, 24030, 24045

2 Suitable for Viega ProPress ball valve Part No 24005, 24010, 24035, 24040,
24050

3 Suitable for Viega ProPress ball valve Part No 24015, 24020, 24025

Valve Size Wt [Ib] Quantity Part No DG
1Va, 1%, 2 0.216 1 22163’ 8

" Suitable for Viega ProPress ball valve Part No 79115, 79120, 79840, 79845,
81095, 81100, 81105

Valve Size Wt [Ib] Quantity Part No DG
Yo, % 0.207 1 23443! 8
1, 1% 0.245 1 234452 8

" Suitable for Viega ProPress ball valve Part No 79920, 79923, 79925, 79928,
79970, 79975, 79990, 79995

2 Suitable for Viega ProPress ball valve Part No 79930, 79933, 79935, 79938,
79980
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Viega ProPress stem extension

- For Viega ProPress non-potable ball valves
- Brass

Model 2973.96

Viega ProPress stem extension
- For Viega ProPress ball valves
- Bronze

Model 2970.96

Valve Size Wt [Ib] Quantity Part No DG
V2 1 23449' 8
%, 1 1 234512 8
1Va, 1%, 2 1 23453 8

" Suitable for Viega ProPress ball valve Part No 24000, 24030, 24045

2 Suitable for Viega ProPress ball valve Part No 24005, 24010, 24035, 24040,
24050

3 Suitable for Viega ProPress ball valve Part No 24015, 24020, 24025

Valve Size Wt [Ib] Quantity Part No DG
1Va, 12, 2 0.313 1 234441 8

" Suitable for Viega ProPress ball valve Part No 79115, 79120, 79840, 79845,
81095, 81100, 81105
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ProPressG

The original Viega ProPress fitting is also available for gas
applications. Available with a factory-installed HNBR sealing
element, Viega ProPressG fittings are suitable for natural gas and
fuel oil applications, among others. Installers can make secure
connections in seven seconds or less with system-matched tools
and jaws. The patented Viega Smart Connect feature, a unique
aspect designed into the fittings themselves and only available from
Viega, provide installers with increased confidence in the integrity of
their connections.

FEATURES AND BENEFITS

* The original copper press joining solution

¢ Available in sizes 72" to 2"

e More than 350 engineered fitting configurations for copper
e Approved for more than 150 different applications

CODES AND STANDARDS

e CSA International: Canadian Standards Association

e |APMO: Uniform Plumbing Code

e |CC: International Plumbing Code

¢ |FGC: International Fuel Gas Code

e NFPA 30: Flammable and Combustible Liquids Code

e NFPA 30A: Code for Motor Fuel Dispensing Facilities and
Repair Garages

e NFPA 31: Standard for the Installation of Oil-Burning Equipment
(supply line only)

e NFPA 54/7223: National Fuel Gas Code

e NFPA 58: Liquefied Petroleum Gas Code

LISTINGS AND CERTIFICATIONS
e CSA ANSI LC4/CSA 6.32

e |APMO ANSI LC-4/CSA 6.32

e |ICC-ES PMG-1036

NOTE
A Yellow Dot on a Viega ProPressG fitting indicates the
Smart Connect feature with a HNBR sealing element.
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Elbows

Viega ProPressG 90° elbow
Smart Connect feature
- For use with ASTM B88 tubing
- Copper
- Press connection
Components

HNBR sealing elements
Model 0616

Viega ProPressG 90° street elbow
Smart Connect feature
- For use with ASTM B88 tubing
- Copper
- Press connection, street
Components
HNBR sealing element
Model 0616.1

Viega ProPressG 45° elbow
Smart Connect feature
- For use with ASTM B88 tubing
- Copper
- Press connection
Components

HNBR sealing elements
Model 0626

Viega ProPressG 45° street elbow
Smart Connect feature
- For use with ASTM B88 tubing
- Copper
- Press connection, street
Components
HNBR sealing element
Model 0626.1

Viega ProPressG tee
Smart Connect feature
- For use with ASTM B88 tubing
- Copper
- Press connection
Components

HNBR sealing elements
Model 0618

P1

Yo
%

1%
1%

P

Y2
%
1
1%
1%
2

* = Available while supplies last

P1

Yo
7

1%
1%

P

Y2
%
1
1%
1%
2

B2

Y2
34

1Y
1%

FTG

Vo
%
1
1%
1%
2

P2

Y2
34

1%
1%

FTG

V2
%
1
1%
1%
2

* = Available while supplies last

P2

Yo
%
%
%
%
1
1
1
1%
1%
1%
1%
1%
1%
2
2
2

P3

Yo
Vo
%
Y2
%
Y2
%
1
1
1Ya
%
1
1Ya
1%
%
1%
2

* = Available while supplies last

Wt [Ib]
0.112
0.201
0.283
0.425
0.815
1.157

Wt [Ib]
0.104
0.188
0.266
0.414
0.771
1.102

Wt [Ib]
0.095
0.161
0.223
0.324
0.626
0.849

Wt [Ib]
0.083
0.149
0.209
0.315
0.596
0.824

Wt [Ib]
0.204
0.289
0.331
0.363
0.417
0.379
0.411
0.442
0.553
0.606
0.806
0.846
0.903
1.165
1.053
1.418
1.592

Quantity

10
10
10
1
1
1

Quantity
10
10
10
1
1
1

Quantity

10
10
5

1
1
1

Quantity

10
10
5

1
1
1

Quantity

10
10

_1_1_1_1_1_1_1_1_101010101018

Part No

16128
16133
16138
16143
16148
16153

Part No

16158
16163
16168
16173*
16178*
16183*

Part No

16188
16193
16198
16203
16208
16213

Part No

16218
16223
16228
16233*
16238*
16243

Part No

16248
16258
16253
23333"
16268
17688
16273
16263
16283
16278
23348
16293
16298
16288
23353
16308
16303

DG

00 00 00 OO 00 O

DG

8
8
8
8
8
8

DG

00 00 00 00 00 O

DG

00 00 00 00 OO ©O

DG

00 00 00 00 00 00 00 00 00 0O 00 00 0O OO 0O O O



ProPressG
Adapters
ﬂ-q \sliegart IzroPresini afapter P MPT Wt[lb] Quantity PartNo DG
Gjuna, mart Connect feature 5
L - For use with ASTM B88 tubing — ~ T -
- Bronze , , % % 0.190 10 16053 8
- Press connection, male pipe thread 1 1 0.310 10 16058 8
Components 1 1% 0.547 1 16063 8
HNBR sealing element 1% 1% 0.766 1 16068 8
Model 0611 2 2 1.126 1 16073 8
':\-? ‘éiegf_t %0"'95:‘;" a;’apter P FPT Wt[b] Quantity PartNo DG
= Wiy mart Connect feature -
S - For use with ASTM B88 tubing — ~ e
- (Bl _ _ % % 0.203 10 16088 8
- Press connection, female pipe thread 1 1 0.309 10 16093 8
Components 1 1% 0.441 1 23358* 8
HNBR sealing element 12 1 0.655 1 23363" 8
Model 0612 2 2 0.981 1 23368* 8
* = Available while supplies last
Caps
Viega ProPressG cap P Wt[lb] Quantity PartNo DG
-~ Smart Connect feature el /
. . Yo 0.056 10 16313 8
h# - For use with ASTM B88 tubing % 0.088 10 16318 8
—_— - Copper , 1 0.120 5 16323 8
- - Press connection 1% 0.179 1 16328 8
Components 1% 0.328 1 16333 8
HNBR sealing element 2 0.463 1 16338 8
Model 0656
Unions
‘s’iegaﬂ 'Zmpfesicf* ”':i°" P1 P2 Wt[b] Quantity PartNo DG
mart Connect feature -
- For use with ASTM B88 tubing - = — N -
- (Bl , 1 1 0.897 5 17608 8
- Press connection 1% 1% 1.184 1 17613 8
- Ground joint 1% 112 2.054 1 17618 8
Components 2 2 3.129 1 17623 8
HNBR sealing elements
Model 0650
Couplings
. e w‘?tﬁa me'eSSG coupling P1 P2 Wt[lb] Quantity PartNo DG
L= ith stop 7
. i Smart Connect feature ZZ 322‘ 8?21 18 :gggg g
- Copper ) 1% 1% 0.242 1 16113 8
- Press connection 1 1% 0.474 1 16118 8
Components 2 2 0.614 1 16123 8
HNBR sealing elements
Model 0615
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Reducers
Im"ﬂ S T (G P1 P2 Wt[l] Quantity PartNo DG
iy ma onnect reature
i .'-..' - For use with ASTM B88 tubing ~ - R N -
R - Copper , 1 % 0.179 10 23283 8
- Press connection 14 34 0.248 1 23293* 8
Components 1% 1 0.243 1 23288 8
HNBR sealing elements 1% 1 0.408 1 23303 8
Model 0615.2 1% 1% 0.410 1 23298 8
2 1 0.596 1 23308* 8
2 17 0.633 1 23313 8
* = Available while supplies last
Valves
-in Viega ProPressG ball valve P1 p2 Wt[lb] Quantity Part No DG
= Smart Connect feature iy v 0.749 1 19648 8
e ! - Foruse with ASTM B88 tubing % % e e g
- Bronze _ q 1 1.481 1 19658 8
- Press connection 14 14 2.195 1 19663 8
Components 115 1Y 4.031 1 19668 8
HNBR sealing elements 2 2 5.957 1 19673 8
Model 0670
Sealing Elements and Gaskets
Sealing element . d Version ~ Wt[lb] Quantity PartNo DG
- For Viega ProPress CTS size fitting " T 0.003 10 21023 8
;\nHﬁBlRosm % vellow 0.004 10 21028 8
oS 1 vellow 0.005 10 21033 8
1% yellow 0.005 10 21038 8
17 yellow 0.009 10 21043 8
2 yellow 0.009 10 21048 8
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ProPress (304 FKM)

Viega ProPress for 304 stainless is engineered for industrial
environments such as breweries and industrial facilities. With
applications ranging from fire protection systems to compressed air,
Viega ProPress for stainless is a complete solution with pipe, valves
and fittings. Viega ProPress fittings offer the patented

Smart Connect feature, providing installer’s added confidence in
their ability to ensure the integrity of connections.

FEATURES AND BENEFITS

e More than 600 different engineered fitting configurations
for stainless

¢ Available in sizes 72" to 4"

e Approved for more than 225 different applications

e Customizable with a choice of sealing elements

CODES AND STANDARDS

e ASME B31.1: Power Piping

e ASME B31.3: Process Piping

e ASME B31.9: Building Service Piping

e ASTM A312: Standard Specification for Seamless Welded and
Heavily Cold Worked Austenitic Stainless Steel Pipe

e ASTM A554: Standard Specification for Welded Stainless Steel
Mechanical Tubing

LISTINGS AND CERTIFICATIONS

e ABS: America Bureau of Shipping

e CRN 13492.5: Canadian Registration Number
e UL 213: Underwriters Laboratories (2" to 2")

NOTE

A White Dot on a Viega ProPress (304 FKM) fitting indicates the
Smart Connect feature with a FKM sealing element.
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Viega ProPress pipe

- For use with Viega ProPress stainless fittings

- 304 stainless steel

Note
All Viega ProPress pipe is copper tube size
(CTS).

ASTM A312

Model 0103

Viega ProPress XL pipe

- For use with Viega ProPress stainless fittings

- 304 stainless steel

Note
All Viega ProPress pipe is copper tube size
(CTS).

ASTM A312

Model 0107XL

Viega ProPress ECO pipe

- For use with Viega ProPress stainless fittings

- 304 stainless steel

Note
All Viega ProPress pipe is copper tube size
(CTS).

ASTM A554

Model 0108

Viega ProPress XL ECO pipe

- For use with Viega ProPress stainless fittings

- 304 stainless steel

Note
All Viega ProPress pipe is copper tube size
(CTS).

ASTM A554

Model 0108XL

Viega ProPress 90° elbow
Smart Connect feature
- For use with Viega ProPress stainless pipe
- 304 stainless steel
- Press connection
Components
FKM sealing elements
Model 6016

Viega ProPress XL 90° elbow
Smart Connect feature
- For use with Viega ProPress stainless pipe
- 304 stainless steel
- Press connection
Components
FKM sealing elements
Note
Must be installed with Viega ProPress XL-C
rings and V2 actuator.
Model 6016XL

Yo
%

1%
1%

2V

Yo
34

1%
1%

22

AW

P1
2>

L [ft]
20
20
20
20
20
20

L [ft]
20

20
20

L [ft]
20
20
20
20
20
20

L [f]
20
20
20

P2
2%

Wt [Ib]
7.480
10.800
14.120
17.460
20.740
27.380

Wt [Ib]
43.580

52.120
69.240

Wt [Ib]
5.300
9.000
11.720
17.920
21.280
28.080

Wt [Ib]
46.120

51.600
68.540

Wt [Ib]
0.118
0.237
0.314
0.385
0.690
1.020

Wt [Ib]

1.843
2.499
4.166

Quantity Part No DG

1
1
1
1
1
1

Quantity

1
1
1

Quantity

[N (HEN N (S N S

Quantity

1
1
1

Quantity

Quantity
1

1
1

87000
87005
87010
87015
87020
87025

© ©O©O©ooo

Part No DG

87095 9
87100 9
87105 9

Part No DG

87050
87055
87060
87065
87070
87075

© OO OO

Part No DG

87080 ©
87085 9
87090 9

Part No DG

85402
85407
85412
85417
85422
85427

© OO OO

Part No DG

85432 9
85437 9
85442 9
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Viega ProPress 90° street elbow =
Smart Connect feature v
- For use with Viega ProPress stainless pipe 32

- 304 stainless steel 1

- Press connection, street A

Components 2
FKM sealing element

Model 6016.1

Viega ProPress XL 90° street elbow p

- For use with Viega ProPress stainless pipe
- 304 stainless steel
- Press connection, street
Components
FKM sealing element
Note
Must be installed with Viega ProPress XL-C
rings and V2 actuator.
Model 6016.1XL

Viega ProPress 45° elbow P1

Smart Connect feature

- For use with Viega ProPress stainless pipe

- 304 stainless steel

- Press connection 114

Components 1
FKM sealing elements 2

Model 6026

Viega ProPress XL 45° elbow P1
Smart Connect feature o,
- For use with Viega ProPress stainless pipe 2
- 304 stainless steel
- Press connection
Components
FKM sealing elements
Note
Must be installed with Viega ProPress XL-C
rings and V2 actuator.
Model 6026 XL

Viega ProPress 45° street elbow P

Smart Connect feature

- For use with Viega ProPress stainless pipe

- 304 stainless steel

- Press connection, street 1

Components 2
FKM sealing element

Model 6026.1

Viega ProPress XL 45° street elbow P
Smart Connect feature o1,
- For use with Viega ProPress stainless pipe 2
- 304 stainless steel
- Press connection, street
Components
FKM sealing element
Note
Must be installed with Viega ProPress XL-C
rings and V2 actuator.
Model 6026.1XL

FTG
Yo
34

172

FTG
2%2

P2
Y2
3%

1Y
1%

2
2V

FTG

Yo
34

172

FTG
2V

Wt [Ib]
0.115
0.219
0.315
0.782
0.985

Wt [Ib]
1.688

2.332
3.828

Wit [Ib]
0.091
0.185
0.233
0.298
0.540
0.774

Wt [Ib]
1.446

1.913
2.969

Wt [Ib]
0.087
0.187
0.235
0.600
0.925

Wit [Ib]

1.340
1.785
2.848

ProPress (304 FKM)

Quantity

10

10
5
1
1

Quantity

1
1
1

Quantity

10
10
5

1
1
1

Quantity

1
1
1

Quantity

10

10
5
1
1

Quantity
1

1
1

Part No DG

85492
85497
85502
85512
85517

© © O oo

Part No DG

85522 9
85527 S
85532 S

Part No DG

85447
85452
85457
85462
85467
85472

© © OO

Part No DG

85477 S
85482 9
85487 9

Part No DG

85537
85542
85547
85557
85562

© © oo

Part No DG

85567 9
85572 S
85577 3
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Tees

Viega ProPress tee
Smart Connect feature
- For use with Viega ProPress stainless pipe
- 304 stainless steel
- Press connection
Components
FKM sealing elements
Model 6018

Viega ProPress XL tee
Smart Connect feature
- For use with Viega ProPress stainless pipe
- 304 stainless steel
- Press connection
Components
FKM sealing elements
Note
Must be installed with Viega ProPress XL-C
rings and V2 actuator.
Model 6018XL

Viega ProPress reducing tee
- For use with Viega ProPress stainless pipe
- 304 stainless steel
- Press connection, female pipe thread
Components

FKM sealing elements
Model 6017.2

Viega ProPress XL reducing tee
Smart Connect feature
- For use with Viega ProPress stainless pipe
- 304 stainless steel
- Press connection, female pipe thread
Components
FKM sealing elements
Note
Must be installed with Viega ProPress XL-C
rings and V2 actuator.
Model 6017.2XL

P1

Yo
34
34

1%
1%
1%
1%
1%
1%
1%
1%

NN NN

P1
22
2>
2o

bbbbbwwwww§§

34
3

1%
1%
1%
1%
1%
1%

P1
22
2V

AR OW

2

Yo
34
34

1%
1%
1%
1%
1%
1%
1%
1%

NN N NN

P2

2V

bbbbbwwwww§§

%
3

1%
1%
1%
1%
1%
1%

P2
22
2V

ABROW

P3

Y2
Y2
%
Y2
%

Y2
%
1Ya
Y2
%
1%
Y2
%

1%

P3
1%
2
1%
21s
194
1%
21s
1%
21s

FPT

Yo
%
Y2
%
Y2
%

Y2
34

Y2
34

FPT
34

34
34

Wt [Ib]
0.156
0.242
0.264
0.316
0.340
0.364
0.359
0.403
0.445
0.452
0.641
0.655
0.683
0.842
0.753
0.755
0.824
0.998
1.181

Wt [Ib]
1.534
1.706
1.578
1.735
2.061
1.827
1.951
2.109
2.468
2.691
2.821
3.011
3.421
3.681
4.201

Wt [Ib]
0.281
0.323
0.337
0.379
0.399
0.455
0.628
0.666
0.754
0.884
0.785
0.822
0.864

Wt [Ib]
1.393
1.585
1.750
1.931
2.557
2.724

Quantity

Quantity

e | e e | e | e f e | e f e | e e e f e

Quantity

SN (SN JEVIN SN N VN N SN SN (] (6] el O

Quantity

[N (HN SN (S N

Part No

85582
85632
85587
85642
85652
85592
85662
85672
85682
85597
85692
85702
85712
85598
85722
85732
85742
85752
85607

Part No

85955
85954
85934
85904
85612
85944
85935
85905
85914
85617
85945
85915
85924
85925
85622

Part No

85822
85832
85842
85852
85862
85872
85882
85892
85902
85912
85922
85932
85942

Part No

85952
85962
85972
85982
85992
86002

DG

© © O WO WO WO WOWWOWWOWOWOOOOoOoo

DG

© © WO WO WOWWOWWOWOWOOOOoo

DG

© © © © OO OO

DG
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ProPress (304 FKM)

Adapters
ra gt . Viega ProPress adapter P MPT Wt[lb] Quantity PartNo DG
il e Smart Connect feature . . % o 0115 10 85012 9
- - For use with Viega ProPress stainless pipe s % 0'1 71 10 85017 9
- 304 stainless steel % % 0.152 10 85022 9
- Press connection, male pipe thread 34 34 0.179 10 85027 9
Components % 1 0.434 5 85032 9
FKM sealing element 1 1 0.308 5 85042 9
Model 6011 1 % 0.203 B) 85037 S
1Ya 1Ya 0.584 1 85047 9
12 12 0.733 1 85052 9
2 2 1.047 1 85054 9
‘éiegft ‘2;0"'95-‘; :"— tadapter P MPT Wt[b] Quantity PartNo DG
mart Connect feature
- For use with Viega ProPress stainless pipe 2;/2 2:13/2 ggzg 1 ggggg g
- 304 stainless steel 4 4 3967 1 85072 9
- Press connection, male pipe thread ’
Components
FKM sealing element
Note
Must be installed with Viega ProPress XL-C
rings and V2 actuator.
Model 6011XL
i ‘s’iegﬁt 'Zmpfes-:' ?dat'Pter P FPT Wt[lb] Quantity PartNo DG
£ 27 mart Connect feature
"&J - For use with Viega ProPress stainless pipe ;/Z 1//2 8] gg 18 gggg? g
- 304 stainless steel % % 0.198 10 85096 9
- Press connection, female pipe thread 1 A 0.261 5 85094 9
Components 1 % 0.208 5 85097 9
FKM sealing element 1 1 0.238 5 85128 9
Model 6012 1Y 14 0.417 1 85107 9
12 12 0.663 1 85117 9
2 1 1.047 1 85077 9
2 1%2 0.719 1 85122 9
2 2 0.807 1 85127 9
Viega ProPress adapter BW (IPS) FTG Wt[b] Quantity PartNo DG
— - For transitioning between IPS and CTS " " 0115 10 86003 9
Systems % % 0477 5 86008 9
- 304 stainless steel 1 1 0.269 5 86013 9
- Butt weld - iron pipe size, street 11 1 0.611 1 86023 9
- Transition - weld 2 2 0.774 1 86028 S
Model 0113.3
Viega ProPress XL adapter BW (IPS) FTG ~ Wt[b] Quantity PartNo DG
- For transitioning between IPS and CTS o1, o1, 1.031 1 85135 9
-h systems 3 3 1300 1 85145 9
| - 304 stainless steel 4 4 1.887 1 85155 9

- Butt weld - iron pipe size, street

- Transition - weld

Note
Must be installed with Viega ProPress XL-C
rings and V2 actuator.

Model 0113.1XL
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Flanges

Caps

Viega ProPress adapter flange
Smart Connect feature
- For use with Viega ProPress stainless pipe
- 304 stainless steel
- Press connection
Components
FKM sealing element
Model 6059

Viega ProPress XL adapter flange
Smart Connect feature
- For use with Viega ProPress stainless pipe
- 304 stainless steel
- Press connection
Components
FKM sealing element
Note
Must be installed with Viega ProPress XL-C
rings and V2 actuator.
Model 6059XL

Viega ProPress cap
Smart Connect feature
- For use with Viega ProPress stainless pipe
- 304 stainless steel
- Press connection
Components
FKM sealing element
Model 6056

Viega ProPress XL cap
Smart Connect feature
- For use with Viega ProPress stainless pipe
- 304 stainless steel
- Press connection
Components
FKM sealing element
Note
Must be installed with Viega ProPress XL-C
rings and V2 actuator.
Model 6056.1XL

Viega ProPress union
Smart Connect feature
- For use with Viega ProPress stainless pipe
- 304 stainless steel
- Press connection
- Ground joint
Components
FKM sealing elements
Model 6060

P

Y2
%
1
1%
1%
2

BP = bolt pattern

P
2V
8
4

BP = bolt pattern

P1

Yo
%

1%
1%

Yo
%

14
1%

AR DPAD

BP

[oo BN N

P2

Y2
34

1Va
1%

Wt [Ib]
1.009
1.803
1.984
2.534
2.720
4.269

Wt [Ib]
8.541
7.661
11.020

Wt [Ib]
0.038
0.079
0.105
0.161
0.258
0.332

Wt [Ib]
0.787

1.007
1.627

Wt [Ib]
0.312
0.475
0.776
1.016
1.957
3.024

Quantity Part No

N N (S SN N Y

Quantity

1
1
1

Quantity

10
10
5

1
1
1

Quantity

1
1
1

Quantity

—_ a aoto1 O,

86082
86087
86092
86097
86102
86107

Part No

86067
86072
86077

Part No

85357
85362
86367
86372
86377
86382

Part No

85387
85392
85397

Part No

86007
86012
86017
86022
86027
86032

DG

© ©O©O©ooo

DG

DG

© ©O©Oooo

DG

9
9
9

DG

© © OO



ProPress (304 FKM)
Couplings
Viega ProPress coupling P1 P2 Wt [Ib]

With stop
Smart Connect feature

Quantity Part No DG

Y2 Y2 0.076 10 85267

- For use with Viega ProPress stainless pipe ? ? 812421 150 ggg;_z,

- 304 stainless steel 1% 1% 0.241 1 85282

- Press connection 1% 1% 0.408 1 85287

Components 2 2 0.575 1 85292
FKM sealing elements

Model 6015

© OO

Viega ProPress XL coupling P1 P2 Wt [Ib]
With stop
Smart Connect feature

Quantity Part No DG

2% 2V 1.095 1 85297

9
- For use with Viega ProPress stainless pipe 2 2 ;?gg 1 gggg? g

- 304 stainless steel

- Press connection

Components
FKM sealing elements

Note
Must be installed with Viega ProPress XL-C
rings and V2 actuator.

Model 6015XL

No stop
Smart Connect feature 13/2 132 8%8 1 8 gggg

- For use with Viega ProPress stainless pipe 1 1 0.166 5 85322

- 304 stainless steel 1 1% 0.242 1 85327
- Press connection 11 1Y 0.390 1 85332
Components 2 2 0.606 1

FKM sealing elements

Model 6015.5

© © OO

85337

Viega ProPress XL coupling P1 P2 Wt[lb] Quantity PartNo DG

No stop
2%2 2%2 1.087 1 85342 9
Smart Connect feature 3 3 1.411 1 85347 9
2

- For use with Viega ProPress stainless pipe 4
- 304 stainless steel
- Press connection
Components
FKM sealing elements
Note
Must be installed with Viega ProPress XL-C
rings and V2 actuator.
Model 6015.5XL

4 2.160 1 85352

Q Viega ProPress coupling P1 P2 Wt[lb] Quantity PartNo DG

Reducers

\S'lrt;g;t l::rg:::ii fr::tl:lizf FTG P Wt[lb] Quantity PartNo DG

- For use with Viega ProPress stainless pipe 31A :;2 8?21 ]8 gg: g? g

- 304 stainless steel 1 32 0.139 10 85172 9

- Street, press connection 1% A 0:165 1 85173 9

Components 1% % 0.192 1 85182 9

FKM sealing element 14 1 0.216 1 85187 9

Model 6015.1 1%2 Y2 0.278 1 85192 <)

1%2 % 0.295 1 85197 9

1%2 1 0.273 1 85202 9

2 Y2 0.361 1 85212 9

2 % 0.410 1 85217 9

2 1 0.419 1 85222 9

2 1%2 0.476 1 85232 9
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Valves

1.3

Viega ProPress XL reducer
Smart Connect feature
- For use with Viega ProPress stainless pipe
- 304 stainless steel
- Street, press connection
Components
FKM sealing element
Note
Must be installed with Viega ProPress XL-C
rings and V2 actuator.
Model 6015.1XL

Viega ProPress 3 piece ball valve
Smart Connect feature
- For use with Viega ProPress stainless pipe
- 316 stainless steel
- Press connection
Components
FKM sealing elements
Model 4370.8

Viega ProPress valve repair kit

- Use with Viega ProPress 3 piece ball valve
Model 4370.8

- PTFE

Components
PTFE stem seals, PTFE ball seats

Model 4370.91

Sealing Elements and Gaskets

-

50

Viega ProPress sealing element
FKM

- For Viega ProPress CTS size fitting
Model 2986

Sealing element

- For Viega ProPress CTS size fitting
- HNBR

Model 0687

FTG
2V

ABRDOW

P1

Yo
34

1%
1%

d
V2
34
1

1Ya
1%

) Available soon!

d

Y2
34

1%
1%

Yo
%

1%
1%

2

2V
2V

P2

Y2
34

1%
1%

Version

dull black
dull black
dull black
dull black
dull black
dull black

Version

yellow
yellow
yellow
yellow
yellow
yellow

Wt [Ib]
0.765
0.970
1.153
1.448
1.607
1.673

Wt [Ib]
1.433
2.085
2.799
3.714
5.208
7.780

Wt [Ib]

Wt [Ib]
0.002
0.004
0.005
0.007
0.012
0.012

Wt [Ib]
0.003
0.004
0.005
0.005
0.009
0.009

Quantity Part No

[N (N N (SN N S

Quantity

e e e e |

Quantity

RSN LN LN JELY PN Y

Quantity

g1 o101 o101 O

Quantity

10
10
10
10
10
10

85237
85242
85247
85252
85257
85262

Part No

85132
85133
85134
85136
85137
85138

Part No

85146'
85147"
85148’
85149’
85150’
85151"

Part No

17768
17778
17788
17803
17818
17823

Part No

21023
21028
21033
21038
21043
21048

DG

© ©O©Ooooo

DG

© © OO

DG

© © O ©Ooo

DG

00 00 00 00 OO 0o

DG

00 00 00 OO 00 OO



ProPress (304 FKM)

Accessories
[ Viega ProPress bolt set
M- - For adapter flange
“ | - Galvanized carbon steel

Components
Bolt, nut, washer

Model 2959.7
L [in] W [in] Bolts Flange Wt [Ib] Quantity Part No DG
2% % 4 Yo, 3,1, 1V4, 1V2 0.871 1 19748 8
2% % 4 2,2%,3 1.572 1 197582 8
2% % 8 4 3.141 1 19763° 8

" Suitable for Viega ProPress adapter flange Part No 81035, 81040, 81045, 81050, 81055, 86082, 86087, 86092, 86097, 86102,

Viega ProPress adapter flange 2 - pc Part No 79680, 79685, 79690

2 Suitable for Viega ProPress adapter flange Part No 81060, 86107, Viega ProPress adapter flange 2 - pc Part No 79695, Viega ProPress
XL adapter flange Part No 81065, 81070, 86067, 86072, Viega ProPress XL adapter flange 2 - pc Part No 20853, 20858

3 Suitable for Viega ProPress XL adapter flange Part No 81075, 86077, Viega ProPress XL adapter flange 2 - pc Part No 20863
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ProPress (316 EPDM)
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ProPress (316 EPDM)

Viega ProPress for 316 stainless is engineered for industrial
environments such as breweries and industrial facilities as well as
potable water applications. With applications ranging from industrial
gases to potable water, Viega ProPress for stainless is a complete
solution with pipe, valves and fittings. Viega ProPress fittings offer
the patented Smart Connect feature, providing installer’s added
confidence in their ability to ensure the integrity of connections.

FEATURES AND BENEFITS

e More than 600 different engineered fitting configurations
for stainless

¢ Available in sizes 72" to 4"

e Approved for more than 225 different applications

e Customizable with a choice of sealing elements

CODES AND STANDARDS

e ASME B31.1: Power Piping

e ASME B31.3: Process Piping

e ASME B31.9: Building Service Piping

e ASTM A312: Standard Specification for Seamless Welded and
Heavily Cold Worked Austenitic Stainless Steel Pipe

e ASTM A403: Standard Specification for Wrought Austenitic
Stainless Steel Piping

e ASTM A554: Standard Specification for Welded Stainless Steel
Mechanical Tubing

e |APMO: Uniform Plumbing Code

e |CC: International Plumbing Code

e NSF/ANSI 372: Drinking Water System Components - Lead Content

LISTINGS AND CERTIFICATIONS

e ABS: America Bureau of Shipping

e CRN 13492.5: Canadian Registration Number
e CSA B125.3: Plumbing Fittings (valves)

e |APMO to IAPMO PS117

e NSF/ANSI 61

e NSF 372

ZERO LEAD

References to Zero Lead throughout this publication mean product
meeting the requirements of NSF 61-G through testing under
NSF/ANSI Standard 372 (0.25% or less percent maximum weighted
average lead content).

NOTE
A Green Dot on a Viega ProPress (316 EPDM) fitting indicates the
Smart Connect feature with an EPDM sealing element.
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HIEEE I HEES B0 , » d L[ft] Wt[b] Quantty PartNo DG
- For use with Viega ProPress stainless fittings . 20 7 480 1 82000 9
- 316 stainless steel S/i 20 10‘ 800 1 82005 9
Note - , 1 20 14120 1 82010 9
All Viega ProPress pipe is copper tube size 1Y 20 17.460 1 82015 9
(CTS). 17 20 20.740 1 82020 9
ASTM A312 2 20 27.380 1 82025 9
Model 4003
HLEEE M RS LD [EIEE d L [ft Wt[lb] Quantity PartNo DG
- For use with Viega ProPress stainless fittings 5 [ [Ib] - Quantity
- 316 stainless steel 23/2 gg gggig jl ggggg g
Note '
All Viega ProPress pipe is copper tube size 4 20 69.240 ! 82055 9
(CTS).
ASTM A312

Model 4007XL

Elbows

Viega ProPress 90° elbow P1
Smart Connect feature

- For use with Viega ProPress stainless pipe 1;2 13//2 8;;3 18 ggzgg
- 316 stainless steel 14 14 0.304 5 80410

- Press connection 11, 11 0.390 1 80415
Components 1% 1% 0.694 1 80420
1

EPDM sealing elements 2 2 0.972 80425

P2 Wt [Ib] Quantity Part No DG

© ©O©O©ooo

Model 4016

‘é‘r‘:‘gf_tpc’g:;‘:ﬁ f’;‘;?ﬁ;e'bw P1 P2 Wt[b] Quantity PartNo DG
u
. . ; . 2> 2V 1.847 1 80430 9
- For use with Viega ProPress stainless pipe
- 316 stainless steel 2 i iggg ] ggﬁg g
L

- Press connection

Components
EPDM sealing elements

Note
Must be installed with Viega ProPress XL-C
rings and V2 actuator.

Model 4016XL

Viega ProPress 90° street elbow =) FTG Wt [Ib] Quantity Part No DG

Smart Connect feature

- For use with Viega ProPress stainless pipe 1;2 13//2 g;% 18 ggzgg g

- 316 stainless steel 14 14 0.317 5 80500 9

- Press connection, street 1 1 0.485 1 80505 9

Components 1% 1% 0.630 1 80510 9
EPDM sealing element 2 2 0.950 1 80515 9

Model 4016.1

Viega ProPress XL 90° street elbow p FTG Wt [Ib] Quantity Part No DG

Smart Connect feature

- For use with Viega ProPress stainless pipe 2:1,)/2 2:13/2 ;;gg 1 ggggg g

- 316 stainless steel 4 4 3974 1 80530 9

- Press connection, street

Components
EPDM sealing element

Note
Must be installed with Viega ProPress XL-C
rings and V2 actuator.

Model 4016.1XL




ProPress (316 EPDM)

‘S"r‘:g;t 'gg:rﬁii ;‘:;tﬁ'r?w P1 P2 Wt[lb] Quantity PartNo DG
- For use with Viega ProPress stainless pipe 13/2 1322‘ 8?88 18 ggzgg g
- 316 stainless steel 1 1 0.234 5 80455 9
- Press connection 1% 14 0.353 1 80460 9
Components 1% 1% 0.527 1 80465 <)
EPDM sealing elements 2 2 0.727 1 80470 <)
Model 4026
‘é:zgft ':g:;z: fxeg t‘:fr‘;e'bw P1 P2 Wt[b] Quantity PartNo DG
- For use with Viega ProPress stainless pipe 2;/2 2;3/2 13?? j‘ gggg 3
- 316 stainless steel 4 4 3,090 1 80485 9
- Press connection
Components
EPDM sealing elements
Note
Must be installed with Viega ProPress XL-C
rings and V2 actuator.
Model 4026 XL
‘S’iega '::m"fess :5° street elbow P FTG Wt[lb] Quantity PartNo DG
mart Connect feature
- For use with Viega ProPress stainless pipe ZZ 1322; 8?22 jlg gggzg g
- 316 stainless steel 1 1 0.237 5 80545 9
- Press connection, street 1% 1% 0.353 1 80550 9
Components 1% 1% 0.478 1 80555 9
EPDM sealing element 2 2 0.926 1 80560 9
Model 4026.1
\éiega Fc‘;‘oPress XL 45° street elbow p FTG Wt[lb] Quantity PartNo DG
mart Connect feature
- For use with Viega ProPress stainless pipe 2;/2 2:13/2 ]g?g 1 ggggg g
- 316 stainless steel 4 4 2.837 1 80575 9
- Press connection, street
Components
EPDM sealing element
Note
Must be installed with Viega ProPress XL-C
rings and V2 actuator.
Model 4026.1XL
\s";g‘:’t 'gg:;z: ft::ture P1 P2 P3  Wt[lb] Quantity PartNo DG
- For use with Viega ProPress stainless pipe 13/2 13/2 :2 8;2:13 18 ggggg g
=SS EEIEES HEE % % % 0275 10 80585 9
- Press connection 1 1 A 0.305 5 80640 9
Components 1 1 % 0.340 5 80650 9
EPDM sealing elements 1 1 1 0.354 5 80590 9
Model 4018 1Ya 1Ya Y2 0.351 1 80660 9
1Ya 1Ya % 0.395 1 80670 9
1Ya 1Ya 1 0.483 1 80680 9
1Ya 1Ya 1Ya 0.441 1 80595 9
172 172 Y2 0.687 1 80690 9
172 172 % 0.705 1 80700 9
172 172 1 0.721 1 80710 9
172 172 1% 0.822 1 80600 9
2 2 Y2 0.957 1 80720 9
2 2 % 0.725 1 80730 9
2 2 1 0.785 1 80740 9
2 2 1% 0.948 1 80750 9
2 2 2 1.124 1 80605 9
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‘S’:Igf_tpc’g:;:j f’;';ttefe P1 P2 P3  Wt[b] Quantty PartNo DG
u
- For use with Viega ProPress stainless pipe g:ﬁ 3 1;/2 1?2‘71 1 gnggg g
Soioistainisssistes 2% 2% 1% 1573 1 80751 9
- Press connection 2V 2V 2 1.739 1 80760 &)
Components 2 2> 2V 2.056 1 80610 9
EPDM sealing elements 3 3 1% 1.836 1 80782 9
Note 8 8 1% 1.955 1 80781 9
Must be installed with Viega ProPress XL-C 3 3 2 2.151 1 80770 &)
rings and V2 actuator. 3 3 2%z 24171 1 80780 9
Model 4018XL S 3 8 2.722 1 80615 9
4 4 1% 2.733 1 80791 &)
4 4 2 3.019 1 80790 9
4 4 2V 3.366 1 80800 9
4 4 & 3.659 1 80810 9
4 4 4 4.212 1 80620 9
. ‘sl::g?—t ':g:;:ii ;:::;:‘9 e P1 P2 FPT  Wt[b] Quantity PartNo DG
] o W : q % % V2 0.287 5 80820 9
- For use_W|th Viega ProPress stainless pipe % % % 0.342 5 80830 9
- 316 stainless steel 1 1 % 0.351 5 80840 9
- Press connection, female pipe thread 1 1 3% 0.392 5 80850 9
Components 1 14 1/2 0.384 1 80860 9
EPDM sealing elements 14 14 34 0.451 1 80870 9
Model 4017.2 1% 1Ya 1 0.564 1 80880 9
12 1% Y2 0.708 1 80890 9
12 1% Y4 0.757 1 80900 9
1% 12 1 0.840 1 80910 9
2 2 Y2 0.996 1 80920 9
2 2 Y4 1.042 1 80930 9
2 2 1 1.126 1 80940 9
‘S’:Igit"cfg:rrlzﬁ f’;';t'efeucmg R P1 P2 FPT  Wt[b] Quantity PartNo DG
u
ey . 8 2V 2V % 1.408 1 80950 O
- For use.W|th Viega ProPress stainless pipe 21 21 1 1.494 1 80960 9
- 316 stainless steel 3 3 3 1.803 1 80970 9
- Press connection, female pipe thread 3 3 1 1.873 1 80980 9
Components 4 4 % 2.552 1 80990 9
EPDM sealing elements 4 4 1 2.667 1 81000 9
Note
Must be installed with Viega ProPress XL-C
rings and V2 actuator.
Model 4017.2XL
‘S’iegft ':0"“95? :"— t°’°ss'Pie°e P1 P2 FPT1 FPT2 Wt[b] Quantity PartNo DG
mart Connect feature
- For use with Viega ProPress stainless pipe 2:;/2 2(;/2 Z: 22 1ggg 1 gggg; g
§ 4 4 % % 2.656 1 80068 9

- Press connection, female pipe thread

Components
EPDM sealing elements

Note
Must be installed with Viega ProPress XL-C
rings and V2 actuator.
Model 4044.2XL

'-P b - 316 stainless steel
-



Adapters

"
e

S
-

Viega ProPress adapter P
Smart Connect feature ”
- For use with Viega ProPress stainless pipe 1/2
- 316 stainless steel %

- Press connection, male pipe thread 34
Components 3%
EPDM sealing element 1
Model 4011 1

1Ya

12

2
Viega ProPress XL adapter p

Smart Connect feature
- For use with Viega ProPress stainless pipe
- 316 stainless steel 4
- Press connection, male pipe thread
Components
EPDM sealing element
Note
Must be installed with Viega ProPress XL-C
rings and V2 actuator.
Model 4011XL

Viega ProPress adapter P
Smart Connect feature "
- For use with Viega ProPress stainless pipe 32
- 316 stainless steel %

- Press connection, female pipe thread 1
Components 1
EPDM sealing element q
Model 4012 1%
1%2
1%2
2
2
2
Viega ProPress instrumentation adapter EPT

- For use with Viega ProPress stainless fittings
- 316 stainless steel

- Female pipe thread, street

Model 4012.5

Y2
34

Viega ProPress XL adapter

- For transitioning between IPS and CTS BV\/21(;2PS)
systems 3

- 316 stainless steel 4

- Butt weld - iron pipe size, street

- Transition - weld

Model 4013.1XL

Viega ProPress XL adapter G (IPS)

Smart Connect feature o,

- For transitioning between IPS and CTS 32

systems 4
- 316 stainless steel
- Groove - iron pipe size, press connection
- Transition - groove
Components
EPDM sealing element
Note
Must be installed with Viega ProPress XL-C
rings and V2 actuator.
Model 4013.2XL

MPT Wt [Ib]
Yo 0.133
% 0.170
Yo 0.152
% 0.198
1 0.441
% 0.200
1 0.317

1% 0.588
11 0.723
2 1.054

MPT Wt [Ib]

215 2.050
3 2.859
4 3.967

FPT Wt [Ib]
Yo 0.110
Yo 0.155
% 0.198
o 0.247
% 0.207
1 0.307

1% 0.419

1% 0.507

1% 0.688
1 1.047

1% 0.758
2 0.802

FTG Wt [Ib]
Yo 0.191
% 0.317
FTG Wt [Ib]
21 1.051

3 1.311
4 1.940
P Wt [Ib]

21 1.521
3 1.913
4 2.680

ProPress (316 EPDM)

Quantity Part No DG

10
10
10
10

a0,

Quantity
1

1
1

Quantity
10

10
10

A a4 aaaaagioTO

Quantity

1
1

Quantity
1

1
1

Quantity
1

1
1

80010
80015
80020
80025
80030
80035
80040
80045
80050
80055

© © ©©OWOVOOOoo

Part No DG

80060 9
80065 S
80070 S

Part No DG

80080
80085
80090
80092
80095
80100
80105
80110
80115
80075
80120
80125

© © © ©WOWOWOUOVOOOo

Part No DG

80126 9
80127 9

Part No DG

80081 9
80082 9
80083 9

Part No DG

80064 9
80061 9
80063 9
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Caps

Viega ProPress adapter flange
Smart Connect feature
- For use with Viega ProPress stainless pipe
- 316 stainless steel
- Press connection
Components
EPDM sealing element
Model 4059

Viega ProPress XL adapter flange
Smart Connect feature
- For use with Viega ProPress stainless pipe
- 316 stainless steel
- Press connection
Components
EPDM sealing element
Note
Must be installed with Viega ProPress XL-C
rings and V2 actuator.
Model 4059XL

Viega ProPress cap
Smart Connect feature
- For use with Viega ProPress stainless pipe
- 316 stainless steel
- Press connection
Components
EPDM sealing element
Model 4056

Viega ProPress XL cap
Smart Connect feature
- For use with Viega ProPress stainless pipe
- 316 stainless steel
- Press connection
Components
EPDM sealing element
Note
Must be installed with Viega ProPress XL-C
rings and V2 actuator.
Model 4056.1XL

Viega ProPress union
Smart Connect feature
- For use with Viega ProPress stainless pipe
- 316 stainless steel
- Press connection
- Ground joint
Components
EPDM sealing elements
Model 4060

Viega ProPress di-electric union
Smart Connect feature
- For use with Viega ProPress stainless pipe
- 316 stainless steel
- Press connection, female pipe thread
Components

EPDM sealing element, EPDM flat gasket
Model 4067

P

Y2
%
1
1%
1%
2

BP = bolt pattern

P
2V
8
4

BP = bolt pattern

P1

Yo
%

1%
1%

Yo
%

14
1%

AR DPAD

BP

[oo BN N

P2

Y2
34

1Va
1%

Wt [Ib]
1.086
1.555
1.893
2.535
2.491
4.318

Wt [Ib]
9.014

7.754
10.581

Wt [Ib]
0.040
0.077
0.108
0.152
0.258
0.361

Wt [Ib]

0.780
1.025
1.527

Wt [Ib]
0.319
0.487
0.793
1.014
1.913
3.000

Wt [Ib]

0.793
1.159
1.049
1.635
1.847
3.196

Quantity Part No

N N (S SN N Y

Quantity

1
1
1

Quantity

10
10
5

1
1
1

Quantity

1
1
1

Quantity

—_ a aoto1 O,

Quantity

[N (HEN N (S N

81035
81040
81045
81050
81055
81060

Part No

81065
81070
81075

Part No

80355
80360
80365
80370
80375
80380

Part No

80385
80390
80395

Part No

81005
81010
81015
81020
81025
81030

Part No

80071
80078
80073
80074
80076
80077

DG

© ©O©O©ooo

DG

DG

© ©O©Oooo

DG

9
9
9

DG

© © OO

DG
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ProPress (316 EPDM)

Couplings
wﬁaastp;;"fess e R P1 P2 Wt[lb] Quantity PartNo DG
Smart Connect feature ;/Z Z/j 8%? 18 ggggg g
- For use with Viega ProPress stainless pipe 1 1 0:1 65 5 80275 9
- 316 stainless steel 1% 1% 0.253 1 80280 9
- Press connection 12 1% 0.414 1 80285 9
Components 2 2 0.538 1 80290 9
EPDM sealing elements
Model 4015
wﬁ%as't’;;"ress XL coupling P1 P2 Wt[lb] Quantity PartNo DG
Smart Connect feature 2,:,’/2 2é/2 ] ggg 1 ggggg g
- For use with Viega ProPress stainless pipe 4 4 2:1 20 1 80305 9
- 316 stainless steel
- Press connection
Components
EPDM sealing elements
Note
Must be installed with Viega ProPress XL-C
rings and V2 actuator.
Model 4015XL
\I\:Izgs?oiropress coupling P1 P2 Wt[lb] Quantity PartNo DG
Smart Connect feature 13/2 132 8%2 18 ggg}g g
- For use with Viega ProPress stainless pipe 1 1 0:1 56 5 80320 9
- 316 stainless steel 1 1% 0.245 1 80325 9
- Press connection 1 1% 0.410 1 80330 9
Components 2 2 0.580 1 80335 <)
EPDM sealing elements
Model 4015.5
x'szioimpress XL coupling P1 P2 Wt[lb] Quantity PartNo DG
Smart Connect feature 2;/2 2:13/2 1 ggg 1 gggzg g
- For use with Viega ProPress stainless pipe 4 4 2:1 36 1 80350 9
- 316 stainless steel
- Press connection
Components
EPDM sealing elements
Note
Must be installed with Viega ProPress XL-C
rings and V2 actuator.
Model 4015.5XL
Reducers
‘S’:‘g;t '::rg:::ii ff::t‘:l‘;:r FTG P Wt[lb] Quantity PartNo DG
- For use with Viega ProPress stainless pipe ? ://2 8?2? ]8 gg: gg g
- 316 stainless steel 1 % 0.144 10 80170 9
- Street, press connection 1% A 0.193 1 80175 9
Components 1 % 0.196 1 80180 9
EPDM sealing element 114 1 0.216 1 80185 9
Model 4015.1 1% Y2 0.282 1 80190 9
1%2 % 0.299 1 80195 9
1%2 1 0.273 1 80200 9
1%2 1% 0.291 1 80205 9
2 Y2 0.409 1 80210 9
2 % 0.410 1 80215 9
2 1 0.434 1 80220 9
2 1% 0.397 1 80225 9
2 1%2 0.514 1 80230 9
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Valves

e W
il

Viega ProPress XL reducer
Smart Connect feature

- For use with Viega ProPress stainless pipe

- 316 stainless steel
- Street, press connection
Components

EPDM sealing element
Note

Must be installed with Viega ProPress XL-C

rings and V2 actuator.
Model 4015.1XL

Viega ProPress ball valve
Smart Connect feature

- For use with Viega ProPress stainless pipe

- 316 stainless steel
- Press connection
Components

Lockable metal handle, stainless steel ball

and stem, EPDM sealing elements
Model 4070

Sealing Elements and Gaskets

_—

| -

Accessories

e

ﬁ

Viega ProPress sealing element
EPDM

- For Viega ProPress CTS size fitting
Model 2989

Viega ProPress flat gasket

- For Viega ProPress di-electric unions
- EPDM

Model 2963.9

Viega ProPress replacement handle
- For Viega ProPress ball valves

- Galvanized carbon steel

Model 2970.80

Viega ProPress stem extension
- For Viega ProPress ball valves
- Bronze

Model 2970.96

FTG P

2V

ABRDOW

d
Yo
%

1%
1%

2V
2V

P2

Y2
34

1%
1%

Version

shiny black
shiny black
shiny black
shiny black
shiny black
shiny black

Valve Size
Yo, %, 1
1Va, 12, 2

Wt [Ib]
0.780
0.981
1.159
1.455
1.609
1.719

Wt [Ib]
0.714
0.943
1.322
2.244
3.496
5.400

Wt [Ib]

0.001
0.002
0.002
0.003
0.007
0.001

Wt [Ib]
0.004
0.003
0.005
0.005
0.009

Wt [Ib]
0.194
0.216

Quantity Part No

[N (N N (SN N S

Quantity

e e e e |

Quantity

10
10
10
10
10
10

Quantity

10
10
10
10
10

Quantity

1
1

80235
80240
80245
80250
80255
80260

Part No

81080
81085
81090
81095
81100
81105

Part No

78242
78247
78252
78257
78262
78267

Part No

15559
15569
15549
15544
15564

Part No

22143’
22163?

" Suitable for Viega ProPress ball valve Part No 81080, 81085, 81090
2 Suitable for Viega ProPress ball valve Part No 79115, 79120, 79840, 79845,
81095, 81100, 81105

Valve Size
Yo, %, 1
1Va, 12, 2

Wt [Ib]
0.247
0.313

Quantity

1
1

Part No

23442
23444

" Suitable for Viega ProPress ball valve Part No 81080, 81085, 81090
2 Suitable for Viega ProPress ball valve Part No 79115, 79120, 79840, 79845,
81095, 81100, 81105

DG

© ©O©Ooooo

DG

© © OO

DG

00 00 00 OO 00 OO

DG

00 00 00 00 0

DG

8
8

DG

8
8



ProPress (316 EPDM)

Viega ProPress bolt set

- For adapter flange

- Galvanized carbon steel

Components

Bolt, nut, washer

Model 2959.7
L [in] W [in] Bolts Flange Wt [Ib] Quantity Part No DG
2% % 4 Yo, %, 1, 1Va, 172 0.871 1 19748’ 8
2% % 4 2,2%,3 1.572 1 19758 8
2% % 8 4 3.141 1 19763° 8

" Suitable for Viega ProPress adapter flange Part No 81035, 81040, 81045, 81050, 81055, 86082, 86087, 86092, 86097, 86102,

Viega ProPress adapter flange 2 - pc Part No 79680, 79685, 79690

2 Suitable for Viega ProPress adapter flange Part No 81060, 86107, Viega ProPress adapter flange 2 - pc Part No 79695, Viega ProPress
XL adapter flange Part No 81065, 81070, 86067, 86072, Viega ProPress XL adapter flange 2 - pc Part No 20853, 20858

3 Suitable for Viega ProPress XL adapter flange Part No 81075, 86077, Viega ProPress XL adapter flange 2 - pc Part No 20863
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MegaPress

Viega MegaPress is the only clean, secure and efficient choice
for joining black iron pipe. It is suitable for renovations, repairs or
installation of new black iron pipe systems. Viega MegaPress can
be installed while a system is live and is approved for use in
hydronic heating, compressed air, fire protection and cooling
water applications.

FEATURES AND BENEFITS

e Approved for more applications than any other black iron pipe press
fitting system

e Suitable for use with ASTM Schedule 5 to Schedule 40 black
iron pipe

e Corrosion-resistant coating

¢ More than 200 engineered fitting configurations from 2" to 2"

e Approved for underground applications — in accordance with Code
and local AHJ

e The same hanger and support requirements as threaded systems

¢ Viega Smart Connect feature provides installers added confidence
in their ability to ensure the integrity of connections

e UL listed for fire protection applications

CODES AND STANDARDS

e FM: FM Global

¢ |APMO: Uniform Mechanical Code

e |APMO: Uniform Plumbing Code

¢ |CC: International Mechanical Code

e NFPA 13, 13D and 13R: Fire Sprinkler Applications

e TSSA/ASME B31.1: Code for Pressure Piping

e TSSA/ASME B31.3: Code for Process Piping

e TSSA/ASME B31.9: Code for Building Services Piping
e UL: Underwriters Laboratories

LISTINGS AND CERTIFICATIONS
e ABS: American Bureau of Shipping
* FM Class 1920

e |IAPMO PS117

¢ |CC-ES PMG-1124

e UL213

NOTE

A Green Dot on a Viega MegaPress fitting indicates the
Smart Connect feature with an EPDM sealing element.
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Elbows

Tees

Viega MegaPress 90° elbow

Smart Connect feature

- For use with carbon steel piping system
sch.5 to sch.40

- Carbon steel

- Press connection

Components
EPDM sealing elements

Model 4816

Viega MegaPress 90° street elbow

Smart Connect feature

- For use with carbon steel piping system
sch.5 to sch.40

- Carbon steel

- Press connection, street

Components
EPDM sealing element

Model 4816.1

Viega MegaPress 45° elbow

Smart Connect feature

- For use with carbon steel piping system
sch.5 to sch.40

- Carbon steel

- Press connection

Components
EPDM sealing elements

Model 4826

Viega MegaPress 45° street elbow

Smart Connect feature

- For use with carbon steel piping system
sch.5 to sch.40

- Carbon steel

- Press connection, street

Components
EPDM sealing element

Model 4826.1

Viega MegaPress tee

Smart Connect feature

- For use with carbon steel piping system
sch.5 to sch.40

- Carbon steel

- Press connection

Components
EPDM sealing elements

Model 4818

P1
Yo
%

1%
1%

Yo
%

1%
1%

Yo
34

1%
1%

New
New

P1

Y2
34
34

1%
1%
1%
1%
1%
1%
1%
1%
1%

NN NN NN

22

Y2
%

1Ya
1%

FTG

Y2
34

1Va
1%

FTG

P2

Y2
34
34

1%
1%
1%
1%
1%
1%
1%
1%
1%

NN NN NN

Yo
34

1%
1%

P3

Yo
Yo
%
Yo
%

Yo
34

1%
Yo
34

14
1%
Y2
%

1Y
1%

Wt [Ib]
0.370
0.503
0.829
1.281
1.730
2.546

Wt [Ib]
0.379
0.531
0.838
1.300
1.790
2.596

Wt [Ib]
0.304
0.410
0.661
1.051
1.389
1.951

Wt [Ib]
0.273
0.428
0.677
1.058
1.435
2.094

Wt [Ib]
0.507
0.639
0.679
0.904
0.957
1.036
1.348
1.393
1.477
1.620
1.873
1.799
1.873
2.036
2.160
2.539
2.424
2513
2.678
2.777
2.909

Quantity

10
10
5

1
1
1

Quantity

Quantity

10
10
5

1
1
1

Quantity

Quantity
5

i e | | | | e | f e f e e e e | = | = | | @ @ |

Part No

25200
25205
25210
25215
25220
25225

Part No

26050
26055
26060
26065
26070
26075

Part No

25230
25235
25240
25245
25250
25255

Part No

26100
26105
26110
26115
26120
26125

Part No

25300
25330
25305
25335
25340
25310
25510
25515
25350
25315
25360
25365
25370
25375
25320
25380
25385
25390
25395
25400
25325

DG

12
12
12
12
12
12

DG

12
12
12
12
12
12

DG

12
12
12
12
12
12

DG

12
12
12
12
12
12

DG

12
12
12
12
12
12
12
12
12
12
12
12
12
12
12
12
12
12
12
12
12



MegaPress
_‘i__'_ ‘s"r‘:‘g;t “Si?,i':ﬁﬁ ;‘:ere P1 P2 FPT Wit[lb] Quantity PartNo DG
u
- For use with carbon steel piping system Zj Zj 13/2 82:13; g ggzgg 12
BO0S 0 el Al 1 1 % 0884 5 25410 12
- Carbon steel _ 1 1 % 0915 5 25415 12
- Press connection, female pipe thread 1% 1Y% s 1.344 1 25485 12
Components New 1% 1% % 1.349 1 25505 12
EPDM sealing elements New 1% 1% 1 1.492 1 25500 12
Model 4817.2 1% 1% Y2 1.715 1 25435 12
1% 1% % 1.741 1 25440 12
1% 1% 1 1.929 1 25445 12
1% 1% 1 1.829 1 25450 12
2 2 Y2 2.358 1 25455 12
2 2 % 2.400 1 25460 12
2 2 1 2.535 1 25465 12
2 2 14 2.446 1 25470 12
2 2 12 2.601 1 25475 12
Adapters
’ ‘é';gft "c":i!r!;zz-“fz :ti'fr'zter P MPT Wt[lb] Quantity PartNo DG
- For use with carbon steel piping system 13/2 1322‘ 85(2)8 18 gg} gg ]g
sch.5 to sch.40 1 1 0.483 5 25110 12
- Carbon steel . . 1 114 0.771 5 25115 12
- Press connection, male pipe thread 1 11 1.065 1 25120 12
Components 2 2 1.411 1 25125 12
EPDM sealing element
Model 4811
e, ‘S":‘git %2?1?"235; :tdar:tef P FPT Wt[lb] Quantity PartNo DG
T3 u
w - For use with carbon steel piping system ;/Z :Z 8232 18 gggg 13
05 0 sel A % % 0313 10 25135 12
- Carbon steel _ 1 % 0.441 10 25580 12
- Press connection, female pipe thread 1 34 0.430 5 25585 12
Components 1 1 0.538 5 25140 12
EPDM sealing element 1Va Y2 0.688 1 25590 12
Model 4812 1Ya % 0.721 1 25595 12
1Ya 1 0.800 1 25600 12
1Ya 1Ya 0.655 5 25145 12
1% Y2 0.831 1 25605 12
1% % 0.860 1 25610 12
1% 1 0.959 1 25615 12
1% 1Ya 0.838 1 25620 12
1% 1% 0.948 1 25150 12
2 Y2 1.102 1 25625 12
2 % 1.124 1 25630 12
2 1 1.212 1 25635 12
2 1Va 1.157 1 25640 12
2 1% 1.190 1 25645 12
2 2 1.322 1 25155 12
Flanges
= ‘é'n‘igait "giii';ﬁsfz ;'ta’:ge P BP Wt[lb] Quantity PartNo DG
e u
5 - For use with carbon steel piping system ;/Z j: ]ggg jl gg;gg 12
m sch.5 to sch.40 1 4 2189 1 25770 12
: - i - Carbon steel . 1% 4 2.740 1 25775 12
o - - Press connection 12 4 3.594 1 25780 12
Components 2 4 5.400 1 25785 12
EPDM sealing element
BP = bol
Model 4859.5 el
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Caps

Couplings

Viega MegaPress cap

Smart Connect feature

- For use with carbon steel piping system
sch.5 to sch.40

- Carbon steel

- Press connection

Components
EPDM sealing element

Model 4856

Viega MegaPress union

Smart Connect feature

- For use with carbon steel piping system
sch.5 to sch.40

- Carbon steel

- Press connection

Components
EPDM sealing elements

Model 4860

Viega MegaPress union

Smart Connect feature

- For use with carbon steel piping system
sch.5 to sch.40

- Carbon steel

- Press connection, female pipe thread

Components
EPDM sealing element

Model 4862

Viega MegaPress coupling

With stop

Smart Connect feature

- For use with carbon steel piping system
sch.5 to sch.40

- Carbon steel

- Press connection

Components
EPDM sealing elements

Model 4815

Viega MegaPress coupling

No stop

Smart Connect feature

- For use with carbon steel piping system
sch.5 to sch.40

- Carbon steel

- Press connection

Components
EPDM sealing elements

Model 4815.5

Y2
34

1%
1%

P1

Yo
34

1%
1%

=)
Y2
%
1

1%

1%
2

" Available soon!

P
A
34

1%
1%

P1
%
34

1%
1%

P2

Y2
34

1%
1%

FPT

Y2
34

1%
1%

P2
Y2
34

1%
1%

P2
Y2
34

1Va
1%

Wt [Ib]
0.203
0.264
0.397
0.617
0.804
1.080

Wt [Ib]
0.760
1.197
1.406
2.391
2.689
4.188

Wt [Ib]

Wt [Ib]
0.264
0.342
0.505
0.860
1.124
1.435

Wt [Ib]
0.264
0.337
0.509
0.860
1.124
1.411

Quantity Part No

10
10
5

1
1
1

Quantity

—_ aaoto1o;

Quantity

SN [EN N (G [Crl O

Quantity

Quantity

10
10
5

1
1
1

25730
25735
25740
25745
25750
25755

Part No

25700
25705
25710
25715
25720
25725

Part No

25650
25655'
25660
25665'
25670’
25675’

Part No

25000
22005
25010
25015
25020
25025

Part No

25030
25035
25040
25045
25050
25055

DG

12
12
12
12
12
12

DG

12
12
12
12
12
12

DG

12
12
12
12
12
12

DG

12
12
12
12
12
12



MegaPress
Viega MegaPress extended coupling P1 p2 Wt[lb] Quantity Part No DG
No stop
Smart Connect feature ZZ 1322‘ 18 ggg?,g 12
- For use with carbon steel piping system 1 1 5 25080 12
sch.5 to sch.40 1% 14 5 25085 12
- Carbon steel 11 11 1 25090 12
- Press connection 2 2 1 25095 12
Components
EPDM sealing elements
Model 4815.3
Reducers
‘S’iegit Mcegapfisfs ffducer FTG P Wt[b] Quantity PartNo DG
mart Connect feature
L - For use with carbon steel piping system ? 1//2 8%2 g ggggg 13
SEIO 1B SEY 1 % 0397 5 26010 12
- Carbon steel , 14 1 0.661 1 26015 12
- Street, press connection 115 34 0.710 1 26020 12
Components 1%2 1 0.793 1 26025 12
EPDM sealing element 1%2 1% 0.926 1 26030 12
Model 4815.1 2 1 1.047 1 26035 12
2 1Va 1.168 1 26040 12
2 1% 1.289 1 26045 12
‘éiegz "gegapfﬁs rteduce’ P1 P2 Wt[lb] Quantity PartNo DG
’ mart Connect feature -
- For use with carbon steel piping system Sft :2 g ggggg ]g
sch.5 to sch.40 1 34 5 25940 12
- Carbon steel 1 3% 1 250451 12
- Press connection 114 1 1 25950' 12
Components 112 1% 1 25955’ 12
EPDM sealing elements 2 1Va 1 25960’ 12
Model 4815.2 2 1% 1 25965’ 12

" Available soon!
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MegaPressG

Viega MegaPressG with an HNBR sealing element is the only press
fitting system for black iron pipe approved for use in gas and fuel oil
applications. Viega MegaPressG is ideal for industrial, commercial
and residential applications and performs well in new installations
and retrofit projects. Tested to the strictest standards in North
America, Viega MegaPressG joins black iron pipe reliably through
the engineered design of the fittings and a battery-powered

press tool.

FEATURES AND BENEFITS

e Approved for more applications than any other black iron pipe press
fitting system

e Suitable for use with ASTM Schedule 5 to Schedule 40 black
iron pipe

e Corrosion resistant coating

* More than 200 engineered fitting configurations from 2" to 2"

e Approved for underground applications — in accordance with Code
and local AHJ

* The same hanger and support requirements as threaded systems

e Viega Smart Connect feature provides installers added confidence
in their ability to ensure the integrity of connections

CODES AND STANDARDS

e ANSI LC4/CSA 6.32: Fuel Gas Distribution Systems
e |APMO: Uniform Plumbing Code

e |CC: International Mechanical Code

e |FGC: International Fuel Gas Code

e NFPA 54: National Fuel Gas Code

e NFPA 58: Liquefied Petroleum Gas Code

LISTINGS AND CERTIFCATIONS

e ABS: American Bureau of Shipping
e CSALC-4

e |APMO LC-4

¢ |CC-ES PMG-1036

NOTE
A Yellow Dot on a Viega MegaPressG fitting indicates the
Smart Connect feature with a HNBR sealing element.
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Elbows

£
.
£
¢

Tees

a&

Viega MegaPressG 90° elbow

Smart Connect feature

- For use with carbon steel piping system
sch.5 to sch.40

- Carbon steel

- Press connection

Components
HNBR sealing elements

Model 6616

Viega MegaPressG 90° street elbow

Smart Connect feature

- For use with carbon steel piping system
sch.5 to sch.40

- Carbon steel

- Press connection, street

Components
HNBR sealing element

Model 6616.1

Viega MegaPressG 45° elbow

Smart Connect feature

- For use with carbon steel piping system
sch.5 to sch.40

- Carbon steel

- Press connection

Components
HNBR sealing elements

Model 6626

Viega MegaPressG 45° street elbow

Smart Connect feature

- For use with carbon steel piping system
sch.5 to sch.40

- Carbon steel

- Press connection, street

Components
HNBR sealing element

Model 6626.1

Viega MegaPressG tee

Smart Connect feature

- For use with carbon steel piping system
sch.5 to sch.40

- Carbon steel

- Press connection

Components
HNBR sealing elements

Model 6618

P1
Yo
%

1%
1%

Yo
%

1%
1%

Yo
34

1%
1%

New
New

P1

Y2
34
34

1%
1%
1%
1%
1%
1%
1%
1%
1%

NN NN NN

22

Y2
%

1Ya
1%

FTG

Y2
34

1Va
1%

FTG

P2

Y2
34
34

1%
1%
1%
1%
1%
1%
1%
1%
1%

NN NN NN

Yo
34

1%
1%

P3

Yo
Yo
%
Yo
%

Yo
34

1%
Yo
34

14
1%
Y2
%

1Y
1%

Wt [Ib]
0.370
0.503
0.811
1.278
1.708
2.541

Wt [Ib]
0.379
0.531
0.838
1.300
1.790
2.596

Wt [Ib]
0.309
0.410
0.655
1.047
1.389
1.951

Wt [Ib]
0.312
0.428
0.677
1.058
1.435
2.094

Wt [Ib]
0.507
0.639
0.679
0.917
0.957
1.031
1.355
1.406
1.477
1.644
1.752
1.790
1.878
2.028
2.138
2.526
2.444
2513
2.645
2.755
2.898

Quantity

10
10
5

1
1
1

Quantity

Quantity

10
10
5

1
1
1

Quantity

Quantity
5

i e | | | | e | f e f e e e e | = | = | | @ @ |

Part No

25201
25206
25211
25216
25221
25226

Part No

26051
26056
26061
26066
26071
26076

Part No

25231
25236
25241
25246
25251
25256

Part No

26101
26106
26111
26116
26121
26126

Part No

25301
25331
25306
25336
25341
25311
25491
25496
25351
25316
25361
25366
25371
25376
25321
25381
25386
25391
25396
25401
25326

DG

12
12
12
12
12
12

DG

12
12
12
12
12
12

DG

12
12
12
12
12
12

DG

12
12
12
12
12
12

DG

12
12
12
12
12
12
12
12
12
12
12
12
12
12
12
12
12
12
12
12
12



MegaPressG
‘S"r‘:‘g;t "gi?;';rc‘isfz‘:tt?: P1 P2 FPT Wt[lb] Quantity PartNo DG
u
] - For use with carbon steel piping system Zj 22 13/2 82:138 g ggzg‘f 12
SO D EEl) 1 1 % 086 5 25411 12
- Carbon steel _ 1 1 % 0915 5 25416 12
- Press connection, female pipe thread 1% 1Y% s 1.344 1 25486 12
Components New 1% 1% % 1.349 1 25506 12
HNBR sealing elements New 1% 1% 1 1.444 1 25501 12
Model 6617.2 1% 1% Y2 1.706 1 25436 12
1% 1% % 1.741 1 25441 12
1% 1% 1 1.929 1 25446 12
1% 1% 1 1.829 1 25451 12
2 2 Y2 2.358 1 25456 12
2 2 % 2.391 1 25461 12
2 2 1 2.535 1 25466 12
2 2 1% 2.446 1 25471 12
2 2 1% 2.601 1 25476 12
Adapters
Viega MegaPressG adapter P MPT Wt[lb] Quantity PartNo DG
: Smart Connect feature % e 0227 10 25101 12
- For use with carbon steel piping system % % 0'31 3 10 25106 12
oINS 1D S 1 1 0.474 5 25111 12
- Carbon steel . . 1 114 0.767 5 25116 12
- Press connection, male pipe thread 11 11 1.069 1 25121 12
Components 2 2 1.433 1 25126 12
HNBR sealing element
Model 6611
. ‘S":‘git Mci?‘?";:;sfse(:ta:':"ter P FPT Wt[lb] Quantity PartNo DG
b u
w - For use with carbon steel piping system ;/Z :Z 8%? 18 gggé 13
SN DEBAD % % 0315 10 25136 12
- Carbon steel _ 1 % 0.441 10 25581 12
- Press connection, female pipe thread 1 34 0.441 5 25586 12
Components 1 1 0.538 5 25141 12
HNBR sealing element 1Va Y2 0.660 1 25591 12
Model 6612 1Ya % 0.670 1 25596 12
1Va 1 0.749 1 25601 12
1Ya 1Ya 0.662 5 25146 12
1% Y2 0.827 1 25606 12
1% % 0.860 1 25611 12
1% 1 0.959 1 25616 12
1% 1Va 0.849 1 25621 12
1% 1% 0.948 1 25151 12
2 Y2 1.098 1 25626 12
2 % 1.124 1 25631 12
2 1 1.122 1 25636 12
2 1Va 1.157 1 25641 12
2 1% 1.190 1 25646 12
2 2 1.333 1 25156 12
Flanges
i Viega MegaPressG flange P BP Wt[lb] Quantity PartNo DG
; Smart Connect feature ” 4 1516 1 25761 12
| ¥ - For use with carbon steel piping system 32 4 1.698 1 25766 12
dzb el 9 o SElAD 1 4 2.572 1 25771 12
Tt - Carbon steel 1% 4 2.711 1 25776 12
= = - Press connection 1% 4 3.615 1 25781 12
Components 2 4 5.400 1 25786 12
HNBR sealing element _
Model 6659.5 BP = bolt pattern
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Caps

Couplings

-
-2

Viega MegaPressG cap

Smart Connect feature

- For use with carbon steel piping system
sch.5 to sch.40

- Carbon steel

- Press connection

Components
HNBR sealing element

Model 6656

Viega MegaPressG union

Smart Connect feature

- For use with carbon steel piping system
sch.5 to sch.40

- Carbon steel

- Press connection

Components
HNBR sealing elements

Model 6660

Viega MegaPressG union

Smart Connect feature

- For use with carbon steel piping system
sch.5 to sch.40

- Carbon steel

- Press connection, female pipe thread

Components
HNBR sealing element

Model 6662

Viega MegaPressG coupling

With stop

Smart Connect feature

- For use with carbon steel piping system
sch.5 to sch.40

- Carbon steel

- Press connection

Components
HNBR sealing elements

Model 6615

Viega MegaPressG coupling

No stop

Smart Connect feature

- For use with carbon steel piping system
sch.5 to sch.40

- Carbon steel

- Press connection

Components
HNBR sealing elements

Model 6615.5

Y2
34

1%
1%

P1

Yo
34

1%
1%

=)
Y2
%
1

1%

1%
2

" Available soon!

P
A
34

1%
1%

P1
%
34

1%
1%

P2

Y2
34

1%
1%

FPT
Y2
34

1%
1%

P2
Y2
34

1%
1%

P2
Y2
34

1Va
1%

Wt [Ib]
0.203
0.264
0.397
0.617
0.804
1.080

Wt [Ib]
0.758
1.212
1.441
2.424
2.689
4.188

Wt [Ib]

Wt [Ib]
0.260
0.353
0.514
0.860
1.124
1.433

Wt [Ib]
0.264
0.339
0.511
0.860
1.124
1.411

Quantity Part No

10
10
5

1
1
1

Quantity

—_ aaoto1o;

Quantity

SN [EN N (G [Crl O

Quantity

Quantity

10
10
5

1
1
1

25731
25736
25741
25746
25751
25756

Part No

25701
25706
25711
25716
25721
25726

Part No

25651
25656
25661’
25666
25671'
25676’

Part No

25001
22009
25011
25016
25021
25026

Part No

25031
25036
25041
25046
25051
25056

DG

12
12
12
12
12
12

DG

12
12
12
12
12
12

DG

12
12
12
12
12
12

DG

12
12
12
12
12
12



MegaPressG
Viega MegaPressG extended coupling P1 p2 Wt[lb] Quantity Part No DG
No stop
Smart Connect feature ZZ 1322‘ 18 ggg?,é 12
- For use with carbon steel piping system 1 1 5 25081 12
sch.5 to sch.40 1% 14 5 25086 12
- Carbon steel 1 1% 1 25091 12
- Press connection 2 2 1 25096 12
Components
HNBR sealing elements
Model 6615.3
Reducers
‘S’iegit %egapfissttfeducer FTG P Wt[lb] Quantity PartNo DG
mart Connect feature
7 - For use with carbon steel piping system ? 1//2 8%2 g ggggé 13
SEIO 1B SEY 1 % 0397 5 26011 12
- Carbon steel , 1% 1 0.688 1 26016 12
- Street, press connection 115 34 0.710 1 26021 12
Components 1%2 1 0.793 1 26031 12
HNBR sealing element 1%2 1% 0.926 1 26026 12
Model 6615.1 2 1 1.047 1 26036 12
2 1Va 1.168 1 26041 12
2 1% 1.289 1 26046 12
‘éiegz "gegaprﬁsﬁred“cef P1 P2 Wt[lb] Quantity PartNo DG
mart Connect feature 3
- For use with carbon steel piping system Sft :2 1 ggggé ]g
sch.5 to sch.40 1 34 1 25941 12
- Carbon steel 1 3% 1 25046' 12
- Press connection 114 1 1 25951 12
Components 112 1% 1 25956' 12
HNBR sealing elements 2 1Va 1 25961 12
Model 6615.2 2 1% 1 25966' 12

" Available soon!
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PEX Press

Known for forward-thinking system solutions, Viega offers complete
plumbing systems for potable water systems. With the highest rated
PEX tubing on the market, the revolutionary Viega ManaBloc, and
Viega PEX Press manifolds in high-performance polymer, Viega PEX
Solutions work together to save time, labor and cost. The first press
system for the PEX market, Viega PEX Press fittings improve
consistency and reduce installation errors with factory-attached
sleeves. Available in high-performance polymer and Viega Zero Lead
bronze, Viega PEX Press fittings are ideal for residential and
commercial jobs. Viega also offers fittings for easy copper-to-PEX
transitions, and system-matched tools and jaws make installation
easy and consistent. Viega PEX Solutions also includes the versatile
Viega FostaPEX multilayered tubing for plumbing and radiant
heating applications, designed to be both rigid and highly flexible
while holding its shape for plumbing and radiant

heating applications.

FEATURES AND BENEFITS

e The original press fitting for PEX tubing

e Factory-assembled press fittings reduce installation errors on
the job

e Available in sizes from %" to 2"

* The only PEX fittings with the Viega Smart Connect feature

e Comprehensive 10-year transferable warranty

CODES AND STANDARDS

e ASTM EB84: Specification for Surface Burning Characteristic

e ASTM F876: Standard Specification for PEX Tubing

e ASTM F877: Standard Specification for PEX Water
Distribution System

e ASTM F1807/F2159: Standard Specification for PEX Insert Fittings

e ASTM F2023: Standard Test Method for Evaluating the Oxidative
Resistance of Cross-linked Polyethylene PEX Tubing and Systems
to Hot Chlorinated Water

e AWWA C904: Cross-linked Polyethylene (PEX) Pressure Pipe for
water service

e CAN/ULC S101: Standard Method of Test for Surface
Burning Characteristics

e CAN/ULC S102.2: Standard Method of Test for Surface
Burning Characteristics

e CSA International: Canadian Standard Association

e CSA B137.5: Standard Specification for PEX tubing systems in
pressure applications

e |APMO: Uniform Plumbing Code

e |CC: International Plumbing Code

e NSF/ANSI 61: Drinking Water System Components — Health Effects

e NSF/ANSI 61G: Lead Content Evaluation Procedure to meet
< 0.25% average lead content

e NSF/ANSI 14: Plastics Piping System Components and
Related Materials

e NSPC: National Standard Plumbing Code

e UL 1821: Thermoplastic Sprinkler Pipe and Fittings for Fire
Protection Service

ZERO LEAD

References to Zero Lead throughout this publication mean product
meeting the requirements of NSF 61-G through testing under
NSF/ANSI Standard 372 (0.25% or less percent maximum weighted
average lead content).

NOTE
A Green Dot on a Viega PEX Press fitting indicates the
Smart Connect feature.
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Tubing
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ViegaPEX Ultra tubing
- PEX
- Call
Technical Data
PEX designation code 5306
UV resistance 6 months
ASTM F876, ASTM F877
Model V5001

ViegaPEX Ultra tubing
- PEX
- Straight length
Technical Data
PEX designation code 5306
UV resistance 6 months
ASTM F876, ASTM F877
Model V5001.5

ViegaPEX Ultra tubing
- PEX
- Call
Technical Data
PEX designation code 5306
UV resistance 6 months
ASTM F876, ASTM F877
Model V5002

ViegaPEX Ultra tubing
- PEX
- Straight length
Technical Data
PEX designation code 5306
UV resistance 6 months
ASTM F876, ASTM F877
Model V5002.5

ViegaPEX Ultra tubing

- For installation between studs

- PEX
- ManaPac
Components
Recycled plastic reels
Technical Data
PEX designation code 5306
UV resistance 6 months
ASTM F876, ASTM F877
Model V5004

d
$Z3
Y8
Y8
Yo
Yo
Yo
Yo
%
%
%
1

1

1

L [ft]
100
500
1000
100
300
500
1000
100
300
500
100
300
500

" center pull coil

d

Yo
Yo
%
%

d

%
%
%
Yo
Yo
Yo
Yo
34
34
$Z
1

1

1

L [ft]
10
20
10
20
20

L [ft]
100
500
1000
100
300
500
1000
100
300
500
100
300
500

" center pull coil

%
%
Y2
Yo

d

Yo
Yo
%
%

L [ft]
500
500
300
300

L [ft]
10
20
10
20
20

Reel(s)
1

1
1
1

Version

red
red
red
red
red
red
red
red
red
red
red
red
red

Version

red
red
red
red
red

Version

blue
blue
blue
blue
blue
blue
blue
blue
blue
blue
blue
blue
blue

Version

blue
blue
blue
blue
blue

Version

blue
red
blue
red

Wt [Ib]
5.000
21.000
42.000
5.800
17.100
28.000
58.000
11.000
32.100
53.000
16.900
50.700
88.000

Wt [Ib]
0.540
1.060
1.020
2.040
3.420

Wt [Ib]
5.000
21.000
42.000
5.300
17.100
26.500
55.000
11.000
32.100
53.000
17.000
50.700
88.000

Wt [Ib]
0.540
1.060
1.020
2.040
3.420

Wt [Ib]
28.000
28.000
23.100
23.100

Quantity

1
1
1
1
1
1
1
1
1
1
1
1
1

Quantity

50
50
25
25
5

Quantity

JEEEGN N (S S, SN (EN SN (SN N (S LN N

Quantity

50
50
25
25
5

Quantity

Y [EEN N S

Part No DG

32101 1
32105' 1
32100 1
32121 1
32123' 1
32125' 1
32120 1
32141 1
32143! 1
32145' 1
33323! 1
32163' 1
32165 1

Part No DG

33272 1
33120 1
33275 1
33145 1
33270 1

Part No DG

32201 1
32205 1
32200 1
32221 1
32223 1
32225' 1
32220 1
32241 1
32243' 1
32245 1
32266 1
32263 1
32265 1

Part No DG

33274
33240
33277
33265
33271

e | =

Part No DG

32905
32805
32923
32823
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ViegaPEX Ultra tubing
- PEX
- Coll
Technical Data.
PEX designation code 5306
UV resistance 6 months
ASTM F876, ASTM F877
Model V5003

ViegaPEX Ultra tubing
- PEX
- Straight length
Technical Data.
PEX designation code 5306
UV resistance 6 months
ASTM F876, ASTM F877
Model V5003.5

ViegaPEX Ultra tubing
- PEX
- Coil
Technical Data
PEX designation code 5306
UV resistance 6 months
ASTM F876, ASTM F877
Model V5009

ViegaPEX Ultra tubing

- PEX

- Coil

Technical Data
PEX designation code 5306
UV resistance 6 months

UL listed for NFPA 13D systems, ASTM F876,

ASTM F877
Model V5009.1

ViegaPEX Ultra tubing
- PEX
- Straight length
Technical Data.
PEX designation code 5306
UV resistance 6 months
ASTM F876, ASTM F877
Model V5009.5

ViegaPEX Ultra tubing

- PEX

- Straight length

Technical Data
PEX designation code 5306
UV resistance 6 months

UL listed for NFPA 13D systems, ASTM F876,

ASTM F877
Model V5009.51

d

Va
Va
%
%
%
V2
Vo
Yo
Yo
34
34
34
1

1

1

L [ft]
100
500
100
500
1000
100
300
500
1000
100
300
500
100
300
500

" center pull coil

d
Y2
Yo
3
3

Vo
Yo
Yo

%4
%
%

1
1Ya
1Ya
1%

Vo

%

1%
1%

L [ft]
10
20
10
20
20

L [ft]
100

300
500

L [ft]
100
300
500
100
500
100
300
100
100

L[]
20

L [ft]
20
20
20
20
20

Version

white
white
white
white
white
white
white
white
white
white
white
white
white
white
white

Version

white
white
white
white
white

Version

black
black
black

Version

black
black
black
black
black
black
black
black
black

Version
black

Version

black
black
black
black
black

Wit [Ib]
3.200
14.000
5.000
21.000
42.000
6.000
17.100
28.000
55.000
11.000
32.100
53.000
17.000
51.900
88.000

Wt [Ib]
0.540
1.080
1.020
2.060
3.420

Wt [Ib]
5.500

16.500
29.000

Wit [Ib]
10.500
31.500
52.500
17.400
87.000
25.500
76.500
35.400
63.000

Wit [Ib]
1.100

Wt [Ib]
2.100
3.480
5.100
7.060
12.280

Quantity

1
1
1
1
1
1
1
1
1
1
1
1
1
1
1

Quantity

50
50
25
25
5

Quantity

1
1
1

Quantity

ot e | e f e | f |

Quantity
50

Quantity
25

(666 |6,

PEX Press

Part No

32011

32015
32001"
32005’
32000
32021
32023'
32025’
32020
32041
32043'
32045’
32061"
32063'
32065

Part No

33273
33020
33276
33045
33061

Part No

32721
32723
32725

Part No

34741
34743
34745
34761
34765
34771
34773
34781
32791

Part No
33720

Part No

35745
35761
35771
35781
33791

SN (EEN SN SN Y

DG

1
1
1

DG

e f e e e f e | e =

DG
1

DG

e e f e | =
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ViegaPEX tubing d
- For reclaimed water ”
- Not for potable water applications 32
- PEX
Technical Data

PEX designation code 5006
ASTM F876, ASTM F877
Model V5009.7

Viega FostaPEX tubing d

- Only for Viega PEX Press fittings .

- PEX/AL/PE v

- Coil A

- Form stable 34

Technical Data 1
PEX designation code 5306

Note
UV resistance is 6 months for inner PEX core
and extended with aluminum coating

ASTM F876, ASTM F877

Model 2805US

Viega FostaPEX tubing d
- Only for Viega PEX Press fittings v
- PEX/AL/PE %
- Straight length 1
- Form stable

Technical Data
PEX designation code 5306

Note
UV resistance is 6 months for inner PEX core
and extended with aluminum coating

ASTM F876, ASTM F877

Model 2806US

Viega FostaPEX tubing d
- Only for Viega PEX Press fittings v
- PEX/AL/PE %
- Coil 1
- Form stable

Technical Data
PEX designation code 5306

Note
UV resistance is 6 months for inner PEX core
and extended with aluminum coating

ASTM F876, ASTM F877

Model 2808US

ViegaPEX tubing d
Sleeved .
- PEX 32
- Coil
Note

HDPE sleeve
ASTM F876, ASTM F877
Model V5001.2

L [f]
300

300
300

L [ft]
150
300
400
150
150

" center pull coil

L [ft]
20
20
20

L [ft]
150

150
150

" center pull coil
2 Available while supplies last

L [ft]
100

100
100

Version
purple
purple
purple

Version

silver
silver
silver
silver
silver

Version

silver
silver
silver

Version

red
red
red

Version

white
white
white

Wt [Ib]
17.100

32.100
51.000

Wt [Ib]
15.000
30.000
38.000
24.000
39.000

Wt [Ib]

2.000
3.200
5.200

Wt [Ib]

15.000
24.000
39.000

Wt [Ib]

12.000
19.000
32.000

Quantity Part No

1
1
1

Quantity

JEEELN LN (S Y [

Quantity
25
25
10

Quantity
1

1
1

Quantity
1

1
1

32911
32912
32913

Part No

35020
35019'
35021
35040
35060

Part No

35520
35540
35560

Part No

35120'
35140'
351602

Part No

33830
33831
33832

DG

= =

[e)Ne>Ne)Ne)Ne)]

(e)Ne)Ne)]

(e)Ne)Ne)]

DG

—_



PEX Press
ViegaPEX tubing d L[ff Version Wt[lb] Quantity PartNo DG
Corrugated sleeving 7 300 BIa 1 32813 1
oo % 300  red 1 32812 1
- ~ol % 300  blue 1 32811 1
Note % 300 red 1 32810 1

Polypropylene sleeve
ASTM F876, ASTM F877
Model V5009.8

Elbows
- e P1 P2 Wt[lb] Quantity PartNo DG
. ‘ E’r‘(’)nz"f % % 0.085 10 93520 6
. . % % 0.153 10 93540 6
eI - Press connection 1 1 0.212 10 93560 6
e Model 2816ZL 1% 1% 0.359 5 93570 6
11 115 0.450 5 93580 6
2 2 1.681 1 93590 6
. : ‘S’:g;t %Eoﬁl':iﬁ;‘f z‘mw P1 P2 Wt[lb] Quantity PartNo DG
u
% % 0.023 25 49210 6
3 - §°'Vmer ' n n 0029 25 49220 6
b3 - F'ress connection % % 0.047 25 49240 6
Model V5616 1 1 0.080 10 49260 6
1% 11 0.171 5 49270 6
1% 11 0.220 5 49280 6
2 2 0.377 1 49290 6
P U e G P MPT  Wt[lb] Quantity PartNo DG
= -- Crore Y % 0.198 10 92520 6
' . . Yo % 0.315 10 92525 6
| - Press connection, male pipe thread % 3% 0.311 10 92540 6
W Model 2814ZL % 1 0.748 10 92545 6
- % 11 1.210 2 92565 6
1 1 0.743 10 92560 6
1 14 1.201 2 92570 6
1% 11 1.270 2 92757 6
11 11 1.415 2 92580 6
2 2 2.870 2 92590 6
;‘egaLPEL( DL L P c Wt[lb] Quantty PartNo DG
oy % % 0.326 10 99308 6
. . % % 0.318 10 99309 6
- Press connection, female copper tube size
Model 2814.5ZL
;:%al_‘:':;‘ Press 90° elbow P FTG Wt[lb] Quantity PartNo DG
— I -t i Yo 0.178 10 99310 6
L . .
L = - Press connection, street

Model 2814.6ZL
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A

Viega PEX Press 90° elbow

Zero Lead

- Bronze

- Press connection, street, female copper tube
size

Note
Copper connection can be used as either
male or female connection.

Model 2814.7ZL

Viega PEX Press 90° drop ear elbow
Zero Lead

- Bronze

- Press connection, female pipe thread
Model 2825.5ZL

Viega PEX 90° compression elbow

Zero Lead

- For dishwasher, connecting %" compression
to %" hose supply connection

- Equipped with ferrule Part No 53015

- Copper

- Hose connection

Model V5053

Viega PEX Press tee
Zero Lead

- Bronze

- Press connection
Model 2818ZL

Y2
34

CTS

Yo

%
Yo
%
%

$Z]

FTG

%
34

P2
Yo

Yo

1Va
1Va
1Va
1
1
1%
1%
1%
1%
1%
1%
2

Yo
Yo

FPT

Yo
Y2
Y2
%

Hose

3%

P3

Y2
%
Yo
%
Yo
%
Yo

Yo

Y2

1%
1%
1
1%
2

* = Available while supplies last

Wt [Ib]
0.317
0.311

Wt [Ib]
0.234
0.203
0.226
0.287

Wt [Ib]
0.155

Wt [Ib]
0.107
0.194
0.177
0.179
0.183
0.178
0.282
0.233
0.287
0.220
0.242
0.216
0.262
0.296
0.529
0.569
0.547
0.588
0.716
0.627
0.740
0.681
0.767
0.862
0.953
1.697
1,737
1.772

Quantity

10
10

Quantity

10
10
10
10

Quantity
1

Quantity

10
10
10
10
10
10
10
10
10
10
10
10
10

—‘010101010101010101010101018

Part No

99307
99311

Part No

94505
94520
94535
94540

Part No
46743

Part No

94020
94022
94032
94034
94036
94040
94037
94039
94038
94052
94053
94050
94056
94060
94071
94073
94072
94074
94070
94081
94082
94083
94084
94085
94080
94091*
94092*
94090

DG

6
6

DG

[e)Ne)Ne o))

DG

2

DG

[oNoNoNoNoNoNoNoNoNoNoNoNoNeNo e oo Ne) e Ne)Ne)Ne ) Ne)Ne)Ne)Ne)Ne))



PEX Press
. V'egit ':;EX Preﬁ tete P1 P2 P3  Wit[lb] Quantity PartNo DG
— _S'l‘,’;yme‘r’""ec eature % % % 0035 25 49200 6
N R T e e
2 2 8 .
- Model V5618 % % % 0.042 25 49520 6
% % % 0.052 25 49334 6
% % 1 0.052 25 49433 6
% 2 % 0.061 25 49434 6
% % 2 0.059 25 49443 6
% % % 0.068 25 49540 6
1 % 1 0.068 10 49533 6
1 2 1 0.097 10 49535 6
1 % 1 0.074 10 49543 6
1 % % 0.084 10 49544 6
1 % 1 0.104 10 49545 6
1 1 1 0.088 10 49553 6
1 1 % 0.102 10 49554 6
1 1 1 0.115 10 49560 6
1% 1 % 0.150 5 49754 6
1% 1 1 0.166 5 49755 6
1% 1% % 0.182 5 49774 6
1% 1% 1 0.206 5 49775 6
1% 1% 11 0.250 5 49570 6
1% 1 % 0.170 5 49854 6
1% 1 1 0.195 5 49855 6
1% 1% % 0.233 5 49874 6
1% 1% 1 0.254 5 49875 6
1% 1% 11 0.290 5 49877 6
1% 1% % 0.233 5 49884 6
1% 1% 1 0.245 5 49885 6
1% 1% 11 0.290 5 49887 6
1% 1% 115 0.326 5 49580 6
2 1% % 1 49984' 6
2 1% 1 0.315 1 49985 6
2 1% 11 0.365 1 49987 6
2 1% 115 0.390 1 49988 6
2 2 % 0.355 1 49994 6
2 2 1 0.373 1 49995 6
2 2 11 0.405 1 49997 6
2 2 11 0.435 1 49998 6
2 2 2 0.500 1 49590 6
) Available soon!
;E:; 'I’_f:: tee arrestor P1 P2 Wt[b] Quantity PartNo DG
=it Yo o 0.300 10 97114 6
Components
- Water hammer arrestor
S Model 2894ZL
Adapters
e ;'egaLPEL‘ Press adapter P MPT Wt[lb] Quantity PartNo DG
e - eBr° ed % % 0.101 10 90506 6
wa - pronze . . Y Y 0.099 10 90521 6
i - Press connection, male pipe thread 1 3% 0.152 10 90526 6
Model 2811ZL % o 0.110 10 90542 6
% % 0.158 10 90541 6
% 1 0.281 10 90546 6
% 11 0.502 2 90562 6
1 % 0.181 10 90556 6
1 1 0.283 10 90561 6
1 11 0.514 2 90566 6
1% 11 0.555 2 90571 6
1% 115 0.672 2 90581 6
2 2 1.109 5 90591 6
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1

Viega PEX Press adapter

Zero Lead

- Bronze

- Press connection, female pipe thread
Model 2812ZL

Viega PEX Press adapter
Smart Connect feature, Zero Lead
- For transitioning between Viega PEX Press
and Viega ProPress
- Bronze
- Press connection
Components
EPDM sealing elements
Note
ProPress tool and jaw required
Model 2813PZL

Viega PEX Press adapter

Zero Lead

- Bronze

- Press connection, female copper tube size
Model 2813.5ZL

Viega PEX Press adapter
Zero Lead
- Bronze
- Press connection, street
Note

ProPress tool and jaw required
Model 2813.1ZL

Viega PEX Press adapter
Zero Lead
- Bronze
- Press connection
Note
2" ProPress tool and jaw required
Model 2813.3ZL

Viega PEX Press adapter

Zero Lead

- Bronze

- Press connection, polybutylene (PB)
connection

Note
Does not include ring for PB connection

Model 2813.2ZL

Yo
Yo
%
%

1%
1%

P1

Yo
Yo
%
%

1%
1%
1%
1%

Y8
Yo
Yo
%
%
34

1%
1%

P

Yo
Y2
%
%
34
1
1%
1%
2

" for use with solder fittings only.

=]
2

FPT

Vo
34
Yo
%
34

1%
1%

P2
Yo
%
Yo
%
%

1Ya
1

1%
1

Yo
Yo
34
Yo
%

1%
1%

Y2

1%
1%
2

FTG
2

Wt [Ib]
0.100
0.132
0.106
0.138
0.168
0.239
0.436
0.518
0.812

Wt [Ib]
0.075
0.114
0.077
0.113
0.136
0.185
0.231
0.283
0.276
0.443
0.459
0.719

Wt [Ib]
0.061
0.062
0.098
0.066
0.109
0.172
0.187
0.318
0.428
0.568

Wt [Ib]
0.064
0.097
0.079
0.101
0.154
0.174
0.303
0.434
0.696

Wt [Ib]
0.736

" for use with Viega ProPress fittings only.

PB
Vo

Wt [Ib]
0.049
0.073

Quantity

10
10
10
10
10
10
5
5
5

Quantity
10

Quantity

Quantity

10
10
10
10
10
10
5
5
5

Quantity
5

Quantity

10
10

Part No DG

91520
91525
91541
91540
91545
91560
91570
91580
91590

[N )Ne)Ne)Ne)Ne)Ne)Ne)Ne))

Part No DG

99620
99626
99630
99640
99645
99660
99665
99670
99675
99680
99685
99690

(e Ne)NeNe)NeNe)Ne)Ne ) Ne)NeNe)Ne))

Part No DG

92006
92021
92026
92036
92041
92045
92060
92070
92080
92090

[e)Ne)Ne)Ne)Neo)Ne)Ne)Ne)Ne)Ne))

Part No DG

97520
97525
97535
97540
97545
97560
97570
97580
97590

(oMo >Ne)Ne)Neo)Ne)Ne)Ne)Ne))

Part No DG
97690' 6

Part No DG

97820 6
97840 6



PEX Press
;i:r%aLI:IaEL( Press adapter P Flare Wt [lb] Quantity Part No DG
- Bronze % % 0.275 10 97140 6
. . 1 3% 0.326 10 97160 6
- Press connection, flare connection 1 1 0.414 10 OEE 2

Model 2892ZL

U e [pes P FBSP  Wt[b] Quantty PartNo DG

- Bronze % 1 0.195 10 96140 6
. ) 1 1 0.240 10 96160 6

- Press connection, female union BSP 1 1 0.340 10 96165 s

Model 2893ZL

Couplings

: ] yoga PEX Press coupling P1 P2 Wt[lb] Quantity PartNo DG
ot L = ? o % % 0.040 10 93000 6
-k . % % 0.048 10 93005 6
- Press connection " 1 0.051 10 93020 6

Model 2815ZL % e 0.068 10 93050 6

% % 0.072 10 93040 6

1 % 0.115 10 93055 6

1 1 0.130 10 93060 6

1% % 0.187 5 93071 6

1% 1 0.207 5 93065 6

1% 1% 0.260 5 93070 6

1% % 0.234 5 93072 6

1% 1 0.246 5 93073 6

1% 1% 0.289 5 93075 6

1% 1% 0.318 5 93080 6

2 1% 0.491 5 93001 6

2 2 0.573 5 93090 6
- L A e e A P1 P2 Wt[b] Quantity PartNo DG
- ﬁ -?J ) rF?;ym o nectieatire % % 0022 25 49402 6
. A % 0.024 25 49342 6

- Press connection Yo s 0.027 25 49403 6

Model V5615 % Y 0.034 25 49343 6

% % 0.040 25 49404 6

1 % 0.055 10 49354 6

1 1 0.068 10 49405 6

1% % 0.101 5 49347 6

1% 1 0.112 5 49357 6

1% 1% 0.151 5 49407 6

1% % 0.118 5 49348 6

1% 1 0.133 5 49358 6

1% 1% 0.165 5 49378 6

1% 1% 0.190 5 49408 6

2 1% 0.270 1 49398 6

2 2 0.305 1 49409 6

‘ Viega PEX Press test plug P Wt[lb] Quantity PartNo DG
Smart Connect feature % 0.011 o5 49722 6

5 e 2 0015 25 49723 6

- Press connection 34 0.022 o5 49744 6

Model V5656 1 0.038 10 49765 6

1% 0.151 5 49770 6

1% 0.189 5 49780 6

2 0.280 1 49790 6

" Available soon!
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Fire sprinkler

Valves

=

T

Viega PEX Press 90° elbow
Smart Connect feature, Zero Lead
- For fire sprinkler systems
- Polymer
- Press connection, female pipe thread
Components

Mounting bracket
Note

For use with black ViegaPEX Ultra only.
UL listed for NFPA 13D systems
Model V5645ZL

Viega PEX Press tee
Smart Connect feature, Zero Lead
- For fire sprinkler systems
- Polymer
- Press connection, female pipe thread
Components

Mounting bracket
Note

For use with black ViegaPEX Ultra only.
UL listed for NFPA 13D systems
Model V5642ZL

Viega PEX Press wall tee
Smart Connect feature, Zero Lead
- For fire sprinkler systems
- Polymer
- Female pipe thread, press connection
Note
For use with black ViegaPEX Ultra only.
UL listed for NFPA 13D systems
Model V5641ZL

Viega PEX Press adapter
Smart Connect feature, Zero Lead
- For fire sprinkler systems
- Polymer
- Press connection, female pipe thread
Components

Mounting bracket
Note

For use with black ViegaPEX Ultra only.
UL listed for NFPA 13D systems
Model V5644ZL

Viega PEX Press replacement bracket

- For fire sprinkler systems

- Use with Viega PEX Press 90° elbow
Model V5645ZL, Viega PEX Press adapter
Model V5644ZL, Viega PEX Press tee
Model V564271

- Plastic

Model V5643ZL

Viega PEX Press stop valve
Straight

Zero Lead

- Chrome-plated brass

- Press connection, compression
- Y4 turn

Model 2842.3ZL

3%

P1
34

FPT1

Yo
Yo

%

$Z]
Yo

B2

34
A

FPT2

Yo
Yo

FPT

Y2
V2

FPT

Y2
Y2
Yo

3%

FPT

CTS

Ya
Va

Wt [Ib]
0.386
0.408

Wt [Ib]

0.388
0.447
0.528

Wt [Ib]
0.309
0.366

Wt [Ib]
0.386

Wt [Ib]
0.238

Wt [Ib]
0.220
0.276

Quantity Part No

5
5

Quantity

5
5
5

Quantity

5
5

Quantity
5

Quantity
5

Quantity

10
10

49135
49145

Part No

49120
49130
49140

Part No

49100
49110

Part No
49132

Part No
49150

Part No

94023
94031

DG

(e)N(e)le)]

DG

DG

DG

DG



PEX Press
=% X:*:I‘;:EX Press stop valve P cTS Wt[lb] Quantity PartNo DG
; ] Y Ya 0.295 10 93515 6
¥t ,t“ zere (')':]:‘_’plate S brass % % 0280 10 93511 6
. .._l - Press connection, compression
- Vaturn
Model 2842.4ZL
yoga PEX Press ball valve P1 P2 Wt[lb] Quantity PartNo DG
-

s ¥ s % % 0280 10 94500 6
i My = - P i Y2 Y2 0.270 10 94521 6
M ! 1 i FLTISSOC:””eC on % % 0.396 10 94541 6

' Model 2842.2ZL
% S AR P FTG Wt[lb] Quantity PartNo DG
; 3 - For copper manifolds Yo Yo 0.288 10 95002 6
o - Brass
- Press connection, street
Note
2" ProPress tool and jaw required
Model 2842.1ZL
e " Ty P L fin] Wt[lb] Quantity PartNo DG
e i 10 1.356 5 97120 6
5 gggg’ 9 e e % 10 1316 5 97121 6
Note
Frost proof
Model 2888.0ZL
Viega ManaBlocs
| | Viega ManaBloc distribution manifold
" Smart Connect feature
- Press connection
- Color coded ports for hot and cold water
Components
Ya turn valves, T-handle valve key
Note
Does not include supply connections
Model V5630
Adapter Port(s) d hot cold Wt [Ib] Quantity Part No DG
polymer 14 s 6 8 5.121 1 49142 2
polymer 14 Y2 6 8 5.195 1 49143 2
polymer 18 Y2 8 10 6.128 1 49183 2
polymer 24 Y2 9 15 8.218 1 49243 2
polymer 30 Y2 12 18 9.832 1 49303 2
polymer 36 Y2 14 22 11.277 1 49363 2
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Viega ManaBloc distribution manifold

Smart Connect feature

- Press connection

- Combination port sizes, color coded ports for hot and cold water
Components

I

[

Y4 turn valves, T-handle valve key
Note

Does not include supply connections
Model V5640

Adapter Port(s) di d1 hot d1 cold d2 d2 hot d2cold Wt]lb]

polymer 18 % 6 7 Y2
polymer 24 §Z] 7 11 Y2
polymer 30 §Z] 10 12 Y2
polymer 36 Y 11 15 Y2

w N NN

Viega MiniBloc zoning manifold
Smart Connect feature
- For combination systems
- Press connection
- Blue color coded ports for cold water
Components
Y4 turn valves, T-handle valve key, optional red valve caps
Note
Does not include supply connections
Model V5650

Adapter Port(s) d
polymer Y2
polymer Y2
polymer Y2
polymer Y2

oo~ W

Viega MiniBloc zoning manifold
Smart Connect feature
- For combination systems
- Press connection
- Color coded ports for hot and cold water
Components
Y4 turn valves, T-handle valve key
Note
Does not include supply connections
Model V5660

Adapter Port(s) d hot cold
polymer 5 V2 2
polymer 7 Y2 3 4
polymer 10 Y2 4

Viega PEX Press port adapter p Port

Smart Connect feature by v,

- For connecting distribution lines to % %
Viega ManaBloc and Viega MiniBloc

- Polymer

- Press connection, Viega ManaBloc port
connection

Model V5613.1

Viega PEX Press port adapter p Port

Zero Lead Y v,

- For connecting distribution lines to 1/: 1/2
Viega ManaBloc and Viega MiniBloc

- Bronze

- Press connection, Viega ManaBloc port
connection

Model 2877.3ZL

~NoO b~ W

6.758
8.173
10.147
11.807

Wt [Ib]

1.804
2.007
2.456
3.337

Wt [Ib]

2.189
3.130
3.801

Wt [Ib]
0.047
0.050

Wt [Ib]
0.095
0.102

Quantity Part No

1
1
1
1

Quantity

SN (= = S

Quantity

1
1
1

Quantity

6
6

Quantity

6
6

49186
49246
49306
49366

Part No

49033
49043
49063
49083

Part No

49453
49473
49410

Part No

49224
49234

Part No

96101
96120

NN NN

NN NN

NN N

DG

DG
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Viega PEX Press supply adapter =

Smart Connect feature %

- For connecting PEX supply lines to 4
Viega ManaBloc and Viega MiniBloc

- Polymer

- Press connection, Viega ManaBloc supply
connection

Model V5613.2

Viega PEX Press supply adapter p
Zero Lead %
- For connecting PEX supply lines to 14

Viega ManaBloc and Viega MiniBloc 1
- Bronze

Supply

Supply
1
1
1

- Press connection, Viega ManaBloc supply = Available while supplies last

connection
Model 2877.8ZL

Viega ManaBloc supply adapter CTS

Zero Lead %

- For connecting CTS-sized supply lines to a
Viega ManaBloc or Viega MiniBloc

- Equipped with insert stiffener Model V5086

- Brass

- Compression, Viega ManaBloc supply
connection

Model V5032ZL

Viega ManaBloc supply adapter MPT

Zero Lead %

- For connecting FPT supply lines to &
Viega ManaBloc and Viega MiniBloc

- Brass

- Male pipe thread, Viega ManaBloc supply
connection

Model V5033ZL

Port cap

- For Viega ManaBloc, Viega MiniBloc
- Plastic

Model V5087

Supply cap

- For Viega ManaBloc, Viega MiniBloc
- Brass

Model V5036.10

Viega ManaBloc mounting set
- For mounting Viega ManaBloc between studs
- Steel
- Pre-drilled to mount on 16" center studs
Components

(2) mounting straps, (4) screws
Model V5038

Y8
Yo

Supply

Supply

Wit [Ib]

0.098
0.118

Wt [Ib]

0.214
0.236
0.293

Wit [Ib]
0.395

Wt [Ib]

0.329
0.399

Wit [Ib]

0.020
0.037

Wit [Ib]
0.082

Wt [Ib]
0.720

Quantity

5
5

Quantity

5
5
S

Quantity
5

Quantity

5
5

Quantity

6
6

Quantity
B

Quantity
1

PEX Press
Part No DG
49414 2
49416 2
Part No DG
96141 2
96161 2
96171* 2
Part No DG
46346 2
Part No DG
46646 2
46656 2
Part No DG
36204 2
36205 2
Part No DG
53601 2
Part No DG
45716 2
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Manifolds

Replacement kit

- For Viega ManaBloc and Viega MiniBloc
valve stems, ports V2" or %"

- Ya turn

Components

Red valve, blue valve, valve removal tool,

T-handle valve key
Model 2870.91

T-handle valve key
- For Viega ManaBloc, Viega MiniBloc
Model V5039.7

Viega ManaBloc access panel

- Plastic

Note
Can be mounted to open vertically or
horizontally

Model V5099

Viega ManaBloc access panel

- Metal

- 3 hour fire rating

Components
(2) knurled knobs, (2) keys

Note
Can be mounted to open vertically or
horizontally

UL listed

Model V5099.1

Viega PEX Press manifold
Smart Connect feature
- Only use with lock clip Part No 58075
- Polymer
- Press connection
- Flow through
Note
Does not include mounting hardware
Model V5636

Viega PEX Press manifold
Smart Connect feature
- Only use with lock clip Part No 58075
- Polymer
- Press connection
- Closed
Note
Does not include mounting hardware
Model V5636.1

W [in]
14
14
14
14

W [in]
14

Outlet(s)

COoORrBRWN

QOutlet(s)

4
6

L[in] max. Ports
18 14
26 16
30 24
39 36
L[in] max. Ports
40 30
P | B2 | B8
% % V2
% %
% % 2
1 % Y2
1 1 Y2
1 1 Y2
P1 P28 FR3
closed 3% Y
closed 1 %

Wt [Ib]
0.150

Wt [Ib]
0.040

Wt [Ib]
1.350
0.050
2.434
3.249

Wt [Ib]
26.258

Wt [Ib]
0.202
0.255
0.318
0.330
0.455
0.576

Wt [Ib]
0.300
0.428

Quantity
1

Quantity
1

Quantity

R N [N Y

Quantity
1

Quantity

10
10
10
10
10
5

Quantity

10
10

Part No
51602

Part No
50601

Part No

50718
50726
50730
50739

Part No
50740

Part No

49152
49153
49054
49254
49256
49258

Part No

49004
49206

DG

DG

NN NN

DG

DG

[e>Ne)Ne)Ne)Ne)Ne))

DG



Stub-Outs

Viega PEX Press 90° tub elbow
- Brazed copper

- Press connection, street
Model 2820.0ZL

Viega PEX Press 90° stub-out
- Brazed copper

- Press connection, street
Model 2820.1ZL

Viega PEX Press 90° stub-out
- Brazed copper
- Press connection, street
Components

Wall plate
Model 2820.4ZL

Viega PEX Press stub-out
- Brazed copper

- Press connection, street
Model 2820.2ZL

Viega PEX Press lav adapter
Smart Connect feature

- Polymer

- Press connection, lav connection
Model V5613.3

Viega PEX Press adapter
Zero Lead
- Equipped with ferrule Part No 53005
- Bronze
- Press connection, compression
Components
Brass ferrule
Model 2895ZL

Closet adapters

[

-
=
.

Outlet boxes

Viega PEX Press closet adapter
Smart Connect feature

- Polymer

- Press connection, closet connection
Model V5613.4

Viega PEX Press outlet box

Zero Lead

- For washing machine

- Color coded handles

Components
(2) Va turn brass valves, water hammer
arrestors

Model 2872.6ZL

P

Y2
Y2

FTG

FTG
Y2
Y2
34

FTG

V2
Y2

%
Y2
%

%
Y2

%
Y2

L1 [in] L2 [in]
8 6
L1 [in] L2 [in]
3% 8
3% 8
3% 8
L1 [in] L2 [in]
3% 8
3% 8

FTG L [in]
Ve 8
1o 15

Lav
Yo
Y2
%

CTS
Ya
Ya

Closet

Y2
Yo

Wt [Ib]
0.245

Wt [Ib]
0.306
0.316
0.556

Wt [Ib]
0.327
0.371

Wt [Ib]

0.257
0.422

Wit [Ib]
0.045

0.055
0.080

Wit [Ib]
0.111
0.115

Wt [Ib]
0.060
0.062

Wit [Ib]
1.799

PEX Press

Quantity Part No

25

Quantity

25
25
25

Quantity

25
25

Quantity

25
25

Quantity

1
1
1

Quantity

1
1

Quantity

1
1

Quantity
1

92221

Part No

92406
92421
92441

Part No

92305
92321

Part No

92609
92616

Part No

49324
49333
49344

Part No

97112
97113

Part No

49223
49233

Part No
97212

DG

o o O

DG

DG

o o O

DG

DG

DG
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Viega PEX Press outlet box
=3} Zero Lead
| - For ice maker
Components
Y4 turn brass valve, water hammer arrestor
= T Model 2872.7ZL

Viega PEX Press outlet box
o Zero Lead
- For washing machine
- Color coded handles
1 Components
i (2) Va turn brass valves
Model 2872.1US

Viega PEX Press outlet box
Zero Lead
- For ice maker
Components
Ya turn brass valve
ﬁ Model 2872.0ZL

Tubing

- Only for cold water applications

- For ice maker

- High density polyethylene (HDPE)
Model V5052

Box frame

- For washing machine
- Plastic

Model 2885.0ZL

Box frame

- For ice maker
- Plastic

Model 2873.7ZL

Tools

Viega PEX Press hand tool
- Ratcheting design, color coded handles

-‘ Model 2882US

$Z]
Yo
34

Yo

Yo

Y2

L [f]
100

Version
white

Version

green

yellow
blue

orange

Wt [Ib]
0.980

Wt [Ib]
1.549

Wt [Ib]
0.870

Wt [Ib]
1.200

Wt [Ib]
0.160

Wt [Ib]
0.150

Wt [Ib]
3.446
3.409
3.374
4.579

Quantity Part No

1

Quantity Part No

1

Quantity Part No

1

Quantity Part No

1

Quantity Part No

1

Quantity Part No

1

Quantity Part No

1
1
1
1

97220

97001

98000

43100

97103

97102

50000
50020
50040
50060

DG

DG

DG

DG

DG

DG

[e>Ne)Ne)Ne))



viega
PEX Press
Viega PEX Press starter tool set for d Wt [b] Quantity PartNo DG
- Equipped with tubing cutter Model 2889.2US,
Viega PEX Press hand tool Part No 50020, Ve, % 2SS 56000 2
50040
Model 2880.2
Viega PEX Press complete plumbing tool o Wt[lb] Quantity PartNo DG
set
- Equipped with prep tool Model 2858, tubing %, %o, %, 1 EOD 1 Shiiy 2
cutter Model 2889.2US, Viega PEX Press
hand tool Part No 50000, 50020, 50040,
50060
Model 2880.6US
PfFeP tool BF and aluminum laver | for d Wt[b] Quantity PartNo DG
- For removing PE and aluminum layer from
Viega FostaPEX tubing Z/z’ 31/‘ ]ggg ;I g:ggg g
Model 2858 ® :
BISar?z:'e part for prep tool Model 2858 Welel - Quantity Part No pG
- Steel 0.015 2 54075 6
Model 2858.1
S e o s el L for d Wt[b] Quantity PartNo DG
- For Viega PEX Press connections %" - 172", Vs % 1 03 7[9:]3 Qu 1 Y 57051 6
Viega ProPress connections up to 1%" B ’
- Not for 2" Viega PEX Press connections
- Equipped with PEX press jaw compact
Part No 56053, 56055, 56056
Components
Ridgid 210-B tool, battery, battery charger
Model 2999.6
Compact press tool kit _ Wt[lb] Quantity PartNo DG
- For Viega PEX Press connections %" - 172", 15.601 1 57057 6
Viega ProPress connections up to 1%4" ’
- Not for 2" Viega PEX Press connections
Components
Ridgid 210-B tool, battery, battery charger
Model 2999.7
cpsﬁﬁg;ists Jaw Press Jaws Wt [lb] Quantity Part No DG
- For Ridgid compact tools, PEX tubing j;: ggzg jl ggggg g
- Steel 3 2 1
Model 2884.7US ' 2460 1 se0s o
1Ya 2.879 1 56060 6
1% 2.749 1 56061 6
gi’;g:::s jaw Press Jaws Wt[lb] Quantity PartNo DG
- For Ridgid standard tools, PEX tubing - - s -
- Steel ’
1 3.939 1 56076 6
Model 2899.7US 14 4.289 1 56080 6
1% 3.284 1 56081 6
2 9.242 1 56082 6
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Accessories

e

Tubing cutter

- For PEX tubing

- Suitable for Viega FostaPEX tubing
Model 2805US, 2806US, 2808US

- Steel

- Ratcheting design

Model 2840

Tubing cutter

- For PEX tubing
- Plastic

Model 2889.2US

Tubing cutter

- For PEX tubing
- Plastic

Model V5055

Blade

- Suitable for tubing cutter Model V5055

- Steel
Model V5055.1

Viega PEX Press sleeve

- Only for Viega PEX Press polymer fittings

- Stainless steel
Model V5615.3

Lav riser

- Does not include lav nut Model V5089

- Equipped with ferrule Model V5085
- PEX
Model V5080

Closet riser

- Does not include ballcock nut Model V5089.1

- Equipped with ferrule Model V5085
- PEX
Model V5081

Lav nut
- Suitable for lav riser Model V5080
Model V5089

CTS

Va
Ya
Ya

CTS

Ya
Ya

max d

max d

max d
1%

%
Vo
34
1%
1%

O.D.

Y8
Y8
Y8

O.D.

%
%

FPT
Vo

L [in]
20

30
36

Wt [Ib]
1.600

Wt [Ib]
0.351

Wt [Ib]
0.401

Wt [Ib]
0.080

Wt [Ib]
0.009
0.012
0.015
0.025
0.053
0.065
0.085

Wt [Ib]
0.046

0.068
0.085

Wt [Ib]
0.031
0.050

Wt [Ib]
0.017

Quantity
1

Quantity
1

Quantity
1

Quantity
1

Quantity

10
10
10
10
10
10
10

Quantity

100
100
100

Quantity

100
100

Quantity
100

Part No DG
53561 5
Part No DG
21304 5
Part No DG
21307 5
Part No DG
21317 5
Part No DG
49901 6
49902 6
49903 6
49904 6
49905 6
49906 6
49607 6
Part No DG
58120 2
58130 2
58136 2
Part No DG
57112 2
57120 2
Part No DG
33705 2



PEX Press
Bg"c'igg:(e?g: closet riser Model V5081 FPT bl Eeme A R oe
- Sui i
- Plastic % 0.023 100 53017 2
Model V5089.1
F?::l \Izega ManaBloc compression CTS ob. Il R e A et os
connections, risers, valves :;j ;Z 3881 ]88 ggggg 2
- Plastic 3 i
Ve Y2 0.001 50 53015 2
Model V5085 Yo % 0.001 100 53020 2
InFs::rrt Vis:::erfieICIz;aBloc compression crs ob. S s ==
con_nections, risers ;2 j;: 8882 15000 gg::?g g
- Stainless steel Yo % 0.005 50 56120 2
Model V5086 34 % 0.010 50 56140 2
= E_sr::gl.:techeon d Version Wt [lb] Quantity Part No DG
i
: 7 hit 0.012 50 53115 2
- Not for Viega FostaPEX " white 0012 50 53120 2
o - Plastic '
Model V5088
E?Lt';flthO" d Version Wt [lb] Quantity PartNo DG
u
: Y hit 0.017 25 53116 2
- - Not for Viega FostaPEX " white 0016 25 53121 2
S - Plastic '
Model V5088.1
Sleeve o d L [in] Wt [Ib] Quantity PartNo DG
- Not for use with Viega FostaPEX % 314 0.045 10 52500 2
8 2 5
- Chrome-plated brass 7 31 0.055 10 52520 2
- Finishing ’
Model 2800.5US
Tubing §l_1ppor1 max d Wt [Ib] Quantity Part No DG
Dual ceiling 1 25 45750 2
- Use with tubing insulator Model V5041.1
- Steel
Model V5041.0
Tubing i.nsuIaFor y for d Wt [lb] Quantity Part No DG
- Use with tubing support dual ceiling v 100 45760 )
Model V5041.0 2
- Plastic
Model V5041.1
$rlacket ) L [in] Wt [Ib] Quantity Part No DG
-es ;e:;oplng 13-25 50 45780 2

Model V5041.3
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Hh Bracket_ L [in] Wt [Ib] Quantity Part No
"% Telescoping

- Suitable for Viega PEX Press 90° drop ear 14.5-24 50 45790
elbow Model 2825.5ZL

- Steel

Model V5041.4

B;acket . 16" conter stud d L [in] Wt [Ib] Quantity Part No
- FOr mounting on center stuas % 18 0.560 50 51022

- Use with bend support snap in
Model 2850.3US, tubing clamp stub-out

102

Model V5041.2
- Steel

- Mounting holes on 2" centers

Model 2850.4US

Tubing clamp
Stub-out

- Use with bracket Model 2850.4US

- Plastic
Model V5041.2

Bend support

for d
Yo

Wt [Ib]

Quantity Part No
50 45770

Fen ford Wt [Ib] Quantity Part No
- Not for Viega FostaPEX % 0.559 —
- Suitable for bracket Model 2850.4US
- Plastic
Model 2850.3US
gend support ford Wt [Ib] Quantity Part No
rop ear

- Not for Viega FostaPEX %, V2 s —
- Plastic-coated steel
Model 2850.1US
Bend support for d Wt [lb] Quantity Part No
- Not for Viega FostaPEX % 0.062 o5 51000
- Plastic 1 '

Yo 0.083 25 51020
Model 2850.2US %, % 0.154 25 51040

1 0.238 25 51060
B:g:"rsl us'IJapbO::\‘tppI'cat'ons ford i fateni] R ntio
- i icati
- Not for Viega FostaPEX 32 gggg ]8 121 gg
- Plastic 54 3 '1 7/ 1 151
Model 2851US il 0.830 S

DG

DG

DG
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Tubing clamp

Turn out

- For %" tubing and ¥2" tubing with standard or
stub-out elbows

- Not for Viega FostaPEX

- Plastic

- Trim tapered tip to use with %2" tubing

Model V5071

J-clamp tubing fasteners
- Plastic
Components
Nail
Model 2860US

Economy PEX tubing clamp
- Not for Viega FostaPEX

- Plastic

Model V5095

Lock clip
- Plastic
Model 2863US

Multi-clip

- Plastic

Components
Mounting screw

Model 2867US

Multi-clip

- Plastic

Components
Strut clamp

Model 2867.1US

U-channel fastener
- Plastic

- Pre-drilled holes
Model 2864US

Suspension clip tubing fasteners
- Plastic
Model 2861US

max d

for d

$Z3
Yo
3

for d

%
Y2
%
1

1Y

1%
2

Wit [Ib]
0.076

Wt [Ib]
0.006
0.008
0.013
0.021

Wit [Ib]
0.002

0.003
0.004

Wit [Ib]
0.014
0.006
0.019
0.025
0.030
0.040
0.050

PEX Press

Quantity Part No
25 52130

Quantity Part No

100 52000
100 52020
100 52040
100 52060

Quantity Part No

100 52110
100 52120
50 52140

Quantity Part No

100 58071
100 58072
50 58073°
50 58074
50 58075
25 58076
15 58077

" Suitable for ViegaPEX Barrier tubing Part No 11445, 11450
2 Suitable for Viega FostaPEX tubing Part No 35030, 35031, 35530

max d

max d

W [in]

for d

Yo
34

1%
1%

L [ft]
6%

Wit [Ib]

0.029
0.090

Wit [Ib]
0.090

Wt [Ib]
1.100

Wt [Ib]
0.009
0.011
0.018
0.022
0.031
0.036

Quantity Part No

100 52006
25 52007

Quantity Part No
25 52017

Quantity Part No
16 15310

Quantity Part No

50 55020
50 55040
50 55060
50 55070
25 55080
25 55090

DG

)
[0)
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4

Tubing clamp
- Plastic
Model 2868US

Tubing insulator
- Plastic

- Fits 136" hole
Model V5094

Zip tie
- Plastic
Model V5097

Pipethon strap
- Plastic
Model V5097.1

Pipe support d
- Not for Viega FostaPEX
1
- Steel 1
Model V5083 1%
2
Uncoiler

- Not for 2" center pull coils in 100 ft and 300
ft, 1" tubing or larger

Components
Movable metal frame, (2) coil hubs, tube
guide

Note
Max. coil size for %" and 2" tubing is 1000 ft.
Max. coil size for %" tubing is 500 ft.

Model V5061

for d

for d

Y
Y2
34

L [in]
14

L [ft]
10
10
10
10

Wt [Ib]
0.044

Wt [Ib]

0.018
0.019
0.014
0.013

Wt [Ib]
0.013

Wt [Ib]
0.060

Wt [Ib]
1.869
2.369
2.449
3.109

Wt [Ib]
70.980

Quantity
25

Quantity

Quantity
100

Quantity
20

Quantity
)

5
5
5

Quantity
1

Part No
56090

Part No

55100
55120
55140
55160

Part No
43714

Part No
43701

Part No

68430
68431
68432
68433

Part No
53509

DG
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PEX Crimp

With the reliability and quality required for potable water systems,
Viega PEX Crimp fittings are part of Viega’s complete plumbing
solution. Matched with the revolutionary Viega ManaBloc water
distribution system and the highest rated PEX tubing in the industry,
Viega PEX Crimp fittings are a time-tested method of joining PEX.

FEATURES AND BENEFITS

e EcoBrass® fittings provide better corrosion resistance than other
brass fittings

¢ High-performance PolyAlloy fittings are made in the USA

* Peace of mind from durable materials and quality manufacturing

* Available in sizes %" to 1"

e Comprehensive 10-year transferable warranty

CODES AND STANDARDS

e ASTM E84: Specification for Surface Burning Characteristics

e ASTM F876: Standard Specification for PEX Tubing

e ASTM F877: Standard Specification for PEX Water
Distribution System

e ASTM F1807/F2159: Standard Specification for PEX Insert Fittings

e ASTM F2023: Standard Test Method for Evaluating the Oxidative
Resistance of Cross-linked Polyethylene PEX Tubing and Systems
to Hot Chlorinated Water

o AWWA C904: Cross-linked Polyethylene (PEX) Pressure Pipe for
water service

e CAN/ULC S101: Standard Method of Test for Surface
Burning Characteristics

e CAN/ULC S102.2: Standard Method of Test for Surface
Burning Characteristics

e CSA International: Canadian Standard Association

e CSA B137.5: Standard Specification for PEX tubing systems in
pressure applications

e |CC: International Plumbing Code

e |APMO: Uniform Plumbing Code

e NSF/ANSI 61: Drinking Water System Components - Health Effects

e NSF/ANSI 61G: Lead Content Evaluation Procedure to meet
< 0.25% average lead content

e NSF/ANSI 14: Plastics Piping System Components and
Related Materials

e NSPC: National Standard Plumbing Code

e UL 1821: Thermoplastic Sprinkler Pipe and Fittings for Fire
Protection Service

ZERO LEAD

References to Zero Lead throughout this publication mean product
meeting the requirements of NSF 61-G through testing under
NSF/ANSI Standard 372 (0.25% or less percent maximum weighted
average lead content).
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Tubing

s

ViegaPEX Ultra tubing
- PEX
- Call
Technical Data
PEX designation code 5306
UV resistance 6 months
ASTM F876, ASTM F877
Model V5001

ViegaPEX Ultra tubing
- PEX
- Straight length
Technical Data
PEX designation code 5306
UV resistance 6 months
ASTM F876, ASTM F877
Model V5001.5

ViegaPEX Ultra tubing
- PEX
- Call
Technical Data
PEX designation code 5306
UV resistance 6 months
ASTM F876, ASTM F877
Model V5002

ViegaPEX Ultra tubing
- PEX
- Straight length
Technical Data
PEX designation code 5306
UV resistance 6 months
ASTM F876, ASTM F877
Model V5002.5

ViegaPEX Ultra tubing

- For installation between studs

- PEX
- ManaPac
Components
Recycled plastic reels
Technical Data
PEX designation code 5306
UV resistance 6 months
ASTM F876, ASTM F877
Model V5004

d
$Z3
Y8
Y8
Yo
Yo
Yo
Yo
%
%
%
1

1

1

L [ft]
100
500
1000
100
300
500
1000
100
300
500
100
300
500

" center pull coil

d

Yo
Yo
%
%

d

%
%
%
Yo
Yo
Yo
Yo
34
34
$Z
1

1

1

L [ft]
10
20
10
20
20

L [ft]
100
500
1000
100
300
500
1000
100
300
500
100
300
500

" center pull coil

%
%
Y2
Yo

d

Yo
Yo
%
%

L [ft]
500
500
300
300

L [ft]
10
20
10
20
20

Reel(s)
1

1
1
1

Version

red
red
red
red
red
red
red
red
red
red
red
red
red

Version

red
red
red
red
red

Version

blue
blue
blue
blue
blue
blue
blue
blue
blue
blue
blue
blue
blue

Version

blue
blue
blue
blue
blue

Version

blue
red
blue
red

Wt [Ib]
5.000
21.000
42.000
5.800
17.100
28.000
58.000
11.000
32.100
53.000
16.900
50.700
88.000

Wt [Ib]
0.540
1.060
1.020
2.040
3.420

Wt [Ib]
5.000
21.000
42.000
5.300
17.100
26.500
55.000
11.000
32.100
53.000
17.000
50.700
88.000

Wt [Ib]
0.540
1.060
1.020
2.040
3.420

Wt [Ib]
28.000
28.000
23.100
23.100

Quantity

1
1
1
1
1
1
1
1
1
1
1
1
1

Quantity

50
50
25
25
5

Quantity

JEEEGN N (S S, SN (EN SN (SN N (S LN N

Quantity

50
50
25
25
5

Quantity

Y [EEN N S

Part No DG

32101 1
32105' 1
32100 1
32121 1
32123' 1
32125' 1
32120 1
32141 1
32143! 1
32145' 1
33323! 1
32163' 1
32165 1

Part No DG

33272 1
33120 1
33275 1
33145 1
33270 1

Part No DG

32201 1
32205 1
32200 1
32221 1
32223 1
32225' 1
32220 1
32241 1
32243' 1
32245 1
32266 1
32263 1
32265 1

Part No DG

33274
33240
33277
33265
33271

e | =

Part No DG

32905
32805
32923
32823
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PEX Crimp

V'SEQPEX Ultra tubing d L[ff] Version Wt[lb] Quantity PartNo DG
-~ Coll Y% 100 white  3.200 1 32011 1
P Y 500 white  14.000 1 32015 1
Lecnnical Lata % 100  white  5.000 1 32001 1
PEX deS|gnat|on code 5306 3% 500 white 21.000 1 32005 1
UV resistance 6 months % 1000  white  42.000 1 32000 1
ASTM F876, ASTM F877 Yo 100 white 6.000 1 32021 1
Model V5003 % 300 white  17.100 1 32023 1
Y 500 white  28.000 1 32025 1
Y 1000  white  55.000 1 32020 1
% 100 white  11.000 1 32041° 1
% 300 white  32.100 1 32043 1
% 500 white  53.000 1 32045 1
1 100 white  17.000 1 32061 1
1 300 white  51.900 1 32063 1
1 500 white  88.000 1 32065 1

" center pull coil

Vi;gf('PEX Ultra tubing d L[fff Version Wit[lb] Quantity PartNo DG
. Y 10 white  0.540 50 33273 1
‘TSt;a',ghT I')e”tgth % 20  white 1080 50 33020 1
danleel ke % 10 white  1.020 25 33276 1
PEX designation code 5306 34 20 white 2.060 25 33045 1
UV resistance 6 months 1 20 white  3.420 5 33061 1
ASTM F876, ASTM F877
Model V5003.5
Vi;g)e(aPEX Ultra tubing d L[ff] Version Wt[lb] Quantity PartNo DG
_ Coll Y 100 black  5.500 1 32721 1
Teuhnical Data e 300 black  16.500 1 32723 1
Uzchies Betie. 1 lack  29. 1 272 1
PEX designation code 5306 2 — 9.000 82725
UV resistance 6 months
ASTM F876, ASTM F877
Model V5009
Vi;g;PEX Uiira tubing d L[fff Version Wt[b] Quantty PartNo DG
- Coil % 100 black  10.500 1 34741 1
B A, % 300 black  31.500 1 34743 1
ST S % 500  black  52.500 1 34745 1
PEX designation code 5306 1 100  black  17.400 1 34761 1
UV resistance 6 months 1 500 black  87.000 1 34765 1
UL listed for NFPA 13D systems, ASTM F876.
ASTM F877
Model V5009.1
ViSIg;PEX il d L[f] Version Wt[lo] Quantity PartNo DG
_ Straight length s 20 black ~ 1.100 50 33720 1
Technical Data
PEX designation code 5306
UV resistance 6 months
ASTM F876, ASTM F877
Model V5009.5
Vi;g;PEX I BT d L[fff Version Wt[b] Quantty PartNo DG
i % 20 black  2.100 25 35745 1
= SEEfii Ergin 1 20  black  3.480 5 35761 1

Technical Data
PEX designation code 5306
UV resistance 6 months
UL listed for NFPA 13D systems, ASTM F876,
ASTM F877
Model V5009.51
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ViegaPEX tubing
- For reclaimed water
- Not for potable water applications
- PEX
Technical Data
PEX designation code 5006
ASTM F876, ASTM F877
Model V5009.7

ViegaPEX tubing
Sleeved
- PEX
- Coil
Note
HDPE sleeve
ASTM F876, ASTM F877
Model V5001.2

ViegaPEX tubing
Corrugated sleeving
- PEX
- Caoll
Note

Polypropylene sleeve
ASTM F876, ASTM F877
Model V5009.8

Viega PEX Crimp 90° elbow
Zero Lead

- Brass

- Crimp connection

Model V5016ZL

Viega PEX Crimp 90° elbow
- PolyAlloy

- Crimp connection

Model V5216

Viega PEX Crimp 90° elbow

Zero Lead

- Brass

- Crimp connection, male pipe thread
Model V5014ZL

Yo
34

Yo
34

Yo
Yo
Y
34

Crimp

Crimp1

E4)
Yo
34
34

Crimp1

Y8
Yo
%
%

Yo
Yo

L [f]
300

300
300

L [ft]
100

100
100

L [ft]
300
300
300
300

Version

purple
purple
purple

Version

white
white
white

Version

blue
red
blue
red

Crimp2
%
Yo
Yo
34

Crimp2
Y%
Vo
Vo
%4

MPT

¥
Y2

Wt [Ib]
17.100

32.100
51.000

Wt [Ib]
12.000

19.000
32.000

Wt [Ib]

Wt [Ib]
0.047
0.045
0.080
0.123
0.191

Wt [Ib]
0.007
0.010
0.016
0.021
0.046

Wt [Ib]
0.140
0.196

Quantity
1

1
1

Quantity
1

1
1

Quantity
1

1
1
1

Quantity

50
50
25
25
10

Quantity

50
50
25
25
10

Quantity

10
10

Part No

32911
32912
32913

Part No

33830
33831
33832

Part No

32813
32812
32811
32810

Part No

46922
46933
46243
46944
46955

Part No

43210
43220
43242
43240
43260

Part No

46232
46821

DG

DG

DG

NI Y [N

NN NN N
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PEX Crimp
‘E’)ir‘:gae':fx Crimp 90° elbow Crimp FPT Wt[lb] Quantity PartNo DG
S— ZercF: Lead Ve Y2 0.193 10 46233 2
% % 0.336 10 46244 2
- Brass
- Crimp connection, female pipe thread
Model V5027ZL
]
T cTS Hose ~ Wt[lb] Quantity PartNo DG
ero Lea
- For dishwasher, connecting %" compression % A Lo I 46743 2
to 3" hose supply connection
- Equipped with ferrule Part No 53015
b T - Copper
Jb - Hose connection
Model V5053
e — ' Vigg:pl;lrix Crimp 90° elbow Crimp © Wt [lb] Quantity PartNo DG
- -
] & - Crimp connection, female copper tube size ;//2 1;2 8??? gg ::gig 3
' Model V5021 - & :
b ]
T -:" Vigg;;;fx Crimp 90° elbow Crimp FTG Wt [lb] Quantity PartNo DG
f = T2 ) Yo Y2 0.045 50 44320 2
R - Crimp connection, street a =
?i Model V5020 % % 0.100 25 44340 2
Tees
- ;i;%al-zgz( Crimp tee Crimp1 Crimp2 Crimp3 Wt ([lb] Quantity Part No DG
- Brass % % % 0.056 50 46500 2
T Crimp connection Y2 Y2 Yo 0.057 50 46520 2
- Y2 Y2 % 0.103 25 46524 2
Model V5018ZL % Yo 12 0.096 25 46433 2
% Y2 % 0.101 25 46435 2
% % Y2 0.129 25 46443 2
% % % 0.100 25 46540 2
% % 1 0.226 10 46445 2
1 % % 0.153 10 46544 2
1 % 1 0.203 10 46545 2
1 1 Y2 0.208 10 46553 2
1 1 % 0.162 10 46554 2
1 1 1 0.213 10 46560 2
Vi;gIaAF:IEX Crimp tee Crimp1  Crimp2 Crimp3 Wi [lb] Quantity Part No DG
Cront oo % % % 0005 50 43500 3
Mool vootg A A A 0014 50 43520 3
ode 2 2 % 0.019 25 43334 3
Ya Y2 Y2 0.021 25 43433 3
Ya Y2 % 0.026 25 43434 3
Ya Ya Y2 0.023 25 43443 3
Ya Ya % 0.029 25 43540 3
Ya Ya 1 0.038 10 43445 3
1 % % 0.047 10 43544 3
1 % 1 0.054 10 43545 3
1 1 Y2 0.043 10 43553 3
1 1 % 0.046 10 43554 3
1 1 1 0.059 10 43560 3
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Adapters

'-u'h
- -
e L] i
e J“::-":'J_.'

&

e

Viega PEX Crimp adapter
Zero Lead 3%
- Brass %
- Crimp connection, male pipe thread %
Model V5011ZL 34

%

%

Crimp

Viega PEX Crimp adapter
Zero Lead

- Brass

- Crimp connection, female pipe thread "
Model V5012ZL %

Crimp

Viega PEX Crimp adapter
Zero Lead 3%
- Brass . /:
- Crimp connection, polybutylene (PB) %

connection 1
Note

Use Viega PEX Crimp ring model V5019.9 for

PB connection
Model V5017ZL

Crimp

Viega PEX Crimp adapter

Zero Lead

- Brass

- Crimp connection, polyethylene (PE)
connection

Note
Use standard stainless steel hose clamp for
PE connection (not included)

Model V5047ZL

Crimp
34

Viega PEX Crimp adapter
Zero Lead .
- Brass 32
- Crimp connection, female copper tube size 1
Model V5045ZL

Crimp

) copper

Viega PEX Crimp adapter
Zero Lead v
- Brass 32
- Crimp connection, street 1
Model V5046ZL

Crimp

" copper

Viega PEX Crimp adapter

Zero Lead

- Brass

- Crimp connection, female copper tube size,
street

Note
Copper connection can be used as either
male or female connection.

Model V5024ZL

Crimp
Y8
1

§Z3
%

MPT

Yo
Y2
34
Y2
%

3%

FPT
Y2

PB

¥
V2
34

PE
34

FTG

Y2
34

FTG
Y2

Wt [Ib]
0.102
0.101
0.145
0.096
0.173
0.216
0.155
0.242

Wt [Ib]
0.101
0.094
0.180
0.217
0.230
0.236

Wt [Ib]
0.022
0.031
0.049
0.075

Wt [Ib]

0.104
0.166

Wt [Ib]
0.036

0.066
0.108

Wt [Ib]
0.038

0.069
0.103

Wt [Ib]
0.035
0.171

Quantity

50
50
25
25
25
10
10
10

Quantity

25
25
25
25
10
10

Quantity

100

100
50
10

Quantity

25
10

Quantity

50
25
10

Quantity

50
25
10

Quantity

50
10

Part No DG
46302 2
46321 2
46324 2
46342 2
46340 2
46446 2
46361 2
46366 2
Part No DG
46323 2
46333 2
46334 2
46344 2
46345 2
46355 2
Part No DG
46620 2
46630 2
46641 2
46650 2
Part No DG
46145 2
46156 2
Part No DG
46635 2
46645 2
40655' 2
Part No DG
46633 2
46644 2
60651" 2
Part No DG
46622 2
46654 2



PEX Crimp
Couplings
;‘egaLPEL( Crimp coupling Crimp1 Crimp2  Wt[b] Quantity PartNo DG
--..‘.____f o % % 0020 100 46422 2
Crimp connection Y2 ¥s 0.026 100 46432 2
- A Ve 0.028 100 46434 2
Model V5015ZL % Yo 0.044 50 46441 2
% % 0.047 50 46444 2
1 % 0.070 10 46454 2
1 1 0.082 10 46455 2

Viega PEX Crimp coupling Crimp1 Crimp2 Wt[lb] Quantity PartNo DG

- go.'yA"Oy : % % 0004 50 43402
rimp connection Ve o 0.006 100 43403
R A % 0006 50 43332
% % 0010 50 43343

% % 0012 50 43404

1 % 0019 10 43353

1 % 0.021 10 43354

1 1 0024 10 43355

WWWWWWwwWww

' Viega PEX Crimp test plug Crimp Wt[b] Quantity PartNo DG

-PLS
, . % 0.003 100 43702 3
- Crimp connection 7 0004 100 43728 3
Model V5058 % 0.007 50 43744 3
1 0.015 50 43765 3
Valves
— ;ﬁ%aLZEZ:l( Crimp ball vaive Crimp1 Crimp2 Wt[lb] Quantity PartNo DG
— e A Ve 0.259 10 46031 2
% . . % % 0.395 10 46044 2
- Crimp connection 1 1 0.711 10 46060 2
- Va turn, full port
Model V5037ZL
e T L Crimp1 Crimp2 ~ Wt[l] Quantity PartNo DG
- ero Lea
adh S Chrome-plated brass A e 0.277 10 46021 2
= o - Crimp connection
“"---1#- r - Y turn, full port
Model V5023ZL
Vi;gla'zllci)x Crimp valve Crimp1 Crimp2 Wt[lb] Quantity PartNo DG
Troynloy 7 7 0.066 10 43030 3
o Crlmp connection 32 32 0080 10 43040 3
- Va turn ’
Model V5236
T ‘S’it‘:g_a :tEX Crimp stop valve Crimp CTS Wt [lb] Quantity PartNo DG
" Zorn 1 oad % % 0321 1 46001 2
= ) o o A % 0.310 1 46022 2
e Tl - Equipped with Viega PEX Crimp ring

‘.._i.i“" Model V5019.9, ferrule Part No 53005
- Chrome-plated brass
- Crimp connection

- Vo turn
Model V5026ZL
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. Viega PEX Crimp stop valve

e Angled

[ Zero Lead
- - Equipped with Viega PEX Crimp ring
"u_; Model V5019.9, ferrule Part No 53005

] - Chrome-plated brass
1 - Crimp connection
11 - Va turn

Model V5064ZL

Straight
- PolyAlloy

- Vaturn
Model V5036.30

Straight
- PolyAlloy

- Y4 turn
Model V5036.31

Straight

Zero Lead

- For ice maker

- Brass

- Crimp connection
Model V5051ZL

Viega PEX Crimp tee
=" Zero Lead
- For ice maker
- Brass
- Crimp connection
Model V5062ZL

Viega ManaBlocs

Viega ManaBloc distribution manifold

- Crimp connection

Viega PEX Crimp stop valve

- Crimp connection, lav connection

Viega PEX Crimp stop valve

- Crimp connection, closet connection

Viega PEX Crimp adapter

- Color coded ports for hot and cold water

Components

Y4 turn valves, T-handle valve key

Note

Does not include supply connections

Model V5030.5

Adapter

PolyAlloy
PolyAlloy
PolyAlloy
PolyAlloy
PolyAlloy

Port(s)
14
14
24
30
36

%
Y2
Y2
Y2
Y2

Crimp
Y%
Yo

Crimp
s

Crimp
%
Y2

Crimp

Crimp1  Crimp2
Y2 Y2

hot

12
14

CTS

Ya
Va

Lav

Closet

V2
Yo

CTS

CTS

cold

15
18
22

Wt [Ib]
0.340
0.310

Wt [Ib]
0.090

Wt [Ib]
0.100
0.097

Wt [Ib]
0.110

Wt [Ib]
0.165

Wt [Ib]
4.974
5.021
7.718
9.156
10.675

Quantity

1
1

Quantity
10

Quantity

10
10

Quantity
1

Quantity
1

Quantity

1
1
1
1
1

Part No

46002
46025

Part No
43023

Part No

43002
43003

Part No
46322

Part No
46521

Part No

50142
50143
50243
50303
50363

DG

DG

DG

DG

DG
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Viega ManaBloc distribution manifold
- Crimp connection

- Combination port sizes, color coded ports for hot and cold water

Components

[}

Ya turn valves, T-handle valve key
Note

Does not include supply connections
Model V5030.51

Adapter Ports) d1 dihot d1cold
PolyAlloy 18 Y 6 7
PolyAlloy 24 Y% 7 11
PolyAlloy 30 Y% 10 12
PolyAlloy 36 % 11 15

Viega MiniBloc zoning manifold

- Crimp connection

- Blue color coded ports for cold water
Components

d2

Yo
Yo
Yo
Yo

Y4 turn valves, T-handle valve key, optional red valve caps

Note
Does not include supply connections
Model V5031.5

Adapter Port(s)
PolyAlloy 3
PolyAlloy 4
PolyAlloy 6
PolyAlloy 8

Viega MiniBloc zoning manifold
- Crimp connection
- Color coded ports for hot and cold water
Components

Y turn valves, T-handle valve key
Note

Does not include supply connections
Model V5067

Adapter Port(s) d
PolyAlloy o) V2
PolyAlloy 7 Yo
PolyAlloy 10 Y2

Viega PEX Crimp port adapter

- For connecting distribution lines to
Viega ManaBloc and Viega MiniBloc

- PolyAlloy

- Crimp connection, Viega ManaBloc port
connection

Model V5039.1

Viega PEX Crimp supply adapter

- For connecting PEX supply lines to
Viega ManaBloc and Viega MiniBloc

- PolyAlloy

- Crimp connection, Viega ManaBloc supply
connection

Model V5213

A WN

Crimp
¥
¥
Y2
Y2

Crimp
34

d2 hot

W NN

Y2
Yo
Yo
Yo

d2 cold

~NOoO b~ W

cold

Port
%
Y2
%
Y2

Supply

Wt [Ib]

6.328 1
7.527 1
9.316 1
10.854 1
Wt [Ib]

1.727 1
1.919 1
2.434 1
3.199 1
Wt [Ib]

2.159 1
2.869 1
3.638 1
Wit [Ib]

0.026 6
0.040 6
0.026 6
0.040 6
Wit [Ib]

0.095 5
0.100 5

Quantity

Quantity

Quantity

Quantity

PEX Crimp

Quantity Part No

51618
50624
50630
50636

Part No

50033
50043
50063
50083

Part No
51063

51073
51003

Part No

51133
50023
51123
50133

Part No

50141
50151

NN NN

N N N N
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Viega PEX Crimp supply adapter Crimp Supply Wt [lb] Quantity PartNo DG

Zero Lead
- For connecting PEX supply lines to 31/‘ jl 8;82 g zgﬂg g
Viega ManaBloc and Viega MiniBloc ’
- Brass
- Crimp connection, Viega ManaBloc supply
connection
Model V5034ZL
Viega ManaBloc distribution manifold
Zero Lead
- Compression connection
- Color coded ports for hot and cold water
Components
Y4 turn valves, T-handle valve key
Note
Does not include supply connections
Model V5030
Adapter Port(s) d hot cold Wi [Ib] Quantity Part No DG
compression 14 Y% 6 8 4.781 1 36142 2
compression 18 ¥ 8 10 5.688 1 36182 2
compression 24 s 9 15 7.249 1 36242 2
compression 30 ¥ 12 18 9.117 1 36302 2
compression 36 ¥ 14 22 10.302 1 36362 2
compression 14 Yo 6 8 5.265 1 36144 2
compression 18 Yo 8 10 6.100 1 36183 2
compression 24 Yo 9 15 7.731 1 36243 2
compression 30 Vo 12 18 9.887 1 36303 2
compression 36 Yo 14 22 11.587 1 36363 2

Viega ManaBloc distribution manifold
Zero Lead
- Compression connection
- Combination port sizes, color coded ports for hot and cold water
Components
Y4 turn valves, T-handle valve key
Note
Does not include supply connections
Model V5030.2

Adapter Port(s) di dihot dicold d2 d2hot d2cold Wt[lb] Quantity Part No DG

compression 24 s 7 11 Y2 2 4 7.392 1 36624 2
compression 30 s 10 12 Y2 2 6 9.253 1 36630 2
compression 36 s 11 15 Y2 3 7 10.741 1 36636 2

Viega MiniBloc zoning manifold
Zero Lead

- Compression connection

- Blue color coded ports for cold water

Components
Y4 turn valves, T-handle valve key, optional red valve caps

Note
Does not include supply connections
Model V5031
Adapter Port(s) d Wt [Ib] Quantity Part No DG

compression 3 % 1.665 1 36032 2
compression 4 ¥ 1.792 1 36042 2
compression 6 ¥ 2.354 1 36062 2
compression 8 ¥ 3.069 1 36082 2
compression 3 Y2 1.779 1 36033 2
compression 4 Y2 1.959 1 36043 2
compression 6 Y2 2.519 1 36063 2
compression 8 V2 3.319 1 36083 2



Viega ManaBloc lock-in nut

- For use with Viega ManaBloc compression

connections

- Spare part for Viega ManaBloc distribution

manifold Model V5030, V5030.2,

Viega MiniBloc zoning manifold Model V5031

- Plastic
- Compression
Model V5036.24

Viega ManaBloc lock-in insert

- For use with Viega ManaBloc compression

connections
- Plastic
Model V5036.25

Ferrule

- For Viega ManaBloc compression
connections, risers, valves

- Plastic

Model V5085

Insert stiffener

- For Viega ManaBloc compression
connections, risers

- Stainless steel

Model V5086

Viega ManaBloc wrench

- For Viega ManaBloc compression
connections

- Chrome-plated steel

Model V5036.23

Viega ManaBloc supply adapter
Zero Lead

- For connecting CTS-sized supply lines to

Viega ManaBloc or Viega MiniBloc

- Equipped with insert stiffener Model V5086

- Brass

- Compression, Viega ManaBloc supply

connection
Model V5032ZL

Viega ManaBloc supply adapter
Zero Lead
- For connecting FPT supply lines to

Viega ManaBloc and Viega MiniBloc

- Brass

- Male pipe thread, Viega ManaBloc supply

connection
Model V5033ZL

Port cap

- For Viega ManaBloc, Viega MiniBloc

- Plastic
Model V5087

CTS

%
Y2

CTS

Vs
Va
%
Y2

CTS

Ya
%
Y2
%

CTS
34

MPT
34

CTS
%
Yo
0O.D.
Yo
%
0O.D.
Ya
EZ)
Yo
%
0.D.
%
Yo
%
%
ford
s, Vo
Supply
1
Supply
1
1
d
%
Yo

Wit [Ib]
0.020
0.040

Wt [Ib]
0.002
0.002

Wit [Ib]
0.001
0.001
0.001
0.001

Wt [Ib]

0.003
0.003
0.005
0.010

Wit [Ib]
0.600

Wt [Ib]
0.395

Wit [Ib]

0.329
0.399

Wt [Ib]
0.020
0.037

Quantity

100
100

Quantity

100
100

Quantity

100
100
50

100

Quantity

Quantity
1

Quantity
5

Quantity

5
5

Quantity

6
6

PEX Crimp

Part No

36002
36003

Part No

36402
36403

Part No

53000
53005
53015
53020

Part No

56100
56110
56120
56140

Part No
50631

Part No
46346

Part No

46646
46656

Part No

36204
36205

DG

NN NN

DG

DG

DG

DG
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Supply cap d

- For Viega ManaBloc, Viega MiniBloc
- Brass
Model V5036.10

Viega ManaBloc mounting set
- For mounting Viega ManaBloc between studs
- Steel
- Pre-drilled to mount on 16" center studs
Components

(2) mounting straps, (4) screws
Model V5038

Replacement kit

- For Viega ManaBloc and Viega MiniBloc
valve stems, ports 2" or %"

- Y4 turn

Components
Red valve, blue valve, valve removal tool,
T-handle valve key

Model 2870.91

T-handle valve key
- For Viega ManaBloc, Viega MiniBloc
Model V5039.7

Viega ManaBloc access panel Win] Ln]

- Plastic 14 18

Note 14 26
Can be mounted to open vertically or 14 30
horizontally 14 39

Model V5099

Viega ManaBloc access panel Win]  LIin]

- Metal

- 3 hour fire rating 14 40

Components
(2) knurled knobs, (2) keys

Note
Can be mounted to open vertically or
horizontally

UL listed

Model V5099.1

max. Ports

14
16
24
36

max. Ports
30

Wt [Ib]
0.082

Wt [Ib]
0.720

Wt [Ib]
0.150

Wt [Ib]
0.040

Wt [Ib]
1.350
0.050
2.434
3.249

Wt [Ib]
26.258

Quantity
5

Quantity
1

Quantity
1

Quantity
1

Quantity

Y [EEN N S

Quantity
1

Part No
53601

Part No
45716

Part No
51602

Part No
50601

Part No

50718
50726
50730
50739

Part No
50740

DG

DG

DG

DG

N NN N

DG
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Manifolds

Stub-Outs

—_——

Lav adapters

Viega PEX Crimp manifold
- Only use with lock clip Part No 58075
- PolyAlloy
- Crimp connection
- Flow through
Note
Does not include mounting hardware
Model V5031.2
Outlet(s) Crimp1
34
Ya
34
1
1
1

OO~ RWON

Viega PEX Crimp manifold
- Only use with lock clip Part No 58075
- PolyAlloy
- Crimp connection
- Closed
Note
Does not include mounting hardware
Model V5031.22

Outlet(s) Crimp1
4 closed
6 closed

Viega PEX Crimp 90° stub-out
- Copper

- Crimp connection, street
Model V5070

Viega PEX Crimp 90° stub-out
- Copper
- Crimp connection, street
Components

Wall plate
Model V5070.1

Viega PEX Crimp lav adapter
Zero Lead
- Brass
- Crimp connection, lav connection
Components

Plastic nut
Model V5075ZL

Viega PEX Crimp lav adapter
- Equipped with Viega PEX Crimp ring
Model V5019.9, ferrule Part No 53005
- Brass
- Crimp connection, compression
Components
Brass ferrule
Model V5077ZL

Crimp2

34

34

34

34

1

1

Crimp2
34
1
Crimp FTG
Y Y2
Y2 Yo
Y2 Yo
% %
Crimp FTG
Vs Y2
Vo Vo
Vo Vo
Crimp
%
Y2
Crimp

s
Y2

Crimp3
Yo
Y2
Y2
Y2
Y2
Y2

Crimp3
Y2
Y2

L1 [in] L2 [in]
3%
32
3%
32

@ 00 O ™

L1 [in] L2 [in]
3% 8
3% 6
3% 8

Lav

Yo
Yo

CTS

Ya
Ya

Wt [Ib]
0.135
0.197
0.249
0.252
0.309
0.396

Wt [Ib]
0.246
0.343

Wit [Ib]
0.248
0.215
0.262
0.432

Wt [Ib]

0.286
0.257
0.310

Wit [Ib]

0.074
0.073

Wt [Ib]

0.120
0.115

PEX Crimp

Quantity Part No DG

10 65152 2
10 65153 2
10 65154 2
10 65254 2
10 65256 2
5 65258 2

Quantity Part No DG

10 65104 2
10 65206 2
Quantity Part No DG
50 44208 2
50 44226 2
50 44228 2
50 44240 2
Quantity Part No DG
25 44209 2
25 44227 2
25 44229 2

Quantity Part No DG

1 46023 2
1 46033 2

Quantity Part No DG

1 46032 2
1 46331 2
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Viega PEX Crimp lav adapter

- PolyAlloy

- Crimp connection, lav connection
Model V5263

Viega PEX Crimp 90° lav elbow
- PolyAlloy
- Crimp connection, lav connection
Components
Plastic nut
Model V5255

Cone seal

- Spare part for Viega PEX Crimp 90° lav elbow
Model V5255, Viega PEX Crimp lav adapter
Model V5075ZL, V5263, Viega PEX Crimp
stop valve straight Model V5036.30,
Viega PEX Press lav adapter Model V5613.3

Model V5084.1

Closet adapters

Viega PEX Crimp closet adapter
Zero Lead
- Brass
- Crimp connection, closet connection
Components

Plastic nut
Model V5072ZL

Viega PEX Crimp closet adapter
- PolyAlloy
- Crimp connection, closet connection
Components
Plastic nut
Model V5257

Cone seal

- Spare part for Viega PEX Crimp closet
adapter Model V5072ZL, V5257,
Viega PEX Press closet adapter
Model V5613.4

Model V5084

% Viega PEX Crimp swivel connector
4 - For water heater
- Copper
- Crimp connection, female pipe thread
-ﬁ"’f 4 Model V5048ZL

.
Outlet boxes

Viega PEX Crimp outlet box
Zero Lead

| - For ice maker
Components
Ya turn brass valve, water hammer arrestor
[ ]

Model 2872.8ZL

120

Crimp Lav
¥ Y2
Y2 Y2
% %

Crimp Lav
% Yo
Y2 Yo
Y4 Y4

d
Yo
34

Crimp Closet
% Yo
Y2 Y2

Crimp Closet
¥ Yo
Y2 Y2

d

Y2

Crimp FPT L [in]
% % 18

Crimp
EZ3
Yo

Wt [Ib]
0.025
0.025
0.045

Wt [Ib]

0.027
0.029
0.053

Wt [Ib]
0.002
0.003

Wt [Ib]

0.085
0.085

Wt [Ib]

0.036
0.040

Wt [Ib]
0.004

Wt [Ib]
0.622

Wt [Ib]

1.060
1.080

Quantity

1
1
1

Quantity

50
50
25

Quantity

100
100

Quantity

1
1

Quantity

1
1

Quantity
100

Quantity
25

Quantity

1
1

Part No

43323
43333
43344

Part No

43232
43233
43244

Part No

43721
43740

Part No

46223
46234

Part No

43300
43320

Part No
43820

Part No
46764

Part No

46710
46720

DG

DG

DG

DG

DG



[

3 3

Tools

Viega PEX Crimp outlet box

Zero Lead

- For washing machine

- Color coded handles

Components
(2) V4 turn brass valves, water hammer
arrestors

Model 2872.9ZL

Viega PEX Crimp outlet box
Zero Lead
- For ice maker
Components
Y4 turn brass valve
Model V5073

Viega PEX Crimp outlet box
Zero Lead
- For washing machine
- Color coded handles
Components

(2) Va turn brass valves
Model V5073.5

Tubing d
- Only for cold water applications

- For ice maker

- High density polyethylene (HDPE)
Model V5052

Viega PEX Crimp hand tool
Full circle

- Soft touch

Model V5082.5

Viega PEX Crimp hand tool d
- Compact angled, color coded handles 5
Model V5082.4 5

Y2
34

Viega PEX Crimp caliper
Model V5054

Crimp

Crimp
%
Y2

Crimp

L[fff  Version
100 white

for d

Yo, %
34

Version

green
yellow
blue

for d
%, Y2, %
1

Wit [Ib]
1.949

Wt [Ib]

0.398
1.095

Wit [Ib]
2.344

Wt [Ib]
1.200

Wt [Ib]
3.309
4.569
3.474
4.599

Wt [Ib]

2.064
2.134
2.214

Wt [Ib]

0.085
0.060

Quantity
1

Quantity

1
1

Quantity
1

Quantity
1

Quantity
1

1
1
1

Quantity

1
1
1

Quantity

1
1

PEX Crimp
Part No DG
46730 2
Part No DG
43700 2
43722 2
Part No DG
43720 2
Part No DG
43100 1
Part No DG
41720 5
41724 5
41740 5
41760 5
Part No DG
41703 5
41723 5
41744 5
Part No DG
53507 5
53511 5
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Accessories

Tubing cutter

- For PEX tubing

- Suitable for Viega FostaPEX tubing
Model 2805US, 2806US, 2808US

- Steel

- Ratcheting design

Model 2840

Tubing cutter

- For PEX tubing
- Plastic

Model 2889.2US

Tubing cutter

- For PEX tubing
- Plastic

Model V5055

Blade

- Suitable for tubing cutter Model V5055
- Steel

Model V5055.1

Viega PEX Crimp ring

- Only for Viega PEX Crimp fittings,
Viega PEX Crimp tools

- Copper

Model V5019.9

Lav riser

- Does not include lav nut Model V5089
- Equipped with ferrule Model V5085

- PEX

Model V5080

Closet riser

- Does not include ballcock nut Model V5089.1
- Equipped with ferrule Model V5085

- PEX

Model V5081

Lav nut
- Suitable for lav riser Model V5080
Model V5089

Ballcock nut

- Suitable for closet riser Model V5081
- Plastic

Model V5089.1

max d

max d

max d
1%

%
Vo
3%

CTS  0D.  Liin

Ya % 20
Va % 30
Ya % 36

CTS OD. LJn]

Ya % 12
Ya s 20
FPT
Yo
FPT

34

Wt [Ib]
1.600

Wt [Ib]
0.351

Wt [Ib]
0.401

Wt [Ib]
0.080

Wt [Ib]

0.011
0.013
0.018
0.022

Wt [Ib]
0.046

0.068
0.085

Wt [Ib]

0.031
0.050

Wt [Ib]
0.017

Wt [Ib]
0.023

Quantity
1

Quantity
1

Quantity
1

Quantity
1

Quantity

100
100
100
50

Quantity

100
100
100

Quantity

100
100

Quantity
100

Quantity
100

Part No
53561

Part No
21304

Part No
21307

Part No
21317

Part No

43600
43620
43640
43660

Part No

58120
58130
58136

Part No

57112
57120

Part No
33705

Part No
53017

DG

DG

DG

DG

NN N

DG

DG

DG
2



PEX Crimp
F‘;g:’\'fega S cTS 0.D. Wt[lb] Quantity PartNo DG
o | |
connections, risers, valves :jj ;Z 8881 ]88 ggggg 3
- Plastic % A 0.001 50 53015 2
Model V5085 Ve % 0.001 100 53020 2
InFsc(?rrt Visc:g;el\r;lzrﬁaBloc compression crs O.b. iisllolg iEoen iy BernNoRg DE
conﬁections, risers ;2 ?//: 8883 15000 gg:?g 2
- Stainless steel A % 0005 50 56120 2
Model V5086 % 7 0.010 50 56140 2
— g_s:gul’;cheon d Version Wt [lb] Quantity PartNo DG
1
) 3 hit 0.012 50 11 2
‘-E_M_f 2 MO AT - white GG N 2
: - Plastic ’
Model V5088
Esoctll)tlzheon d Version Wt[lb] Quantity PartNo DG
u
q ¥ hit 0.017 25 53116 2
- Not for Viega FostaPEX % white 0016 25 53121 2
B - Plastic '
Model V5088.1
Sleeve ; ;
d L [in Wt [Ib uantity Part No DG
- Not for use with Viega FostaPEX 5 3[1/2] 0 0515] Q 10 i 52500 >
8 .
- Clveiisoliizel st ” 3% 0055 10 52520 2
- Finishing ’
Model 2800.5US
BrFZ‘i'::-‘; e d L [in] Wt[lb] Quantity PartNo DG
- unti u
- Use with bend support snap in ¥ s sl il bi0=2 2
Model 2850.3US, tubing clamp stub-out
Model V5041.2
- Steel
- Mounting holes on 2" centers
Model 2850.4US
— ;l::li)r:guctlamp for d Wt[lb] Quantity PartNo DG
1 - Use with bracket Model 2850.4US i SO0 2
- Plastic
Model V5041.2
g:“d _snupport for d Wt [Ib] Quantity PartNo DG
ap | A 0559 100 51021 2

- Not for Viega FostaPEX

- Suitable for bracket Model 2850.4US
- Plastic

Model 2850.3US
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Bend support

Drop ear

- Not for Viega FostaPEX
- Plastic-coated steel
Model 2850.1US

Bend support

- Not for Viega FostaPEX
- Plastic

Model 2850.2US

Bend support

- For in slab applications
- Not for Viega FostaPEX
- Plastic

Model 2851US

Tubing clamp
Turn out

- For %" tubing and 2" tubing with standard or

stub-out elbows
- Not for Viega FostaPEX
- Plastic

- Trim tapered tip to use with 72" tubing

Model V5071

J-clamp tubing fasteners
- Plastic
Components
Nail
Model 2860US

Economy PEX tubing clamp
- Not for Viega FostaPEX

- Plastic

Model V5095

Lock clip
- Plastic
Model 2863US

for d
3, Vo

for d
%
Yo

%, %

for d
Y%
Yo

%, %

max d
Yo

for d
%
Yo
34

for d
%
Yo
34

for d

%
Vo
%
1

" Suitable for ViegaPEX Barrier tubing Part No 11445, 11450

Wt [Ib]
0.199

Wt [Ib]
0.062
0.083
0.154
0.238

Wt [Ib]
0.069
0.108
0.167
0.830

Wt [Ib]
0.076

Wt [Ib]
0.006
0.008
0.013
0.021

Wt [Ib]
0.002

0.003
0.004

Wt [Ib]
0.014
0.006
0.019
0.025

Quantity
25

Quantity

25
25
25
25

Quantity

10

10

10
1

Quantity
25

Quantity

100
100
100
100

Quantity

100
100
50

Quantity

100
100
50
50

Part No
50520

Part No

51000
51020
51040
51060

Part No

15106
15107
15108
15111

Part No
52130

Part No

52000
52020
52040
52060

Part No

52110
52120
52140

Part No

58071
58072
580732
58074

2 Suitable for Viega FostaPEX tubing Part No 35030, 35031, 35530

DG
2

DG

NN NN

DG

AR DAD

DG
2

DG

NN NN

DG

NN N

DG

NN NN
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Multi-clip

- Plastic

Components
Mounting screw

Model 2867US

U-channel fastener
- Plastic

- Pre-drilled holes
Model 2864US

Suspension clip tubing fasteners
- Plastic
Model 2861US

Tubing insulator
- Plastic

- Fits 136" hole
Model V5094

Zip tie
- Plastic
Model V5097

Pipethon strap
- Plastic
Model V5097.1

Uncoiler

- Not for 2" center pull coils in 100 ft and 300

ft, 1" tubing or larger
Components

Movable metal frame, (2) coil hubs, tube

guide
Note

Max. coil size for %" and 2" tubing is 1000 ft.
Max. coil size for %" tubing is 500 ft.

Model V5061

max d

W [in]

for d

Y8
Yo
34

L [in]
14

L [ft]
6%2

Wit [Ib]
0.029

Wit [Ib]
1.100

Wt [Ib]
0.009

0.011
0.018

Wt [Ib]

0.018
0.019
0.014
0.013

Wit [Ib]
0.013

Wit [Ib]
0.060

Wt [Ib]
70.980

Quantity
100

Quantity
16

Quantity

50
50
50

Quantity

Quantity
100

Quantity
20

Quantity
1

PEX Crimp
Part No DG
52006 2
Part No DG
15310 4
Part No DG
55020 2
55040 2
55060 2
Part No DG
55100 2
55120 2
55140 2
55160 2
Part No DG
43714 2
Part No DG
43701 2
Part No DG
53509 5
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ProRadiant Heating and Cooling

Radiant heating and cooling systems have been around since
10,000 B.C., but Viega has made them more efficient, reliable and
easier to install than ever. Viega offers a full line of tubing, panels,
controls, manifolds and mixing options engineered to work together.
Radiant heating and cooling systems can reduce energy costs by up
to 30%, and our hands-on design team can provide you with a
complete design and bill of materials, allowing you to rest easy
knowing that you’ll have everything you need for a properly
functioning system.

FEATURES AND BENEFITS

e Faster and easier than traditional radiant installation

¢ Typically reduces energy costs from 10 to 30%

e Minimizes circulation of dust and allergens

e Proven press technology helps to ensure secure connections
e 30-year warranty on ViegaPEX Barrier tubing

e Technical support

e Design and layout services

CODES AND STANDARDS

e ASTM EB84: Specification for Surface Burning Characteristics

e ASTM F876: Standard Specification for PEX Tubing

e ASTM F877: Standard Specification for PEX Water
Distribution System

e B137.5: Standard Specification for PEX tubing systems in
pressure applications

e CAN/ULC S101: Standard Method of Test for
Surface Burning Characteristics

e CAN/ULC S102.2: Standard Method of Test for Surface
Burning Characteristics

e CSA International: Canadian Standard Association

e NSF pw: Potable water listing to ANSI/NSF 14 and 61 (performance
and health effects)

NOTE
A Green Dot on a Viega PEX Press fitting indicates the
Smart Connect feature.
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Tubing

ViegaPEX Barrier tubing
- PEX
- Coil
- Oxygen diffusion barrier, protective outer layer
Technical Data
PEX designation code 5306
Chlorine resistance ratings CL5
UV resistance 6 months
ASTM F876, ASTM F877, NSF 61, CAN/ULC S101, CAN/ULC S102.2
Model 2802US

d L [ft] Version Wt [Ib] Quantity Part No DG
%e 250 black with stripe 9.000 1 11400 4
%e 1000 black with stripe 34.000 1 11405 4
%e 4000 black with stripe 136.000 1 11410 4
% 300 black with stripe 12.900 1 11415 4
% 1200 black with stripe 51.600 1 11418 4
% 2400 black with stripe 103.200 1 11420 4
Yo 250 black with stripe 10.750 1 11428 4
Yo 300 black with stripe 17.100 1 11425 4
Yo 400 black with stripe 23.200 1 11430 4
Yo 500 black with stripe 29.000 1 11427 4
Yo 1000 black with stripe 58.000 1 11436 4
Yo 1200 black with stripe 68.400 1 11435 4
Yo 2000 black with stripe 112.000 1 11440 4
% 500 black with stripe 40.000 1 11445 4
% 1500 black with stripe 118.500 1 11450 4
% 150 black with stripe 16.050 1 11455 4
% 300 black with stripe 32.400 1 11457 4
% 500 black with stripe 56.500 1 11458 4
% 800 black with stripe 86.400 1 11460 4
% 1000 black with stripe 108.000 1 11462 4
1 150 black with stripe 27.000 1 11465 4
1 500 black with stripe 88.000 1 11470 4
1% 100 black with stripe 27.000 1 11475 4
1% 100 black with stripe 36.500 1 11480 4
2 100 black with stripe 60.300 1 11485 4
ViegaPEX Barrier tubing
- PEX
- Straight length
- Oxygen diffusion barrier, protective outer layer
Technical Data
PEX designation code 5306
Chlorine resistance ratings CL5
UV resistance 6 months
ASTM F876, ASTM F877, NSF 61, CAN/ULC S101, CAN/ULC S$102.2
Model 2803US
d L [ft] Version Wt [Ib] Quantity Part No DG
% 20 black with stripe 2.100 25 11500 4
1 20 black with stripe 3.500 5 11505 4
1% 20 black with stripe 5.280 5 11510 4
1% 20 black with stripe 7.400 5 11515 4
2 20 black with stripe 12.280 5 11520 4
— Viega FostaPEX tubing : :
E " Only for Viega PEX Press fittings d L [ft] Ve'rS|on Wt [lb] Quantity PartNo DG
b Y PEX/AL/PE Y2 150 silver  15.000 1 35020’ 6
| Coil Y2 300 silver  30.000 1 35019’ 6
- 2o % 400  silver  38.000 1 35021 6
|||,,h - Form stable % 150 silver  21.000 1 35030 4
W ' Technical Data. % 400 silver  56.000 1 35031 4
e, . f PEX designation code 5306 % 150 silver  24.000 1 35040' 6
" Note 1 150 silver  39.000 1 35060’ 6

UV resistance is 6 months for inner PEX core
and extended with aluminum coating

ASTM F876, ASTM F877

Model 2805US

" center pull coil
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Viega FostaPEX tubing

- Only for Viega PEX Press fittings

- PEX/AL/PE
- Straight length
- Form stable
Technical Data
PEX designation code 5306
Note

UV resistance is 6 months for inner PEX core
and extended with aluminum coating

ASTM F876. ASTM F877
Model 2806US

Viega FostaPEX tubing

- Only for Viega PEX Press fittings

- PEX/AL/PE
- Coill
- Form stable
Technical Data.
PEX designation code 5306
Note

UV resistance is 6 months for inner PEX core
and extended with aluminum coating

ASTM F876. ASTM F877
Model 2808US

Viega PEX Press 90° elbow
Zero Lead

- Bronze

- Press connection

Model 2816ZL

Viega PEX Press 90° elbow
- Bronze

- Press connection

Model 2816NG

Viega PEX Press 90° elbow
Smart Connect feature

- Polymer

- Press connection

Model V5616

Viega PEX Press 90° elbow
- Bronze

- Press connection, female copper tube size

Model 2814.5NG

Viega PEX Press 90° elbow
- Bronze

- Press connection, street, female copper tube

size
Model 2814.7NG

Vo
%
34

d

Vo
34
1

P1
Y2
34

1%
1%

P1
%

P1

%
Y2
34

1%
1%

%

Ys

L [ft]
20
20
20
20

L[]
150

150
150

" center pull coil
2 Available while supplies last

FTG
34

ProRadiant Heating and Cooling

Version

silver
silver
silver
silver

Version

red
red
red

P2
Y2
%

1%
1%

P2
%

P2

%
Y2
34

1Y
1%

34

Wit [Ib]
2.000
3.000
3.200
5.200

Wt [Ib]
15.000

24.000
39.000

Wit [Ib]
0.085
0.153
0.212
0.359
0.450
1.681

Wt [Ib]
0.161

Wit [Ib]

0.023
0.029
0.047
0.080
0.171
0.220
0.377

Wt [Ib]
0.344

Wit [Ib]
0.333

Quantity

25
25
25
10

Quantity

1
1
1

Quantity

10
10
10
5
5
1

Quantity
®

Quantity

25
25
25
10

o)

o)

1

Quantity
®

Quantity
(5)

Part No

35520
35530
35540
35560

Part No

35120
35140'
351602

Part No

93520
93540
93560
93570
93580
93590

Part No
83530

Part No

49210
49220
49240
49260
49270
49280
49290

Part No
89312

Part No
89313

D0~ O

o o O

)
[0)

[e)Ne>Ne)Ne>Ne)Ne)Ne)]

DG

131



132

Viega PEX Press 90° elbow

Zero Lead

- Bronze

- Press connection, male pipe thread
Model 2814ZL

Viega PEX Press tee
- Bronze

- Press connection
Model 2818NG

Viega PEX Press tee
Zero Lead

- Bronze

- Press connection
Model 2818ZL

Yo
Yo
%
%
%

1%
1%

P1
%

P1

Yo
Yo
%
%
%
%

N N (S LN [N

1%
1%
1%
1%
1%
1%
1%
1%
1%
1%
1%
2
2
2

P2
%

Yo

1%
1%
1%

1

1
1%
1%
1%
1%
1%
1%

2

MPT

Vo
34
34

1%

1%
1%
1%

P3
%

P3

Yo
%
Vo
%
Y2
%
Y2
1
Y2
%
1
Y2
%
1
%
1
%
1
1Ya
%
1
%
1
1Ya
1%
1
1Ya
2

* = Available while supplies last

Wt [Ib]
0.198
0.315
0.311
0.748
1.210
0.743
1.201
1.270
1.415
2.870

Wt [Ib]
0.189

Wt [Ib]
0.107
0.194
0.177
0.179
0.183
0.178
0.282
0.233
0.287
0.220
0.242
0.216
0.262
0.296
0.529
0.569
0.547
0.588
0.716
0.627
0.740
0.681
0.767
0.862
0.953
1.697
1.737
1.772

Quantity

10
10
10
10

-
NN SN

Quantity
5

Quantity

10
10
10
10
10
10
10
10
10
10
10
10
10

—lU'IU'I(J'I(J'I(J'IU'IU'IU'IU'IU'IU'IU'IU'I(_Dl

Part No

92520
92525
92540
92545
92565
92560
92570
92757
92580
92590

Part No
84030

Part No

94020
94022
94032
94034
94036
94040
94037
94039
94038
94052
94053
94050
94056
94060
94071
94073
94072
94074
94070
94081
94082
94083
94084
94085
94080
94091*
94092*
94090

DG

[e>Ne)Ne)Ne)No)Ne)Ne)Ne)Ne)Ne))

DG
4

DG

[oNoNoNoNoNoNoNoNoNo o NoNo N No e Moo NeNeo e NoNe) o) e le)Ne Nl



ProRadiant Heating and Cooling

. V'egit ':;EX Preﬁ tete P1 P2 P3  Wit[lb] Quantity PartNo DG
- S',l’; et eatre % % % 0035 25 49200 6
a - Pre‘;g connection Y % % 0.036 25 49322 6
" - Y % % 0.039 25 49332 6
.'J Model V5618 s % Y 0.042 25 49520 6
% Y % 0.052 25 49334 6
% Y Y 0.052 25 49433 6
% Y % 0.061 25 49434 6
% % 7 0.059 25 49443 6
% % % 0.068 25 49540 6
1 % Y 0.068 10 49533 6
1 % 1 0.097 10 49535 6
1 % Y 0.074 10 49543 6
1 % % 0.084 10 49544 6
1 % 1 0.104 10 49545 6
1 1 Y 0.088 10 49553 6
1 1 % 0.102 10 49554 6
1 1 1 0.115 10 49560 6
1% 1 % 0.150 5 49754 6
14 1 1 0.166 5 49755 6
1% 1 % 0.182 5 49774 6
14 1% 1 0.206 5 49775 6
1Y 1% 1 0.250 5 49570 6
115 1 % 0.170 5 49854 6
115 1 1 0.195 5 49855 6
115 1% % 0.233 5 49874 6
115 1% 1 0.254 5 49875 6
115 1% 1 0.290 5 49877 6
115 115 % 0.233 5 49884 6
115 115 1 0.245 5 49885 6
115 115 1 0.290 5 49887 6
115 115 115 0.326 5 49580 6
2 115 % 1 49984 6
2 115 1 0.315 1 49985 6
2 115 1 0.365 1 49987 6
2 115 115 0.390 1 49988 6
2 2 % 0.355 1 49994 6
2 2 1 0.373 1 49995 6
2 2 1 0.405 1 49997 6
2 2 115 0.435 1 49998 6
2 2 2 0.500 1 49590 6
) Available soon!
Adapters
e e v|§ga PEX Press adapter P MPT Wt[lb] Quantity PartNo DG
E[m - P:ngzionnection, male pipe thread ://8 142 8];2 g gggg: 3
L Model 2811NG = ¢ -
e Viega PEX Press adapter .
i ":-n..___ e 3|;’ l\/:;’T Wt [Ib] Quantity Part No DG
i - Bronze A A 0.101 10 90506 6
""-[ . . s s 0.099 10 90521 6
L - Press connection, male pipe thread n % 0.152 10 90526 6
Model 2811ZL % o 0.110 10 90542 6
% % 0.158 10 90541 6
% 1 0.281 10 90546 6
% 14 0.502 2 90562 6
1 % 0.181 10 90556 6
1 1 0.283 10 90561 6
1 14 0.514 2 90566 6
14 1% 0.555 2 90571 6
17 114 0.672 2 90581 6
2 2 1.109 5 90591 6
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Viega PEX Press adapter

Zero Lead

- Bronze

- Press connection, female pipe thread
Model 2812ZL

Viega PEX Press adapter
Smart Connect feature
- Bronze
- Press connection
Components

EPDM sealing elements
Model 2813PNG

Viega PEX Press adapter
Smart Connect feature, Zero Lead
- For transitioning between Viega PEX Press
and Viega ProPress
- Bronze
- Press connection
Components
EPDM sealing elements
Note
ProPress tool and jaw required
Model 2813PZL

Viega ProPress 90° extended street elbow
Smart Connect feature
- For use with ASTM B88 tubing
- Copper
- Press connection, street
Components
EPDM sealing element
Model 2947

Viega ProPress insert stiffener

- For Viega ProPress 90° extended street
elbow

- Suitable for Viega ProPress 90° extended
street elbow Model 2947

- Bronze

Model 2946

Viega PEX Press adapter

- Bronze

- Press connection, female copper tube size
Model 2813.5NG

3

Yo
Yo
%
%

1%
1%

P1

%
%

P1

Yo
Yo
%
%

1Va
1Va
1%
1%

Y%
%

FPT

Vo
34
Yo
%
34

1%
1%

P2

V2
34

P2

Yo
%
Y2
%
%

1%
1%

FTG  L[in]
% 6

%4

Y2
34

Wt [Ib]
0.100
0.132
0.106
0.138
0.168
0.239
0.436
0.518
0.812

Wt [Ib]

0.081
0.134

Wt [Ib]
0.075
0.114
0.077
0.113
0.136
0.185
0.231
0.283
0.276
0.443
0.459
0.719

Wt [Ib]
0.386

Wt [Ib]
0.046

Wt [Ib]

0.072
0.108

Quantity Part No DG

10
10
10
10
10
10
5
5
5

Quantity

5
5

Quantity
10

Quantity

5

Quantity

5

Quantity

5
5

91520
91525
91541
91540
91545
91560
91570
91580
91590

[N )Ne)Ne)Ne)Ne)Ne)Ne)Ne))

Part No DG

69627 4
69628 4

Part No DG

99620
99626
99630
99640
99645
99660
99665
99670
99675
99680
99685
99690

(e Ne)Ne)Ne)NeoNe)Ne)Ne ) Ne)Neo)Ne)Ne))

Part No DG
77353 8

Part No DG
16423 8

Part No DG

82027 4
82031 4



ProRadiant Heating and Cooling

— ;‘:r%al_'::ij‘ ACDEEL P c Wt[b] Quantity PartNo DG
i % s 0.061 10 92006 6
- . . Y % 0.062 10 92021 6
- Press connection, female copper tube size " % 0.098 10 92026 6
Model 2813.5ZL % s 0.066 10 92036 6
% % 0.109 10 92041 6
% 1 0.172 10 92045 6
1 1 0.187 10 92060 6
1% 11 0.318 5 92070 6
11 115 0.428 5 92080 6
2 2 0.568 5 92090 6
iy Vigga 2D ERE T P FTG Wt[b] Quantity PartNo DG
- bronze
[ra— f - Press connection, street Zg :;2 8??; g g;gg? 2
Model 2813.1NG z £ -
oy ;i:r%al_‘:g D ER AT P FTG Wt[b] Quantity PartNo DG
,F o Yo Yo 0.064 10 97520 6
o - bronze
. Y % 0.097 10 97525 6
- Press connectlon, street 34 A 0.079 10 97535 6
Note , , % % 0.101 10 97540 6
ProPress tool and jaw required 34 1 0.154 10 97545 6
Model 2813.1ZL 1 1 0.174 10 97560 6
1% 11 0.303 5 97570 6
11 115 0.434 5 97580 6
2 2 0.696 5  97590' 6

" for use with solder fittings only.

Couplings

M i T T P1 P2 Wt[lb] Quantity PartNo DG

J . - Bronze
e ks - Press connection i Ye 0.032 5 83001 4
— 5, 5,
L nj Model 2815NG /8 Z 0.069 5 83030 4

: ] ;‘egaLPEL( Press coupling P1 P2 Wt[lb] Quantity PartNo DG
- ? oy % % 0.040 10 93000 6
- L . A % 0.048 10 93005 6

- Press connection 2 s 0.051 10 93020 6
Model 2815ZL % e 0.068 10 93050 6
% % 0.072 10 93040 6

1 % 0.115 10 93055 6

1 1 0.130 10 93060 6

1% % 0.187 5 93071 6

1% 1 0.207 5 93065 6

1% 1% 0.260 5 93070 6

1% % 0.234 5 93072 6

1% 1 0.246 5 93073 6

1% 1% 0.289 5 93075 6

1% 1% 0.318 5 93080 6

2 1% 0.491 5 93091 6

2 2 0.573 5 93090 6
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Viega PEX Press coupling
Smart Connect feature

- Polymer

- Press connection

Model V5615

Repair coupling tape

- For wrapping PEX Press fittings in a slab

- Silicone
Model 2890.4US

Coupling

- Brass

- Compression
- Low profile
Model 1030SV

SVC coupling
- Brass
- Compression
Components
SVC coupling, (2) nuts and inserts
Model 1030.1SV

Viega PEX Press test plug
- Bronze

- Press connection

Model 2856NG

Viega PEX Press test plug
Smart Connect feature

- Polymer

- Press connection

Model V5656

P1

$Z]
Yo
Yo

di
%e

SVC

ANANENEN

d1

Y8
Yo

34

Y8

=]

%
Yo
%
1
1%
1%
2

 Available soon!

P2

%
%
Y2
Y2

d2
%6

d2

Y%
Yo

3%

Wt [Ib]
0.022
0.024
0.027
0.034
0.040
0.055
0.068
0.101
0.112
0.151
0.118
0.133
0.165
0.190
0.270
0.305

Wt [Ib]
0.131

Wt [Ib]
0.150

Wt [Ib]
0.560
0.556
0.542
0.877

Wt [Ib]
0.048

Wt [Ib]
0.011
0.015
0.022
0.038
0.151
0.189
0.280

Quantity Part No

25
25
25
25
25
10

oo aoaag

Quantity
1

Quantity
10

Quantity

S N RN

Quantity
5

Quantity

25
25
25
10
5
5
1

49402
49342
49403
49343
49404
49354
49405
49347
49357
49407
49348
49358
49378
49408
49398
49409

Part No
15320

Part No
19013

Part No

19014
19015
19016
19017

Part No
85131

Part No

49722
49723
49744
49765
49770
49780
49790’

DG

[N Ne)Neo)Neo) e )Xo Ne)Ne)Ne)Ne)Ne)Ne)Ne)Ne)Ne))

DG
4

DG

AR D

DG

o
[0)

[e)Ne)Ne)Ne)Ne)Ne)Ne))



ProRadiant Heating and Cooling

Manifolds

Manifold ; ;

- Equipped with air bleeder Model 2878.914, Outl2et(s) S\;C U;\:/on Fl:T \gvtg[glgz] Qua1nt|ty 1P5agr:)(l;lo D4G
bracket Model 2878.912, purge valve 7 11/: 1 7'423 1 15901 4
Model 2878.915, supply flow meter valve 4 v 1% 1 6:903 1 15902 4
Model 2878.920, supply shutoff balancing 5 v 1% 1 7.893 1 15903 4
valve Model 2878.924 6 v/ 1 1 9.247 1 15904 4

- Stainless steel 7 v 1% 1 10212 1 15905 4

- SVC, union connection, female pipe thread 8 v/ 1% 1 11.262 1 15906 4

- Preassembled 9 v 1% 1 12.561 1 15907 4

Model 2804 10 v 1% 1 13.661 1 15908 4

11 v 1% 1 14.656 1 15909 4
12 v 1% 1 15.541 1 15910 4

| § | il Outlet(s) SVC Union FPT Wt[lb] Quantity PartNo DG
= B - Equipped with air bleeder Model 2878.914,

T bracket Model 2878.912, purge valve 2 4 1% 1 4.519 1 15700 4
= ) v 14 1 5:323 1 15701 4
Model 2878.915, supply shutoff balancing 4 v 1% 1 6.268 1 15702 4
_Bnnonom vl gl aE et 5 v 1% 1 7.063 1 15703 4
=5 L, - Stainless steel 6 v 1% 1 8233 1 15704 4
i - SVC, union connection, female pipe thread 7 v/ 14 9 9.212 1 15705 4
- Preassembled 8 v 1% 1 10.032 1 15706 4
Model 2879 9 v 14 1 11.227 1 15707 4
10 v 14 1 12.142 1 15708 4
11 v 14 1 13.041 1 15709 4
12 v 14 1 13.881 1 15710 4
le"if‘;"?' ‘I’a" "?“"T set ol Union FPT Wt[lb] Quantity PartNo DG
- For stainless steel manifo
- Nickel-plated brass L i HEic i 15056 -
- Union connection, female pipe thread
Note
Includes (1) red-handled and (1) blue-handled
ball valve.
Model 2877.2
P e s e d Union FPT Outlets) Wt[b] Quantity PartNo DG
Tl . - For stainless steel manifold shutoff / 11 174 1 1 1.804 1 15059 4
QO § =L balancing / flow meter = 4 :
2 H - Suitable for manifold Model 2804, manifold
| ball valve set Model 2877.2
‘:-' E’ T I. o - Stainless steel
e - - Union connection, female pipe thread
H Components
(2) 1%" MPT x 1" MPT adapter, (2) gaskets,
(2) expansion nipples
Model 2877.5
BN O e d Union FPT Outlets) Wt[b] Quantity PartNo DG
- For stainless steel manifold shutoff / 1 r
G i LE._E balancing 1 1Y 1 1 1.665 1 15058 4
or - Suitable for manifold Model 2879, manifold
_,I. ball valve set Model 2877.2
'r"l_;_ = - Stainless steel
G £ - - Union connection, female pipe thread
Components
(2) 1%" MPT x 1" MPT adapter, (2) gaskets,
(2) expansion nipples
Model 2877.4
E)Inggzir?:e::‘ti%pk:ta'nless steel manifolds MPT MPT2 [ iE e [RartiNe DG
e ' 1% 1 0312 2 15186 4

- Nickel-plated brass
- Male pipe thread
Model 2878.922
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Manifold outlet cap
- For stainless steel manifold
- Nickel-plated brass
- SVC
Components
EPDM gasket
Model 2856.7

Reducer

- For stainless steel manifold to mixing station
connections

- Bronze

- Male pipe thread, female pipe thread

Model 1003.5SV

Manifold end plug
- For stainless steel manifold
- Nickel-plated brass
- Male pipe thread
Components

EPDM gasket
Model 2856.6

Circuit temperature gauge set
- Chrome-plated steel
- Snaps on individual return circuit
Components
Temperature gauge, clip
Model 2877.6

System pressurization kit

- For pressure testing

- Suitable for manifold Model 2804, 2879,
mixing station assembled shutoff / balancing
Model 2879.2US, mixing station base unit
Model 2801.0US, mixing station enhanced
Model V1203.0, mixing station assembled
shutoff / balancing Model 2879.2US

Components
(1) pressure gauge, (2) 1" MPT x 1" FPT
reducer, (2) 1" MPT test plug, (1) male hose
thread x SVC adapter

Model 2873.5US

Adapter

- For Viega PEX Press connections with SVC
manifold outlets

- Bronze

- Press connection, SVC

Model 2819NG

Compression adapter

- Bronze

- Compression, SVC

- Allows Viega PEX compression connections
with SVC manifold outlets

Components
Adapter, compression ring, nut

Model 1022SV

SvC
7
MPT FPT
1% 1
MPT
1
Temp. [°F]
32-176
P SVC
%e 7
% v
Y2 v
% v
% v
P SVC
%e v/
% v
Y2 v
% 7

Wt [Ib]
0.073

Wt [Ib]
0.364

Wt [Ib]
0.149

Wt [Ib]
0.115

Wt [Ib]
1.969

Wt [Ib]
0.138
0.138
0.140
0.161
0.158

Wt [Ib]
0.216
0.204
0.200
0.196

Quantity
2

Quantity
2

Quantity
2

Quantity
1

Quantity
1

Quantity

oot or o

Quantity
2

2
2
2

Part No
15054

Part No
15044

Part No
15053

Part No
15060

Part No
21210

Part No

89407
89408
89409
89413
89410

Part No

19007
19008
19009
19010

DG

DG

DG

DG

DG
4

DG

ArRADPAD

DG

AR D
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Compression adapter

- Bronze

- Compression, SVC

- Allows Viega PEX compression connections
with SVC manifold outlets

Components
Adapter, compression ring, nut, threaded
adapter

Model 1022.1SV

SVC compression adapter

- Only for type L copper, type K copper, type M
copper

- Brass

- SVC

- Allows compression copper connection with
SVC manifold without soldering

Components
Brass nut, plastic insert

Model 9438.5SV

SVC adapter

- Bronze

- Male pipe thread, SVC
Model 1022.6SV

Coupling

- Bronze

- SVC

Model 1022.7SV

Strap-on temperature gauge set
- Can be soldered
Components
Gauge, mounting spring, heat transfer paste
Model 2810.3US

Manifold

- Equipped with shutoff / balancing valve
Model 2834.7US

- Type L copper

- Solder inlet connection, PEX Press outlet
connection

Components
Brass valves

Model 2834.9US

Manifold

- Equipped with shutoff valve Model 2834.6US

- Type L copper

- Solder inlet connection, PEX Press outlet
connection

Components
Brass valves

Model 2834.8US

3%

V2
3%

MPT

Yo
34

SVC1

2V

Outlet(s)

12
12
12
12

Outlet(s)

12
12
12
12

ProRadiant Heating and Cooling

SVC

v/

SVC

v/

v

SVC

v/

v
SVC2

v
Temp. [°F]
32-250
d P gpm
1% % 32
1% % 32
2 % 45
2 % 45
d P gpm
1% % 32
1% % 32
2 % 45
2 % 45

Wit [Ib]
0.368

Wt [Ib]
0.086
0.320

Wit [Ib]
0.140
0.165

Wt [Ib]
0.153

Wit [Ib]
0.255

Wt [Ib]
13.851
13.651
16.295
15.716

Wit [Ib]
10.257
10.027
12.496
11.917

Quantity Part No

2 19011
Quantity Part No
10 19305
10 19306
Quantity Part No
B 19109
5 19110
Quantity Part No
10 19012
Quantity Part No
1 15055
Quantity Part No
1 17223
1 17224
1 17204
1 17205
Quantity Part No
1 17221
1 17222
1 17202
1 17203

DG

DG

DG

DG

DG

AN

AN
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Manifold

140

dli d2 gpm Witl[lb]
1 Y2 13 0.370
1 Y2 13 0.500
1 % | 18 0.310
1 % | 18 1.460

1% % 32 6.388
2 % 45 9.067

" copper female inlet and male outlet header

Outlet(s)
Valvel 5
- Type L copper 3
- Solder 4
Model 2835US 12
18
18
Shutoff valve c
- Brass

Yo
%
%

- Female copper tube size, press connection
Model 2834.6US

Shutoff / balancing valve c
- Brass v
- Female copper tube size, press connection 32
Model 2834.7US %
Shutoff valve c
- Brass

Yo

- Female copper tube size, compression %

Model 2834.3US

End cap c
- For use with copper manifolds
- Type L copper 1%
- Female copper tube size, female pipe thread 2
Note

2" FPT for draw-off (purge valve) and 5" FPT

for automatic air vent (bottle vent).
Model 2834.5US

=

Manifold bracket

- For use with copper manifolds
- Galvanized steel

Model 2878.927

Manifold cabinet

Wi
- Suitable for manifold Model 2804, 2879 2[1|n]
- Galvanized steel, epoxy powder-coated finish o7
Model 2879.6US 45

Lock assembly
- Suitable for manifold cabinet
Model 2879.6US
Components
(2) keys
Note
Part No 15802 requires two locks.
Model 2857.7US

P
Yo
%
34
P
Yo
%
34
Comp
Yo
%
FPT1 FPT2
Y2 Y8
Y2 Y8
Y2 Y8
d
1
1%
2
H [in] D [in]
30 4%
30 4%
30 4%

Wt [Ib]
0.252

0.379
0.420

Wt [Ib]

0.454
0.676
0.724

Wt [Ib]

0.390
0.650

Wt [Ib]
0.400

0.665
0.890

Wt [Ib]
0.348

0.505
1.000

Wt [Ib]
26.992

29.992
48.486

Wt [Ib]
0.050

Quantity Part No

17140°
17141°
17142'
17143’
17120
17100

NN NN NN

Quantity Part No

10 17260
10 17261
10 17262

Quantity Part No

10 17263
10 17264
10 17265

Quantity Part No

10 17166
10 17167

Quantity Part No

1 17144
1 17125
1 17106

Quantity Part No

2 17145
1 17126
1 17107

Quantity Part No

1 15800
1 15801
1 15802

Quantity Part No

1 15217

DG

ArRArDPADMD

DG

BN

DG

EEN SN

DG

DG

RSN

DG

AR D

DG

A A D

DG



ProRadiant Heating and Cooling

Control

Bgsic he?tiﬂg °°“t:°| ot . Wt[lb] Quantity PartNo DG
or controlling system water temperature 3,464 ] T 4

based on outdoor reset

- Modulating mixing valve control, boiler
activation

Components
Supply sensor, outdoor sensor

Model 2871.0US

|nSOOI' 'stinkfor' et ol Wt[lb] Quantity PartNo DG
se with basic heating contro 0.150 1 16016 4

= Model 2871.0US
Model 2871.2US

Multiple outdoor sensor Wt [lb] Quantity PartNo DG
- For up to (4) basic heating controls to share a 0.105 1 16020 4

single outdoor sensor
- Use with basic heating control
Model 2871.0US
Components
10kQ thermistor
Model 2871.3US

Zone control ;
) - Zones Wt [Ib] Quantity Part No DG
- Suitable for digital thermostat 4 3.034 1 18060 2

Model 2874.5US, powerhead Model 2877.7, 6 5159 1 18062 4
thermostat heat/cool non programmable
Model 2878.6, thermostat heat/cool
programmable Model 2878.7, thermostat
multistage heat/cool programmable
Model 2878.8, zone valve Model 2837.1US,
2837.2US, 2837.3US
- Zone wiring and switching center
Components
Circuit board, 24 VAC transformer
Model 2874.7US

ALENL LG Ul o Wt[lb] Quantity PartNo DG
Components 1.040 1 18033 4
120 VAC supply, 24 VAC transformer, control :

pump and boiler contact outputs with dry or
powered input signal
Model 2876.0US

Dingtal thermzstat o t t Vv Wt[b] Quantity PartNo DG
- FOr sensing tloor and/or room temperature 24 0.285 1 18050 4

- Suitable for powerhead Model 2877.7, zone
control Model 2874.7US

- Adjustable setback, controls up to

a3 b (4) powerheads, high or low limit protection

Model 2874.5US
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Floor sensor

Digital thermostat

- Suitable for digital thermostat
Model 2874.5US

- 10KQ

Model 2874.6US

Thermostat

Heat/cool non programmable

- For 1 stage heat / 1 stage cool

- Suitable for powerhead Model 2877.7, zone
control Model 2874.7US

- Controls up to (4) powerheads, battery or 24V
power

Model 2878.6

Thermostat

Heat/cool programmable

- For 1 stage heat / 1 stage cool

- Suitable for powerhead Model 2877.7, zone
control Model 2874.7US

- Controls up to (4) powerheads, battery or 24V
power

Model 2878.7

Thermostat

Multistage heat/cool, programmable

- Suitable for powerhead Model 2877.7, zone
control Model 2874.7US

- Controls up to (4) powerheads, battery or 24V
power

Model 2878.8

Powerhead

- Suitable for digital thermostat
Model 2874.5US, manifold Model 2804, e
2879, thermostat heat/cool non
programmable Model 2878.6, thermostat
heat/cool programmable Model 2878.7,
thermostat multistage heat/cool
programmable Model 2878.8, zone control
Model 2874.7US

Model 2877.7

New

Powerhead
- Suitable for manifold Model 2804, 2879
Model 2877.8

L[]

10

24

24

24

0-10VDC

\

24 VAC
24 VAC
24 VAC
24 VAC

" Available while supplies last

Wt [Ib]
0.190

Wt [Ib]
0.675

Wt [Ib]
0.695

Wt [Ib]
0.850

Wt [Ib]
0.301
0.301
0.350
0.350

Wt [Ib]
0.350

Quantity Part No
1 18051

Quantity Part No
1 15116

Quantity Part No
1 15117

Quantity Part No
1 15118

Quantity Part No

15070
15061'
15069

1
1
1
1 15064'

Quantity Part No
1 15068

DG

DG

DG

DG

AR PAD

DG



Zone valve

- Suitable for digital thermostat
Model 2874.5US, thermostat heat/cool non
programmable Model 2878.6, thermostat
heat/cool programmable Model 2878.7,
thermostat multistage heat/cool
programmable Model 2878.8, zone control
Model 2874.7US

- Bronze

- Press connection

Model 2837.2US

Zone valve

- Suitable for digital thermostat
Model 2874.5US, thermostat heat/cool non
programmable Model 2878.6, thermostat
heat/cool programmable Model 2878.7,
thermostat multistage heat/cool
programmable Model 2878.8, zone control
Model 2874.7US

- Bronze

- Press connection, PEX Press outlet
connection

Model 2837.3US

Zone valve

- Suitable for thermostat heat/cool non
programmable Model 2878.6, thermostat
heat/cool programmable Model 2878.7,
thermostat multistage heat/cool
programmable Model 2878.8, zone control
Model 2874.7US

- Bronze

- Solder, PEX Press outlet connection

Model 2837.1US

Basic digital setpoint control Il

- For heating and cooling temperature control
for slab applications

Components
Watertight sensor, (2) isolated SPDT relay
contacts

Model 2875.4US

Advanced snow melt control

- Automatic activation, slab, air and moisture
sensing, floating actuator or variable speed
pump, boiler and system pump relay outputs

Model 2872.4US

Panels, Plates, Tracks, and Mats

Viega Climate Panel

- For %" ViegaPEX Barrier

- Suitable for ViegaPEX Barrier tubing
Part No 11400, 11405, 11410

- Plywood with aluminum backing

Model 2810US

24
24

24
24

24
24

L [in]
48

ProRadiant Heating and Cooling

P1 P2 Wt [Ib] Quantity Part No DG
Y4 % 1.750 1 17232 4
1 1 2.684 1 17233 4
P1 P2 Wt [Ib] Quantity Part No DG
Y4 % 1.685 1 17234 4
1 1 2.699 1 17235 4
C B Wt [Ib] Quantity Part No DG
Y4 % 1.602 1 17230 4
1 1 1.670 1 17231 4
Wt [Ib] Quantity Part No DG
1.816 1 17029 4
Wt [Ib] Quantity Part No DG
10.297 1 17015 4
Spacing [in] Wt [Ib] Quantity Part No DG
7 2.794 10 14021 4
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Viega Climate Panel

Assembled

- For %6" ViegaPEX Barrier

- Suitable for ViegaPEX Barrier tubing
Part No 11400, 11405, 11410

- Plywood with aluminum backing

- (6) hinged panels

Model 2810.2US

U-turn panel

- For %6" ViegaPEX Barrier

- Suitable for ViegaPEX Barrier tubing
Part No 11400, 11405, 11410

- Plywood with aluminum backing

Model 2810.1US

Multi-run panel

- For %" ViegaPEX Barrier, multiple supply and
return lines

- Suitable for ViegaPEX Barrier tubing
Part No 11400, 11405, 11410

- Plywood

Model 2810.7US

Multi-run access panel

- For %6" ViegaPEX Barrier, multiple supply and
return lines

- Suitable for ViegaPEX Barrier tubing
Part No 11400, 11405, 11410

- Plywood

Model 2810.71U

Multi-run ninety panel

- For %" ViegaPEX Barrier, multiple supply and
return lines

- Suitable for ViegaPEX Barrier tubing
Part No 11400, 11405, 11410

- Plywood

Model 2810.72U

90° elbow sleeve
- For %" ViegaPEX Barrier
- Suitable for ViegaPEX Barrier tubing
Part No 11400, 11405, 11410
Components
Sleeve, plastic clip
Model 2810.8US

Heat transfer adhesive

- Suitable for heat transfer plate
Model 2857US, multi-run access panel
Model 2810.71U, multi-run ninety panel
Model 2810.72U, multi-run panel
Model 2810.7US, u-turn panel
Model 2810.1US, Viega Climate Panel
Model 2810US, Viega Climate Panel
assembled Model 2810.2US

- Heat transfer paste and adhesive

Note
Groove Tube

Model 2810.9US

L [in] Spacing [in]
48 7
L[in] W/in] Spacing [in]
48 7 7
L[in] W/in] Spacing [in]
48 12 7
L [in] W [in]
12 7
L [in] W [in]
12 12
d
Y%e
V [oz]
10.3

Wt [Ib]
15.995

Wt [Ib]
2.992

Wt [Ib]
3.999

Wt [Ib]
0.500

Wt [Ib]
1.000

Wt [Ib]
0.026

Wt [Ib]
0.801

Quantity
1

Quantity
10

Quantity
5

Quantity
6

Quantity
5

Quantity
2

Quantity
24

Part No
14025

Part No
14035

Part No
14050

Part No
14055

Part No
14060

Part No
15104

Part No
14005

DG

DG

DG

DG

DG

DG

DG
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Viega Rapid Grid

- For 38", ¥2", %" ViegaPEX Barrier, 2" Viega
FostaPEX

- Suitable for ViegaPEX Barrier tubing
Part No 11415, 11418, 11420, 11425, 11427,
11428, 11430, 11435, 11436, 11440, 11445,
11450, Viega FostaPEX tubing
Part No 35020, 35021

- High impact polystyrene

- Grid fastening system

Model 2857.2US

Viega Climate Trak

- Suitable for ViegaPEX Barrier tubing
Part No 11415, 11418, 11420, 11425, 11427,
11428, 11430, 11435, 11436, 11440

- Extruded heavy gauge aluminum

- Pre-drilled holes

Model 2857.1US

Heat transfer plate

- Suitable for ViegaPEX Barrier tubing
Part No 11415, 11418, 11420, 11425, 11427,
11428, 11430, 11435, 11436, 11440

- Aluminum

Model 2857US

Clip
- Plastic
Model 2871.6US

Viega Climate Mat

- For in slab applications

- Pre-engineered

CAN/ULC S101, CAN/ULC S102.2
Model 2809.1US

Viega Climate Mat

- For in slab applications

- Pre-engineered

CAN/ULC S101, CAN/ULC S102.2
Model 2809.2US

Mat clip

- Suitable for Viega Climate Mat
Model 2809.1US, 2809.2US

- Plastic

Model 2809.3US

Yo
Yo
Yo
Yo
Yo
%
%

Yo
Yo
%8

ProRadiant Heating and Cooling

L [ft] W [ft] H [in] Wt [lb] Quantity Part No DG
4 2 2% 2.939 8 15216 4
L[]  Wiin] d Wt[lb] Quantity PartNo DG
4 3% Y8 1.150 20 15209 4
8 3% Vs 1.450 20 15207 4
4 3% Y2 1.150 20 15210 4
8 3% VA 2.399 20 15208 4
L [in] W [in] d Wt [Ib] Quantity Part No DG
19 B Vs 0.186 100 15205 4
19 5 Yo 0.184 100 15206 4

d Wt [Ib] Quantity Part No DG
%6 0.012 100 15112 4
d O.C. Loop Circuit W[ft] Wt[lb] Quantity Part No DG
6 6 6 6 1 18150 4
9 4 4 6 1 18151 4
6 6 3 6 1 18154 4
6 6 2 6 1 18155 4
9 4 2 6 1 18156 4
9 4 2 6 1 18157 4
9 4 4 6 1 18160 4
O.C. Loop Circuit W [ft] Wt[Ib] Quantity Part No DG
9 3 3 B 1 18158 4
12 3 3 O 1 18152 4
12 3 3 5 1 18159 4
d Wt [lb] Quantity Part No DG
Y2 0.005 50 18165 4
s 0.005 50 18166 4
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Mixing equipment

Mixing station

Connections
Enhanced ProPress
- For supply temperature modulation PEX Press

- 7 settings, permanent magnet motor design
reduces power comsumption by 50%

Components
Isolation ball valves, mounting bracket,
supply temperature sensor well

Model V1203.0

copper (male)

Mixing station

Base unit

- For supply temperature modulation

- Equipped with circulator Model 2801.1US,
2801.9US

Components
Isolation ball valves, mounting bracket,
supply temperature sensor well, 3-speed
circulator

Model 2801.0US

Circulator ~ Connections
high head ProPress

high head PEX Press
high head copper (male)

Hydronic mixing block
- Circulator, control, mixing valve
Components
3-speed circulator, control, air vent, adapter
fittings, bracket and sensors

Model 2887.3

Mixing valve FPT

Three way %

- Female pipe thread 14

- Regulates supply fluid temperature to the 114
system from the source, manual or electric 11
control 2

Model 2876.3US

Diverting valve C
Three way %
- Female copper tube size 14
Components 114
Solder tailpieces 116

Model 2873.1US

Viega ProPress tailpiece P F BSP
Smart Connect feature, Zero Lead v 1
- For use with ASTM B88 tubing 32 1
- Bronze 1 1
- Press connection, female union BSP 1 114
Components
EPDM sealing element, EPDM flat gasket
Model 2957ZL
Actuator V for d

- Suitable for mixing valve three way
Model 2876.3US

- Modulating

Model 2870.7US

24VAC  %,1,1%,1%2,2

Wt [Ib]
21.994

21.994
23.183

Wt [Ib]

26.036
27.422
26.092

Wt [Ib]
8.563

Wt [Ib]
1.095
1.631
2.224
3.884
9.297

Wt [Ib]

2.199
24999
6.098
6.098

Wt [Ib]

0.237
0.258
0.309
0.387

Wt [Ib]
0.125

Quantity

1
1
1

Quantity

1
1
1

Quantity
1

Quantity

JEEL N (SN L S

Quantity

N N N

Quantity

1
1
1
1

Quantity
1

Part No

12152
12153
12151

Part No

12121
12123
12125

Part No
56160

Part No

20080
20081
20082
20083
20084

Part No

20001
20002
20003
20041

Part No

79800
79805
79810
79815

Part No
20042

DG

RSN

AR DS

DG

0 0 00

DG



ProRadiant Heating and Cooling

Actuator Y Wt [lb] Quantity Part No DG
Three position

P - For diverting valve control 2o BESES ! 03 4
= - Suitable for basic heating control
Model 2871.0US, diverting valve three way
Model 2873.1US
- Floating
Model 2872.7US
Qf;:ztlft’i’onal v Wt[lb] Quantity PartNo DG
B . - Fordiverting valve control from direct digital 0-10VDC B 1 18025' <
@ control (DDC) system " Available while supplies last
- - Modulating
Model 2874.4US
Qf;:':‘)"r’it’i:)nal v Wt[b] Quantity PartNo DG
- For diverting valve control from direct digital Ll s 1 8020 -
control (DDC) system
e, - Modulating
. 2 Model 2877.81
|
Tools
Vi;g;:el?r(] P;eess :ar(;glct;:‘c):loded handles d Version UElelg [enantty) Earbo PG
Model 288508 % black 3.196 1 60010 4
% green 3.446 1 50000 6
Yo yellow 3.409 1 50020 6
% red 3.459 1 50030 4
% blue 3.374 1 50040 6
1 orange 4.579 1 50060 6
Viega PEX Press starter tool set for d Wt[b] Quantity PartNo DG
- Equipped with tubing cutter Model 2889.2US, Vs 3% 12.591 1 56000 6
Viega PEX Press hand tool Part No 50020, = -
50040
Model 2880.2
Viegq PEX Pljess complete heating tool set for d Wt[lb] Quantity Part No DG
- Equipped with prep tool Model 2858, % Vo %. %. 1 26.992 1 56030 4
Viega PEX Press hand tool Part No 50000, CHE T -
50020, 50030, 50040, 50060
Model 2880.5US
. Prep tool for d Wt [Ib antity PartNo DG
= o - For removing PE and aluminum layer from o, % 1 024] Qu 1 L/ 54030 6
‘_“I Viega FostaPEX tubing 5/28’ 14 1.386 1 54050 6
Model 2858 ’ i
[ BIS?daere art for prep tool Model 2858 isllolg K oeniny) BermNoRg e
- it prep 0.015 2 54075 6
: Model 2858.1
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Compact press tool kit

- For Viega PEX Press connections %" - 172",
Viega ProPress connections up to 1%"

- Not for 2" Viega PEX Press connections

- Equipped with PEX press jaw compact
Part No 56053, 56055, 56056

Components
Ridgid 210-B tool, battery, battery charger

Model 2999.6

Compact press tool kit
- For Viega PEX Press connections " - 112",
Viega ProPress connections up to 1"
- Not for 2" Viega PEX Press connections
Components
Ridgid 210-B tool, battery, battery charger
Model 2999.7

PEX press jaw

Compact

- For Ridgid compact tools, PEX tubing
- Steel

Model 2884.7US

PEX press jaw

Standard

- For Ridgid standard tools, PEX tubing
- Steel

Model 2899.7US

SVC wrench

- For SVC fitting nuts on manifolds
- Chrome-plated steel

Model 2889.4US

for d
Y, %, 1

%
Y2
%
34
1
1Va
1%

Yo
%
%
1
1%
1%

Press Jaws

Press Jaws

SVC Wrench [in] Wrench [mm]

v/ 1 %e

Pneumatic staple gun

- For ViegaPEX Barrier %s" to %"

- Consistently leaves 5" above tubing
Model 2889.7US

Staple W [in]

Pneumatic staple gun

- Suitable for pneumatic staple gun
Model 2889.7US

- Galvanized steel

Model 2889.8US

30

D [in]
1%

Wt [Ib]
23.793

Wt [Ib]
15.601

Wt [Ib]

2:299
2.349
2.299
2.369
2.469
2.879
2.749

Wt [Ib]

2.765
3.799
4.219
3.939
4.289
3.284
9.242

Wt [Ib]
0.329

Wt [Ib]
9.657

Wt [Ib]
0.003

Quantity Part No DG
1 57051 6

Quantity Part No DG
1 57057 6

Quantity Part No DG

56052
56053
56054
56055
56056
56060
56061

JERVIY (RSN RN RN N R (N
[e>Ne)Ne>Ne) I - e)le))

Quantity Part No DG

56073
56074
56075
56076
56080
56081
56082

SN SN JEN (SN N (S
DO R~O

Quantity Part No DG
1 50002 4

Quantity Part No DG
1 21430 4

Quantity Part No DG
10000 21431 4



ProRadiant Heating and Cooling

Pneumatic PEX hammer Wt[lb] Quantity PartNo DG
- For installation of PEX tubing 2199 1 21450 4

- Suitable for multi-run access panel
Model 2810.71U, multi-run ninety panel
Model 2810.72U, multi-run panel
Model 2810.7US, u-turn panel
Model 2810.1US, Viega Climate Trak
Model 2857.1US, Viega Climate Panel
Model 2810US, Viega Climate Panel
assembled Model 2810.2US

Model 2899.8US

ﬂ Staplegun S Wt[b] Quantity PartNo DG
- For foam board insulation

- Suitable for staple Model 2890.0US, staple G288 21092 4
foam staple gun Model 2890.3US
- Manual
" Model 2891.1US

Sg‘P:Zble for staple gun Model 2891.1US d Wt ] Quantity. Part No oG
U RS : 2V 0.003 300 15312 4

- Plastic
Model 2890.0US

Staple d Wt [Ib] Quantity Part No DG
Foam staple gun

- Suitable for staple gun Model 2891.1US 1% 00057 FE30051 45313 4
- Plastic
Model 2890.3US

Decoiler

Drum and base

- Suitable for ViegaPEX Barrier tubing
Part No 11410, 11420, 11440, 11450, 11460,
11462

- without tubing

Model 2875.6US

max d Wt [Ib] Quantity Part No DG
% 129.963 1 21310 4

Decoiler

Compact

- Suitable for ViegaPEX Barrier tubing
Part No 11400, 11405, 11415, 11418, 11425,
11427, 11428, 11430, 11435, 11436, 11445,
11455, 11457, 11458, 11460

- Folds for easy transport

Model 2889.6US

max d Wt [Ib] Quantity Part No DG
% 31.991 1 21316 4
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Accessories

b
b

Tubing cutter

- For PEX tubing

- Suitable for Viega FostaPEX tubing
Model 2805US, 2806US, 2808US

- Steel

- Ratcheting design

Model 2840

Tubing cutter

- For PEX tubing
- Plastic

Model 2889.2US

Tubing cutter

- For PEX tubing
- Plastic

Model V5055

Blade

- Suitable for tubing cutter Model V5055
- Steel

Model V5055.1

Circulator

- Cast iron

- 3-speed, direct drive, wet rotor, inline
Model 2801.1US

Circulator

- Cast iron

- 3-speed, direct drive, wet rotor, inline
Model 2801.9US

Flange set

Components
(2) flanges, (2) sealing elements, (4) nuts,
(4) bolts

Model 2881.9US

Spring check valve

- For prevention of gravity circulation or
backflow

- Female pipe thread

- Horizontal or vertical installation, non-ferrous

Model 2873.4US

max d

max d

max d
1%2

Circulator
low head

Circulator
high head

%4

1Ya
1%

FPT1
v
%4

1%
1%

Wt [Ib]
1.600

Wt [Ib]
0.351

Wt [Ib]
0.401

Wt [Ib]
0.080

Wt [Ib]
7.248

Wt [Ib]
10.247

Wt [Ib]
2.234
2.329
1.915
1.915

Wt [Ib]
0.255
0.400
0.562
0.800
1.100

Quantity
1

Quantity
1

Quantity
1

Quantity
1

Quantity
1

Quantity
1

Quantity

LN L RN

Quantity

SN (NN N [ Y

Part No
53561

Part No
21304

Part No
21307

Part No
21317

Part No
12126

Part No
12127

Part No

16207
16209
16211
16212

Part No

20201
20202
20203
20204
20205

DG

DG

DG

DG

DG
4

DG
4

DG

AP D



Sensor well

- For housing temperature sensor

- Suitable for basic heating control
Model 2871.0US

- Fits into solder cup or Viega ProPress fitting

Model 2801.4US

Heat exchanger
- Brazed stainless steel
Model 2859US

Pressure differential valve
- Brass

- Female pipe thread
Model 2871.8US

Zip tie
- Plastic
Model 2866US

Staple

- Suitable for staple gun Model 2891.1US
- Plastic

Model 2890.0US

Staple

Foam staple gun

- Suitable for staple gun Model 2891.1US
- Plastic

Model 2890.3US

Staple

Pneumatic staple gun

- Suitable for pneumatic staple gun
Model 2889.7US

- Galvanized steel

Model 2889.8US

U-channel fastener
- Plastic

- Pre-drilled holes
Model 2864US

ProRadiant Heating and Cooling

CTS
Y2
W in] L[in] HIin] Plates
5 12 1.8 16
5 12 36 36
5 12 6.7 70
FPT
1%
L [in] Version
8.7 yellow
2>
1%
W [in] D [in]
1 1Ya
W [in] L [ft]
Y2 67>
% 6%
% 6%

Wit [Ib]
1.000

Wt [Ib]

8.343
14.856
28.992

Wt [Ib]
2.069
3.159

Wit [Ib]
0.003

Wt [Ib]
0.003

Wit [Ib]
0.005

Wit [Ib]
0.003

Wit [Ib]
1.100

1.899
1.300

Quantity
1

Quantity

1
1
1

Quantity

1
1

Quantity
100

Quantity
300

Quantity
300

Quantity
10000

Quantity
16
16
16

Part No
12128

Part No

22006
22007
22008

Part No

20102
20103

Part No
15304

Part No
15312

Part No
15313

Part No
21431

Part No

15310
15311
15314

DG

DG

A AN

DG

DG

DG

DG

DG

DG

AR D
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Bend support

- For in slab applications
- Not for Viega FostaPEX
- Plastic

Model 2851US

Repair coupling tape

- For wrapping PEX Press fittings in a slab

- Silicone
Model 2890.4US

J-clamp tubing fasteners
- Plastic
Components
Nail
Model 2860US

Lock clip
- Plastic
Model 2863US

Multi-clip

- Plastic

Components
Mounting screw

Model 2867US

Mat clip

- Suitable for Viega Climate Mat
Model 2809.1US, 2809.2US

- Plastic

Model 2809.3US

Bend support

Drop ear

- Not for Viega FostaPEX
- Plastic-coated steel
Model 2850.1US

for d

Y
Y2
%, %
1

W [in]

for d

Y
Y2
34

for d

e
%
Vo
%
1
1%
1%
2

L [ft]
10

Wt [Ib]
0.069
0.108
0.167
0.830

Wt [Ib]
0.131

Wt [Ib]
0.006
0.008
0.013
0.021

Wt [Ib]
0.004
0.014
0.006
0.019
0.025
0.030
0.040
0.050

Quantity Part No

10 15106
10 15107
10 15108
1 15111

Quantity Part No
1 15320

Quantity Part No

100 52000
100 52020
100 52040
100 52060

Quantity Part No

100 58070
100 58071
100 58072
50 580732
50 58074
50 58075
25 58076
15 58077

" Suitable for ViegaPEX Barrier tubing Part No 11445, 11450
2 Suitable for Viega FostaPEX tubing Part No 35030, 35031, 35530

max d

Yo
%

for d
3, Yo

Wt [Ib]

0.029
0.090

Wt [Ib]
0.005
0.005

Wt [Ib]
0.199

Quantity Part No

100 52006
25 52007

Quantity Part No

50 18165
50 18166

Quantity Part No
25 50520

AR D
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Spare parts

L]

Bend support

- Not for Viega FostaPEX
- Plastic

Model 2850.2US

Clip

- For wire mesh

- Suitable for ViegaPEX Barrier tubing
Part No 11425, 11427, 11430, 11435, 11436,
11440, 11445, 11450

- Plastic

Model 2865.1US

Flow meter cap

- For stainless steel manifold shutoff /
balancing / flow meter

- Spare part for manifold Model 2804

- Plastic

Model 2878.910

Return shutoff cap

- For stainless steel manifold shutoff /
balancing, stainless steel manifold shutoff /
balancing / flow meter

- Spare part for manifold Model 2804, 2879

- Plastic

Model 2878.911

Manifold replacement temperature gauge

- For stainless steel manifold shutoff /
balancing / flow meter

- Spare part for manifold Model 2804

Model 2878.913

Air bleeder

- For stainless steel manifold shutoff /
balancing, stainless steel manifold shutoff /
balancing / flow meter

- Spare part for manifold Model 2804, 2879

- Nickel-plated brass

- Male pipe thread

- Manual

Model 2878.914

Purge valve

- For stainless steel manifold shutoff /
balancing, stainless steel manifold shutoff /
balancing / flow meter

- Spare part for manifold Model 2804, 2879

- Nickel-plated brass

- Male pipe thread

Model 2878.915

for d

Y8
Yo
%8, %
1

for d
Y2, %

" Available while supplies last

Temp. [°F]
32-176

ProRadiant Heating and Cooling

Wt [lb] Quantity Part No DG
0.062 25 51000 2
0.083 25 51020 2
0.154 25 51040 2
0.238 25 51060 2
Wt [Ib] Quantity Part No DG
0.014 100 15301 4
Wt [Ib] Quantity Part No DG
0.015 1 15171 4
Wt [Ib] Quantity Part No DG
0.064 1 15172 4
Wt [lb] Quantity Part No DG
0.095 1 15175 4
Wt [lb] Quantity Part No DG
0.079 1 15176 4
Wt [lb] Quantity Part No DG
0.330 1 15177 4
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Return valve seat SVC

Long

- For stainless steel manifold shutoff /
balancing / flow meter

- Spare part for manifold Model 2804

- Nickel-plated brass

- Male pipe thread, SVC

Model 2878.916

Return valve seat svVGC

Short

- For stainless steel manifold shutoff /
balancing

- Spare part for manifold Model 2879

- Nickel-plated brass

- Male pipe thread, SVC

Model 2878.917

Supply valve seat SVC

- For stainless steel manifold shutoff /
balancing / flow meter

- Spare part for manifold Model 2804

- Nickel-plated brass

- Male pipe thread, SVC

Model 2878.918

Return valve

- For stainless steel manifold shutoff /
balancing, stainless steel manifold shutoff /
balancing / flow meter

- Spare part for manifold Model 2804, 2879

Model 2878.919

Supply shutoff balancing valve

- For stainless steel manifold shutoff /
balancing

- Spare part for manifold Model 2879

- Nickel-plated brass

- Male pipe thread

Model 2878.924

Temperature gauge well

- For stainless steel manifold shutoff /
balancing / flow meter

- Spare part for manifold Model 2804

- Nickel-plated brass

- Male pipe thread

Model 2878.925

Supply flow meter valve

- For stainless steel manifold shutoff /
balancing / flow meter

- Spare part for manifold Model 2804

- Nickel-plated brass

- Male pipe thread

- Clear plastic sight glass

Model 2878.920

Wt [Ib]
0.175

Wt [Ib]
0.115

Wt [Ib]
0.155

Wt [Ib]
0.183

Wt [Ib]
0.152

Wt [Ib]
0.125

Wt [Ib]
0.184

Quantity
1

Quantity
1

Quantity
1

Quantity
1

Quantity
1

Quantity
1

Quantity
1

Part No
15178

Part No
15179

Part No
15180

Part No
15181

Part No
15182

Part No
15183

Part No
15184

DG

DG

DG

DG

DG

DG

DG



Inlet gasket

- For stainless steel manifold shutoff /
balancing, stainless steel manifold shutoff /
balancing / flow meter

- Spare part for manifold Model 2804, 2879

- Rubber

Model 2878.923

Bracket

- For stainless steel manifold shutoff /
balancing, stainless steel manifold shutoff /
balancing / flow meter

- Spare part for manifold Model 2804, 2879

- Galvanized steel

Model 2878.912

Purge valve

- For 1%2" and 1" brass manifolds

- Brass

- National Pipe Thread, hose connection
Model 1069SV

Air vent
- For 1%2" and 1" brass manifolds
- Brass
Components
Air vent, air bleeder
Model 1028SV

Outdoor sensor

- Spare part for advanced snow melt control
Model 2872.4US, basic heating control
Model 2871.0US, hydronic mixing block
Model 2887.3

- Plastic

Components
10kQ thermistor

Model 2871.4US

Universal sensor

- Suitable for advanced snow melt control
Model 2872.4US, basic heating control
Model 2871.0US, hydronic mixing block
Model 2887.3, sensor well Model 2801.4US

- 10KQ sensor

Model 2870.9US

Setpoint or basic snow sensor cable

- Suitable for basic digital setpoint c