
5KCP39 Double Shaft
Motors • Three Speed 

GE 5KCP39 double shaft Energy
$aver® motors are designed for a
wide variety of air moving
applications. All motors feature
double 1/2 inch diameter shafts
and include length adapter
mounting kit.

Features:
•   All angle sleeve bearings
•   Extended thru bolts, 2.25 inch
resilient rings

•   Length adapter and mounting
kit included

•   For accessories see pages
M-50 – M-54

Specifications:
•   Class A insulation
•   Single phase, 60/50 Hertz
•   Overload protected
•   Open construction
•   Fan duty, continuous, air over
•   14 inch leads
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Ball Bearing 
Unit Heater Motors 
Ball Bearing

GE 5KCP39 ball bearing motors 
are designed for unit heater
applications. Each motor
includes base and capacitor, and
also features extended thru
bolts. These electrically
reversible motors are totally
enclosed with a BX connector on
the shell and 60 inch leads.

Features:
•   Energy $aver®

•   Mounting base and 
capacitor included

•   Totally enclosed with BX
connector and extended

    Thru bolts
•   5.0 inch long, 1/2 inch 
diameter shaft

Specifications:
•   Single phase, 60/50 Hertz
•   Overload protection
•   Fan duty, continuous, air over
•   Totally enclosed
•   60 inch leads
•   Class A insulation
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Direct Drive Motor Blowers & Double Shaft Fan & Blower Motors
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1075 RPM – Reversible Rotation - 6 Pole
MARS
NO.

GE NO.
5KCP39 HP VOLTS AMPS CAP.

(FURNISHED)
DIMENSIONS

A B C
03206 EGC336T 1/6 115 2.2 5/370 5.0 4.89 1/2

03208 JGC337T 1/4 115 3.3 10/370 5.0 5.14 1/2

03210 HGC338T 1/4 208-230 1.4 7.5/370 5.0 5.14 1/2

03212 NGC339T 1/3 115 4.9 10/370 5.0 6.14 1/2

(1) Approximately 150 RPM differential between speeds depending on fan load
(2) Available without mounting kit-see page M-54

3-Speed(1) — Energy $aver®
MARS
NO.

GE NO.
5KCP39 HP VOLTS AMPS ROT

LE
CAP. 
REQ.

DIMENSIONS BASE
NO.A B C D

1075 RPM - 6 Pole
03632 CG5823T 1/10 208-230 0.8 CCW 3/370 7.0 4.19-5.44 9.00 1/2 08052

03641 CG5824T 1/8 115 1.8 CCW 5/370 7.0 4.19-5.44 9.00 1/2 08052

03651 DG5826T 1/6 115 2.4 CCW 5/370 7.0 4.44-5.69 8.75 1/2 08053

03652(2) CG5827T 1/6 208-230 1.0 CCW 5/370 7.0 4.44-5.69 8.75 1/2 08053

03671 GG5828T 1/4 115 3.7 CCW 5/370 8.0 4.69-5.81 7.52 1/2 08054

 03672(2) FG5829T 1/4 208-230 1.7 CCW 5/370 8.0 4.69-5.81 7.52 1/2 08054

03681 LG5830T 1/3 115 5.1 CCW 5/370 7.5 5.38-6.63 7.27 1/2 08057

    03682(2) JG5831T 1/3 208-230 2.5 CCW 5/370 7.5 5.38-6.63 7.27 1/2 08057

03691 PG5081T 1/2 115 7.3 CCW 10/370 7.0 5.75 7.27 1/2 —

03692 NG5082T 1/2 208-230 3.5 CCW 7.5/370 7.0 5.75 7.27 1/2 —

03698 PGA854T 3/4 208-230 5.0 CCW 7.5/370 7.0 5.75 7.27 1/2 —

1625 RPM - 4 Pole
03851 CG9044T 1/6 115 2.0 CCW 5/370 7.0 4.44-5.69 8.77 1/2 08053

03862 CG9047T 1/5 208-230 1.1 CCW 5/370 8.5 4.69-5.81 7.02 1/2 08054

03871 FG9048T 1/4 115 2.9 CCW 5/370 7.0 4.88-6.13 8.27 1/2 08055

03872 EG9049T 1/4 208-230 1.2 CCW 5/370 7.0 4.94-6.19 8.27 1/2 08055

03881 HG9050T 1/3 115 4.1 CCW 5/370 7.0 5.44-6.69 8.27 1/2 08057

03882 HG9051T 1/3 208-230 1.9 CCW 5/370 6.5 5.44-6.69 8.27 1/2 08057

03891 MG5312T 1/2 115 6.4 CCW 5/370 7.0 5.50 7.52 1/2 08058

03892 MG5313T 1/2 208-230 3.0 CCW 5/370 7.0 5.50 7.52 1/2 08058

51⁄2 inch dia. 51⁄2 inch dia.


