ILsco

TYPE

CLWD

SureCrimp® Copper Compression Lugs

Long Barrel - 2 Hole, w/Sight Hole
Conductor Range: 1000kcmil - 700kemil
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Features

 Manufactured from high strength seamless copper tubing

® Electro-Tin plated
e Chamfered entry

e Color coded

e Suitable for use in circuits rated 35KV or less, proper high
voltage spacing and insulation techniques must be used

e UL Listed and CSA Certified with ILSCO and major com-
petitor's compression tools

e UL467 Listed 500 kemil - 8 AWG , #8 - #2 SOL

e Rated to 90° C

Benefits

e QOffers maximum conductivity and excellent crimping characteristics
® Provides low contact resistance

® For easy conductor insertion

® |dentifies the proper compression die

e Application versatility

® Reduces inventory requirements

A B —
b—Toninee— o . ob.
] ] i
Cc
e
f e
JECHEC)
Stud Stud Dimensions Die
Catalog Wire Alt Expanded* | Bolt | Hole | Hole Color | Die
Number Size Wire Size Wire Range | Size | Dia. | Spacing | A B C D G Code |Index |O.D. |LD.
o | 500 GH,IKMFLEX | 700kemil - : !
CLWD-700-38-1 700kemil 535300 250kemi 3/8 | 0.406 | 1.000 1937 [2.687 [5493 (1816 |0.414 | Pink 99 11.250 | 0.991
| 500 GH,I,KMFLEX | 700kcmil - ; |
CLWD-700-38-118 | 700kemil 535.3 D0 350kemil 38 ] 0.406 | 1.125 2125 |2687 |5681 (1816 |0.414 | Pink 99 11.250 | 0.991
o | 500 GH,IKMFLEX | 700kemil - : !
CLWD-700-12-112 | 700kemil 535300 250kemi 12| 0562 | 1.500 2625 |2687 |6.181 (1816 |0.546 | Pink 99 11.250 | 0.991
o+ | 500 GH,I,KMFLEX | 700kcmil - ; |
CLWD-700-12-134 | 700kemil 5353 DL0 350kemil 12| 0562 | 1.750 3000 |2687 |6556 |1.816 | 0.546 | Pink 99 1.250 | 0.991
o | 500 GH,IKMFLEX | 700kemil - : !
CLWD-700-12-178 | 700kcmil 535300 250kemi 12 | 0562 | 1.875 3000 |2687 |655 |1.816 |0.546 | Pink 99 11.250 | 0.991
.| 600 GHJIMFLEX | 750kemil - )
CLWD-750-38-1 750kemil 6164 DLO 500kemil 3/8 | 0.406 | 1.000 1937 | 2875 |5714 1901 |0.414 | Black |1-106 |1.313]1.031
.+ | 600 GHIMFLEX | 750kemil - 1
CLWD-750-38-118 | 750kemil 6164 DLO 500kemil 38 | 0.406 | 1.125 2125 | 2875 |5902 [1.901 |0.414 | Black |I-106 |1.313]1.031
.| 600 GHIMFLEX | 750kemil - )
CLWD-750-12-112 | 750kemil 6164 DLO 500keil 12| 0562 | 1.500 2625 |2875 |6.402 [1.901 |0546 | Black |I-106 |1.313]1.031
.+ | 600 GHIMFLEX | 750kemil - 1
CLWD-750-12-134 | 750kemil 6164 DLO 500kemil 12 | 0562 | 1.750 3000 |2875 |6.777 |1.901 |0.546 | Black |I-106 |1.313]1.031
.| 600 GHIMFLEX | 750kemil - )
CLWD-750-58-112 | 750kemil 6164 DLO 500kemil 58 | 0.656 | 1.500 3000 |2875 |6.777 |1.901 |0.671 | Black |I-106 |1.313]1.031
.| 750 GH,I FLEX 1000kemil - : L
CLWD-1000-38-1 | 1000kcmil 7777010 750kemil 3/8 | 0.406 | 1.000 1937 3000 (5962 |2.169 |0.414 | White |I-125 |1.500 | 1.172
. | 750 GH,I FLEX 1000kemil - : i
CLWD-1000-12-114 | 1000kemil 7777010 750kermil 12| 0562 | 1.250 2500 |3.000 |6525 [2.169 |0.546 | White |I-125 |1.500 | 1.172
.| 750 GH,I FLEX 1000kemil - : L
CLWD-1000-12-134 | 1000kemil 7777010 750kemil 12| 0562 | 1.750 3000 |3000 |7.025 |2.169 |0.546 | White |I-125 |1.500 | 1.172
. | 750 GH,I FLEX 1000kemil - : i
CLWD-1000-58-112 | 1000kemil 7777010 750kemi 58 1 0.656 | 1.500 3000 |3.000 |7.025 |2.169 |0.671 | White |I-125 |1.500 | 1.172

All wire sizes, unless noted otherwise, are American Wire Gauge (AWG)
*When installed with specified dieless tools
+ See pages 87 to 93 for complete tooling information.

For Bent Tangs change the 4th letter to a B and add “-4" for 45 deg. or “-9" for 90 deg.

UL File E6207
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