
Glue - On - nOzzle
•	Set	Nozzles	When	You	Set	Trim

•	Anti-Theft	Escutcheon	&	Bird	Screen

•	Saves	Labor	-	Almost	pays	for	itself

•	Saves	Material	-	No	male	adapters	or	bands

•	Reduces	Liability	-	No	sharp	PVC	/	ABS	edges

•	No	Coordinating	with	Masonry	or	Stucco	Crew

Seal	wall	opening	with	100%	silicone	caulk.

Installation

bands

edges

Stucco Crew

Install	anti-theft	escutcheon	&	secure	with	
appropriate	anchor.

Measure	hub	depth	of	G-O-N	&	cut	stub-out	
to	proper	length.

Using	solvent	cement,	place	nozzle	over	pipe	
and	into	escutcheon.
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Specifications

Ordering Information

Code    Description Qty.

82740 2” Escutcheon 1

82743 3” Escutcheon 1

82745 4” Escutcheon 1

82748 6” Escutcheon 1

82751 8” Escutcheon 1

82755 10” Escutcheon 1

82758 12” Escutcheon 1

Replacement 
Escutcheon

Code    Description Qty.

82700 2” Glue-On-Nozzle w/ Escutcheon 1

82703 3” Glue-On-Nozzle w/ Escutcheon 1

82706 4” Glue-On-Nozzle w/ Escutcheon 1

82708 6” Glue-On-Nozzle w/ Escutcheon 1

82710 8” Glue-On-Nozzle w/ Escutcheon 1

82713 10” Glue-On-Nozzle w/ Escutcheon 1

82715 12” Glue-On-Nozzle w/ Escutcheon 1

Glue-On-Nozzle
Kit

Code    Description Qty.

82720 2” Bird screen 1

82723 3” Bird screen 1

82725 4” Bird screen 1

82727 6” Bird screen 1

82730 8” Bird screen 1

82733 10” Bird screen 1

82735 12” Bird screen 1
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2” 3 2.39” 1.5” 5.25” 5.75” .50” 3.25” 1.25”

3” 5 3.52” 1.5” 5.37” 7.00” .57” 4.50” 1.25”

4” 7 4.52” 1.5” 5.37” 8.00” .57” 5.50” 1.25”

6” 10 6.65” 1.5” 5.62” 10.25” .57” 7.50” 1.25”

8” 13 8.65” 1.5” 5.62” 12.37” .57” 10.00” 1.25”

10” 21 10.78” 2.5” 6.50” 14.50” .57” 12.00” 1.25”

12” 26 12.78” 2.5” 7.50” 16.50” .50” 14.00” 1.25”
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   Description

Glue-On-Nozzle Bird Screen


