
1 of 1

         

Battery Pad Warmer Oil Warmer Breather Warmer

Model G0071010 G0071020 G0071030

Description The pad warmer rests under the battery 
(not necessary for use with AGM-style 
batteries). NOTE: Only compatible on 
units manufactured 2008 to present. 

The oil warmer slips directly over the oil 
filter. NOTE: Only compatible on units 
manufactured 2008 to present. 

The breather warmer is only for use in extreme 
cold weather applications.
NOTE: Only compatible on units manufac-
tured 2013 to present. 

Voltage 240 240 120

Wattage 40 50 16

Amps 0.17 0.21 0.13

Recommended 
Climate 0°F (-17°C) 0°F (-17°C) Extreme climates where heavy icing occurs.

Turns on/off 40° F (4° C) / 55° F (13° C) 40° F (4° C) / 55° F (13° C) 40° F (4° C) / 55° F (13° C)

Hertz 60/50 60/50 60

Connection in 
Generator

N1 and N2 N1 and N2 T1 and Neutral

Battery Pad Warmer Model  G0071010

Oil Warmer Model  G0071020

Breather Warmer Model  G0071030
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NOTE:   When installing any cold weather item, it is required that the oil be replaced with 5W-30 synthetic.
If replacing old cold weather kit components, remove the old component before installing the new.
All products come with a one year limited warranty.
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