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Topaz Specification Sheet
 
   Description:  Rigid Conduit Bodies with Cover and Gasket - Rigid LB Type 

     Standard Material:  Aluminum Die Cast Copper Free
             Cover stamped steel
            Gasket - Neoprene Rubber

     Features:  Tapered threaded hubs - NPT
     Suitable for use in concrete.
     Wet Location

     Application:  To provide access to conductors for pulling, slicing
           and maintenance

TOPAZ   UNIT SHIP WT/
CAT # UPC# SIZE CTN CASE CASE
LB1CG 20841 1/2" 10 100 34
LB2CG 20851 3/4" 10 50 23
LB3CG 20861 1" 5 25 19
LB4CG 20871 1 1/4" 2 10 14
LB5CG 20881 1 1/2" 2 10 15
LB6CG 20891 2" 1 5 14
LB7CG 20901 2 1/2" – 1 7
LB8CG 20911 3" – 1 7
LB9CG 20921 3 1/2" – 1 10
LB10CG 20931 4" – 1 10

TOPAZ    Max No.
CAT # A B C Conductors
LB1CG 4.295 2.150 1.330 1 #6AWG
LB2CG 5.090 2.430 1.540 2 #6AWG
LB3CG 5.915 2.765 1.740 3 #6AWG
LB4CG 7.894 3.665 2.490 3 #2AWG
LB5CG 7.894 3.665 2.490 3 #2AWG
LB6CG 10.134 4.275 3.100 3 #2/0AWG
LB7CG 12.500 5.437 4.450 3 #2/0AWG
LB8CG 12.500 5.675 4.450 3 #4/0AWG
LB9CG 15.500 6.922 5.500 3 #500MCM
LB10CG 15.500 6.922 5.500 3 #500MCM
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