
Designed for corrosive appliances 
and exhaust systems.

Easiest installation on the market...featuring
SureLock™ B-Vent Locking System.

Flexible liners, connectors
 and relining kits.

Premium quality, for use with 
gas-�red appliances.

®

Designed for use with pellet, corn
or wheat-�red appliances.

A quality, complete line including
2x2 di�users and extruded aluminum.

Designed for use with pellet, corn
or wheat-�red appliances.

Stainless steel and aluminum liner kits, 
connectors, and accessories.

Full line of �re & ceiling radiation dampers.  
Capacity to �ll high volume orders 100%.

Litho in U.S.A.  ©2016 Metal-Fab Inc. Form No. L898-1/16
9516



 

 

 

 

 

 

 

 

 

 

 

 

 
 



 

 

 

 

 

 

 

 

 

 

 

 

 
 



6.00ʺ

9.00ʺ

7.00ʺ

10.00ʺ

8.00ʺ

11.00ʺ

10.00ʺ

13.00ʺ

12.00ʺ

15.00ʺ

6ʺ 7ʺ 8ʺ 10ʺ 12ʺ

6, 12, 18, 24, 36, and 48* inch lengths

SIZE

A

B

C

SIZE

A

B

C

14ʺ 16ʺ

16.00ʺ 18.00ʺ

18ʺ

(2) Quick Connect Lock using sheet
      metal screws.

17.00ʺ 19.00ʺ 21.00ʺ

12, 18, 36, and 48 inch lengths

Notes:
(1) 14ʺ, 16ʺ, 18ʺ listed to 1700˚F intermittent;

1000˚F continuous.

14.00ʺ

SIZE

A

B

C

D

E

6ʺ 7ʺ 8ʺ 10ʺ 12ʺ

6.00ʺ

9.00ʺ

7.00ʺ

10.00ʺ

8.00ʺ

11.00ʺ

10.00ʺ

13.00ʺ

12.00ʺ

15.00ʺ

9.50ʺ

17.50ʺ 18.50ʺ 19.50ʺ 21.50ʺ 23.50ʺ

10.00ʺ 10.50ʺ 11.50ʺ 12.50ʺ

A

B

C

A

B

C

D
5.00

2.00
2.75

A

B

C

D

C

B

A

A
B

15°

D

C

14ʺ 16ʺ 18ʺSIZE

A

B

C

D

14.00ʺ

17.00ʺ

16.00ʺ

19.00ʺ

18.00ʺ

21.00ʺ

6.40ʺ

5.13ʺ

6.13ʺ

5.25ʺ

6.25ʺ

5.40ʺ

6ʺ 7ʺ 8ʺ 10ʺ 12ʺSIZE

A

B

C

D

6.00ʺ

9.00ʺ

7.00ʺ

10.00ʺ

8.00ʺ

11.00ʺ

10.00ʺ

13.00ʺ

12.00ʺ

15.00ʺ

3.75ʺ

6.40ʺ

3.75ʺ

6.40ʺ

3.75ʺ

6.40ʺ

3.75ʺ

6.40ʺ

3.75ʺ

6.40ʺ



6.00ʺ

9.00ʺ

7.00ʺ

10.00ʺ

8.00ʺ

11.00ʺ

10.00ʺ

13.00ʺ

12.00ʺ

15.00ʺ

6ʺ 7ʺ 8ʺ 10ʺ 12ʺ

6, 12, 18, 24, 36, and 48* inch lengths

SIZE

A

B

C

SIZE

A

B

C

14ʺ 16ʺ

16.00ʺ 18.00ʺ

18ʺ

(2) Quick Connect Lock using sheet
      metal screws.

17.00ʺ 19.00ʺ 21.00ʺ

12, 18, 36, and 48 inch lengths

Notes:
(1) 14ʺ, 16ʺ, 18ʺ listed to 1700˚F intermittent;

1000˚F continuous.

14.00ʺ

SIZE

A

B

C

D

E

6ʺ 7ʺ 8ʺ 10ʺ 12ʺ

6.00ʺ

9.00ʺ

7.00ʺ

10.00ʺ

8.00ʺ

11.00ʺ

10.00ʺ

13.00ʺ

12.00ʺ

15.00ʺ

9.50ʺ

17.50ʺ 18.50ʺ 19.50ʺ 21.50ʺ 23.50ʺ

10.00ʺ 10.50ʺ 11.50ʺ 12.50ʺ

A

B

C

A

B

C

D
5.00

2.00
2.75

A

B

C

D

C

B

A

A
B

15°

D

C

14ʺ 16ʺ 18ʺSIZE

A

B

C

D

14.00ʺ

17.00ʺ

16.00ʺ

19.00ʺ

18.00ʺ

21.00ʺ

6.40ʺ

5.13ʺ

6.13ʺ

5.25ʺ

6.25ʺ

5.40ʺ

6ʺ 7ʺ 8ʺ 10ʺ 12ʺSIZE

A

B

C

D

6.00ʺ

9.00ʺ

7.00ʺ

10.00ʺ

8.00ʺ

11.00ʺ

10.00ʺ

13.00ʺ

12.00ʺ

15.00ʺ

3.75ʺ

6.40ʺ

3.75ʺ

6.40ʺ

3.75ʺ

6.40ʺ

3.75ʺ

6.40ʺ

3.75ʺ

6.40ʺ



6.00ʺ 7.00ʺ 8.00ʺ 10.00ʺ 12.00ʺ

12.44ʺ 13.44ʺ 14.44ʺ 17.00ʺ 19.00ʺ

SIZE

A

B

6ʺ 7ʺ 8ʺ 10ʺ 12ʺ

12.63ʺ 13.63ʺ 14.63ʺ 17.19ʺ 19.19ʺ

15.63ʺ 16.63ʺ 17.63ʺ 20.19ʺ 22.19ʺ

SIZE

A

B

6ʺ 7ʺ 8ʺ 10ʺ 12ʺ

9.00ʺ 10.00ʺ 11.00ʺ

5.00ʺ-11.00ʺ

SIZE

A

B

6ʺ 7ʺ 8ʺ

19.50ʺ 19.50ʺ 19.50ʺC

5.00ʺ-11.50ʺ 5.00ʺ-13.50ʺ

14.00ʺ 16.00ʺ 18.00ʺ

17.00ʺ 19.00ʺ 21.00ʺ

A

B

SIZE 14ʺ 16ʺ 18ʺ

22.00ʺ 24.00ʺ 26.00ʺC

9.00ʺ 10.00ʺ 11.00ʺ 13.00ʺ 15.00ʺ

6.50ʺ 7.00ʺ 7.50ʺ 8.50ʺ 9.50ʺ

SIZE

A

B

6ʺ 7ʺ 8ʺ 10ʺ 12ʺ

16.50ʺ 16.50ʺ 16.50ʺ 20.50ʺ 20.50ʺC

B

A

1.50

A

C

B
SQUARE

6.00ʺ 7.00ʺ 8.00ʺ 10.00ʺ 12.00ʺ

12.00ʺ 13.00ʺ 16.00ʺ 18.00ʺ

SIZE

A

B

6ʺ 7ʺ 12ʺ

4.75ʺC

8ʺ 10ʺ

14.00ʺ

4.75ʺ 4.75ʺ 3.75ʺ 3.75ʺ

A

B

C
SQUARE

8.50

D

C

B

A

A
B

30°

D

C

14ʺ 16ʺ 18ʺSIZE

A

B

C

D

14.00ʺ

17.00ʺ

16.00ʺ

19.00ʺ

18.00ʺ

21.00ʺ

7.81ʺ

6.25ʺ

7.25ʺ

6.50ʺ

7.50ʺ

6.81ʺ

6ʺ 7ʺ 8ʺ 10ʺ 12ʺSIZE

A

B

C

D

6.00ʺ

9.00ʺ

7.00ʺ

10.00ʺ

8.00ʺ

11.00ʺ

10.00ʺ

13.00ʺ

12.00ʺ

15.00ʺ

4.75ʺ

6.75ʺ

4.75ʺ 4.75ʺ

6.75ʺ 6.75ʺ

4.75ʺ 4.75ʺ

6.75ʺ 6.75ʺ

B

6.00
3.00

A

C

A
B

C

A
B

14.44

5.94

A

6.00ʺ 8.00ʺ

SIZE

A

6ʺ 8ʺ



6.00ʺ 7.00ʺ 8.00ʺ 10.00ʺ 12.00ʺ

12.44ʺ 13.44ʺ 14.44ʺ 17.00ʺ 19.00ʺ

SIZE

A

B

6ʺ 7ʺ 8ʺ 10ʺ 12ʺ

12.63ʺ 13.63ʺ 14.63ʺ 17.19ʺ 19.19ʺ

15.63ʺ 16.63ʺ 17.63ʺ 20.19ʺ 22.19ʺ

SIZE

A

B

6ʺ 7ʺ 8ʺ 10ʺ 12ʺ

9.00ʺ 10.00ʺ 11.00ʺ

5.00ʺ-11.00ʺ

SIZE

A

B

6ʺ 7ʺ 8ʺ

19.50ʺ 19.50ʺ 19.50ʺC

5.00ʺ-11.50ʺ 5.00ʺ-13.50ʺ

14.00ʺ 16.00ʺ 18.00ʺ

17.00ʺ 19.00ʺ 21.00ʺ

A

B

SIZE 14ʺ 16ʺ 18ʺ

22.00ʺ 24.00ʺ 26.00ʺC

9.00ʺ 10.00ʺ 11.00ʺ 13.00ʺ 15.00ʺ

6.50ʺ 7.00ʺ 7.50ʺ 8.50ʺ 9.50ʺ

SIZE

A

B

6ʺ 7ʺ 8ʺ 10ʺ 12ʺ

16.50ʺ 16.50ʺ 16.50ʺ 20.50ʺ 20.50ʺC

B

A

1.50

A

C

B
SQUARE

6.00ʺ 7.00ʺ 8.00ʺ 10.00ʺ 12.00ʺ

12.00ʺ 13.00ʺ 16.00ʺ 18.00ʺ

SIZE

A

B

6ʺ 7ʺ 12ʺ

4.75ʺC

8ʺ 10ʺ

14.00ʺ

4.75ʺ 4.75ʺ 3.75ʺ 3.75ʺ

A

B

C
SQUARE

8.50

D

C

B

A

A
B

30°

D

C

14ʺ 16ʺ 18ʺSIZE

A

B

C

D

14.00ʺ

17.00ʺ

16.00ʺ

19.00ʺ

18.00ʺ

21.00ʺ

7.81ʺ

6.25ʺ

7.25ʺ

6.50ʺ

7.50ʺ

6.81ʺ

6ʺ 7ʺ 8ʺ 10ʺ 12ʺSIZE

A

B

C

D

6.00ʺ

9.00ʺ

7.00ʺ

10.00ʺ

8.00ʺ

11.00ʺ

10.00ʺ

13.00ʺ

12.00ʺ

15.00ʺ

4.75ʺ

6.75ʺ

4.75ʺ 4.75ʺ

6.75ʺ 6.75ʺ

4.75ʺ 4.75ʺ

6.75ʺ 6.75ʺ

B

6.00
3.00

A

C

A
B

C

A
B

14.44

5.94

A

6.00ʺ 8.00ʺ

SIZE

A

6ʺ 8ʺ



*Available in stainless steel, please contact factory.

9.00ʺ 10.00ʺ 11.00ʺ 13.00ʺ 15.00ʺ

6.50ʺ 7.00ʺ 7.50ʺ 8.50ʺ 9.50ʺ

SIZE

A

B

6ʺ 7ʺ 8ʺ 10ʺ 12ʺ

16.00ʺ 16.00ʺ 16.00ʺ 16.00ʺ 17.50ʺC

6.00ʺ 7.00ʺ 8.00ʺ 10.00ʺ 12.00ʺ

SIZE

A

6ʺ 7ʺ 8ʺ 10ʺ 12ʺ

9.00ʺ 10.00ʺ 11.00ʺ

SIZE

A

6ʺ 7ʺ 8ʺ

B

18.00ʺ

10.50ʺ

17.00ʺ 19.00ʺ

11.50ʺ

20.00ʺ

21.00ʺ

12.50ʺ

22.00ʺ

14ʺ 16ʺ 18ʺ

B 12.44ʺ 13.44ʺ 14.44ʺ 17.00ʺ 19.00ʺ

9.06ʺ 10.06ʺ 11.06ʺ

SIZE

A

6ʺ 7ʺ 8ʺ

B 12.00ʺ 12.00ʺ 12.00ʺ

6.00ʺ 7.00ʺ 8.00ʺ 10.00ʺ 12.00ʺ

SIZE

A

6ʺ 7ʺ 8ʺ 10ʺ 12ʺ

B 9.00ʺ 10.00ʺ 11.00ʺ 13.00ʺ 15.00ʺ

9.10ʺ 10.10ʺ 11.10ʺ 13.10ʺ 15.10ʺ

SIZE

A

6ʺ 7ʺ 8ʺ 10ʺ 12ʺ

Adjustable from 32ʺ to 60ʺ

9.00ʺ 10.00ʺ 11.00ʺ 13.00ʺ 15.00ʺ

6ʺ 7ʺ 8ʺ 10ʺ 12ʺSIZE

A

14ʺ 16ʺ

17.00ʺ 19.00ʺ

A

1.50

A
B

B

A

C

A

4.00

A

B

A

4.50

B

B

A

29.00



*Available in stainless steel, please contact factory.

9.00ʺ 10.00ʺ 11.00ʺ 13.00ʺ 15.00ʺ

6.50ʺ 7.00ʺ 7.50ʺ 8.50ʺ 9.50ʺ

SIZE

A

B

6ʺ 7ʺ 8ʺ 10ʺ 12ʺ

16.00ʺ 16.00ʺ 16.00ʺ 16.00ʺ 17.50ʺC

6.00ʺ 7.00ʺ 8.00ʺ 10.00ʺ 12.00ʺ

SIZE

A

6ʺ 7ʺ 8ʺ 10ʺ 12ʺ

9.00ʺ 10.00ʺ 11.00ʺ

SIZE

A

6ʺ 7ʺ 8ʺ

B

18.00ʺ

10.50ʺ

17.00ʺ 19.00ʺ

11.50ʺ

20.00ʺ

21.00ʺ

12.50ʺ

22.00ʺ

14ʺ 16ʺ 18ʺ

B 12.44ʺ 13.44ʺ 14.44ʺ 17.00ʺ 19.00ʺ

9.06ʺ 10.06ʺ 11.06ʺ

SIZE

A

6ʺ 7ʺ 8ʺ

B 12.00ʺ 12.00ʺ 12.00ʺ

6.00ʺ 7.00ʺ 8.00ʺ 10.00ʺ 12.00ʺ

SIZE

A

6ʺ 7ʺ 8ʺ 10ʺ 12ʺ

B 9.00ʺ 10.00ʺ 11.00ʺ 13.00ʺ 15.00ʺ

9.10ʺ 10.10ʺ 11.10ʺ 13.10ʺ 15.10ʺ

SIZE

A

6ʺ 7ʺ 8ʺ 10ʺ 12ʺ

Adjustable from 32ʺ to 60ʺ

9.00ʺ 10.00ʺ 11.00ʺ 13.00ʺ 15.00ʺ

6ʺ 7ʺ 8ʺ 10ʺ 12ʺSIZE

A

14ʺ 16ʺ

17.00ʺ 19.00ʺ

A

1.50

A
B

B

A

C

A

4.00

A

B

A

4.50

B

B

A

29.00



15.88ʺ 16.88ʺ 17.88ʺ 21.00ʺ 23.00ʺ

12.94ʺ 13.94ʺ 14.94ʺ 16.94ʺ 18.94ʺ

SIZE

A

B

6ʺ 7ʺ 8ʺ 10ʺ 12ʺ

1.00ʺ 1.00ʺ 1.00ʺ 1.00ʺ 1.00ʺC 25.00ʺ

21.00ʺ

19.00ʺ 21.00ʺ

23.00ʺ

27.00ʺ

23.00ʺ

25.00ʺ

29.00ʺ

14ʺ 16ʺ 18ʺ

14ʺ- 18"

9.00ʺ 10.00ʺ 11.00ʺ 13.00ʺ 15.00ʺ

18.00ʺ 18.00ʺ 18.00ʺ 18.00ʺ 18.00ʺ

SIZE

A

B

6ʺ 7ʺ 8ʺ 10ʺ 12ʺ

17.00ʺ 18.00ʺ 19.00ʺ 21.00ʺ 23.00ʺC

13.00ʺ 15.00ʺ 17.00ʺ 19.00ʺ 21.00ʺ

SIZE

A

8ʺ 10ʺ 12ʺ 14ʺ 16ʺ 18ʺ

23.00ʺ

6.00ʺ 7.00ʺ 8.00ʺ 10.00ʺ 12.00ʺ

9.00ʺ 10.00ʺ 11.00ʺ 13.00ʺ 15.00ʺ

SIZE

A

B

6ʺ 7ʺ 8ʺ 10ʺ 12ʺ

13.50ʺ 13.50ʺ 15.50ʺ 19.13ʺ 19.13ʺC

6.00ʺ 7.00ʺ 8.00ʺ 10.00ʺ 12.00ʺ

9.00ʺ 10.00ʺ 11.00ʺ 13.00ʺ 15.00ʺ

SIZE

A

B

6ʺ 7ʺ 8ʺ 10ʺ 12ʺ

13.50ʺ 13.50ʺ 15.50ʺ 19.13ʺ 19.13ʺC

9.13ʺ 10.13ʺ 11.13ʺ 13.13ʺ 15.13ʺ

SIZE

A

B

6ʺ 7ʺ 8ʺ 10ʺ 12ʺ

17.00ʺ 18.00ʺ 19.00ʺ 21.00ʺ 23.00ʺ

C 4.00ʺ to 7.50ʺ

14ʺ 16ʺ 18ʺSIZE

A

B

C

14.00ʺ

17.00ʺ

19.13ʺ

16.00ʺ

19.00ʺ

21.00ʺ

18.00ʺ

21.00ʺ

24.00ʺ

A B

C

A

C

B

A

10.00

A
B

C

13.50

B

C

11.50

A

B

C

11.50

A

A
B

C

9.88

B

A

C

SIZE

A

6ʺ 8ʺ

22.25ʺ 24.00ʺ

A

A

12ʺ-18ʺ 8ʺ-16ʺ

6ʺ- 12"

A

B C

9.00ʺ 10.00ʺ 11.00ʺ 13.00ʺ 15.00ʺ

18.00ʺ 18.00ʺ 19.50ʺ 21.50ʺ 23.50ʺ

SIZE

A

B

6ʺ 7ʺ 8ʺ 10ʺ 12ʺ

3.18ʺ 3.18ʺ 3.18ʺ 3.18ʺ 3.18ʺC 4.25ʺ 4.25ʺ 4.25ʺ

17.00ʺ 19.00ʺ 21.00ʺ

14ʺ 16ʺ 18ʺ

25.50ʺ 27.50ʺ 29.50ʺ

B
C

SQUARE

1.00
12.00

A



15.88ʺ 16.88ʺ 17.88ʺ 21.00ʺ 23.00ʺ

12.94ʺ 13.94ʺ 14.94ʺ 16.94ʺ 18.94ʺ

SIZE

A

B

6ʺ 7ʺ 8ʺ 10ʺ 12ʺ

1.00ʺ 1.00ʺ 1.00ʺ 1.00ʺ 1.00ʺC 25.00ʺ

21.00ʺ

19.00ʺ 21.00ʺ

23.00ʺ

27.00ʺ

23.00ʺ

25.00ʺ

29.00ʺ

14ʺ 16ʺ 18ʺ

14ʺ- 18"

9.00ʺ 10.00ʺ 11.00ʺ 13.00ʺ 15.00ʺ

18.00ʺ 18.00ʺ 18.00ʺ 18.00ʺ 18.00ʺ

SIZE

A

B

6ʺ 7ʺ 8ʺ 10ʺ 12ʺ

17.00ʺ 18.00ʺ 19.00ʺ 21.00ʺ 23.00ʺC

13.00ʺ 15.00ʺ 17.00ʺ 19.00ʺ 21.00ʺ

SIZE

A

8ʺ 10ʺ 12ʺ 14ʺ 16ʺ 18ʺ

23.00ʺ

6.00ʺ 7.00ʺ 8.00ʺ 10.00ʺ 12.00ʺ

9.00ʺ 10.00ʺ 11.00ʺ 13.00ʺ 15.00ʺ

SIZE

A

B

6ʺ 7ʺ 8ʺ 10ʺ 12ʺ

13.50ʺ 13.50ʺ 15.50ʺ 19.13ʺ 19.13ʺC

6.00ʺ 7.00ʺ 8.00ʺ 10.00ʺ 12.00ʺ

9.00ʺ 10.00ʺ 11.00ʺ 13.00ʺ 15.00ʺ

SIZE

A

B

6ʺ 7ʺ 8ʺ 10ʺ 12ʺ

13.50ʺ 13.50ʺ 15.50ʺ 19.13ʺ 19.13ʺC

9.13ʺ 10.13ʺ 11.13ʺ 13.13ʺ 15.13ʺ

SIZE

A

B

6ʺ 7ʺ 8ʺ 10ʺ 12ʺ

17.00ʺ 18.00ʺ 19.00ʺ 21.00ʺ 23.00ʺ

C 4.00ʺ to 7.50ʺ

14ʺ 16ʺ 18ʺSIZE

A

B

C

14.00ʺ

17.00ʺ

19.13ʺ

16.00ʺ

19.00ʺ

21.00ʺ

18.00ʺ

21.00ʺ

24.00ʺ

A B

C

A

C

B

A

10.00

A
B

C

13.50

B

C

11.50

A

B

C

11.50

A

A
B

C

9.88

B

A

C

SIZE

A

6ʺ 8ʺ

22.25ʺ 24.00ʺ

A

A

12ʺ-18ʺ 8ʺ-16ʺ

6ʺ- 12"

A

B C

9.00ʺ 10.00ʺ 11.00ʺ 13.00ʺ 15.00ʺ

18.00ʺ 18.00ʺ 19.50ʺ 21.50ʺ 23.50ʺ

SIZE

A

B

6ʺ 7ʺ 8ʺ 10ʺ 12ʺ

3.18ʺ 3.18ʺ 3.18ʺ 3.18ʺ 3.18ʺC 4.25ʺ 4.25ʺ 4.25ʺ

17.00ʺ 19.00ʺ 21.00ʺ

14ʺ 16ʺ 18ʺ

25.50ʺ 27.50ʺ 29.50ʺ

B
C

SQUARE

1.00
12.00

A



 
 

 
  

 

 
 

 

 

 

 
 

 

 

NOTE: In 6" - 8" aluminum 
option material is recommended 
for oil and coal applications.

SIZE A SIZE A B SIZE A B SIZE A B

6ʺ

7ʺ

8ʺ

10ʺ

12ʺ

6ʺ

7ʺ

8ʺ

10ʺ

12ʺ

SIZE A

6ʺ

7ʺ

8ʺ

10ʺ

12ʺ

14ʺ

16ʺ

18ʺ

6ʺ

8ʺ

*10ʺ

*12ʺ

6ʺ

8ʺ

28.88ʺ

30.50ʺ

35.75ʺ

38.40ʺ

22.25ʺ

24.00ʺ

24.00ʺ

26.75ʺ

21.00ʺ

22.00ʺ

28.50ʺ

27.00ʺ

38.00ʺ

43.50ʺ

29.00ʺ 41.60ʺ 29.00ʺ

23.00ʺ

25.70ʺ

28.50ʺ

30.75ʺ

35.35ʺ

37.50ʺ

23.50ʺ

25.25ʺ

28.75ʺ

30.25ʺ

22.25ʺ

24.00ʺ

24.00ʺ

26.75ʺ

29.00ʺ

33.00ʺ

35.00ʺ

37.00ʺ

A

A

A
SQUARE

11.75

A

B

A

B

A

B

11.75

1.00

A
SQUARE

Fits roof pitch
from FLAT to 2/12



 
 

 
  

 

 
 

 

 

 

 
 

 

 

NOTE: In 6" - 8" aluminum 
option material is recommended 
for oil and coal applications.

SIZE A SIZE A B SIZE A B SIZE A B

6ʺ

7ʺ

8ʺ

10ʺ

12ʺ

6ʺ

7ʺ

8ʺ

10ʺ

12ʺ

SIZE A

6ʺ

7ʺ

8ʺ

10ʺ

12ʺ

14ʺ

16ʺ

18ʺ

6ʺ

8ʺ

*10ʺ

*12ʺ

6ʺ

8ʺ

28.88ʺ

30.50ʺ

35.75ʺ

38.40ʺ

22.25ʺ

24.00ʺ

24.00ʺ

26.75ʺ

21.00ʺ

22.00ʺ

28.50ʺ

27.00ʺ

38.00ʺ

43.50ʺ

29.00ʺ 41.60ʺ 29.00ʺ

23.00ʺ

25.70ʺ

28.50ʺ

30.75ʺ

35.35ʺ

37.50ʺ

23.50ʺ

25.25ʺ

28.75ʺ

30.25ʺ

22.25ʺ

24.00ʺ

24.00ʺ

26.75ʺ

29.00ʺ

33.00ʺ

35.00ʺ

37.00ʺ

A

A

A
SQUARE

11.75

A

B

A

B

A

B

11.75

1.00

A
SQUARE

Fits roof pitch
from FLAT to 2/12



LENGTHS

SIZE

6ʺ

8ʺ

24ʺ12ʺ 48ʺ

X

X

X

X X

O.D.

X

7.00ʺ

9.00ʺ

MODEL TL48 MODEL TL66

SIZE

6ʺ

8ʺ

MIN L MAX L MIN L MAX L

26.00ʺ

26.00ʺ

48.00ʺ

48.00ʺ

36.00ʺ

36.00ʺ

66.00ʺ

66.00ʺ

6.00ʺ 7.00ʺ 5.00ʺ

8.00ʺ 9.00ʺ 4.60ʺ

A B CSIZE

6ʺ

8ʺ

4.38ʺ

4.80ʺ

D

6.00ʺ 7.00ʺ

8.00ʺ 9.00ʺ 13.50ʺ

A B CSIZE

6ʺ

8ʺ 13.50ʺ

D

12.50ʺ 12.50ʺ

MODEL TL48 MODEL TL66

SIZE

6ʺ

8ʺ

MIN L MAX L MIN L MAX L

26.00ʺ

26.00ʺ

48.00ʺ

48.00ʺ

36.00ʺ

36.00ʺ

66.00ʺ

66.00ʺ

26.00ʺ 48.00ʺ 36.00ʺ 66.00ʺ

7ʺ

MODEL 8A MODEL 18A

6ʺ

8ʺ

MIN L MAX L MIN L MAX L

3.00ʺ

3.00ʺ

6.00ʺ

6.00ʺ

6.00ʺ

6.00ʺ

16.00ʺ

16.00ʺ

SIZE

SIZE

6.00ʺ to 8.00ʺ

LENGTHS

24ʺ12ʺ 48ʺ

X

X

X

X

X

X

XX

SIZE

6ʺ

8ʺ

7ʺ

A

6.00ʺ

7.00ʺ

8.00ʺ

SIZE

6ʺ

8ʺ

7ʺ

A

14.00

A

B

C

D

D

A
B

C

A

C

4.00
B

SIZE

6ʺ

8ʺ

A B C

7.00ʺ

8.00ʺ

14.00ʺ

16.00ʺ

6.00ʺ

8.00ʺ

A

5.38

SIZE

6ʺ

8ʺ

A

6.00ʺ

7.00ʺ7ʺ

8.00ʺ

BA

A

B

C

SIZE

6ʺ to 8"

A B C

6.00ʺ

7.00ʺ7ʺ to 8"

8.00ʺ

8.00ʺ

4.37ʺ

3.75ʺ

B
A

D

3.00

C

SIZE

6ʺ

A B

6.00ʺ

8.00ʺ8ʺ

7.00ʺ

9.00ʺ

C D

13.37ʺ

15.12ʺ 7.61ʺ

6.82ʺ

B
A

6.00

SIZE

6ʺ

8ʺ

A B

7.00ʺ

9.00ʺ

6.00ʺ

8.00ʺ

6.00

8.00

4.13

SIZE

6ʺ

8ʺ

A B C D

6.00ʺ

8.00ʺ

3.50ʺ

4.63ʺ

2.38ʺ

5.00ʺ

3.63ʺ

SIZE

6ʺ

7ʺ

A B C

8ʺ

6.00ʺ

7.00ʺ

8.00ʺ

SIZE

6ʺ

8ʺ

A B

6.13ʺ

8.13ʺ

8.88ʺ

10.88ʺ

Note: Two-piece elbow for 8" diameter.

B
A

C

D

B
A

D

C

10.13ʺ

11.88ʺ

12.25ʺ

10.38ʺ

12.00ʺ

12.50ʺ

L

L

L



LENGTHS

SIZE

6ʺ

8ʺ

24ʺ12ʺ 48ʺ

X

X

X

X X

O.D.

X

7.00ʺ

9.00ʺ

MODEL TL48 MODEL TL66

SIZE

6ʺ

8ʺ

MIN L MAX L MIN L MAX L

26.00ʺ

26.00ʺ

48.00ʺ

48.00ʺ

36.00ʺ

36.00ʺ

66.00ʺ

66.00ʺ

6.00ʺ 7.00ʺ 5.00ʺ

8.00ʺ 9.00ʺ 4.60ʺ

A B CSIZE

6ʺ

8ʺ

4.38ʺ

4.80ʺ

D

6.00ʺ 7.00ʺ

8.00ʺ 9.00ʺ 13.50ʺ

A B CSIZE

6ʺ

8ʺ 13.50ʺ

D

12.50ʺ 12.50ʺ

MODEL TL48 MODEL TL66

SIZE

6ʺ

8ʺ

MIN L MAX L MIN L MAX L

26.00ʺ

26.00ʺ

48.00ʺ

48.00ʺ

36.00ʺ

36.00ʺ

66.00ʺ

66.00ʺ

26.00ʺ 48.00ʺ 36.00ʺ 66.00ʺ

7ʺ

MODEL 8A MODEL 18A

6ʺ

8ʺ

MIN L MAX L MIN L MAX L

3.00ʺ

3.00ʺ

6.00ʺ

6.00ʺ

6.00ʺ

6.00ʺ

16.00ʺ

16.00ʺ

SIZE

SIZE

6.00ʺ to 8.00ʺ

LENGTHS

24ʺ12ʺ 48ʺ

X

X

X

X

X

X

XX

SIZE

6ʺ

8ʺ

7ʺ

A

6.00ʺ

7.00ʺ

8.00ʺ

SIZE

6ʺ

8ʺ

7ʺ

A

14.00

A

B

C

D

D

A
B

C

A

C

4.00
B

SIZE

6ʺ

8ʺ

A B C

7.00ʺ

8.00ʺ

14.00ʺ

16.00ʺ

6.00ʺ

8.00ʺ

A

5.38

SIZE

6ʺ

8ʺ

A

6.00ʺ

7.00ʺ7ʺ

8.00ʺ

BA

A

B

C

SIZE

6ʺ to 8"

A B C

6.00ʺ

7.00ʺ7ʺ to 8"

8.00ʺ

8.00ʺ

4.37ʺ

3.75ʺ

B
A

D

3.00

C

SIZE

6ʺ

A B

6.00ʺ

8.00ʺ8ʺ

7.00ʺ

9.00ʺ

C D

13.37ʺ

15.12ʺ 7.61ʺ

6.82ʺ

B
A

6.00

SIZE

6ʺ

8ʺ

A B

7.00ʺ

9.00ʺ

6.00ʺ

8.00ʺ

6.00

8.00

4.13

SIZE

6ʺ

8ʺ

A B C D

6.00ʺ

8.00ʺ

3.50ʺ

4.63ʺ

2.38ʺ

5.00ʺ

3.63ʺ

SIZE

6ʺ

7ʺ

A B C

8ʺ

6.00ʺ

7.00ʺ

8.00ʺ

SIZE

6ʺ

8ʺ

A B

6.13ʺ

8.13ʺ

8.88ʺ

10.88ʺ

Note: Two-piece elbow for 8" diameter.

B
A

C

D

B
A

D

C

10.13ʺ

11.88ʺ

12.25ʺ

10.38ʺ

12.00ʺ

12.50ʺ

L

L

L



 

Note: Wall Band, Support Band and Radiation Shield are the same parts for TG & ATG



 

Note: Wall Band, Support Band and Radiation Shield are the same parts for TG & ATG



12, 18, 36, and 48 inch lengths

*See installation instructions for offset chart.

8ʺ - 16ʺ

NOTE: In 8" diameter aluminum option material is
recommended for oil and coal applications.

NOTE: 8ʺ-16ʺ listed to 1700°F intermittent;
1000°F continuous.

8ʺ 10ʺ 12ʺ 14ʺ 16ʺSIZE

A

B

C

*See installation instructions for offset chart.

8ʺ - 16ʺ

8ʺ - 16ʺ

8ʺ - 16ʺ

8ʺ 10ʺ 12ʺ 14ʺ 16ʺSIZE

A

B

C

8ʺ 10ʺ 12ʺ 14ʺ 16ʺSIZE

A

B

C

8ʺ - 16ʺ

8ʺ - 16ʺ

8ʺ - 16ʺ

8ʺ - 16ʺ

8ʺ - 16ʺ

8ʺ - 16ʺ

8ʺ - 16ʺ

8ʺ 10ʺ 12ʺ 14ʺ 16ʺSIZE

A

8ʺ 10ʺ 12ʺ 14ʺ 16ʺSIZE

A

B

8ʺ 10ʺ 12ʺ 14ʺ 16ʺSIZE

A

B

C

D

8ʺ 10ʺ 12ʺ 14ʺ 16ʺSIZE

A

B

C

D

8.00ʺ

11.00ʺ

10.00ʺ

13.00ʺ

4.88ʺ

12.00ʺ

15.00ʺ

5.00ʺ

5.88ʺ 6.00ʺ

14.00ʺ

17.00ʺ

5.13ʺ

16.00ʺ

19.00ʺ

5.25ʺ

6.13ʺ 6.25ʺ

8.00ʺ

11.00ʺ

10.00ʺ

13.00ʺ

5.75ʺ

12.00ʺ

15.00ʺ

6.00ʺ

6.75ʺ 7.00ʺ

14.00ʺ

17.00ʺ

6.30ʺ

16.00ʺ

19.00ʺ

6.55ʺ

7.30ʺ 7.55ʺ

8.00ʺ

11.00ʺ

16.00ʺ

10.00ʺ

13.00ʺ

18.00ʺ

12.00ʺ

15.00ʺ

20.00ʺ

14.00ʺ

17.00ʺ

21.00ʺ

16.00ʺ

19.00ʺ

23.00ʺ

8.00ʺ

11.00ʺ

16.00ʺ

10.00ʺ

13.00ʺ

18.00ʺ

12.00ʺ

15.00ʺ

20.00ʺ

14.00ʺ

17.00ʺ

21.00ʺ

16.00ʺ

19.00ʺ

23.00ʺ

8.00ʺ

11.00ʺ

10.00ʺ

13.00ʺ

12.00ʺ

15.00ʺ

14.00ʺ

17.00ʺ

16.00ʺ

19.00ʺ

15.00ʺ

21.25ʺ

17.00ʺ

23.25ʺ

19.00ʺ

25.25ʺ

21.00ʺ

27.25ʺ

23.00ʺ

29.25ʺ

25.50ʺ 27.50ʺ 29.50ʺ 31.50ʺ 33.50ʺ

8ʺ 10ʺ 12ʺ 14ʺ 16ʺSIZE

A

B

11.00ʺ

18.75ʺ

13.00ʺ

20.75ʺ

15.00ʺ

22.75ʺ

17.00ʺ

24.75ʺ

19.00ʺ

26.75ʺ

8ʺ 10ʺ 12ʺ 14ʺ 16ʺSIZE

A

B

C

11.00ʺ

15.00ʺ

19.00ʺ

13.00ʺ

17.00ʺ

21.00ʺ

15.00ʺ

19.00ʺ

23.00ʺ

17.00ʺ

21.00ʺ

25.00ʺ

19.00ʺ

23.00ʺ

27.00ʺ

8ʺ 10ʺ 12ʺ 14ʺ 16ʺSIZE

A

B

C

8.00ʺ

11.00ʺ

15.50ʺ

10.00ʺ

13.00ʺ

19.13ʺ

12.00ʺ

15.00ʺ

19.13ʺ

14.00ʺ

17.00ʺ

19.13ʺ

16.00ʺ

19.00ʺ

21.00ʺ

A
B

C

A
B

15°

D

C

A
B

30°

D

C

B
A

C
ACROSS FLATS

5.00

B
A

C
ACROSS FLATS

5.00

A

B
C

SQUARE

1.00

15.00

15.00

18.00

A
B

C
SQUARE

A
B

C

13.00

B

A

4.25

A

11.75

1.00

A

B

4.25

1.00

4.75ʺ

5.75ʺ

5.48ʺ

6.48ʺ

FLAT

8ʺ 10ʺ 12ʺ 14ʺ 16ʺSIZE

A

B

C

13.00ʺ

14.94ʺ

19.00ʺ

15.00ʺ

16.94ʺ

21.00ʺ

17.00ʺ

18.94ʺ

23.00ʺ

19.00ʺ

20.94ʺ

25.00ʺ

21.00ʺ

22.94ʺ

27.00ʺ



12, 18, 36, and 48 inch lengths

*See installation instructions for offset chart.

8ʺ - 16ʺ

NOTE: In 8" diameter aluminum option material is
recommended for oil and coal applications.

NOTE: 8ʺ-16ʺ listed to 1700°F intermittent;
1000°F continuous.

8ʺ 10ʺ 12ʺ 14ʺ 16ʺSIZE

A

B

C

*See installation instructions for offset chart.

8ʺ - 16ʺ

8ʺ - 16ʺ

8ʺ - 16ʺ

8ʺ 10ʺ 12ʺ 14ʺ 16ʺSIZE

A

B

C

8ʺ 10ʺ 12ʺ 14ʺ 16ʺSIZE

A

B

C

8ʺ - 16ʺ

8ʺ - 16ʺ

8ʺ - 16ʺ

8ʺ - 16ʺ

8ʺ - 16ʺ

8ʺ - 16ʺ

8ʺ - 16ʺ

8ʺ 10ʺ 12ʺ 14ʺ 16ʺSIZE

A

8ʺ 10ʺ 12ʺ 14ʺ 16ʺSIZE

A

B

8ʺ 10ʺ 12ʺ 14ʺ 16ʺSIZE

A

B

C

D

8ʺ 10ʺ 12ʺ 14ʺ 16ʺSIZE

A

B

C

D

8.00ʺ

11.00ʺ

10.00ʺ

13.00ʺ

4.88ʺ

12.00ʺ

15.00ʺ

5.00ʺ

5.88ʺ 6.00ʺ

14.00ʺ

17.00ʺ

5.13ʺ

16.00ʺ

19.00ʺ

5.25ʺ

6.13ʺ 6.25ʺ

8.00ʺ

11.00ʺ

10.00ʺ

13.00ʺ

5.75ʺ

12.00ʺ

15.00ʺ

6.00ʺ

6.75ʺ 7.00ʺ

14.00ʺ

17.00ʺ

6.30ʺ

16.00ʺ

19.00ʺ

6.55ʺ

7.30ʺ 7.55ʺ

8.00ʺ

11.00ʺ

16.00ʺ

10.00ʺ

13.00ʺ

18.00ʺ

12.00ʺ

15.00ʺ

20.00ʺ

14.00ʺ

17.00ʺ

21.00ʺ

16.00ʺ

19.00ʺ

23.00ʺ

8.00ʺ

11.00ʺ

16.00ʺ

10.00ʺ

13.00ʺ

18.00ʺ

12.00ʺ

15.00ʺ

20.00ʺ

14.00ʺ

17.00ʺ

21.00ʺ

16.00ʺ

19.00ʺ

23.00ʺ

8.00ʺ

11.00ʺ

10.00ʺ

13.00ʺ

12.00ʺ

15.00ʺ

14.00ʺ

17.00ʺ

16.00ʺ

19.00ʺ

15.00ʺ

21.25ʺ

17.00ʺ

23.25ʺ

19.00ʺ

25.25ʺ

21.00ʺ

27.25ʺ

23.00ʺ

29.25ʺ

25.50ʺ 27.50ʺ 29.50ʺ 31.50ʺ 33.50ʺ

8ʺ 10ʺ 12ʺ 14ʺ 16ʺSIZE

A

B

11.00ʺ

18.75ʺ

13.00ʺ

20.75ʺ

15.00ʺ

22.75ʺ

17.00ʺ

24.75ʺ

19.00ʺ

26.75ʺ

8ʺ 10ʺ 12ʺ 14ʺ 16ʺSIZE

A

B

C

11.00ʺ

15.00ʺ

19.00ʺ

13.00ʺ

17.00ʺ

21.00ʺ

15.00ʺ

19.00ʺ

23.00ʺ

17.00ʺ

21.00ʺ

25.00ʺ

19.00ʺ

23.00ʺ

27.00ʺ

8ʺ 10ʺ 12ʺ 14ʺ 16ʺSIZE

A

B

C

8.00ʺ

11.00ʺ

15.50ʺ

10.00ʺ

13.00ʺ

19.13ʺ

12.00ʺ

15.00ʺ

19.13ʺ

14.00ʺ

17.00ʺ

19.13ʺ

16.00ʺ

19.00ʺ

21.00ʺ

A
B

C

A
B

15°

D

C

A
B

30°

D

C

B
A

C
ACROSS FLATS

5.00

B
A

C
ACROSS FLATS

5.00

A

B
C

SQUARE

1.00

15.00

15.00

18.00

A
B

C
SQUARE

A
B

C

13.00

B

A

4.25

A

11.75

1.00

A

B

4.25

1.00

4.75ʺ

5.75ʺ

5.48ʺ

6.48ʺ

FLAT

8ʺ 10ʺ 12ʺ 14ʺ 16ʺSIZE

A

B

C

13.00ʺ

14.94ʺ

19.00ʺ

15.00ʺ

16.94ʺ

21.00ʺ

17.00ʺ

18.94ʺ

23.00ʺ

19.00ʺ

20.94ʺ

25.00ʺ

21.00ʺ

22.94ʺ

27.00ʺ



Designed for corrosive appliances 
and exhaust systems.

Easiest installation on the market...featuring
SureLock™ B-Vent Locking System.

Flexible liners, connectors
 and relining kits.

Premium quality, for use with 
gas-�red appliances.

®

Designed for use with pellet, corn
or wheat-�red appliances.

A quality, complete line including
2x2 di�users and extruded aluminum.

Designed for use with pellet, corn
or wheat-�red appliances.

Stainless steel and aluminum liner kits, 
connectors, and accessories.

Full line of �re & ceiling radiation dampers.  
Capacity to �ll high volume orders 100%.

Litho in U.S.A.  ©2016 Metal-Fab Inc. Form No. L898-1/16
9516


