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Number Description Overall Length Hex Opening Hex Shank Dia. Chuck / Nose Dia.

BHE3 3 in. Extension Bit 3 in. 1/4 in. 1/4 in. 5/8 in.

BHE6 6 in. Extension Bit 6 in. 1/4 in. 1/4 in. 5/8 in.

BHE10 10 in. Extension Bit 10 in. 1/4 in. 1/4 in. 5/8 in.

BHE12 12 in. Extension Bit 12 in. 1/4 in. 1/4 in. 5/8 in.
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BHE3  
3 in. Length 

BHE6  
6 in. Length 

BHE10  
10 in. Length 

BHE12  
12 in. Length 

Do not combine extension bits. Doing so can 
result in damage to the tool or injury to user.

IMPACT GRADE
NEW!

quick-coangequick-change

A Fast and Easy Push-in Style Receiver, 
with 3 Ball Bearing Detents holds any 1/4 -inch hex shank 
power groove or insert bit securely. Retract the collar only  
when removing bit.

Impact Grade Steel Construction 
make these durable extensions versatile  
for use with any Impact Driver  
or Malco CONNEXT Handle! 

EXTENSION BITS

SECURE FIT IMPACT GRADE

4  
 sizes!
4  

 sizes!

Durable,  

One-Handed 

Quick  
Release!
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