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Product Information Packet: Model No: , Catalog No:A373 702111886.BLOWER...1 SPD.

Nameplate Specifications

Voltage 208-230 V Motor Type Shaded Pole

Overload Protector Thermally Speed 3000 RPM

Current 0.6 A Number of Speeds 1

Frequency 60 Hz Phase 1

Ambient Temperature 40 °C UL Yes

Insulation Class B CSA Yes

Technical Specifications

Blower Outlet Shape Rectangle Motor Enclosure Open

Blower Outlet Flange No Bearing Type Ball

Outline Drawing OUTLINE Connection Diagram CONNECTION

This is an uncontrolled document once printed or downloaded and is subject to change without notice. Date Created: 09/25/2019
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Regal Beloit America, Inc.
TM

COPYRIGHT REGAL BELOIT AMERICA, INC. ALL RIGHTS RESERVED.
PROPRIETARY AND CONFIDENTIAL INFORMATION - THIS DOCUMENT IS THE PROPERTY OF

REGAL BELOIT AMERICA, INC. ("OWNER") AND CONTAINS OWNER'S PROPRIETARY
INFORMATION. ANY PERSON, CORPORATION OR OTHER FIRM RECEIVING IT IS DEEMED,
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TOLERANCES UNLESS
OTHERWISE SPECIFIED:
 DEC.       INCH            mm       ANGLE 
      .X         0.1           [ 2.5]        1
    .XX       0.01         [ 0.25]
  .XXX     0.005       [ 0.127]
.XXXX   0.0005     [ 0.0127]
REMOVE BURRS & BREAK SHARP
EDGES:  .003/.015 [.076/.381] X 45
CORNER FILLETS:  R.02 [.51]
MACHINED SURFACES:   125        3.2
                                   INCH       mm
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ECO DESCRIPTION

DATEAPPROVED BY

DATEREVISION BY

ECO

DRAWING REVISION

REFERENCE MATERIAL

SHEETDRAWING NUMBERSIZE

DESCRIPTION

THIRD ANGLE
PROJECTION

DRAWN BY

DATE

DATE

APPROVED BY

7

PROCESS/FINISH

6
1 OF 1D 702111886

PLA

2/9/2017

MLS

2/9/2017

HA FDP 9/25/2017

ECO-0131714 SDM 9/25/2017

CHANGED AMPS TO 0.44 LIKE NOMINAL OUTLINE
BLOWER ASSY

SEE NOTE 9.

GROUND LEAD
18 GA. 125° C 2/64 INSUL.
X-LINKED POLY., GRN/YEL
6.00/4.00 [152.40/101.60]
RING TERM. 89020156
AMP 61794-1

LEAD MATERIAL
18 GA. 125° C 2/64 INSUL.
EPDM, (1) BLACK, (1) RED
14.00/12.00 [355.60/304.80]
.56/.44 [14.22/11.18] STRIP

THERMALLY PROTECTED
CLASS "B" INSULATION
416 SS SHAFT
SEALED BALL BEARING

NOTES:

1.    ASSEMBLE GROUND STRAP BETWEEN (2) PC 323 NUTS.
  2.    100% HYPOT 1500V FOR ONE SECOND.
  3.     AUDIT VIBRATION PERIODICALLY TO INSURE .0025 MAX. DISPLACEMENT.
  4.     INSPECTION TEST FIXTURING IS REQUIRED.
  5.     PACK 1 PER CONTAINER,  80 MAX. PER PALLET, PACKING ASSY.: 87854335, 
          16 CONTAINERS PER LAYER, 5 LAYERS PER PALLET, PER 88834200 AND 88834408.

6.    STAMP ON BLOWER HOUSING AS INDICATED X 4/5 1" INCH IN HEIGHT REF. IN BLACK INK.
  7.     CARTON LABELS MUST ALL FACE ONE DIRECTION TOWARD THE 
          OPEN END OF THE PALLET. SEE 88834408.
  8.     NO PACKAGING TAPE OVER NAMEPLATE.
  9.     BLOWER - ALUMINIZED STEEL, MOTOR - FLAT BLACK

VIEW A-A

CONNECTION DIAGRAM
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RED                   230V
GRN/YEL           GRD
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APPLICATION: ROOFTOP PACKAGE UNIT B LA FR A S C E B A

CUSTOMER: FASCO DIST. GS 21 47 V 04 EY 5 0 0

CUSTOMER PN: A373

TYPICAL PERFORMANCE TEST DATA                                                
WITH 1 5/16" INLET RESTRICTOR

AT 240 VOLTS 60 Hz
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3242 80 .44
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.XX/.XX

 3.3
84.6

 1.76
1.72

44.70
43.69

 

 .220
.180

5.588
4.572

 

 1.68
1.64

42.55
41.53

 

 6.17
6.03

156.65
153.10

 

 2.55
2.52

64.82
64.06

 

 .74
.71

18.79
18.02

 

 3.04
3.00

77.22
76.20

 

 1.27
1.23

32.26
31.24

  2.27
2.23

57.66
56.64

 

 3.91
3.87

99.26
98.24

 

 3.07
3.03

78.03
77.02

 

 4.14
4.10

105.03
104.01

 

 2.40
2.36

60.96
59.94

  1.77
1.73

44.96
43.94

 

 3.21
3.17

81.53
80.52

 

 .36
.32

9.14
8.13

 

 4.66
4.62

118.31
117.29

 

5X .320
.300

8.128
7.620

 3.35
3.31

85.09
84.07

 

 2.63
2.60

66.85
66.09

 

.208

.200
5.283
5.080

 .36
.32

9.14
8.13

 

 .88
.86

22.35
21.84

 

 .210
.170

5.334
4.318

 

 .52
.48

13.21
12.19

 

2X .208
.200

5.283
5.080

 .52
.48

13.21
12.19

 

 .95
.91

24.18
23.16

 

2X .210
.170

5.334
4.318

 .52
.48

13.21
12.19

 

 .36
.32

9.14
8.13

 

 28° 

4.90
124.46

 4.66
4.62

118.36
117.35

 

Regal Beloit America, Inc.
TM

COPYRIGHT REGAL BELOIT AMERICA, INC. ALL RIGHTS RESERVED.
PROPRIETARY AND CONFIDENTIAL INFORMATION - THIS DOCUMENT IS THE PROPERTY OF

REGAL BELOIT AMERICA, INC. ("OWNER") AND CONTAINS OWNER'S PROPRIETARY
INFORMATION. ANY PERSON, CORPORATION OR OTHER FIRM RECEIVING IT IS DEEMED,

BY RECEIVING IT, TO AGREE THAT IT, AND/OR ANY PART OF IT, SHALL NOT BE DISCLOSED
TO ANY PERSON, CORPORATION OR OTHER ENTITY, DUPLICATED, AND/OR USED, EXCEPT
AS EXPRESSLY APPROVED IN WRITING IN ADVANCE BY OWNER. THIS DOCUMENT SHALL

BE RETURNED TO OWNER UPON REQUEST. IT MAY BE SUBJECT TO CERTAIN
RESTRICTIONS UNDER APPLICABLE EXPORT CONTROL LAWS AND REGULATIONS.

TOLERANCES UNLESS
OTHERWISE SPECIFIED:
 DEC.       INCH            mm       ANGLE 
      .X         0.1           [ 2.5]        1
    .XX       0.01         [ 0.25]
  .XXX     0.005       [ 0.127]
.XXXX   0.0005     [ 0.0127]
REMOVE BURRS & BREAK SHARP
EDGES:  .003/.015 [.076/.381] X 45
CORNER FILLETS:  R.02 [.51]
MACHINED SURFACES:   125        3.2
                                   INCH       mm
mm SHOWN IN  [BRACKETS]

124

B

A

124

3

3

B

58

A

C

DD

C

5678

ECO DESCRIPTION

DATEAPPROVED BY

DATEREVISION BY

ECO

DRAWING REVISION

REFERENCE MATERIAL

SHEETDRAWING NUMBERSIZE

DESCRIPTION

THIRD ANGLE
PROJECTION

DRAWN BY

DATE

DATE

APPROVED BY

7

PROCESS/FINISH

6
1 OF 1D 702111886

PLA

2/9/2017

MLS

2/9/2017

HA FDP 9/25/2017

ECO-0131714 SDM 9/25/2017

CHANGED AMPS TO 0.44 LIKE NOMINAL OUTLINE
BLOWER ASSY

SEE NOTE 9.

GROUND LEAD
18 GA. 125° C 2/64 INSUL.
X-LINKED POLY., GRN/YEL
6.00/4.00 [152.40/101.60]
RING TERM. 89020156
AMP 61794-1

LEAD MATERIAL
18 GA. 125° C 2/64 INSUL.
EPDM, (1) BLACK, (1) RED
14.00/12.00 [355.60/304.80]
.56/.44 [14.22/11.18] STRIP

THERMALLY PROTECTED
CLASS "B" INSULATION
416 SS SHAFT
SEALED BALL BEARING

NOTES:

1.    ASSEMBLE GROUND STRAP BETWEEN (2) PC 323 NUTS.
  2.    100% HYPOT 1500V FOR ONE SECOND.
  3.     AUDIT VIBRATION PERIODICALLY TO INSURE .0025 MAX. DISPLACEMENT.
  4.     INSPECTION TEST FIXTURING IS REQUIRED.
  5.     PACK 1 PER CONTAINER,  80 MAX. PER PALLET, PACKING ASSY.: 87854335, 
          16 CONTAINERS PER LAYER, 5 LAYERS PER PALLET, PER 88834200 AND 88834408.

6.    STAMP ON BLOWER HOUSING AS INDICATED X 4/5 1" INCH IN HEIGHT REF. IN BLACK INK.
  7.     CARTON LABELS MUST ALL FACE ONE DIRECTION TOWARD THE 
          OPEN END OF THE PALLET. SEE 88834408.
  8.     NO PACKAGING TAPE OVER NAMEPLATE.
  9.     BLOWER - ALUMINIZED STEEL, MOTOR - FLAT BLACK

VIEW A-A

CONNECTION DIAGRAM

BLK                   COMMON
RED                   230V
GRN/YEL           GRD

BB

VIEW B-B

AA

WARNING 
LABEL394

LABEL
332

366

384

316

1323

X
 4

/5

6

351

APPLICATION: ROOFTOP PACKAGE UNIT B LA FR A S C E B A

CUSTOMER: FASCO DIST. GS 21 47 V 04 EY 5 0 0

CUSTOMER PN: A373

TYPICAL PERFORMANCE TEST DATA                                                
WITH 1 5/16" INLET RESTRICTOR

AT 240 VOLTS 60 Hz

RPM WATTS AMPS

3242 80 .44

BLOWER WEIGHT
  6.5  LBS. ENDPLAY

.XX/.XX

 3.3
84.6

 1.76
1.72

44.70
43.69

 

 .220
.180

5.588
4.572

 

 1.68
1.64

42.55
41.53

 

 6.17
6.03

156.65
153.10

 

 2.55
2.52

64.82
64.06

 

 .74
.71

18.79
18.02

 

 3.04
3.00

77.22
76.20

 

 1.27
1.23

32.26
31.24

  2.27
2.23

57.66
56.64

 

 3.91
3.87

99.26
98.24

 

 3.07
3.03

78.03
77.02

 

 4.14
4.10

105.03
104.01

 

 2.40
2.36

60.96
59.94

  1.77
1.73

44.96
43.94

 

 3.21
3.17

81.53
80.52

 

 .36
.32

9.14
8.13

 

 4.66
4.62

118.31
117.29

 

5X .320
.300

8.128
7.620

 3.35
3.31

85.09
84.07

 

 2.63
2.60

66.85
66.09

 

.208

.200
5.283
5.080

 .36
.32

9.14
8.13

 

 .88
.86

22.35
21.84

 

 .210
.170

5.334
4.318

 

 .52
.48

13.21
12.19

 

2X .208
.200

5.283
5.080

 .52
.48

13.21
12.19

 

 .95
.91

24.18
23.16

 

2X .210
.170

5.334
4.318

 .52
.48

13.21
12.19

 

 .36
.32

9.14
8.13

 

Uncontrolled Copy

3 of 3


