
Catalog 
Number UPC Size

Ship 
Case

Weight/ 
Case A B

RB1 20060 1/2" x 3/8" 100 2 .563 .75

RB2 20070 3/4" x 1/2" 100 4 .65 .92

RB3 20080 1" x 1/2" 50 6 .715 1.125

RB4 20090 1" x 3/4" 50 7 .715 1.125

RB5 20100 1-1/4" x 1/2" 25 7 .82 1.47

RB6 20110 1-1/4" x 3/4" 25 8 .82 1.47

RB7 20120 1-1/4" x 1" 25 4 .82 1.47

RB8 20130 1-1/2" x 1/2" 25 11 .85 1.70

RB9 20140 1-1/2" x 3/4" 25 8 .85 1.70

RB10 20150 1-1/2" x 1" 25 7 .85 1.70

RB11 20160 1-1/2" x 1-1/4" 25 3 .85 1.70

RB12 20170 2" x 1/2" 10 3 .97 2.23

RB13 20180 2" x 3/4" 10 8 .97 2.23

RB14 20190 2" x 1" 10 7 .97 2.23

RB15 20200 2" x 1-1/4" 10 5 .97 2.23

RB16 20210 2" x 1-1/2" 10 3 .97 2.23
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Features  
	 • Rounded bushing protects conductor

Applications  
	 • Dry location use only

	 • Use to reduce the entry size of a run of threaded conduit

Standard Material  
	 • Steel

Standard Finish  

	 • Zinc plated

Reducing Bushings
Steel
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