Couplings: Flex, ProSeal & No-Hub - Drains
Test Caps & Plugs - Cleanout Plugs - Cover Plates

Cast Iron Bell Joint Gaskets
“Donuts”

+ Use to join cast iron bell DWV
to cast iron or plastic DWV.

* Replaces lead and oakum
style joints

PART NUMBER| SIZE

56139 2"x 1-1/2”
Sealing ribs_—"" 56205 "2 -
exposed for 563205 3"x 2
illustration 56305 3”
56405 4
564205 4" x2
564305 4" x 3"

Multi Seal Gasket

+ Multi-seal OD and ID rings
+ Natural rubber complies with ASTM C-564

Made in U.S.A.

PART
NUMBER SizE
95002 2" SV
95003 3” SV
95004 4" SV

PVC Hose Grip
Clothes Washer Connector

+ Holds washing machine
hoses securely in their
standpipe drains.

+ The Hose Grip has 4 vents
to allow for air flow during
discharge from washer.

+ Stainless steel clamp

PART
NUMBER

| 5930 |
Flexible PVC Tubular
Drain Pipe Connector
+ For any combination of 1-1/2”
or 1-1/4” tubular drain pipe.
+ Stainless steel clamps
PART | DRAIN SIZE

NUMBER
5905 1-1/4” and 1-1/2”

Flexible Fittings for DWV

Replacements for Fittings Cut Out of Joints

LG e
NUMBER
5815 1-1/2”
5822 2’
5833 3”
5844 4”
i) e
NUMBER
5715 1-1/2”
5722 2’
5733 3”
5744 4”

Lynwood, CA

Flexible PVC Trap Adapters

» Trap connectors are ideal for new installation, repairs and
alterations.

» The 5915 size connects 1-1/4” or 1-1/2” tubular traps to all
common 1-1/4” or 1-1/2” drain piping.
» The 5925 size connects 1-1/4” or 1-1/2” tubular traps to all

common 2” drain piping, except copper. (For 2” copper, use
5915)

+ Stainless steel clamps

PART

NUMBER DRAIN SIZE
5915 1-1/4” or 1-1/2”
5925 1-1/4" or 1-1/2” t0 2”

Flexible PVC Tubular Trap

» There’s no faster, easier way to
replace 1-1/4” or 1-1/2” plastic
or metal drain traps. It’s flexible
PVC material adjusts to pipe
misalignment and in installs
quickly and securely with a
common screwdriver or
nutdriver.

+ Stainless steel clamps

DRAIN SIZE

PART
NUMBER

5900 1-1/4” or 1-1/2” to 1-1/2”
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