Couplings: Flex, ProSeal & No-Hub - Drains
Test Caps & Plugs - Cleanout Plugs - Cover Plates

Test & Clean Out Caps Knockout Test Caps
« Fits plastic and hubless cast iron DWV + Solvent weld to ABS or PVC DWV
+ Made from the highest quality natural rubber « Fits both plastic SCH 40 and foam core DWV

« Built in cross rib for extra strength
+ Inside knurling grips pipe

PART

NUMBER| SIZE
4417 1-1/2”
4418 >’
4419 3 NUMBER| S1ZE
4422 & 4842 1-1/2"
4840 5 4843 2’
4841 6” 4844 3
4849 8’ @ 4845 &

Fill-Test-Drain Cap

“Fill-Test-Drain Cap” Single Size Test Cap
with Integral Pipe Nipple

« Multi-use... versatile... economical
+ The unique design of these individually sized

test caps has a 3/4” MPT x 1/2” FPT pipe PART SIZES
nipple molded directly into the caps. Simply NUMBER
add a hose bibb or test gauge to fill, test or 4857 1-1/2”
drain the line 4858 2"
+ Durable 100% synthetic rubber with stainless 4859 3"
steel clamp 4860 4’
+ Available in 4 sizes... 1-1/2”, 2", 3", 4” “4857HB 1-1/2"
*4858HB 2"
*4859HB 3”
* With Hose Bibb *4860HB 4”
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