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Cartridge (Type G) 

* Includes Stainless Steel Deck Plate for Single

or 3 Hole Installation

* 8-3/8" Height 360
° 

Swing Stainless Steel

Tube Spout, Zinc Handle

* Two Function Plastic Spray Head For Spray

And Stream

* Copper Waterway Construction with

l /2" -14 NPSM Connection

* Premium Grade Ceramic Cartridge (Type G)

* 60" Quick Connect Flexible Nylon Hose

* Screw On Weight

* Flow Rate: l .8GPM

* l 00% Pressure System Tested

Project/ Job Name 

Architect/ Engineer 

Contractor 

Model 

Quantity 

9-5/8' 245mm 

Product Compliance: 

•ASMEAl 12.18.l /CSAB125.l 
• NSF 61 - Section 9 
• NSF 372 (Low Lead Content] 
• ANSI Al 17. l (ADA] 
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Model No.: 

191-7697 (Polished Chrome)

l 91 -7 6 9 8 (Brushed Nickel Sp�less PVD")

192-5882 (Oil-Rubbed Bronze)

Part Name Material 

Spray Plastic 

Hose Guide Plastic 

Spout Stainless Steel 

O-Ring Rubber 

Hub Nut Zinc 

Wearing Ring Plastic 

Body Zinc 

Cartridge Seat Brass 

Cartridge Ceramic 

Cartridge Lock Nut Brass 

Trim Cap Plastic 

Handle Zinc 

Set Screw Stainless Steel 

Handle Button Plastic 

Copper Tube Brass 

Shank Stainless Steel 

Copper Tube Brass 

Copper Tube Brass 

Quick Connect Assembly Plastic 

Pull-out Hose Nylon 

Weight Plastic+Steel 

O-Ring Rubber 

Clamp Rubber+ 

Stainless Steel 

Lock Nut Zinc 

Screw Stainless Steel 

Plastic Base Plastic 

Deck Plate Stainless Steel 

Putty Plate Plastic 

Allen Key Stainless Steel 
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