


  

 

 

 

 

 

 



 

 

 

 

 

 

 

 



B

A

C
SIZE 14" 16"

A

B

C 12, 18, 36, and 48 inch lengths

14.00

.00 .00 .00 .00 .00

.00 .00 .00 .00 .00

17.00

16.00

19.00

18"

18.00

21.00

Note: Twist Lock Pipe (6"-12") overlaps 1½" when joined together. Quick Connect 
Lock (14"-18") overlaps 1½" when joined together with sheet metal screws. 
Therefore, assembled length on all sizes is 1½" less than listed length.

Temp/Guard Max is the only all-fuel chimney that is UL Listed for 1½" clearance to
combustibles on 6", 7", and 8" diameters.

Temp/Guard (10"-18") is tested and listed for a minimum clearance to combustibles of 2".

Sizes 6", 7", 8", 10" and 12" are listed by Underwriters Laboratories Inc. to UL Standard 103HT (2100° 
intermittent; 1000° continuous).

Sizes 14", 16" and 18" are listed by Underwriters Laboritories Inc. to
UL Standard 103 (1700° intermittent; 1000° continuous).

Sizes 6", 7" and 8" are listed by Underwriters Laboratories Inc. to ULC-S629 for use in
Canada (see separate installation instructions; literature number L2686).

The S.S. flue conduit is wrapped with ceramic insulating material. 

Limited Lifetime Warranty

(2) Quick connect Lock using sheet
      metal screws.



SIZE 14" 16"

A

B

14.00

17.00

16.00

19.00

18"

18.00

21.00

5.00

4.00

A
B

15°

*See installation instructions for offset chart.

10”- 12” galvanized casing only.

*See installation instructions for offset chart.

5.00



 
 

        

 

SIZE 14" 16"

A

B

14.00

17.00

16.00

19.00

5.00

3.00
6.00

4.00

1.50

18"

18.00

21.00
A

B

30°



 

 

 

              

               

                         

        

              

           

                     

                        

                     

  

SIZE 14" 16"

A

B

C

14.00

.00 .00 .00 .00 .00

.00 .00 .00 .00 .00

17.00

16.00

19.00

22.00 24.00

8.50

B

A
C

SQUARE

18"

18.00

21.00

26.00

*Available in stainless steel, please contact factory.

*Available in stainless steel,
  please contact factory.



 

                 

             

 

 

 

Note: Use with TG and ATG

Note: Use with TG and ATG

1.50

29.00

A

SIZE 8" 10" 12" 13" 14" 16"

"A" 11.00 13.00 15.00 16.00 17.00 19.00

7"

10.00

6"

9.00

11.0010.009.00

SIZE 8" 10" 12" 13" 14" 16"

A 11.00 13.00 15.00 16.00 17.00 19.00

7"

10.00

6"

9.00

A

B

C

B 7.50 8.50 9.50 10.00 10.50 11.507.006.50

C 17.00 18.00 20.0016.00

18"

21.00

12.50

22.0016.00 16.00 16.00 16.00

*Available in stainless steel, please contact factory.

*Available in stainless steel, please contact factory.

*Available in stainless steel,
  please contact factory.



   

                           

 

 

 

  

.00 .00 .00 .00 .00

.00.00.00.00.00

0 0 0 0 0



 

       

        

            

            

     

     

Note: Use with TG and ATG

12”, 14”, 16”, 18” 
Used on TG

8” – 16”
Used on ATG

6” - 12”

14” - 18”

19.00

21.00

21.00

23.00

25.00 27.00

12.00

C SQUARE
B

1.00

23.00

25.00

29.00

A

SIZE 8" 10" 12" 14" 16"

A 13.00 15.00 17.00 19.00 21.00

*
*

10.00

A

18"

23.00

.00 .00 .00 .00 .00

.00 .00 .00 .00 .00

.00.00.00.00.00



 

 

 

 

              

          

                                 

SIZE 14" 16"

A

B

C

14.00

17.00

16.00

19.00

19.13 21.00

A
B

D

C

D 13.50 13.50

18"

18.00

21.00

24.00

13.50

SIZE 14" 16"

 A 17.00

.00 .00 .00 .00 .00

.00.00.00.00.00

19.00

  A

  B

 B 24.75 26.75
3.87

18"

21.00

28.75

(Galvanized)



 
    

  

 

 

 

  

  

  

  

  

 
  

 

 
 

11.75

1.00

4.00 MIN.
6.00

11.75

 

 
 
 

  
 

  
  

   

 

 
 
 
 

 

 
 
 

 

33.00

35.00

37.00

DEAD SOFT FLASHINGS

NOTE: In 6" - 8" aluminum option material is
recommended for oil and coal applications.

NOTE #1: For use with metal, corrugated
and tile applications.

NOTE #2: Available in 6” & 8” diameters

4.00 MIN.

6.00

Fits roof pitch
from 2/12 to 5/12



  
  

  

 
 

 
  

 

 
 

 

 

 

 
 

 

 

Continuous laser-welded flue and casing allow for clean appearance and installation.



  

 

 

 

 

.00 .00 .00 .00

.00 .00

.00

.00 .00

.00

.00
.00

.00

.00

.00

.00

.00

.00

.00

.00

.00

.00
.00

.00

.00 .00

4.00



             

             

                                                                            

         

         

.00

.00

.00 .00

.00 .00

.00 .00

.00 .00

.00

.00 .00 .00

.00

.000

0

0

0

0

0

.00

.00

.00 .00 .00

.00 .00 .00 .00

.00

8.00

6.00



TEMP/GUARD®

AIR-COOLED

TEMP/GUARD® AIR–COOLED

®



TEMP/GUARD® AIR–COOLED

 

Note: Wall Band, Support Band and Radiation Shield are the same parts for TG & ATG

Listed to UL103 (1000˚ continuous, 1700˚ intermittent temperatures).

Available in 8”, 10”, 12”, 14” and 16” diameters.

2” clearance to combustibles. 

Double Wall Factory-Built Chimney for use with masonry fireplaces which burn 
wood, oil, coal or gas. 

Cost-effective alternative for pre-fabricated masonry chimneys.

TEMP/GUARD AIR-COOLED CHIMNEY EXTENSION TEMP/GUARD AIR-COOLED OUTDOOR FIREPLACE



TEMP/GUARD® AIR–COOLED

10.00

10.00

NOTE: 8" - 16" F
F

SIZE 8" 10" 12" 14" 16"

A

B

C

8.00

11.00

12, 18, 36, and 48 inch lengths

10.00

13.00

12.00

15.00

14.00

17.00

16.00

19.00

SIZE 8" 10" 12" 14" 16"

A

B

8.00

11.00

10.00

13.00

12.00

15.00

14.00

17.00

16.00

19.00

SIZE 8" 10" 12" 14" 16"

A

B

8.00

11.00

10.00

13.00

12.00

15.00

14.00

17.00

16.00

19.00

SIZE 8" 10" 12" 14" 16"

A

B

C

8.00

11.00

10.00

13.00

12.00

15.00

14.00

17.00

16.00

19.00

B

A

C

16.00 18.00 20.00 22.00 24.00

SIZE 8" 10" 12" 14" 16"

A

B

C

8.00

11.00

10.00

13.00

12.00

15.00

14.00

17.00

16.00

19.00

16.00 18.00 20.00 22.00 24.00

*See installation instructions for offset chart.

*See installation instructions for offset chart.

8  - 16

8  - 16

8  - 16

8  - 16

8  - 16 DANCHOR PLATE W/DAMPER

5.00

4.00

15°

B

A

5.00

4.00

30°

B

A

A

B

C
SQUARE

A

B

C
SQUARE



SIZE 8" 10" 12" 14" 16"

A

B

C

13.00

15.00

15.00

17.00

17.00

19.00

19.00

21.00

21.00

23.00

19.00 21.00 23.00 25.00 27.00

SIZE 8" 10" 12" 14" 16"

A

B

C

8.00

11.00

10.00

13.00

12.00

15.00

14.00

17.00

16.00

19.00

15.50 19.13 19.13 19.13 21.00

D 11.50 11.50 11.50 13.50 13.50

SIZE 8" 10" 12" 14" 16"

  A 11.00 13.00 15.00 17.00 19.00

  B 18.75 20.75 22.75 24.75 26.75

SIZE 8" 10" 12" 14" 16"

A 26.75 29.00 31.13 33.00 35.00

–  8" - 16" ATGFT

8" - 16"

8" - 16"

INSULATION SHIELD – 8" - 16" ATGIS

CHASE FLASHINGS

8" - 16"

SIZE 8" 10" 12" 14" 16"

A

B

C

11.00

15.00

13.00

17.00

15.00

19.00

17.00

21.00

19.00

23.00

19.00 21.00 23.00 25.00 27.00

15.00

15.00

C SQUARE
B

A

1.00

C SQUARE

18.00

B
A

A
B

D

C

  A

  B 

3.87

11.75

1.00

B SQUARE

4.25

A

1.00

SIZE 8" 10"

A 15.00 17.00

12"

19.00

B 21.25 23.25 25.25

14"

21.00

16"

23.00

27.25 29.25

TEMP/GUARD® AIR–COOLED

NOTE: In 6" - 8" aluminum option material is
recommended for oil and coal applications.




