
*Service Factor Amps. may vary with motor manufacturer - refer to label on motor.

Two Compartment Products  |  E-Z Access

Jet Pumps
Convertible  |  Multi-Stage

Jet Ejectors

SUBMITTAL DATA SHEET

NO-LEAD: The weighted average of the wetted surface of this no-lead product contacted by consumable water contains less than one quarter of 
one percent (0.25%) lead.  

A.Y. McDonald considers the information on this assembly drawing correct when published. Item and option availability, including specifications, are subject to change without notice.

Submitted by:                 7-15

A.Y. McDonald Mfg. Co. Toll Free: 1-800-292-2737 sales@aymcdonald.com
P.O. Box 508 Fax: 1-800-832-9296 www.aymcdonald.com
Dubuque, IA 52004-0508 Hours: 7:00 a.m. - 5:00 p.m., CST

High Capacity
 650JP-1/3 HP
 651JP-1/2 HP
 652JP-3/4 HP
 653JP-1 HP

 High Pressure
   654JP-1/3 HP
 655JP-1/2 HP
 656JP-3/4 HP
 657JP-1 HP

Deep Well
 4" Two Pipe, 1" Drive Pipe,
 and 1 1/4" Return Pipe
7502JP-1/3 HP
7503JP-1/3 HP
 7508JP-1/2 HP
 7509JP-1/2 HP
 7901JP-3/4 & 1 HP
 7902JP-1 HP
 7903JP-1 HP
 7906JP-3/4 HP
 7907JP-3/4 HP

2” Single Pipe
7733JP-1/3 HP
7734JP-1/3 HP
7735JP-1/2 HP
7736JP-1/2 HP
7808JP-3/4 & 1 HP
7809JP-1 HP
7810JP-1 HP
7812JP-3/4 HP
7813JP-3/4 HP

Single Pipe

Single Pipe

Two Pipe

Two Pipe

 659JP For 1575
 658JP For 1510
 652JP For 1515

• For better efficiency, use increasing fittings to allow 1 1/4" drive pipe

* 1/3 HP 8600 Series ONLY

* *

Deep Well
4” Two Pipe, 1” Drive Pipe,
and 1 1/4” Return Pipe
7109MP - 3/4 HP
7110MP - 3/4 HP
7111MP - 3/4 HP
7112MP - 1 HP
7113MP - 1 HP
7114MP - 1 HP

2” Single Pipe
7125MP - 3/4 HP
7126MP - 3/4 HP
7127MP - 3/4 HP
7128MP - 1 HP
7129MP - 1 HP
7130MP - 1 HP

Convertible

Multi-Stage

8200 or 8600 Series

Shallow Well

Add “L” to the model number for less foot valve

Add “L” to the model number for less foot valve

Shallow Well

1000 or 1500 Series

• For better efficiency, use increasing fittings to allow 1 1/4" drive pipe


