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32 oz. Spray Bottle

• Polypropylene sprayer
• Nitrile O-ring and seating cup
• 3 finger trigger for comfort

MARS NO. DESCRIPTION MARS PACK

79009 32 oz. Spray Bottle 12

79009

Blue Huck Towels

•   Excellent absorbency!
•   5 lb. box
•   Lint free
•   Prewashed
•   Approx. 22" x 13"
•   30-35 towels in box

MARS NO. DESCRIPTION MARS PACK

79024 Blue Huck Towels 1

79024

MARS RTV Silicone Sealants

MARS HVAC/R Silicone Sealant
is a superior quality silicone
which remains flexible from -85°
to 500°F. Never dries out. Has
excellent adhesion to metals and
can be used for virtually every
HVAC need. 

MARS NO. DESCRIPTION MARS PACK CASE QTY.

93249 Silicone sealant clear 10.1 oz. 12 12
93251 Silicone sealant white 10.1 oz. 12 12
93252 Silicone sealant gray 10.1 oz. 12 12
93253 Silicone sealant clear 2.8 oz. 12 12
93254 Silicone sealant white 2.8 oz. 12 12

MARS NO. DESCRIPTION MARS PACK CASE QTY.

93255 Hi-Temp. silicone red 10.1 oz. 12 12
93247 Heat resistant silicone red 2.8 oz. 12 12

93249

MARS Heat Resistant Silicone

MARS HVAC/R Hi-Temp Red Silicone 
Sealant is a superior quality
silicone which was formulated to
perform at temperatures ranging
from -85˚F to 500˚F (-65˚C to
260˚C) for continuous operation
and 600˚F (316˚C) for
intermittent exposure. These
features make MARS HVAC/R
Hi-Temp red Silicone ideal for
use around furnace vent pipes,
restaurant hoods and heat
exchangers.

MARS NO. DESCRIPTION CASE QTY.

93293 Firestop Caulk, 10.5 FL Oz.- Red 12

Fire Stop Caulk

Red Devil Fire Stop Caulk effectively 
seals penetration openings against the 
spread of fire, smoke, toxic
gases and water when 
applied properly.
•   A Latex-based, high-solids

Fire Stop compound
•   No Shrinkage
•   Withstands temperatures up
to 2000° F and is up to 4 hour
fire rated

•   Sandable and Paintable
•   Meets Fed. Specs ASTM 
E-814 (UL 1479) and ASTM
E-84 (UL 723) and many 
UL Classifications

93293

93255


