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SPECIFICATIONS
Dearborn Plastic Tubular Double Slip Joint Blow Molded Trap Offset is 
designed for use in tubular drain applications. Blow molded one-piece 
design reduces potential leak paths.

DESCRIPTION
• Plastic Tubular Double Slip Joint Trap Offset - Blow Molded

 ° (1) Trap Offset
 ° (2) Nuts
 ° (2) Washers

PRODUCT SELECTOR
PLASTIC TUBULAR DOUBLE SLIP JOINT TRAP OFFSET -  
BLOW MOLDED

P Product 
Number Description Carton 

Quantity 

P9146ABG
1-1/4" Double Slip 
Joint Trap Offset - Blow 
Molded, Bagged

25

Data is subject to manufacturing tolerances. 
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THIRD ANGLE PROJECTION
DRAWING INTERPRETATION

USING ASME Y14.5M

REV.

CRITICAL DIMENSION
FOR INSPECTION

DOUBLE OFFSET 1 1/4 
BLOW MOLDED

P9146ABG
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MOLD NO.
材质 <未指定> APPROVALS

PART NO.

.XXX  .005

FRACTIONS        DECIMALS        ANGLES
TOLERANCES  ARE:

UNLESS  OTHERWISE  SPECIFIED
DIMENSIONS  ARE  IN  INCHES.
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