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2500 239 LEAD MATERIAL 14.00
D 5497 L) 539 18 GA. 3/64 INS. 90°C. HPN 12.00
f N f (2) CONDUCTOR, BLACK PARALLEL
WITH NON-POLARIZED 125 VOLT PLUG
SHAFT DETAIL PER NEMA CONFIG. 1-15P
0046-4072 0046-4282
/ Fasco Industries, Inc. \
TIAS'd@®] Motor Division A .
| — @MNC  sarETY WARNING
ssembled in Mexico
No. 71638075 TYPE U63B1  TP. TEAO LR6319 This Motor Must Be
115V 60 Hz Class B Grounded in
06 A 1550 RPM 1/100 H? e 1 L
Model D540 Max Amb: 40°C Codes To Prevent
Possible Injury Due To
Electrical Shock
NOTES: \_ C_ = J
1. PACK 270 MOTORS MAX. PER PALLET. % 61299553
2. NO PACKING TAPE OVER CARTON LABEL.
FRONT SHAFT POSITION * TYPICAL PERFORMANCE AT 115 VOLTS 60 Hz. CUSTOMER: FASCO DIST. FASCO MOTORS GROUP
up MOTOR IDLE LOADED LOCKED BREAK| pART NUMBER: D540 FL\SCO AC MOTOR/BLOWER DIVISION
SPEED
HORIZONTAL R.P.M.| AMP. | WATT (IN.OZ. |R.P.M.| AMP. | WATT |IN.OZ. | AMP. | WATT [IN.OZ. | APPLICATION: COUNTER SALES V?RIOTIT\IlEIN:|P|I2RENE;|I'C|),3|0_F Fic;ggr\nglizl:gg:o%iD;sccl\l,_lgjg;Ic;JgL?:RP;\R”TSlF;N\{v|THOUT
1732 | .54 34 10.6 | 1550 | .60 46 4.3 .83 67 11.6 | MOTOR WEIGHT: 2.06 LBS. MOTOR TYPE DRAWING NUMBER
DOWN
ENVIRONMENT: DRY
CUSTOMER APPROVAL: SHADED POLE 7163 8075
FINISH COLOR: BLACK REV
SIGNED: DRAWN BY: S. DALTON B|ILAIFR|A | S  C | E|B|A '
) 14
DATE: DATE DRAWN: 3-2-2002 00 63 30 T 01 (0)4 5 1 0




