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Nothing can be
more frustrating
than losing valuable
time due to low
quality fittings.
Madison'’s Flex/AC/
MC fittings come
through for you time
after time. Giving
you affordability
paired with quality,
Madison saves you
time and money.
With a large variety
of UL listed Flex/AC/
MC fittings, you can
be confident that
you are using some
of the finest fittings
available anywhere.




SCREW-IN BOX CONNECTORS
ZINC

Connects flexible metal conduit to box
or enclosure

Material:  Zinc Die-Cast
Certifications: UL Listed
Features: Concrete-tight when taped

STANDARD INSULATED THROAT

SADDLE TYPE
BOX CONNECTOR - ZINC

Connects flexible metal conduit to box
or enclosure

Material:  Zinc Die-Cast
Certifications: UL Listed
Features: Concrete-tight

TRADE INNER MSTR. TRADE INNER MSTR.

ITEM#  “qize atv  arv | TEMF gize oty ary

L-44 3/8" 50 500
L-44-1 172" 50 500 | IL-44-1 172" 25 250
L-44-2 3/4 25 250 | IL-44-2 3/4 25 250

L-44-3 1" 25 250 [ IL-44-3 1" 10 100
L-44-4 1-1/4" 10 100 | IL-44-4 1-1/4" 10 40
L-44-5 1-1/2" 10 40 IL-44-5 1-1/2" 10 40
L-44-6 2' 10 40 IL-44-6 2' N/A 1

TRADE INNER MASTER
ITEM# SIZE aTy aTy
L-67 38" 50 500

CUT-IN SNAP LOCK
BOX CONNECTOR

Connects metal clad or armored cable
to old-work steel boxes or enclosures

Material:  Zinc Die-Cast, Steel, Plastic Insulator @
Certifications: cULus Listed ¢ us
Features: No tools required when assembling to the cable or
the box. After installing the old-work box in the wall and fishing
the cable through the box, simply snap the cable into the fitting
and snap the fitting into the box. Easily removed without tools
and reusable.

e g g
MCS38 3/8" 25 100
DOUBLE SNAP LOCK
MC CONNECTOR

Connects metal clad or armored cable
to steel boxes or enclosures

Material:  Zinc Die-Cast, Steel, Plastic Insulator

Certifications: cULus Listed @
Features: No tools required when assembling to the ¢ us
cable or the box. Robust one-piece square grip design for easy
use. Snap the cable to the fitting and snap the fitting into the
box. Easily removed without tools and reusable. Patent pending.

TRADE INNER MASTER
ITEM# SIZE aTy aTy
MDS38 38" 50 500

FLEX SET SCREW
BOX CONNECTORS - ZINC

Connects flexible metal conduit to box
or enclosure

Material:  Zinc Die-Cast
Certifications: UL Listed

TRADE INNER MASTER
ITEM# SIZE QTy aTyY
L-48-1 12 25 250
L-48-2 34 20 100

TWO-SCREW

BOX CONNECTORS - ZINC
Connects 14/2 to 10/3 armored ROMEX®
or non-metallic sheathed cable to box
or enclosure

Material:  Zinc Die-Cast
Certifications: UL Listed
Notes: L-51 NM cable: (2) 14/2, (1) 12/2, @
-57: AC cable: (FE) 14/2-10/2, .46 min x .598 max AC cable

ITEM# TRADE KNOCK INNER MASTER
SIZE ouT aTy aTy

L-51 3/8" 172" 25 250

L-57 3/8" 172" 20 100

DUPLEX BOX CONNECTORS
ZINC

Connects two lengths of flexible metal
conduit to box or enclosure

Material:  Zinc Die-Cast
Certifications: UL Listed

Notes: Metal clad cable range:

Aluminum Continuous Sheath Smooth .410-.500

Aluminum Interlocking .460 - .560

Steel Interlocking .438 - .560

TRADE INNER MASTER

ITEM# SIZE SCREWS aTyY aTY
L-158 3/8" 1 25 250
L-159 3/8" 2 20 200

ROMEX® and MCAP® are registered trademarks of Southwire Company.





