
ELECTRICAL SOLUTIONS

Order number of pieces required, in multiples of Standard Package Quantity. Prime items appear in BOLD.
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Pan-Way ® Power Rated Surface Mount Outlet Boxes

• JBP1FS and JBP2FS assemble without the use of screws for faster
installation

• JBP1FS and JBP2FS are supplied with adhesive backing to speed
installation

• JBP1FS and JBP2FS accept Pan-Way ® Snap-on Faceplates for
superior aesthetics

‡For other colors replace IW (Off White) with EI (Electric Ivory), IG (International Gray), or WH (White).

JBP1 JBP2

JBP1D JBP2D
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Part Number Part Description Color‡

Std.
Pkg.
Qty.

Std.
Ctn.
Qty.

JBP1IW Single gang two-piece screw together outlet box. Box accepts
Pan-Way ® Screw-On Faceplates or any NEMA standard
single gang faceplate. For use with Pan-Way ® LD profile
raceway. 5.19"L x 3.45"W x 1.75"H (131.9mm x 87.7mm x
44.4mm). Breakouts for 1/2", 3/4", or 1" diameter conduit.

Off
White

1 10

JBP2IW Double gang two-piece screw together outlet box. Box
accepts Pan-Way ® Screw-On Faceplates or any NEMA
standard double gang faceplates. For use with Pan-Way ®

LD profile raceway. 5.05"L x 5.05"W x 1.62"H 
(128.2mm x 128.2mm x 41.1mm).
Breakouts for 1/2" or 3/4" diameter conduit.

Off
White

1 10

JBP1DIW Single gang two-piece screw together deep outlet box. Box
accepts Pan-Way ® Screw-On Faceplates or any NEMA
standard single gang faceplate. For use with Pan-Way ® T-45,
LD2P10 (when used with JBD1), or LD profile raceway. 5.19"L
x 3.45"W x 2.75"H (131.9mm x 87.7mm x 69.8mm).
Breakouts for 1/2", 3/4", or 1" diameter conduit.

Off
White

1 10

JBP2DIW Double gang two-piece screw together deep outlet box. Box
accepts Pan-Way ® Screw-On Faceplates or any NEMA
standard double gang faceplate. For use with Pan-Way ®

T-45 or LD profile raceway. 5.19"L x  5.19"W x 2.75"H
(131.9mm x 131.9mm x 69.8mm).
Breakouts for 1/2", 3/4", or 1" diameter conduit.

Off
White

1 10

JBP1EIW Single gang two-piece screw together extension outlet box.
Box accepts Pan-Way ® Screw-On Faceplates or any NEMA
standard single gang faceplate. For use with Pan-Way ®

LD profile raceway. 4.99"L x 3.30"W x 1.00"H 
(126.7mm x 83.8mm x 25.4mm).
Breakouts for 1/2", 3/4", or 1" diameter conduit.

Off
White

1 10

JBP1IIW Single gang two-piece screw together intermediate outlet box.
Box accepts Pan-Way ® Screw-On Faceplates or any NEMA
standard single gang faceplate. For use with Pan-Way ®

LD profile raceway. 5.12"L x 3.38"W x 2.27"H  
(130.2mm x 86.0mm x 57.7mm).
Breakouts for 1/2" or 3/4" diameter conduit.

Off
White

1 10

PSJBXIW Single gang two-piece snap together power source box. For
use with Pan-Way ® LDPH3, 5, 10, or LDS3, or 5 profile
raceway. 5.02"L x 3.32"W x 1.31"H 
(127.6mm x 83.0mm x 33.3mm).
Breakouts for 1/2", 3/4", or 1" diameter conduit.

Off
White

1 10


